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	Agreement
The previous agreement is updated as follows:
Agreement
For DL Rx hopping or UL Tx hopping, support the UE or gNB to report the following:
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[bookmark: _Toc109049765][bookmark: _Toc100929729][bookmark: _Toc60776906]START OF CHANGE
[bookmark: _Toc27765086][bookmark: _Toc37680743][bookmark: _Toc46486313][bookmark: _Toc52546658][bookmark: _Toc52547188][bookmark: _Toc52547718][bookmark: _Toc52548248][bookmark: _Toc139050783][bookmark: _Toc46486428][bookmark: _Toc52546773][bookmark: _Toc52547303][bookmark: _Toc52547833][bookmark: _Toc52548363][bookmark: _Toc131140135]6.5.10.4	NR DL-TDOA Location Information Elements
–	NR-DL-TDOA-SignalMeasurementInformation
The IE NR-DL-TDOA-SignalMeasurementInformation is used by the target device to provide NR DL-TDOA measurements to the location server.
NOTE 1:	The dl-PRS-ReferenceInfo defines the "RSTD reference" TRP. The nr-RSTD's and nr-RSTD-ResultDiff's in nr-DL-TDOA-MeasList are provided relative to the "RSTD reference" TRP.
NOTE 2:	The "RSTD reference" TRP may or may not be the same as the "assistance data reference" TRP provided by nr-DL-PRS-ReferenceInfo in IE NR-DL-PRS-AssistanceData.
NOTE 3:	The target device includes a value of zero for the nr-RSTD and nr-RSTD-ResultDiff of the "RSTD reference" TRP in nr-DL-TDOA-MeasList.

-- ASN1START

NR-DL-TDOA-SignalMeasurementInformation-r16 ::= SEQUENCE {
	dl-PRS-ReferenceInfo-r16		DL-PRS-ID-Info-r16,
	nr-DL-TDOA-MeasList-r16			NR-DL-TDOA-MeasList-r16,
	...,
	[[
	nr-UE-RxTEG-TimingErrorMargin-r17	TEG-TimingErrorMargin-r17		OPTIONAL	-- Cond UERxTEG
	]]
}

NR-DL-TDOA-MeasList-r16 ::= SEQUENCE (SIZE(1..nrMaxTRPs-r16)) OF NR-DL-TDOA-MeasElement-r16

NR-DL-TDOA-MeasElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16								OPTIONAL,
	nr-CellGlobalID-r16				NCGI-r15										OPTIONAL,
	nr-ARFCN-r16					ARFCN-ValueNR-r15								OPTIONAL,
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16						OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16						OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-RSTD-r16						CHOICE {
			k0-r16						INTEGER (0..1970049),
			k1-r16						INTEGER (0..985025),
			k2-r16						INTEGER (0..492513),
			k3-r16						INTEGER (0..246257),
			k4-r16						INTEGER (0..123129),
			k5-r16						INTEGER (0..61565),
			...
	},
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-Result-r16		INTEGER (0..126)								OPTIONAL,
	nr-DL-TDOA-AdditionalMeasurements-r16
									NR-DL-TDOA-AdditionalMeasurements-r16			OPTIONAL,
	...,
	[[
	nr-UE-Rx-TEG-ID-r17					INTEGER (0..maxNumOfRxTEGs-1-r17)			OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-Result-r17	INTEGER (0..126)							OPTIONAL,
	nr-los-nlos-Indicator-r17			CHOICE {
			perTRP-r17						LOS-NLOS-Indicator-r17,
			perResource-r17					LOS-NLOS-Indicator-r17
	}																				OPTIONAL,
	nr-AdditionalPathListExt-r17		NR-AdditionalPathListExt-r17				OPTIONAL,
	nr-DL-TDOA-AdditionalMeasurementsExt-r17
										NR-DL-TDOA-AdditionalMeasurementsExt-r17	OPTIONAL
	]],
	[[
	nr-FrequencyHopping-Indicator-r18 	FFS {}
	]]
}
Editor Notes:
Need further agreement from RAN1. FFS: indication of how many received hops / which received hops where used in the measurement report.

NR-DL-TDOA-AdditionalMeasurements-r16 ::= SEQUENCE (SIZE (1..3)) OF
													NR-DL-TDOA-AdditionalMeasurementElement-r16

NR-DL-TDOA-AdditionalMeasurementsExt-r17 ::= SEQUENCE (SIZE (1..maxAddMeasTDOA-r17)) OF
													NR-DL-TDOA-AdditionalMeasurementElement-r16

NR-DL-TDOA-AdditionalMeasurementElement-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16						OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16						OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-RSTD-ResultDiff-r16			CHOICE {
			k0-r16						INTEGER (0..8191),
			k1-r16						INTEGER (0..4095),
			k2-r16						INTEGER (0..2047),
			k3-r16						INTEGER (0..1023),
			k4-r16						INTEGER (0..511),
			k5-r16						INTEGER (0..255),
			...
	},
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-ResultDiff-r16	INTEGER (0..61)									OPTIONAL,
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
	...,
	[[
	nr-UE-Rx-TEG-ID-r17				INTEGER (0..maxNumOfRxTEGs-1-r17)				OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-ResultDiff-r17
									INTEGER (0..61)									OPTIONAL,
	nr-los-nlos-IndicatorPerResource-r17
									LOS-NLOS-Indicator-r17							OPTIONAL,
	nr-AdditionalPathListExt-r17	NR-AdditionalPathListExt-r17					OPTIONAL
	]]
}

-- ASN1STOP

NEXT CHANGE
[bookmark: _Toc37681215][bookmark: _Toc46486788][bookmark: _Toc52547133][bookmark: _Toc52547663][bookmark: _Toc52548193][bookmark: _Toc52548723][bookmark: _Toc139051288]6.5.11.4	NR DL-AoD Location Information Elements
[bookmark: _Toc37681216][bookmark: _Toc46486789][bookmark: _Toc52547134][bookmark: _Toc52547664][bookmark: _Toc52548194][bookmark: _Toc52548724][bookmark: _Toc139051289]–	NR-DL-AoD-SignalMeasurementInformation
The IE NR-DL-AoD-SignalMeasurementInformation is used by the target device to provide NR DL-AoD measurements to the location server.
-- ASN1START

NR-DL-AoD-SignalMeasurementInformation-r16 ::= SEQUENCE {
	nr-DL-AoD-MeasList-r16			NR-DL-AoD-MeasList-r16,
	...
}

NR-DL-AoD-MeasList-r16 ::= SEQUENCE (SIZE(1..nrMaxTRPs-r16)) OF NR-DL-AoD-MeasElement-r16

NR-DL-AoD-MeasElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16						OPTIONAL,
	nr-CellGlobalID-r16				NCGI-r15								OPTIONAL,
	nr-ARFCN-r16					ARFCN-ValueNR-r15						OPTIONAL,
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16				OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16				OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-DL-PRS-RSRP-Result-r16		INTEGER (0..126),
	nr-DL-PRS-RxBeamIndex-r16		INTEGER (1..8)							OPTIONAL,
	nr-DL-AoD-AdditionalMeasurements-r16
									NR-DL-AoD-AdditionalMeasurements-r16	OPTIONAL,
	...,
	[[
	nr-DL-PRS-FirstPathRSRP-Result-r17
									INTEGER (0..126)						OPTIONAL,
	nr-los-nlos-Indicator-r17		CHOICE {
			perTRP-r17					LOS-NLOS-Indicator-r17,
			perResource-r17				LOS-NLOS-Indicator-r17
	}																		OPTIONAL,
	nr-DL-AoD-AdditionalMeasurementsExt-r17
									NR-DL-AoD-AdditionalMeasurementsExt-r17	OPTIONAL
	]],
	[[
	nr-FrequencyHopping-Indicator-r18 	FFS {}
	]]
Editor Notes:
Need further agreement from RAN1. FFS: indication of how many received hops / which received hops where used in the measurement report.

}

NR-DL-AoD-AdditionalMeasurements-r16 ::= SEQUENCE (SIZE (1..7)) OF
													NR-DL-AoD-AdditionalMeasurementElement-r16

NR-DL-AoD-AdditionalMeasurementsExt-r17 ::= SEQUENCE (SIZE (1..maxAddMeasAoD-r17)) OF
													NR-DL-AoD-AdditionalMeasurementElement-r17

NR-DL-AoD-AdditionalMeasurementElement-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16				OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16				OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-DL-PRS-RSRP-ResultDiff-r16	INTEGER (0..30),
	nr-DL-PRS-RxBeamIndex-r16		INTEGER (1..8)							OPTIONAL,
	...
}

NR-DL-AoD-AdditionalMeasurementElement-r17 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r17				NR-DL-PRS-ResourceID-r16		OPTIONAL,
	nr-DL-PRS-ResourceSetID-r17				NR-DL-PRS-ResourceSetID-r16		OPTIONAL,
	nr-TimeStamp-r17						NR-TimeStamp-r16,
	nr-DL-PRS-RSRP-ResultDiff-r17			INTEGER (0..30)					OPTIONAL, -- Cond rsrp
	nr-DL-PRS-RxBeamIndex-r17				INTEGER (1..8)					OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-ResultDiff-r17	INTEGER (0..61)					OPTIONAL, -- Cond rsrpp
	nr-los-nlos-IndicatorPerResource-r17	LOS-NLOS-Indicator-r17			OPTIONAL,
	...
}

-- ASN1STOP

NEXT CHANGE
6.5.12.4	NR Multi-RTT Location Information Elements
–	NR-Multi-RTT-SignalMeasurementInformation
The IE NR-Multi-RTT-SignalMeasurementInformation is used by the target device to provide NR Multi-RTT measurements to the location server.
-- ASN1START

NR-Multi-RTT-SignalMeasurementInformation-r16 ::= SEQUENCE {
	nr-Multi-RTT-MeasList-r16		NR-Multi-RTT-MeasList-r16,
	nr-NTA-Offset-r16				ENUMERATED { nTA1, nTA2, nTA3, nTA4, ... }		OPTIONAL,
	...,
	[[
	nr-SRS-TxTEG-Set-r17			SEQUENCE (SIZE(1..maxTxTEG-Sets-r17)) OF
										NR-SRS-TxTEG-Element-r17					OPTIONAL
																			 -- Cond Case2-3
	]],
	[[
	nr-UE-RxTEG-TimingErrorMargin-r17	TEG-TimingErrorMargin-r17		OPTIONAL,-- Cond TEGCase3
	nr-UE-TxTEG-TimingErrorMargin-r17	TEG-TimingErrorMargin-r17		OPTIONAL,-- Cond TEGCase2-3
	nr-UE-RxTxTEG-TimingErrorMargin-r17	RxTxTEG-TimingErrorMargin-r17	OPTIONAL -- Cond TEGCase1-2
	]]
}

NR-Multi-RTT-MeasList-r16 ::= SEQUENCE (SIZE(1..nrMaxTRPs-r16)) OF NR-Multi-RTT-MeasElement-r16

NR-Multi-RTT-MeasElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16								OPTIONAL,
	nr-CellGlobalID-r16				NCGI-r15										OPTIONAL,
	nr-ARFCN-r16					ARFCN-ValueNR-r15								OPTIONAL,
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16						OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16						OPTIONAL,
	nr-UE-RxTxTimeDiff-r16			CHOICE {
			k0-r16						INTEGER (0..1970049),
			k1-r16						INTEGER (0..985025),
			k2-r16						INTEGER (0..492513),
			k3-r16						INTEGER (0..246257),
			k4-r16						INTEGER (0..123129),
			k5-r16						INTEGER (0..61565),
			...
	},
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-Result-r16		INTEGER (0..126)								OPTIONAL,
	nr-Multi-RTT-AdditionalMeasurements-r16
									NR-Multi-RTT-AdditionalMeasurements-r16			OPTIONAL,
	...,
	[[
	nr-UE-RxTx-TEG-Info-r17				NR-UE-RxTx-TEG-Info-r17						OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-Result-r17	INTEGER (0..126)							OPTIONAL,
	nr-los-nlos-Indicator-r17			CHOICE {
				perTRP-r17					LOS-NLOS-Indicator-r17,
				perResource-r17				LOS-NLOS-Indicator-r17
	}																				OPTIONAL,
	nr-AdditionalPathListExt-r17		NR-AdditionalPathListExt-r17				OPTIONAL,
	nr-Multi-RTT-AdditionalMeasurementsExt-r17
										NR-Multi-RTT-AdditionalMeasurementsExt-r17	OPTIONAL
	]],
	[[
	nr-FrequencyHopping-Indicator-r18 	FFS {}
 	]]
Editor Notes:
Need further agreement from RAN1. FFS: indication of how many received hops / which received hops where used in the measurement report.

}

NR-Multi-RTT-AdditionalMeasurements-r16 ::= SEQUENCE (SIZE (1..3)) OF
									NR-Multi-RTT-AdditionalMeasurementElement-r16

NR-Multi-RTT-AdditionalMeasurementsExt-r17 ::= SEQUENCE (SIZE (1..maxAddMeasRTT-r17)) OF
									NR-Multi-RTT-AdditionalMeasurementElement-r16

NR-Multi-RTT-AdditionalMeasurementElement-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16			NR-DL-PRS-ResourceID-r16					OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16			NR-DL-PRS-ResourceSetID-r16				OPTIONAL,
	nr-DL-PRS-RSRP-ResultDiff-r16		INTEGER (0..61)								OPTIONAL,
	nr-UE-RxTxTimeDiffAdditional-r16	CHOICE {
			k0-r16							INTEGER (0..8191),
			k1-r16							INTEGER (0..4095),
			k2-r16							INTEGER (0..2047),
			k3-r16							INTEGER (0..1023),
			k4-r16							INTEGER (0..511),
			k5-r16							INTEGER (0..255),
			...
	},
	nr-TimingQuality-r16				NR-TimingQuality-r16,
	nr-AdditionalPathList-r16			NR-AdditionalPathList-r16					OPTIONAL,
	nr-TimeStamp-r16					NR-TimeStamp-r16,
	...,
	[[
	nr-UE-RxTx-TEG-Info-r17					NR-UE-RxTx-TEG-Info-r17			OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-ResultDiff-r17	INTEGER (0..61)					OPTIONAL,
	nr-los-nlos-IndicatorPerResource-r17	LOS-NLOS-Indicator-r17			OPTIONAL,
	nr-AdditionalPathListExt-r17			NR-AdditionalPathListExt-r17	OPTIONAL
	]]
}

NR-SRS-TxTEG-Element-r17 ::= SEQUENCE {
	nr-TimeStamp-r17			NR-TimeStamp-r16							OPTIONAL,	-- Need OP
	nr-UE-Tx-TEG-ID-r17			INTEGER (0..maxNumOfTxTEGs-1-r17),
	carrierFreq-r17				SEQUENCE {
										absoluteFrequencyPointA-r17		ARFCN-ValueNR-r15,
										offsetToPointA-r17				INTEGER (0..2199)
								}											OPTIONAL,
	srs-PosResourceList-r17		SEQUENCE (SIZE (1..maxNumOfSRS-PosResources-r17)) OF
											INTEGER (0..maxNumOfSRS-PosResources-1-r17),
	...
}

NR-UE-RxTx-TEG-Info-r17 ::= CHOICE {
	case1-r17				SEQUENCE {
									nr-UE-RxTx-TEG-ID-r17	INTEGER (0..maxNumOfRxTxTEGs-1-r17)
									},
	case2-r17				SEQUENCE {
									nr-UE-RxTx-TEG-ID-r17	INTEGER (0..maxNumOfRxTxTEGs-1-r17),
									nr-UE-Tx-TEG-Index-r17	INTEGER (1..maxTxTEG-Sets-r17)
									},
	case3-r17				SEQUENCE {
									nr-UE-Rx-TEG-ID-r17		INTEGER (0..maxNumOfRxTEGs-1-r17),
									nr-UE-Tx-TEG-Index-r17	INTEGER (1..maxTxTEG-Sets-r17)
									},
	...
}

-- ASN1STOP

END OF CHANGE
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