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Introduction
This contribution is to provide a list of remaining open issues to be addressed in order to complete the 37.340 running CR [1].
Open issue list (divided by TS sections) 
[bookmark: _Toc29248311][bookmark: _Toc131175933][bookmark: _Toc52568287][bookmark: _Toc37200895][bookmark: _Toc46492761]3.1	Definitions
Editor’s note: FFS whether to support subsequent CPA, e.g. maintaining candidate PSCell configurations for CPA after SCG release. 
Editor’s note: FFS whether to capture SCG LTM in this specification. 
[bookmark: _Toc52568335][bookmark: _Toc131175982][bookmark: _Toc46492809][bookmark: _Toc37200943][bookmark: _Toc29248356]10.1	General
Editor’s note: FFS whether to support the coexistence of subsequent CPAC and SCG deactivation.
[bookmark: _Toc52568338][bookmark: _Toc131175985][bookmark: _Toc29248359][bookmark: _Toc37200946][bookmark: _Toc46492812]10.2.2	MR-DC with 5GC
10.3.2	MR-DC with 5GC
10.5.2	MR-DC with 5GC
[bookmark: _GoBack]The following Editor’s notes are applicable to above three sections. 
Editor’s note: FFS whether to have a separate signaling flow for subsequent CPAC procedure, depending on further progress from RAN2 and RAN3.
Editor’s note: FFS which node initially generates the reference configuration in subsequent CPAC.
Editor’s note: FFS whether the reference SCG configuration is optionally provided to the candidate SN(s).
Editor’s note: FFS how/when to generate execution conditions for subsequent CPC, e.g. when the candidate SN decides the candidate PSCells for initial CPC, or after the candidate SN knows all candidate PSCells prepared by other candidate SNs.
Editor’s note: FFS if the reference configuration is optional in subsequent CPAC. FFS whether MCG configuration is included in the reference configuration. 
Editor’s note: FFS whether the MCG configuration associated with the SCG configuration of a candidate PSCell is included in subsequent CPAC configuration.
Editor’s note: FFS whether to support the coexistence of legacy CPA/CPC and subsequent CPAC, i.e. there are some candidates for subsequent CPAC but others for legacy CPA/CPC.
10.X	Subsequent Conditional PSCell Addition or Change
Editor’s note: FFS whether to support subsequent CPA, e.g. maintaining candidate PSCell configurations for subsequent CPA after SCG release. 
Editor’s note: FFS whether to support the coexistence of SN initiated intra-SN subsequent CPAC, SN initiated inter-SN subsequent CPAC and MN initiated inter-SN subsequent CPAC. 
Editor’s note: FFS if the reference configuration is optional in subsequent CPAC. FFS whether MCG configuration is included in the reference configuration. 
Editor’s note: FFS whether the MCG configuration associated with the SCG configuration of a candidate PSCell is included in subsequent CPAC.
Editor’s note: FFS if to release the conditional reconfigurations in other cases, e.g. at intra-MN PCell change, SCG release, etc.

Conclusion and Proposals
In this contribution, we listed remaining open issues in the 37.340 running CR with the following proposal:
Proposal 1: RAN2 to resolve the above Editor's notes in order to complete the 37.340 running CR.
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