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[bookmark: _Toc37298543][bookmark: _Toc46502305][bookmark: _Toc52749282][bookmark: _Toc139143849][bookmark: _Toc131064491]First Modified Subclause
5.2	Cell selection and reselection
[bookmark: _Toc29245198][bookmark: _Toc37298544][bookmark: _Toc46502306][bookmark: _Toc52749283][bookmark: _Toc139143850]5.2.1	Introduction
UE shall perform measurements for cell selection and reselection purposes as specified in TS 38.133 [8].
When evaluating Srxlev and Squal of non-serving cells for reselection evaluation purposes, the UE shall use parameters provided by the serving cell and for the final check on cell selection criterion, the UE shall use parameters provided by the target cell for cell reselection.
The NAS can control the RAT(s) in which the cell selection should be performed, for instance by indicating RAT(s) associated with the selected PLMN, and by maintaining a list of forbidden registration area(s) and a list of equivalent PLMNs. The UE shall select a suitable cell based on RRC_IDLE or RRC_INACTIVE state measurements and cell selection criteria.
In order to expedite the cell selection process, stored information for several RATs, if available, may be used by the UE.
When camped on a cell, the UE shall regularly search for a better cell according to the cell reselection criteria. If a better cell is found, that cell is selected. The change of cell may imply a change of RAT. Details on performance requirements for cell reselection can be found in TS 38.133 [8].
The NAS is informed if the cell selection and reselection result in changes in the received system information relevant for NAS.
For normal service, the UE shall camp on a suitable cell, monitor control channel(s) of that cell so that the UE can:
-	receive system information from the PLMN or SNPN; and
-	receive registration area information from the PLMN or SNPN, e.g., tracking area information and the serving cell if supporting S-NSSAI location availability information as specified in [14]; and
-	receive other AS and NAS Information; and
-	if registered:
-	receive paging and notification messages from the PLMN or SNPN; and
-	initiate transfer to Connected mode.
<Rest of the clause is omitted>
Next changes
[bookmark: _Toc139143886]5.4	Tracking Area registration
In the UE, the AS shall report tracking area information and the serving cell if supporting S-NSSAI location availability information as specified in [14] to the NAS.
If the UE reads more than one PLMN identity in the current cell, the UE shall report the found PLMN identities that make the cell suitable in the tracking area information to NAS.
If the UE operating in SNPN access mode reads more than one SNPN identity in the current cell, the UE shall report the found SNPN identities that make the cell suitable in the tracking area information to NAS.
The AS of an L2 U2N Remote UE in RRC_IDLE or in RRC_INACTIVE may report the tracking area information to NAS based on the system information received from the connected L2 U2N Relay UE.
The NAS part of the location registration process is specified in TS 23.122 [9].
End of Changes
