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 Introduction
In RAN2#122 meeting TEI18 agenda, the SFN-DFN offset request/response is supported and the corresponding 38.331 CR R2-2306839[1] is agreed in principle. In RAN2#123 meeting TEI18 agenda, some of the proposed changes in R2-2308695[2] are agreed to be merged to R2-2306839: 
	Agreements in RAN2#123:
Allow L2 U2N remote UE in RRC_CONNECTED to request an SFN-DFN from the connected L2 U2N relay UE via RemoteUEInformationSidelink message. The TP to 38.331 in R2-2308695 can be merged into AIP RRC CR (R2-2306839).


This paper discusses some further issues found in the AIP RRC CR regarding to the SFN-DFN offset request/provision.
[bookmark: _Ref178064866][bookmark: OLE_LINK7]Discussion
Issue 1
In section 5.8.9.1.1 when a UE triggers the sidelink RRC reconfiguration procedure, the following is specified in R2-2306839:
	5.8.9.1.1	General
<omitted>
The UE may initiate the sidelink RRC reconfiguration procedure and perform the operation in clause 5.8.9.1.2 on the corresponding PC5-RRC connection in following cases:
-	the release of sidelink DRBs associated with the peer UE, as specified in clause 5.8.9.1a.1;
-	the establishment of sidelink DRBs associated with the peer UE, as specified in clause 5.8.9.1a.2;
-	the modification for the parameters included in SLRB-Config of sidelink DRBs associated with the peer UE, as specified in clause 5.8.9.1a.2;
-	the release of PC5 Relay RLC channels for L2 U2N Relay UE and Remote UE, as specified in clause 5.8.9.7.1;
-	the establishment of PC5 Relay RLC channels for L2 U2N Relay UE and Remote UE, as specified in clause 5.8.9.7.2;
-	the modification for the parameters included in SL-RLC-ChannelConfigPC5 of PC5 Relay RLC channels for L2 U2N Relay UE and Remote UE, as specified in clause 5.8.9.7.2;
-	the (re-)configuration of the peer UE to perform NR sidelink measurement and report.
-	the (re-)configuration of the sidelink CSI reference signal resources and CSI reporting latency bound;
-	the (re-)configuration of the peer UE to perform sidelink DRX;
-	the (re-)configuration of the latency bound of SL Inter-UE coordination report;.
-	the request in a RemoteUEInformationSidelink message for the SFN-DFN offset from the L2 U2N Relay UE;
-	the change in the value of the SFN-DFN offset at the L2 U2N Relay UE.
<omitted>



However we think current AIP CR wording is not correct, because relay UE should initiate the sidelink RRC reconfiguration procedure in order to set the response to the SFN-DFN offset request from the remote UE. We propose to change the second last bullet of the AIP CR R2-2306839, like this:
	<omitted>
-	the response to the request in a RemoteUEInformationSidelink message for the SFN-DFN offset from the L2 U2N Remote UE;
<omitted>


Proposal 1: Change the sidelink RRC reconfiguration trigger condition as the TP in R2-2310544.

Issue 2
In section 5.8.9.1.3, current AIP CR does not specify the remote UE behaviour when the remote UE receives the RRCReconfigurationSidelink message with SL-SFN-DFN-Offset. So the corresponding UE behaviour when remote UE receives the RRCReconfigurationSidelink with SL-SFN-DFN-Offset should be added. We propose to make the change in section 5.8.9.1.3 like this:
	5.8.9.1.3	Reception of an RRCReconfigurationSidelink by the UE
The UE shall perform the following actions upon reception of the RRCReconfigurationSidelink:
1>	if the RRCReconfigurationSidelink includes the sl-ResetConfig:
2>	perform the sidelink reset configuration procedure as specified in 5.8.9.1.10;
<omitted>
1>	if the RRCReconfigurationSidelink message includes the sl-SFN-DFN-Offset:
2>	apply the configured SFN-DFN time offset;
<omitted>


Proposal 2: Add the UE behavior when the remote UE receives the RRCReconfigurationSidelink message with SL-SFN-DFN-Offset, as the TP in R2-2310544.

Issue 3
TEI18 has introduced the feature that remote UE asks relay UE for SFN-DFN offset in RRC_INACTIVE/RRC_IDLE/RRC_CONNECTED state, and the corresponding ASN.1 IE is defined as optional with ‘need R’. Current spec specifies the UE behaviour of setting sl-SFN-DFN-OffsetRequested IE when UE is in IDLE/INACTICVE, when UE is transferring from CONNECTED to IDLE/INACTICVE and when UE is in CONNECTED.
However in section 5.8.9.8.2, when UE is transferring from RRC_IDLE/INACTICVE to RRC_CONNECTED, the current spec does not specify what UE should do with the sl-SFN-DFN-OffsetRequested IE when setting the RemoteUEInformationSidelink message. 
There is a case that the remote UE has requested SFN-DFN offset in RRC_IDLE/INACTIVE, at the time when UE is entering RRC_CONNECTED, the remote UE still needs the SFN-DFN offset information. If remote UE does not make the request at the time, relay UE will not provide the SFN-DFN offset (according to Need R structure of the IE). So at this case when UE is entering RRC_CONNECTED, the UE should also determine whether to set sl-SFN-DFN-OffsetRequested to true. 
So we propose to add UE behaviour on determining sl-SFN-DFN-OffsetRequested content when UE is entering RRC_CONNECTED:
	5.8.9.8.2	Actions related to transmission of RemoteUEInformationSidelink message
When entering RRC_IDLE or RRC_INACTIVE, or upon change in any of the information in the RemoteUEInformationSidelink while in RRC_IDLE or RRC_INACTIVE, the L2 U2N Remote UE shall:
1>	if the UE has not stored a valid version of a SIB, in accordance with clause 5.2.2.2.1, of one or several required SIB(s) in accordance with clause 5.2.2.1 and the requested SIB has not been indicated in RemoteUEInformationSidelink message to the L2 U2N Relay UE before:
2>	include sl-RequestedSIB-List in the RemoteUEInformationSidelink to indicate the requested SIB(s);
1>	if the UE has not stored a valid version, in accordance with clause 5.2.2.2.1, of one or several posSIB(s) that the UE requires for a positioning operation, and the requested posSIB has not been indicated in RemoteUEInformationSidelink message to the L2 U2N Relay UE before, and the connected L2 U2N relay UE set posSIB-ForwardingSupported to true:
2>	include sl-RequestedPosSIB-List in the RemoteUEInformationSidelink to indicate the requested posSIB(s);
1>	if the UE needs the SFN-DFN offset based on the request from upper layers and the connected L2 U2N relay UE set sfn-DFN-OffsetSupported to true:
2>	set sl-SFN-DFN-OffsetRequested to true;
1>	if the UE has not sent sl-PagingInfo-RemoteUE in the RemoteUEInformationSidelink message to the L2 U2N Relay UE before, set sl-PagingInfo-RemoteUE as follows:
2>	if the L2 U2N Remote UE is in RRC_IDLE:
3>	include ng-5G-S-TMSI in the sl-PagingIdentityRemoteUE;
3>	if the UE specific DRX cycle is configured by upper layer, set sl-PagingCycleRemoteUE to the value of UE specific Uu DRX cycle configured by upper layer;
2>	else if the L2 U2N Remote UE is in RRC_INACTIVE:
3>	include ng-5G-S-TMSI and fullI-RNTI in the sl-PagingIdentityRemoteUE;
3>	if the UE specific DRX cycle is configured by upper layer,
4>	set sl-PagingCycleRemoteUE to the minimum value of UE specific Uu DRX cycles (configured by upper layer and configured by RRC);
3>	else:
4>	set sl-PagingCycleRemoteUE to the value of UE specific DRX cycle configured by RRC;
1>	submit the RemoteUEInformationSidelink message to lower layers for transmission;
When entering RRC_CONNECTED, if L2 U2N remote UE had sent sl-RequestedSIB-List, sl-RequestedPosSIB-List, and/or sl-PagingInfo-RemoteUE, the L2 U2N Remote UE shall:
1>	set the sl-RequestedSIB-List to the value release if requested before;
1>	set the sl-RequestedPosSIB-List to the value release if requested before;
1>	set the sl-PagingInfo-RemoteUE to the value release if sent before;
1> if the UE needs the SFN-DFN offset based on the request from upper layers and the connected L2 U2N relay UE set sfn-DFN-OffsetSupported to true:
2> set sl-SFN-DFN-OffsetRequested to true;
1>	submit the RemoteUEInformationSidelink message to lower layers for transmission;
Upon any change in the need of SFN-DFN offset while in RRC_CONNECTED, the L2 U2N Remote UE shall:
1>  if the UE needs the SFN-DFN offset based on the request from upper layers and the connected L2 U2N relay UE set sfn-DFN-OffsetSupported to true:
2>  set sl-SFN-DFN-OffsetRequested to true;
1> submit the RemoteUEInformationSidelink message to lower layers for transmission;



Proposal 3: Add UE behaviour on determining sl-SFN-DFN-OffsetRequested content when UE is entering RRC_CONNECTED, as the TP in R2-2310544.

Issue 4
In current AIP CR R2-2306839, the ASN.1 of SFN-DFN offset provision is given as follows:
	RRCReconfigurationSidelink message
-- ASN1START
-- TAG-RRCRECONFIGURATIONSIDELINK-START

RRCReconfigurationSidelink ::=          SEQUENCE {
    rrc-TransactionIdentifier-r16           RRC-TransactionIdentifier,
    criticalExtensions                      CHOICE {
        rrcReconfigurationSidelink-r16          RRCReconfigurationSidelink-r16-IEs,
        criticalExtensionsFuture                SEQUENCE {}
    }
}

<omitted>

RRCReconfigurationSidelink-v18xy-IEs ::= SEQUENCE {
	sl-SFN-DFN-Offset-r18                   SL-SFN-DFN-Offset-r18                                               OPTIONAL, -- Need N
    nonCriticalExtension                    SEQUENCE {}                                                         OPTIONAL
}

<omitted>

SL-SFN-DFN-Offset-r18 ::=					SEQUENCE {
	sl-FrameOffset-r18                          INTEGER (1..1023)                                               OPTIONAL, -- Need S
	sl-SubframeOffset-r18                       INTEGER (1..9)                                                  OPTIONAL, -- Need S
	sl-SlotOffset-r18                           INTEGER (1..31)                                                 OPTIONAL  -- Need S
}



The need code of sl-SFN-DFN-Offset in RRCReconfigurationSidelink is need N, which means when relay UE sends the SFN-DFN offset to remote UE, remote UE can only use this information once and cannot store it, i.e., one-shot configuration. However the SFN-DFN offset should be stored at remote UE side in the following positioning procedure (e.g., to determine the correct time of periodic PRS reception). So we suggest to change the need code of sl-SFN-DFN-Offset in RRCReconfigurationSidelink to be need M.
Furthermore, in the sl-SFN-DFN-Offset, there are sl-FrameOffset, sl-SubframeOffset and sl-SlotOffset. All of them are Need S, but the UE behavior when remote UE receives the message with these fields absent is not specified. Since the SFN-DFN offset information should be stored by remote UE and used in the following positioning procedure, we suggest to change the need code of the sl-FrameOffset, sl-SubframeOffset and sl-SlotOffset to need M.
Proposal 4: Change the need code of sl-SFN-DFN-Offset in RRCReconfigurationSidelink to need M, and change the need code of the sl-FrameOffset, sl-SubframeOffset and sl-SlotOffset to need M, as the TP in R2-2310544.
 Conclusion
[bookmark: OLE_LINK9]Based on the discussion above we propose the following proposals:
Proposal 1: Change the sidelink RRC reconfiguration trigger condition as the TP in R2-2310544.
Proposal 2: Add the UE behavior when the remote UE receives the RRCReconfigurationSidelink message with SL-SFN-DFN-Offset, as the TP in R2-2310544.
Proposal 3: Add UE behaviour on determining sl-SFN-DFN-OffsetRequested content when UE is entering RRC_CONNECTED, as the TP in R2-2310544.
[bookmark: _GoBack]Proposal 4: Change the need code of sl-SFN-DFN-Offset in RRCReconfigurationSidelink to need M, and change the need code of the sl-FrameOffset, sl-SubframeOffset and sl-SlotOffset to need M, as the TP in R2-2310544.
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Annex: TP of 38.331 (changes on top of the AIP CR R2-2306839 and R2-2308695)
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5.8.9.1.1	General



Figure 5.8.9.1.1-1: Sidelink RRC reconfiguration, successful


Figure 5.8.9.1.1-2: Sidelink RRC reconfiguration, failure
The purpose of this procedure is to modify a PC5-RRC connection, e.g. to establish/modify/release sidelink DRBs or PC5 Relay RLC channels, to (re-)configure NR sidelink measurement and reporting, to (re-)configure sidelink CSI reference signal resources, to (re)configure CSI reporting latency bound, to (re)configure sidelink DRX, and to (re-)configure the latency bound of SL Inter-UE coordination report, and to indicate the SFN-DFN offset.
The UE may initiate the sidelink RRC reconfiguration procedure and perform the operation in clause 5.8.9.1.2 on the corresponding PC5-RRC connection in following cases:
-	the release of sidelink DRBs associated with the peer UE, as specified in clause 5.8.9.1a.1;
-	the establishment of sidelink DRBs associated with the peer UE, as specified in clause 5.8.9.1a.2;
-	the modification for the parameters included in SLRB-Config of sidelink DRBs associated with the peer UE, as specified in clause 5.8.9.1a.2;
-	the release of PC5 Relay RLC channels for L2 U2N Relay UE and Remote UE, as specified in clause 5.8.9.7.1;
-	the establishment of PC5 Relay RLC channels for L2 U2N Relay UE and Remote UE, as specified in clause 5.8.9.7.2;
-	the modification for the parameters included in SL-RLC-ChannelConfigPC5 of PC5 Relay RLC channels for L2 U2N Relay UE and Remote UE, as specified in clause 5.8.9.7.2;
-	the (re-)configuration of the peer UE to perform NR sidelink measurement and report.
-	the (re-)configuration of the sidelink CSI reference signal resources and CSI reporting latency bound;
-	the (re-)configuration of the peer UE to perform sidelink DRX;
-	the (re-)configuration of the latency bound of SL Inter-UE coordination report;.
-	the response to the request in a RemoteUEInformationSidelink message for the SFN-DFN offset from the L2 U2N Remote UE;
-	the change in the value of the SFN-DFN offset at the L2 U2N Relay UE.
NOTE: It is up to L2 U2N Relay UE implementation to determine when the SFN-DFN offset has changed in value to a degree requiring an update to be sent to the L2 U2N Remote UE.
In RRC_CONNECTED, the UE applies the NR sidelink communications parameters provided in RRCReconfiguration (if any). In RRC_IDLE or RRC_INACTIVE, the UE applies the NR sidelink communications parameters provided in system information (if any). For other cases, UEs apply the NR sidelink communications parameters provided in SidelinkPreconfigNR (if any). When UE performs state transition between above three cases, the UE applies the NR sidelink communications parameters provided in the new state, after acquisition of the new configurations. Before acquisition of the new configurations, UE continues applying the NR sidelink communications parameters provided in the old state.
 […]
[bookmark: _Toc124712936]NEXT CHANGE
[bookmark: _Toc60777028][bookmark: _Toc131064704]5.8.9.1.3	Reception of an RRCReconfigurationSidelink by the UE
The UE shall perform the following actions upon reception of the RRCReconfigurationSidelink:
1>	if the RRCReconfigurationSidelink includes the sl-ResetConfig:
2>	perform the sidelink reset configuration procedure as specified in 5.8.9.1.10;
1>	if the RRCReconfigurationSidelink includes the slrb-ConfigToReleaseList:
2>	for each entry value included in the slrb-ConfigToReleaseList that is part of the current UE sidelink configuration;
3>	perform the sidelink DRB release procedure, according to clause 5.8.9.1a.1;
1>	if the RRCReconfigurationSidelink includes the slrb-ConfigToAddModList:
2>	for each slrb-PC5-ConfigIndex value included in the slrb-ConfigToAddModList that is not part of the current UE sidelink configuration:
3>	if sl-MappedQoS-FlowsToAddList is included:
4>	apply the SL-PQFI included in sl-MappedQoS-FlowsToAddList;
3>	perform the sidelink DRB addition procedure, according to clause 5.8.9.1a.2;
2>	for each slrb-PC5-ConfigIndex value included in the slrb-ConfigToAddModList that is part of the current UE sidelink configuration:
3>	if sl-MappedQoS-FlowsToAddList is included:
4>	add the SL-PQFI included in sl-MappedQoS-FlowsToAddList to the corresponding sidelink DRB;
3>	if sl-MappedQoS-FlowsToReleaseList is included:
4>	remove the SL-PQFI included in sl-MappedQoS-FlowsToReleaseList from the corresponding sidelink DRB;
3>	if the sidelink DRB release conditions as described in clause 5.8.9.1a.1.1 are met:
4>	perform the sidelink DRB release procedure according to clause 5.8.9.1a.1.2;
3>	else if the sidelink DRB modification conditions as described in clause 5.8.9.1a.2.1 are met:
4>	perform the sidelink DRB modification procedure according to clause 5.8.9.1a.2.2;
1>	if the RRCReconfigurationSidelink message includes the sl-MeasConfig:
2>	perform the sidelink measurement configuration procedure as specified in 5.8.10;
1>	if the RRCReconfigurationSidelink message includes the sl-CSI-RS-Config:
2>	apply the sidelink CSI-RS configuration;
1>	if the RRCReconfigurationSidelink message includes the sl-LatencyBoundCSI-Report:
2>	apply the configured sidelink CSI report latency bound;
1>	if the RRCReconfigurationSidelink includes the sl-RLC-ChannelToReleaseListPC5:
2>	for each SL-RLC-ChannelID value included in the sl-RLC-ChannelToReleaseListPC5 that is part of the current UE sidelink configuration;
3>	perform the PC5 Relay RLC channel release procedure, according to clause 5.8.9.7.1;
1>	if the RRCReconfigurationSidelink includes the sl-RLC-ChannelToAddModListPC5:
2>	for each sl-RLC-ChannelID-PC5 value included in the sl-RLC-ChannelToAddModListPC5 that is not part of the current UE sidelink configuration:
3>	perform the PC5 Relay RLC channel addition procedure, according to clause 5.8.9.7.2;
2>	for each sl-RLC-ChannelID-PC5 value included in the sl-RLC-ChannelToAddModListPC5 that is part of the current UE sidelink configuration:
3>	perform the PC5 Relay RLC channel modification procedure according to clause 5.8.9.7.2;
1>	if the RRCReconfigurationSidelink message includes the sl-DRX-ConfigUC-PC5, and
1>	if the UE accepts the sl-DRX-ConfigUC-PC5:
2>	configure lower layers to perform sidelink DRX operation according to sl-DRX-ConfigUC-PC5 for the associated destination as defined in TS 38.321 [3];
1>	if the RRCReconfigurationSidelink message includes the sl-LatencyBoundIUC-Report:
2>	apply the configured sidelink IUC report latency bound;
1>	if the UE is unable to comply with (part of) the configuration included in the RRCReconfigurationSidelink (i.e. sidelink RRC reconfiguration failure):
2>	continue using the configuration used prior to the reception of the RRCReconfigurationSidelink message;
2>	set the content of the RRCReconfigurationFailureSidelink message;
3>	submit the RRCReconfigurationFailureSidelink message to lower layers for transmission;
1>	if the RRCReconfigurationSidelink message includes the sl-SFN-DFN-Offset:
2>	apply the configured SFN-DFN time offset;
1>	else:
2>	set the content of the RRCReconfigurationCompleteSidelink message;
3>	if the UE rejects the sidelink DRX configuration sl-DRX-ConfigUC-PC5 received from the peer UE:
4>	include the sl-DRX-ConfigReject in the RRCReconfigurationCompleteSidelink message;
4>	consider no sidelink DRX to be applied for the corresponding sidelink unicast communication;
3>	submit the RRCReconfigurationCompleteSidelink message to lower layers for transmission;
NOTE 1:	When the same logical channel is configured with different RLC mode by another UE, the UE handles the case as sidelink RRC reconfiguration failure.
NOTE 2: It is up to the UE whether or not to indicate the rejection to the peer UE for a received sidelink DRX configuration.
[…]
NEXT CHANGE
5.8.9.8.2	Actions related to transmission of RemoteUEInformationSidelink message
When entering RRC_IDLE or RRC_INACTIVE, or upon change in any of the information in the RemoteUEInformationSidelink while in RRC_IDLE or RRC_INACTIVE, the L2 U2N Remote UE shall:
1>	if the UE has not stored a valid version of a SIB, in accordance with clause 5.2.2.2.1, of one or several required SIB(s) in accordance with clause 5.2.2.1 and the requested SIB has not been indicated in RemoteUEInformationSidelink message to the L2 U2N Relay UE before:
2>	include sl-RequestedSIB-List in the RemoteUEInformationSidelink to indicate the requested SIB(s);
1>	if the UE has not stored a valid version, in accordance with clause 5.2.2.2.1, of one or several posSIB(s) that the UE requires for a positioning operation, and the requested posSIB has not been indicated in RemoteUEInformationSidelink message to the L2 U2N Relay UE before, and the connected L2 U2N relay UE set posSIB-ForwardingSupported to true:
2>	include sl-RequestedPosSIB-List in the RemoteUEInformationSidelink to indicate the requested posSIB(s);
1>	if the UE needs the SFN-DFN offset based on the request from upper layers and the connected L2 U2N relay UE set sfn-DFN-OffsetSupported to true:
2>	set sl-SFN-DFN-OffsetRequested to true;
1>	if the UE has not sent sl-PagingInfo-RemoteUE in the RemoteUEInformationSidelink message to the L2 U2N Relay UE before, set sl-PagingInfo-RemoteUE as follows:
2>	if the L2 U2N Remote UE is in RRC_IDLE:
3>	include ng-5G-S-TMSI in the sl-PagingIdentityRemoteUE;
3>	if the UE specific DRX cycle is configured by upper layer, set sl-PagingCycleRemoteUE to the value of UE specific Uu DRX cycle configured by upper layer;
2>	else if the L2 U2N Remote UE is in RRC_INACTIVE:
3>	include ng-5G-S-TMSI and fullI-RNTI in the sl-PagingIdentityRemoteUE;
3>	if the UE specific DRX cycle is configured by upper layer,
4>	set sl-PagingCycleRemoteUE to the minimum value of UE specific Uu DRX cycles (configured by upper layer and configured by RRC);
3>	else:
4>	set sl-PagingCycleRemoteUE to the value of UE specific DRX cycle configured by RRC;
1>	submit the RemoteUEInformationSidelink message to lower layers for transmission;
When entering RRC_CONNECTED, if L2 U2N remote UE had sent sl-RequestedSIB-List, sl-RequestedPosSIB-List, and/or sl-PagingInfo-RemoteUE, the L2 U2N Remote UE shall:
1>	set the sl-RequestedSIB-List to the value release if requested before;
1>	set the sl-RequestedPosSIB-List to the value release if requested before;
1>	set the sl-PagingInfo-RemoteUE to the value release if sent before;
1> if the UE needs the SFN-DFN offset based on the request from upper layers and the connected L2 U2N relay UE set sfn-DFN-OffsetSupported to true:
2> set sl-SFN-DFN-OffsetRequested to true;
1>	submit the RemoteUEInformationSidelink message to lower layers for transmission;
Upon any change in the need of SFN-DFN offset while in RRC_CONNECTED, the L2 U2N Remote UE shall:
1>  if the UE needs the SFN-DFN offset based on the request from upper layers and the connected L2 U2N relay UE set sfn-DFN-OffsetSupported to true:
2>  set sl-SFN-DFN-OffsetRequested to true;
1> submit the RemoteUEInformationSidelink message to lower layers for transmission;
[…]
NEXT CHANGE
[bookmark: _Toc124713595]–	RRCReconfigurationSidelink
The RRCReconfigurationSidelink message is the command to AS configuration of the PC5 RRC connection. It is only applied to unicast of NR sidelink communication.
Signalling radio bearer: SL-SRB3
RLC-SAP: AM
Logical channel: SCCH
Direction: UE to UE
RRCReconfigurationSidelink message
-- ASN1START
-- TAG-RRCRECONFIGURATIONSIDELINK-START

RRCReconfigurationSidelink ::=          SEQUENCE {
    rrc-TransactionIdentifier-r16           RRC-TransactionIdentifier,
    criticalExtensions                      CHOICE {
        rrcReconfigurationSidelink-r16          RRCReconfigurationSidelink-r16-IEs,
        criticalExtensionsFuture                SEQUENCE {}
    }
}

RRCReconfigurationSidelink-r16-IEs ::=  SEQUENCE {
    slrb-ConfigToAddModList-r16             SEQUENCE (SIZE (1..maxNrofSLRB-r16)) OF SLRB-Config-r16             OPTIONAL, -- Need N
    slrb-ConfigToReleaseList-r16            SEQUENCE (SIZE (1..maxNrofSLRB-r16)) OF SLRB-PC5-ConfigIndex-r16    OPTIONAL, -- Need N
    sl-MeasConfig-r16                       SetupRelease {SL-MeasConfig-r16}                                    OPTIONAL, -- Need M
    sl-CSI-RS-Config-r16                    SetupRelease {SL-CSI-RS-Config-r16}                                 OPTIONAL, -- Need M
    sl-ResetConfig-r16                      ENUMERATED {true}                                                   OPTIONAL, -- Need N
    sl-LatencyBoundCSI-Report-r16           INTEGER (3..160)                                                    OPTIONAL, -- Need M
    lateNonCriticalExtension                OCTET STRING                                                        OPTIONAL,
    nonCriticalExtension                    RRCReconfigurationSidelink-v1700-IEs                                OPTIONAL
}

RRCReconfigurationSidelink-v1700-IEs ::= SEQUENCE {
    sl-DRX-ConfigUC-PC5-r17                 SetupRelease { SL-DRX-ConfigUC-r17 }                                OPTIONAL, -- Need M
    sl-LatencyBoundIUC-Report-r17           SetupRelease { SL-LatencyBoundIUC-Report-r17 }                      OPTIONAL, -- Need M
    sl-RLC-ChannelToReleaseListPC5-r17      SEQUENCE (SIZE (1..maxSL-LCID-r16)) OF SL-RLC-ChannelID-r17         OPTIONAL, -- Need N
    sl-RLC-ChannelToAddModListPC5-r17       SEQUENCE (SIZE (1..maxSL-LCID-r16)) OF SL-RLC-ChannelConfigPC5-r17  OPTIONAL, -- Need N
    nonCriticalExtension                    SEQUENCE {}RRCReconfigurationSidelink-v18xy-IEs                                                         OPTIONAL
}

RRCReconfigurationSidelink-v18xy-IEs ::= SEQUENCE {
	sl-SFN-DFN-Offset-r18                   SL-SFN-DFN-Offset-r18                                               OPTIONAL, -- Need M
    nonCriticalExtension                    SEQUENCE {}                                                         OPTIONAL
}

SL-LatencyBoundIUC-Report-r17::=            INTEGER (3..160)

SLRB-Config-r16::=                      SEQUENCE {
    slrb-PC5-ConfigIndex-r16                SLRB-PC5-ConfigIndex-r16,
    sl-SDAP-ConfigPC5-r16                   SL-SDAP-ConfigPC5-r16                                               OPTIONAL, -- Need M
    sl-PDCP-ConfigPC5-r16                   SL-PDCP-ConfigPC5-r16                                               OPTIONAL, -- Need M
    sl-RLC-ConfigPC5-r16                    SL-RLC-ConfigPC5-r16                                                OPTIONAL, -- Need M
    sl-MAC-LogicalChannelConfigPC5-r16      SL-LogicalChannelConfigPC5-r16                                      OPTIONAL, -- Need M
    ...
}

SLRB-PC5-ConfigIndex-r16 ::=            INTEGER (1..maxNrofSLRB-r16)

SL-SDAP-ConfigPC5-r16 ::=               SEQUENCE {
    sl-MappedQoS-FlowsToAddList-r16         SEQUENCE (SIZE (1.. maxNrofSL-QFIsPerDest-r16)) OF SL-PQFI-r16      OPTIONAL, -- Need N
    sl-MappedQoS-FlowsToReleaseList-r16     SEQUENCE (SIZE (1.. maxNrofSL-QFIsPerDest-r16)) OF SL-PQFI-r16      OPTIONAL, -- Need N
    sl-SDAP-Header-r16                      ENUMERATED {present, absent},
    ...
}

SL-PDCP-ConfigPC5-r16 ::=               SEQUENCE {
    sl-PDCP-SN-Size-r16                     ENUMERATED {len12bits, len18bits}                                   OPTIONAL, -- Need M
    sl-OutOfOrderDelivery-r16               ENUMERATED { true }                                                 OPTIONAL,  -- Need R
    ...
}

SL-RLC-ConfigPC5-r16 ::=                CHOICE {
    sl-AM-RLC-r16                           SEQUENCE {
        sl-SN-FieldLengthAM-r16                 SN-FieldLengthAM                                                OPTIONAL, -- Need M
        ...
    },
    sl-UM-Bi-Directional-RLC-r16            SEQUENCE {
        sl-SN-FieldLengthUM-r16                 SN-FieldLengthUM                                                OPTIONAL, -- Need M
        ...
    },
    sl-UM-Uni-Directional-RLC-r16           SEQUENCE {
        sl-SN-FieldLengthUM-r16                 SN-FieldLengthUM                                                OPTIONAL, -- Need M
        ...
    }
}

SL-LogicalChannelConfigPC5-r16 ::=      SEQUENCE {
    sl-LogicalChannelIdentity-r16           LogicalChannelIdentity,
    ...
}

SL-PQFI-r16 ::=                         INTEGER (1..64)

SL-CSI-RS-Config-r16 ::=                SEQUENCE {
    sl-CSI-RS-FreqAllocation-r16            CHOICE {
        sl-OneAntennaPort-r16                   BIT STRING (SIZE (12)),
        sl-TwoAntennaPort-r16                   BIT STRING (SIZE (6))
    }                                                                                                           OPTIONAL, -- Need M
    sl-CSI-RS-FirstSymbol-r16               INTEGER (3..12)                                                     OPTIONAL, -- Need M
    ...
}

SL-RLC-ChannelConfigPC5-r17::=          SEQUENCE {
    sl-RLC-ChannelID-PC5-r17                SL-RLC-ChannelID-r17,
    sl-RLC-ConfigPC5-r17                    SL-RLC-ConfigPC5-r16                                                OPTIONAL, -- Need M
    sl-MAC-LogicalChannelConfigPC5-r17      SL-LogicalChannelConfigPC5-r16                                      OPTIONAL, -- Need M
    ...
}

SL-SFN-DFN-Offset-r18 ::=					SEQUENCE {
	sl-FrameOffset-r18                          INTEGER (1..1023)                                               OPTIONAL, -- Need M
	sl-SubframeOffset-r18                       INTEGER (1..9)                                                  OPTIONAL, -- Need M
	sl-SlotOffset-r18                           INTEGER (1..31)                                                 OPTIONAL  -- Need M
}

-- TAG-RRCRECONFIGURATIONSIDELINK-STOP
-- ASN1STOP

END OF CHANGE

[在此处键入]
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