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	Reason for change:
	In RAN#99, a new WID on Further Enhancement of Private Network Support for NG-RAN was approved in RP-230788. The following features are of RAN relevance:
· Support for enhanced mobility by enabling support for idle and connected mode mobility between SNPNs without new network selection [RAN3, RAN2]
· Support for non-3GPP access for SNPN [RAN3]

An optional UE 5GMM Capability on support of Equivalent SNPNs has been introduced by CT1 in TS 24.501. The support of equivalent SNPNs impacts cell (re)selection and in RAN2#123, RAN2 agreed to capture the support of equivalent SNPNs for cell (re)selection as an optional feature without signaling.

	
	

	Summary of change:
	In clause 5.4, the feature “Equivalent SNPNs for cell (re)selection” has been added as an optional feature without UE radio access capability parameters.

	
	

	Consequences if not approved:
	The optional UE feature of supporting equivalent SNPNs for cell (re)selection is missing in TS 38.306.
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	Definitions for feature

	eCall over IMS
It is optional for UE to support eCall over IMS as specified in TS 38.331 [9].

	Access Category 1 selection assistance information enhancement
It is optional for UE that is configured for delay tolerant service to support Access Category 1 selection assistance information enhancement, according to uac-AC1-SelectAssistInfo-r16 as specified in TS 38.331 [9].

	Random access prioritization for MPS and MCS
It is optional for UE that is configured for MPS or MCS to support random access prioritization for Access Identity 1 or 2 as specified in TS 38.321 [8].

	HSDN cell reselection
It is optional for UE to support HSDN cell reselection priority handling in RRC_IDLE/RRC_INACTIVE as specified in TS 38.304 [21] and TS 38.331 [9].

	TRS occasions for idle mode and RRC_INACTIVE UEs
It is optional for UE to support reading TRS configuration from SIB and receiving L1 indication for TRS availability.

NOTE:	Receiving L1 indication via DCI format 2_7 is supported only if the UE supports receiving DCI format 2_7.

	Minimization of service interruption
It is optional for UE to support minimization of service interruption including reporting to NAS of disaster roaming information for available PLMNs and Access Barring check for Access Identity 3, as specified in TS 38.331 [9].

	Random access prioritisation for Slicing
It is optional for UE to support slice-based prioritisation for random access as specified in TS 38.321 [8].

	Random access partitioning for Slicing
It is optional for UE to support slice-based RACH partitioning as specified in TS 38.321 [8].

	Relaxed cell reselection on GEO
It is optional for UE to support the relaxed cell reselection on GEO.

	Support of polarization signalling in NR NTN
It is optional for UE to support the polarization signalling in NR NTN comprised of the following functional components:
-	Support polarization indication reception in SIB indicating DL and/or UL polarization information using respective polarization type parameters to indicate: RHCP or LHCP or linear;
-	Support polarization signalling for target serving cell in handover command message;
-	Support polarization signalling for non-serving cell in RRM measurement configuration.


	Equivalent SNPNs for cell (re)selection
It is optional for UE in SNPN access mode to support cell (re)selection for equivalent SNPNs as specified in TS 38.304 [21].
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