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1 Introduction

This is for the open issue list of R18 SL-Evo.
2 Discussion

	Open Issue
	Rapporteur View

	Editor's note: Whether there is a need to further clarify the additional frequency list is only used for V2X case (same issue applicable to other related clauses).
Editor's note: Whether there is a need to further clarify the CA related sync procedure is only used for V2X case (same issue applicable to other related clauses).
	It is not suggested to capture this in stge-3, since that means AS-layer/RRC-layer has to check service-type, and perform related actions accordingly. But in fact, to limit the usage of SL-CA to V2X, that should be more of a deployment issue, and thus seems more appropriate to be captured in stage-2 spec.

	Editor's note: FFS whether the condition for the per-flow frequency reporting is agreeable.
	This can be further checked by R2.

	Editor's note: It is pending R2 discussion on how for Tx UE to derive the carrier configuration.
	The issue, i.e., how for Tx UE to generate the carrier configuration based on network (pre)configuration, can be further checked by R2. 

After that is clarified, the Tx UE operation of updating carrier configuration based on per-carrier RLF would be considered jointly.

And the decision would be included in the lower layer like MAC, for LCP usage.

	Editor's note: Whether this would affect SUI report as for Sidelink DRB release.
Editor's note: Whether this would affect SUI report as for Sidelink DRB addition.
	This can be further checked by R2.

	Editor's note: FFS whether the Tx Profile indication to AS-layer is also per-flow (as for carrier mapping).
	R2 can assume so and send LS to S2.

	Editor's note: The carrier mapping for sl-RxInterestedFreqList is pending R2 discussion.
Editor's note: The carrier mapping for sl-TxInterestedFreqList is pending R2 discussion.
	This can be further checked by R2.

	Editor's note: Whether the field sl-AbsoluteFrequencyPointA, together with sl-OffsetToCarrier, is sufficient for Rx UE to understand the carrier to add/modify/release from Rx UE perspective.
	This can be further checked by R2.
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