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1. Background
The following post meeting email discussion has been planned during RAN2#123bis:
[Post123bis][410][POS] Rel-18 positioning RRC CR (Ericsson)
      Scope: Review the running CR and develop an open issue list.
      Intended outcome: Draft CR and open issue list for next meeting
      Deadline: Medium (2 weeks)







With the email discussion, the remaining open issues for the RRC spec have been summarized. In this contribution, we intend to list the open issues for the completion of the WI in R18 SL positioning.
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2	Sidelink positioning RRC/RRC_IDLE/MR-DC open issue
The following open issues can be listed 
	Numbering
	Section
	Open issue
	Editor’s Comment

	SL#01
	3.1	Definitions
	Introduce the definition for NR sidelink positioning
	Mostly editorial

	SL#02
	[bookmark: _Toc146780679][bookmark: _Toc60776730]5.2.2.4.13	Actions upon reception of SIB12
	1/ Introduce the UE procedure for the reception of the SIB12 in section 5.2.2.4.13.
2/ When configured with resource pool for SL-PRS transmission, use it for NR sidelink PRS transmission, as specified in 5.X.8
3/ Discuss whether to introduce new SIB for SL positioning in section 6.3.1
	Need to discuss on 3/ whether to have new SIB for SL positioning configuration in system information or to reuse the legacy SIB12. Note that this does not affect the R18 functional freeze in RAN2#124

The others are editorial

	SL#03
	5.3.3.1a	Conditions for establishing RRC Connection for NR sidelink communication
	FFS under what conditions RRC connection should be established for SL-PRS transmission
	Need further discussion

	SL#04
	5.3.5.3	Reception of an RRCReconfiguration by the UE
	FFS the conditions for the Transmission of SidelinkUEinformaitonNR
	Need further discussion

	SL#05
	5.3.5.14	Sidelink dedicated configuration
	FFS configuration of SL-PRS transmission
	Editorial

	SL#06
	5.3.13.1a	Conditions for resuming RRC Connection for NR sidelink communication
	FFS the conditions for resuming RRC connections
	Similar issue as in SL#03

	SL#07
	5.7.4	UE Assistance Information
	The UE uses UAI to request CG configuration when request is received from lower layer for periodic SL-PRS transmissions
	Editorial as this has been previously agreed. May need further discussion

	SL#08
	5.8.2	Conditions for NR sidelink communication/discovery operation
	FFS what are the conditions for NR sidelink PRS transmission
	Need further discussion

	SL#09
	5.8.3	Sidelink UE information for NR sidelink communication/discovery
	FFS sidelink UE information for NR sidelink PRS transmission
	Need further discussion

	SL#10
	5.8.5	Sidelink synchronisation information transmission for NR sidelink communication/discovery
	FFS changes needed for NR sidelink PRS transmission and reception for synchornization
	Need further discussion

	SL#11
	5.8.6	Sidelink synchronisation reference
	FFS how to capture RAN1’s agreement on synchronization
	Need further discussion

	SL#12
	5.8.12	DFN derivation from GNSS
	FFS RAN1’s agreements impacts on RAN2
	Need further discussion

	SL#13
	5.8.7	Sidelink communication reception
	Need to specify sidelink PRS reception configurations
	Mostly editorial

	SL#14
	5.8.8	Sidelink communication transmission
	FFS UE procedure for determining resource allocation scheme1/2
	Need further discussion

	SL#15
	IE SearchSpace
	FFS changes related to Search Space
	Need to specify new DCI formats. NOTE that this does not affect the functional freeze in RAN2#124

	SL#16
	9.3 Sidelink pre-configured parameters
	FFS changes required to put into pre-configuration
	Need further discussion. NOTE that this does not affect the functional freeze of the spec in RAN2#124.

	SL#17
	IDLE mode procedure 38.304
[bookmark: _Toc146666579][bookmark: _Toc52749290][bookmark: _Toc46502313][bookmark: _Toc37298551][bookmark: _Toc29245205]5.2.4.1	Reselection priorities handling
	FFS whether cell selection/reselection should be prioritized when there is on-going SL-PRS transmission 
	Need further discussion

	SL#18
	38.304 
4.5	Cell Categories
	FFS the support for SL-PRS transmission in limited service state.
	Need further discussion

	SL#19
	8.2	Cell selection and reselection for Sidelink
	FFS the measurement in UE for the non-serving frequency for SL-PRS transmission
	Need further discussion. Should be OK just to follow the legacy

	SL#20
	8.2	Cell selection and reselection for Sidelink
	FFS the condition for the UE to be in coverage/out of coverage for SL-PRS transmission.
	Need further discussion. Should be OK just to follow the legacy

	SL#21
	8.2.1	Parameters used for cell selection and reselection triggered for sidelink
	FFS the additional reselection process for selecting a cell on non-serving frequency for SL-PRS transmission.
	Need further discussion. Should be OK just to follow the legacy

	SL#22
	MR-DC 37.340
	FFS whether only MN is allowed to configure the UE with SL-PRS transmission
	Need further discussion
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