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1	Introduction
[bookmark: _Toc499559238][bookmark: _Toc61387172][bookmark: _Toc147158671]RAN2 received an LS from RAN3 in the last meeting [1], which informed RAN2 an agreement from RAN3 that:
RAN3 assumes that the parent cell supporting mobile IAB access should always broadcast gNB-ID-Length in SIB1, and the mIAB-MT should be able to decode this information.
RAN3 requested RAN2 to take the above agreement into account and provide feedback if needed.
In this contribution, we provide our views on the RAN3’s LS, and give the draft LS back.
2	Discussion
According to TS 38.331, the gNB-ID-Length in SIB1 is optionally broadcasted. RAN3’s agreement gives the specific case when the gNB-ID-Length must be broadcasted, which is a clarification and not contrary to the RRC spec. There is also no doubt that the mobile IAB-MT can decode this information as a UE.
The RAN3’s agreement has no technical concern from RAN2 perspective. RAN2 shall send an LS back for confirming that, and capture that in the future RRC running CR. It is proposed:
[bookmark: _GoBack]Proposal 1: RAN2 confirms that the parent cell supporting mobile IAB access should always broadcast gNB-ID-Length in SIB1, and the mIAB-MT should be able to decode this information (to be clarified in RRC).
Proposal 2: RAN2 reply the LS to RAN3 about the above agreement, if needed.
3	Conclusion
This contribution provides our views on the RAN3 LS. It is proposed:
Proposal 1: RAN2 confirms that the parent cell supporting mobile IAB access should always broadcast gNB-ID-Length in SIB1, and the mIAB-MT should be able to decode this information (to be captured in RRC).
Proposal 2: RAN2 reply the LS to RAN3 about the above agreement, if needed.

4	References
[1] [bookmark: _Ref109308746][bookmark: _Ref117787543]R3-235919, LS on awareness of gNB ID of RRC terminating donor for mobile IAB, RAN3#121bis, Xiamen, China.
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1. Overall Description:
RAN2 would like to thank RAN3 for their LS on the gNB-ID-Length broadcasting (R3-235919). 
RAN3 has the following request to RAN2:
RAN3 assumes that the parent cell supporting mobile IAB access should always broadcast gNB-ID-Length in SIB1, and the mIAB-MT should be able to decode this information.
RAN3 would like to ask RAN2 to take this agreement into account and provide feedback if there are any issues or concerns.

Regarding the request by RAN3, RAN2 replies:
The RAN3’s agreement has no technical concern from RAN2 perspective. RAN2 confirms that the parent cell supporting mobile IAB access should always broadcast gNB-ID-Length in SIB1, and the mIAB-MT should be able to decode this information. The conclusion will be captured in the TS 38.331 running CR.

RAN2 asks RAN3 to take the above feedback into account.


2. Actions:
To RAN3: 
ACTION: 	RAN2 asks RAN3 to take the above feedback into account.
 


3. Date of Next RAN2 Meetings:
TSG-RAN2 Meeting	#125 – February 26 to March 01, 2024      Athens, Greece
TSG-RAN2 Meeting	#123bis – April 15 to April 19, 2024         China

