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	Reason for change:
	1. How CSI value is ranked is not clear. In Uu interface, corresponding description is clarified in 38.212:” The values of the rank indicator field are mapped to allowed rank indicator values with increasing order, where '0' is mapped to the smallest allowed rank indicator value”. However, since CSI for sidelink is transmitted via MAC CE, corresponding description should be captured in MAC spec, the reference specification 38.214 does not touch this content.


	
	

	Summary of change:
	1. Add how CSI value is mapped.
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Start of the change

[bookmark: _Toc46490443][bookmark: _Toc37296312][bookmark: _Toc52752138][bookmark: _Toc52796600][bookmark: _Toc146698819]6.1.3.35	Sidelink CSI Reporting MAC CE
The Sidelink CSI Reporting MAC CE is identified by a MAC subheader with LCID as specified in Table 6.2.4-1. The priority of the Sidelink CSI Reporting MAC CE is fixed to '1'. The Sidelink CSI Reporting MAC CE is defined as follows (Figure 6.1.3.35-1):
-	RI: This field indicates the derived value of the Rank Indicator for sidelink CSI reporting as specified in clause 8.5 of TS 38.214 [7]. The length of the field is 1 bit, the values of the rank indicator field are mapped to allowed rank indicator values with increasing order, where '0' is mapped to the smallest allowed rank indicator value;
-	CQI: This field indicates the derived value of the Channel Quality Indicator for sidelink CSI reporting as specified in clause 8.5 of TS 38.214 [7]. The length of the field is 4 bit;
-	R: Reserved bit, set to 0.


Figure 6.1.3.35-1: Sidelink CSI Reporting MAC CE

End of the change
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