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1. Introduction 
In this contribution, we discuss the leftover issues on UE-to-UE relay (re)selection. 
2. Discussion
2.1. UE-to-UE relay reselection 

In U2U relay reselection procedure, source UE sends a Link Modification Request message to destination UE which includes user ID of the candidate U2U relays. In RAN2#122 meeting, it was discussed at the meeting that if multiple suitable U2U relay candidates which meet both the AS-layer and higher layer criteria are available, it is up to UE implementation to choose a U2U relay UE. This proposal follows the same principle as in U2N relay selection, but we believe that in U2U relay selection procedure, the link quality between source and candidate relay and link quality between candidate relay and destination relay should both play important role in the U2U relay selection. As if destination UE makes the U2U relay selection only based its monitored SL-RSRP/SD-RSRP with candidate relay UE, the link between source UE and this candidate relay UE may not be preferrable. Additional information could be beneficial to be provided to destination UE.
Therefore, in order to allow the destination UE to make a proper selection of relay UE, an ordered candidate relays list according to the priorities from source UE’s point of view would be beneficial. This candidate relay priority list will give more information to destination UE, so that it can choose a U2U relay who is preferrable by both source UE and destination UE. The details on how to configure the priority can be left for further study.
Proposal 1: The source UE will send an ordered candidate relay list, according to the preference from source UE’s point of view, to destination UE.  
3. Conclusion
We propose RAN2 to consider the proposals as follows.
Proposal 1: The source UE will send an ordered candidate relay list, according to the preference from source UE’s point of view, to destination UE.  

