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FIRST CHANGE
[bookmark: _Toc60776998][bookmark: _Toc146730114]5.7.10.5	RA information determination for RA report and RLF report
The UE shall set the content in ra-InformationCommon as follows:
1>	set the absoluteFrequencyPointA to indicate the absolute frequency of the reference resource block associated to the random-access resources used in the random-access procedure;
1>	set the locationAndBandwidth and subcarrierSpacing associated to the UL BWP of the random-access resources used in the random-access procedure;
1>	if contention based random-access resources are used in the random-access procedure:
2>	set the msg1-FrequencyStart and msg1-FDM associated to the random-access resources used in the random-access procedure;
2> if msg1-SubcarrierSpacing associated to the random-access resources used in the random-access procedure is available:
3>	set the msg1-SubcarrierSpacing associated to the random-access resources used in the random-access procedure;
2> else:
3>	set the msg1-SCS-From-prach-ConfigurationIndex to the subcarrier spacing as derived from the prach-ConfigurationIndex used in the random-access procedure;
1>	if contention free random-access resources are used in the random-access procedure:
2>	set the msg1-FrequencyStartCFRA and msg1-FDMCFRA associated to the random-access resources used in the random-access procedure;
2> if msg1-SubcarrierSpacing associated to the random-access resources used in the random-access procedure is available:
3>	set the msg1-SubcarrierSpacingCFRA associated to the random-access resources used in the random-access procedure;
2> else:
3>	set the msg1-SCS-From-prach-ConfigurationIndexCFRA to the subcarrier spacing as derived from the prach-ConfigurationIndex used in the random-access procedure;
1>	set the parameters associated to the individual successive random-access attempts associated to the selected beam in the chronological order of attempts in the perRAInfoList as follows:
2>	if the random-access resource used is associated to a SS/PBCH block, set the associated random-access parameters for the successive random-access attempts associated to the same SS/PBCH block for one or more random-access attempts as follows:
3>	set the ssb-Index to include the SS/PBCH block index associated to the used random-access resource;
3>	set the numberOfPreamblesSentOnSSB to indicate the number of successive random-access attempts associated to the SS/PBCH block;
3>	for each random-access attempt performed on the random-access resource, include the following parameters in the chronological order of the random-access attempt:
4>	if the random-access attempt is performed on the contention based random-access resource and if raPurpose is not equal to 'requestForOtherSI', include contentionDetected as follows:
5>	if contention resolution was not successful as specified in TS 38.321 [6] for the transmitted preamble:
6>	set the contentionDetected to true;
5>	else:
6>	set the contentionDetected to false;
4>	if the random-access attempt is performed on the contention based random-access resource; or
4>	if the random-access attempt is performed on the contention free random-access resource and if the random-access procedure was initiated due to the PDCCH ordering:
5>	if the SS/PBCH block RSRP of the SS/PBCH block corresponding to the random-access resource used in the random-access attempt is above rsrp-ThresholdSSB:
6>	set the dlRSRPAboveThreshold to true;
5>	else:
6>	set the dlRSRPAboveThreshold to false;
2>	else if the random-access resource used is associated to a CSI-RS, set the associated random-access parameters for the successive random-access attempts associated to the same CSI-RS for one or more random-access attempts as follows:
3>	set the csi-RS-Index to include the CSI-RS index associated to the used random-access resource;
3>	set the numberOfPreamblesSentOnCSI-RS to indicate the number of successive random-access attempts associated to the CSI-RS.

END OF CHANGES

