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1. Introduction

In this contribution we discuss the remaining open issue for NR-U based on the RAN2 agreements till now.
2.
Discussion
2.1 RA Report
There is below FFS for the RA Report for NR-U.

Introduce a field to indicate that all preambles transmitted in a selected beam were blocked by LBT. FFS how to set the numberOfPreamblesSentOnSSB-r16/numberOfPreamblesSentOnCSI-RS-r16 and the perRAAttemptInfoList.
There are the below two Editor’s note in the running CR [1] related to this.

Editors’notes:  FFS how to set the numberOfPreamblesSentOnSSB-r16 and the perRAAttemptInfoList.
Editors’notes:  FFS how to set the numberOfPreamblesSentOnCSI-RS-r16.
As it is agreed in [2] to introduce a field to indicate that all preambles transmitted in a selected beam were blocked by LBT, network can understand that the values in the numberOfPreamblesSentOnSSB-r16, numberOfPreamblesSentOnCSI-RS-r16 or perRAAttemptInfoList are invalid. So it is enough to capture in the RRC CR that the network ignores any value reported for these fields when UE indicates that all preambles transmitted in a selected beam where blocked by LBT. It could be left to UE implementation on how to set the parameters then.
Proposal 1: Capture in RRC CR that network ignores any fields set in numberOfPreamblesSentOnSSB-r16/numberOfPreamblesSentOnCSI-RS-r16 and the perRAAttemptInfoList. 
3. Conclusion
In the previous sections, we have discussed certain issues and have made following observations and proposals.
Proposal 1: Capture in RRC CR that network ignores any fields set in numberOfPreamblesSentOnSSB-r16/numberOfPreamblesSentOnCSI-RS-r16 and the perRAAttemptInfoList.
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