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1. Introduction
In RAN 2 #122, the WI on “In-device Co-existence (IDC) enhancements for NR and MR-DC” was completed. 
In this paper we intend to further improve the running CR and discuss an aspect that was missed in the running CR and suggest the text proposals for correcting this in the running CR. 
2. Discussion
[bookmark: _GoBack]2.1 Missing information in the internode messages for the R16 FDM during NR-DC operation.
In the RAN 2 #123 bis meeting we agreed to update the procedural text in section 5.7.4.2 and 5.7.4.3 to include the reporting of the NR-DC combination in affectedCarrierFreqCombList for extending the R16 FDM solution for NR-DC as shown below. 
	5.7.4.2	Initiation

…

1>	if configured to provide IDC assistance information based on candidateServingFreqListNR included in idc-AssistanceConfig-r16 of a cell group:
2>	if the UE did not transmit a UEAssistanceInformation message with idc-Assistance since it was configured to provide IDC assistance information:
3>	if on one or more frequencies included in candidateServingFreqListNR, the UE is experiencing IDC problems that it cannot solve by itself; or
3>	if on one or more supported UL CA or NR-DC combination comprising of carrier frequencies included in candidateServingFreqListNR, the UE is experiencing IDC problems that it cannot solve by itself:
4>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide IDC assistance information;
2>	else if the current idc-Assistance information for the cell group is different from the one indicated in the last transmission of the UEAssistanceInformation message:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide IDC assistance information;

…

5.7.4.3	Actions related to transmission of UEAssistanceInformation message
…
1>	if transmission of the UEAssistanceInformation message is initiated to provide IDC assistance information according to 5.7.4.2 or 5.3.5.3:
2>	if there is at least one carrier frequency included in candidateServingFreqListNR, the UE is experiencing IDC problems that it cannot solve by itself:
3>	include the field affectedCarrierFreqList with an entry for each affected carrier frequency included in candidateServingFreqListNR;
3>	for each carrier frequency included in the field affectedCarrierFreqList, include interferenceDirection and set it accordingly;
2>	if there is at least one supported UL CA or NR-DC combination comprising of carrier frequencies included in candidateServingFreqListNR, the UE is experiencing IDC problems that it cannot solve by itself:
3>	include victimSystemType for each UL CA or NR-DC combination included in affectedCarrierFreqCombList;
3>	if the UE sets victimSystemType to wlan or bluetooth:
4>	include affectedCarrierFreqCombList with an entry for each supported UL CA or NR-DC combination comprising of carrier frequencies included in candidateServingFreqListNR, that is affected by IDC problems;
3>	else:
4>	optionally include affectedCarrierFreqCombList with an entry for each supported UL CA or NR-DC combination comprising of carrier frequencies included in candidateServingFreqListNR, that is affected by IDC problems;

 …



However, if we look at the inter node co-ordination messages in the running CR we can see that we only have the changes for supporting the inter-node coordination R18 for FDM Solution Enhancements while the changes required for R16 FDM Solution are missing in the newly introduced IEs in R18. One might think that inter node co-ordination  information already exists for EN-DC and could be reused for NR-DC but looking at the current ASN,1 structure this is not the case as this inter node signaling was designed with EN-DC in mind and is not suited for NR-DC scenario. 
Hence, we believe that this missing information for R16 FDM solution should be added in the internode message in these newly introduced R18 IEs so that the inter node signaling for both the R18 and R16 FDM solutions can be used in the unified manner. 

Therefore, we propose to simply include the R16 FDM solution specific IEs i.e. the candidateServingFreqListNR and affectedCarrierFreqCombList together with R18 FDM solution IEs in the inter node messages as shown below
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START OF 1st CHANGE 
…

[bookmark: _Toc60777633][bookmark: _Toc131065464]11.2.2	Message definitions
….
[bookmark: _Toc60777636][bookmark: _Toc131065468]–	CG-Config

This message is used to transfer the SCG radio configuration as generated by the SgNB or SeNB. It can also be used by a CU to request a DU to perform certain actions, e.g. to request the DU to perform a new lower layer configuration.
Direction: Secondary gNB or eNB to master gNB or eNB, alternatively CU to DU.
CG-Config message
-- ASN1START
-- TAG-CG-CONFIG-START

CG-Config ::=                   SEQUENCE {
    criticalExtensions                  CHOICE {
        c1                                  CHOICE{
            cg-Config                           CG-Config-IEs,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture            SEQUENCE {}
    }
}

CG-Config-IEs ::=                   SEQUENCE {
    scg-CellGroupConfig                 OCTET STRING (CONTAINING RRCReconfiguration)    OPTIONAL,
    scg-RB-Config                       OCTET STRING (CONTAINING RadioBearerConfig)     OPTIONAL,
    configRestrictModReq                ConfigRestrictModReqSCG                         OPTIONAL,
    drx-InfoSCG                         DRX-Info                                        OPTIONAL,
    candidateCellInfoListSN             OCTET STRING (CONTAINING MeasResultList2NR)     OPTIONAL,
    measConfigSN                        MeasConfigSN                                    OPTIONAL,
    selectedBandCombination             BandCombinationInfoSN                           OPTIONAL,
    fr-InfoListSCG                      FR-InfoList                                     OPTIONAL,
    candidateServingFreqListNR          CandidateServingFreqListNR                      OPTIONAL,
    nonCriticalExtension                CG-Config-v1540-IEs                             OPTIONAL
}

CG-Config-v1540-IEs ::=             SEQUENCE {
    pSCellFrequency                     ARFCN-ValueNR                                   OPTIONAL,
    reportCGI-RequestNR                 SEQUENCE {
        requestedCellInfo                   SEQUENCE {
            ssbFrequency                        ARFCN-ValueNR,
            cellForWhichToReportCGI             PhysCellId
        }                                                                               OPTIONAL
    }                                                                                   OPTIONAL,
    ph-InfoSCG                          PH-TypeListSCG                                  OPTIONAL,
    nonCriticalExtension                CG-Config-v1560-IEs                             OPTIONAL
}

CG-Config-v1560-IEs ::=             SEQUENCE {
    pSCellFrequencyEUTRA                ARFCN-ValueEUTRA                                OPTIONAL,
    scg-CellGroupConfigEUTRA            OCTET STRING                                    OPTIONAL,
    candidateCellInfoListSN-EUTRA       OCTET STRING                                    OPTIONAL,
    candidateServingFreqListEUTRA       CandidateServingFreqListEUTRA                   OPTIONAL,
    needForGaps                         ENUMERATED {true}                               OPTIONAL,
    drx-ConfigSCG                       DRX-Config                                      OPTIONAL,
    reportCGI-RequestEUTRA              SEQUENCE {
        requestedCellInfoEUTRA          SEQUENCE {
            eutraFrequency                             ARFCN-ValueEUTRA,
            cellForWhichToReportCGI-EUTRA              EUTRA-PhysCellId
        }                                                                               OPTIONAL
    }                                                                                   OPTIONAL,
    nonCriticalExtension                CG-Config-v1590-IEs                             OPTIONAL
}

CG-Config-v1590-IEs ::=             SEQUENCE {
    scellFrequenciesSN-NR               SEQUENCE (SIZE (1.. maxNrofServingCells-1)) OF  ARFCN-ValueNR          OPTIONAL,
    scellFrequenciesSN-EUTRA            SEQUENCE (SIZE (1.. maxNrofServingCells-1)) OF  ARFCN-ValueEUTRA       OPTIONAL,
    nonCriticalExtension                CG-Config-v1610-IEs                                                    OPTIONAL
}

CG-Config-v1610-IEs ::=             SEQUENCE {
    drx-InfoSCG2                        DRX-Info2                                       OPTIONAL,
    nonCriticalExtension                CG-Config-v1620-IEs                             OPTIONAL
}

CG-Config-v1620-IEs ::=             SEQUENCE {
    ueAssistanceInformationSCG-r16      OCTET STRING (CONTAINING UEAssistanceInformation)  OPTIONAL,
    nonCriticalExtension                CG-Config-v1630-IEs                                OPTIONAL
}

CG-Config-v1630-IEs ::=             SEQUENCE {
    selectedToffset-r16                 T-Offset-r16                                       OPTIONAL,
    nonCriticalExtension                CG-Config-v1640-IEs                                OPTIONAL
}

CG-Config-v1640-IEs ::=             SEQUENCE {
    servCellInfoListSCG-NR-r16          ServCellInfoListSCG-NR-r16                      OPTIONAL,
    servCellInfoListSCG-EUTRA-r16       ServCellInfoListSCG-EUTRA-r16                   OPTIONAL,
    nonCriticalExtension                CG-Config-v1700-IEs                             OPTIONAL
}

CG-Config-v1700-IEs ::=             SEQUENCE {
    candidateCellInfoListCPC-r17        CandidateCellInfoListCPC-r17                    OPTIONAL,
    twoPHRModeSCG-r17                   ENUMERATED {enabled}                            OPTIONAL,
    nonCriticalExtension                CG-Config-v1730-IEs                             OPTIONAL
}

CG-Config-v1730-IEs ::=             SEQUENCE {
    fr1-Carriers-SCG-r17                INTEGER (1..32)                                 OPTIONAL,
    fr2-Carriers-SCG-r17                INTEGER (1..32)                                 OPTIONAL,
    nonCriticalExtension                CG-Config-v18xy-IEs                             OPTIONAL
}

CG-Config-v18xy-IEs ::=        		SEQUENCE {
    candidateServingFreqRangeListNR-r18  CandidateServingFreqRangeListNR-r18            OPTIONAL, 
    candidateServingFreqListNR-r16       CandidateServingFreqListNR-r16                 OPTIONAL,
	idc-TDM-AssistanceConfig-r18         ENUMERATED {enabled}					        OPTIONAL,    
	nonCriticalExtension                 SEQUENCE {}                                    OPTIONAL
}

ServCellInfoListSCG-NR-r16 ::=      SEQUENCE (SIZE (1.. maxNrofServingCells)) OF  ServCellInfoXCG-NR-r16

ServCellInfoXCG-NR-r16 ::=          SEQUENCE {
    dl-FreqInfo-NR-r16                  FrequencyConfig-NR-r16                          OPTIONAL,
    ul-FreqInfo-NR-r16                  FrequencyConfig-NR-r16                          OPTIONAL, -- Cond FDD
    ...
}

FrequencyConfig-NR-r16 ::=          SEQUENCE {
    freqBandIndicatorNR-r16             FreqBandIndicatorNR,
    carrierCenterFreq-NR-r16            ARFCN-ValueNR,
    carrierBandwidth-NR-r16             INTEGER (1..maxNrofPhysicalResourceBlocks),
    subcarrierSpacing-NR-r16            SubcarrierSpacing
}

ServCellInfoListSCG-EUTRA-r16 ::=   SEQUENCE (SIZE (1.. maxNrofServingCellsEUTRA)) OF ServCellInfoXCG-EUTRA-r16

ServCellInfoXCG-EUTRA-r16 ::=       SEQUENCE {
    dl-CarrierFreq-EUTRA-r16            ARFCN-ValueEUTRA                                OPTIONAL,
    ul-CarrierFreq-EUTRA-r16            ARFCN-ValueEUTRA                                OPTIONAL, -- Cond FDD
    transmissionBandwidth-EUTRA-r16     TransmissionBandwidth-EUTRA-r16                 OPTIONAL,
    ...
}

TransmissionBandwidth-EUTRA-r16 ::= ENUMERATED {rb6, rb15, rb25, rb50, rb75, rb100}

PH-TypeListSCG ::=                  SEQUENCE (SIZE (1..maxNrofServingCells)) OF PH-InfoSCG

PH-InfoSCG ::=                      SEQUENCE {
    servCellIndex                       ServCellIndex,
    ph-Uplink                           PH-UplinkCarrierSCG,
    ph-SupplementaryUplink              PH-UplinkCarrierSCG                             OPTIONAL,
    ...,
    [[
    twoSRS-PUSCH-Repetition-r17         ENUMERATED{enabled}                             OPTIONAL
    ]]
}

PH-UplinkCarrierSCG ::=             SEQUENCE{
    ph-Type1or3                         ENUMERATED {type1, type3},
    ...
}

MeasConfigSN ::=                    SEQUENCE {
    measuredFrequenciesSN               SEQUENCE (SIZE (1..maxMeasFreqsSN)) OF NR-FreqInfo  OPTIONAL,
    ...
}

NR-FreqInfo ::=                     SEQUENCE {
    measuredFrequency                   ARFCN-ValueNR                                       OPTIONAL,
    ...
}

ConfigRestrictModReqSCG ::=         SEQUENCE {
    requestedBC-MRDC                    BandCombinationInfoSN                               OPTIONAL,
    requestedP-MaxFR1                   P-Max                                               OPTIONAL,
    ...,
    [[
    requestedPDCCH-BlindDetectionSCG    INTEGER (1..15)                                     OPTIONAL,
    requestedP-MaxEUTRA                 P-Max                                               OPTIONAL
    ]],
    [[
    requestedP-MaxFR2-r16               P-Max                                               OPTIONAL,
    requestedMaxInterFreqMeasIdSCG-r16  INTEGER(1..maxMeasIdentitiesMN)                     OPTIONAL,
    requestedMaxIntraFreqMeasIdSCG-r16  INTEGER(1..maxMeasIdentitiesMN)                     OPTIONAL,
    requestedToffset-r16                T-Offset-r16                                        OPTIONAL
    ]]
}

BandCombinationIndex ::= INTEGER (1..maxBandComb)

BandCombinationInfoSN ::=           SEQUENCE {
    bandCombinationIndex                BandCombinationIndex,
    requestedFeatureSets                FeatureSetEntryIndex
}

FR-InfoList ::= SEQUENCE (SIZE (1..maxNrofServingCells-1)) OF FR-Info

FR-Info ::= SEQUENCE {
    servCellIndex       ServCellIndex,
    fr-Type             ENUMERATED {fr1, fr2}
}

CandidateServingFreqListNR ::= SEQUENCE (SIZE (1.. maxFreqIDC-MRDC)) OF ARFCN-ValueNR

CandidateServingFreqListEUTRA ::= SEQUENCE (SIZE (1.. maxFreqIDC-MRDC)) OF ARFCN-ValueEUTRA

T-Offset-r16 ::= ENUMERATED {ms0dot5, ms0dot75, ms1, ms1dot5, ms2, ms2dot5, ms3, spare1}

CandidateCellInfoListCPC-r17 ::= SEQUENCE (SIZE (1..maxFreq)) OF CandidateCellInfo-r17

CandidateCellInfo-r17 ::=        SEQUENCE {
    ssbFrequency-r17                 ARFCN-ValueNR,
    candidateList-r17                SEQUENCE (SIZE (1..maxNrofCondCells-r16)) OF CandidateCell-r17
}

CandidateCell-r17 ::=            SEQUENCE {
    physCellId-r17                   PhysCellId,
    condExecutionCondSCG-r17         OCTET STRING (CONTAINING CondReconfigExecCondSCG-r17)               OPTIONAL
}

-- TAG-CG-CONFIG-STOP
-- ASN1STOP

…
END OF 1st CHANGE 

START OF 2nd CHANGE 
…

[bookmark: _Toc60777637][bookmark: _Toc131065469]–	CG-ConfigInfo
This message is used by master eNB or gNB to request the SgNB or SeNB to perform certain actions e.g. to establish, modify or release an SCG. The message may include additional information e.g. to assist the SgNB or SeNB to set the SCG configuration. It can also be used by a CU to request a DU to perform certain actions, e.g. to establish, or modify an MCG or SCG.
Direction: Master eNB or gNB to secondary gNB or eNB, alternatively CU to DU.
CG-ConfigInfo message
-- ASN1START
-- TAG-CG-CONFIG-INFO-START

CG-ConfigInfo ::=               SEQUENCE {
    criticalExtensions              CHOICE {
        c1                              CHOICE{
            cg-ConfigInfo               CG-ConfigInfo-IEs,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture        SEQUENCE {}
    }
}

CG-ConfigInfo-IEs ::=           SEQUENCE {
    ue-CapabilityInfo               OCTET STRING (CONTAINING UE-CapabilityRAT-ContainerList)          OPTIONAL,-- Cond SN-AddMod
    candidateCellInfoListMN         MeasResultList2NR                                                 OPTIONAL,
    candidateCellInfoListSN         OCTET STRING (CONTAINING MeasResultList2NR)                       OPTIONAL,
    measResultCellListSFTD-NR       MeasResultCellListSFTD-NR                                         OPTIONAL,
    scgFailureInfo                  SEQUENCE {
        failureType                     ENUMERATED { t310-Expiry, randomAccessProblem,
                                                     rlc-MaxNumRetx, synchReconfigFailure-SCG,
                                                     scg-reconfigFailure,
                                                     srb3-IntegrityFailure},
        measResultSCG                   OCTET STRING (CONTAINING MeasResultSCG-Failure)
    }                                                                                                 OPTIONAL,
    configRestrictInfo              ConfigRestrictInfoSCG                                             OPTIONAL,
    drx-InfoMCG                     DRX-Info                                                          OPTIONAL,
    measConfigMN                    MeasConfigMN                                                      OPTIONAL,
    sourceConfigSCG                 OCTET STRING (CONTAINING RRCReconfiguration)                      OPTIONAL,
    scg-RB-Config                   OCTET STRING (CONTAINING RadioBearerConfig)                       OPTIONAL,
    mcg-RB-Config                   OCTET STRING (CONTAINING RadioBearerConfig)                       OPTIONAL,
    mrdc-AssistanceInfo             MRDC-AssistanceInfo                                               OPTIONAL,
    nonCriticalExtension            CG-ConfigInfo-v1540-IEs                                           OPTIONAL
}

CG-ConfigInfo-v1540-IEs ::=     SEQUENCE {
    ph-InfoMCG                      PH-TypeListMCG                                                    OPTIONAL,
    measResultReportCGI             SEQUENCE {
        ssbFrequency                    ARFCN-ValueNR,
        cellForWhichToReportCGI         PhysCellId,
        cgi-Info                        CGI-InfoNR
    }                                                                                                 OPTIONAL,
    nonCriticalExtension            CG-ConfigInfo-v1560-IEs                                           OPTIONAL
}

CG-ConfigInfo-v1560-IEs ::=  SEQUENCE {
    candidateCellInfoListMN-EUTRA       OCTET STRING                                                  OPTIONAL,
    candidateCellInfoListSN-EUTRA       OCTET STRING                                                  OPTIONAL,
    sourceConfigSCG-EUTRA               OCTET STRING                                                  OPTIONAL,
    scgFailureInfoEUTRA                 SEQUENCE {
        failureTypeEUTRA                    ENUMERATED { t313-Expiry, randomAccessProblem,
                                                    rlc-MaxNumRetx, scg-ChangeFailure},
        measResultSCG-EUTRA                 OCTET STRING
    }                                                                                                 OPTIONAL,
    drx-ConfigMCG                       DRX-Config                                                    OPTIONAL,
    measResultReportCGI-EUTRA               SEQUENCE {
        eutraFrequency                      ARFCN-ValueEUTRA,
        cellForWhichToReportCGI-EUTRA           EUTRA-PhysCellId,
        cgi-InfoEUTRA                           CGI-InfoEUTRA
    }                                                                                                 OPTIONAL,
    measResultCellListSFTD-EUTRA        MeasResultCellListSFTD-EUTRA                                  OPTIONAL,
    fr-InfoListMCG                      FR-InfoList                                                   OPTIONAL,
    nonCriticalExtension                CG-ConfigInfo-v1570-IEs                                       OPTIONAL
}

CG-ConfigInfo-v1570-IEs ::=  SEQUENCE {
    sftdFrequencyList-NR                SFTD-FrequencyList-NR                                         OPTIONAL,
    sftdFrequencyList-EUTRA             SFTD-FrequencyList-EUTRA                                      OPTIONAL,
    nonCriticalExtension                CG-ConfigInfo-v1590-IEs                                       OPTIONAL
}

CG-ConfigInfo-v1590-IEs ::=  SEQUENCE {
    servFrequenciesMN-NR            SEQUENCE (SIZE (1.. maxNrofServingCells-1)) OF  ARFCN-ValueNR     OPTIONAL,
    nonCriticalExtension            CG-ConfigInfo-v1610-IEs                                           OPTIONAL
}

CG-ConfigInfo-v1610-IEs ::=  SEQUENCE {
    drx-InfoMCG2                 DRX-Info2                                                            OPTIONAL,
    alignedDRX-Indication        ENUMERATED {true}                                                    OPTIONAL,
    scgFailureInfo-r16                  SEQUENCE {
        failureType-r16                     ENUMERATED { scg-lbtFailure-r16, beamFailureRecoveryFailure-r16,
                                                         t312-Expiry-r16, bh-RLF-r16,
                                                         beamFailure-r17, spare3, spare2, spare1},
        measResultSCG-r16                   OCTET STRING (CONTAINING MeasResultSCG-Failure)
    }                                                                                                 OPTIONAL,
    dummy1                                  SEQUENCE {
        failureTypeEUTRA-r16                    ENUMERATED { scg-lbtFailure-r16, beamFailureRecoveryFailure-r16,
                                                         t312-Expiry-r16, spare5,
                                                                     spare4, spare3, spare2, spare1},
        measResultSCG-EUTRA-r16                 OCTET STRING
    }                                                                                                 OPTIONAL,
    sidelinkUEInformationNR-r16      OCTET STRING (CONTAINING SidelinkUEInformationNR-r16)            OPTIONAL,
    sidelinkUEInformationEUTRA-r16   OCTET STRING                                                     OPTIONAL,
    nonCriticalExtension             CG-ConfigInfo-v1620-IEs                                          OPTIONAL
}

CG-ConfigInfo-v1620-IEs ::=             SEQUENCE {
    ueAssistanceInformationSourceSCG-r16    OCTET STRING (CONTAINING UEAssistanceInformation)         OPTIONAL,
    nonCriticalExtension                    CG-ConfigInfo-v1640-IEs                                   OPTIONAL
}

CG-ConfigInfo-v1640-IEs ::=             SEQUENCE {
    servCellInfoListMCG-NR-r16              ServCellInfoListMCG-NR-r16                   OPTIONAL,
    servCellInfoListMCG-EUTRA-r16           ServCellInfoListMCG-EUTRA-r16                OPTIONAL,
    nonCriticalExtension                    CG-ConfigInfo-v1700-IEs                      OPTIONAL
}

CG-ConfigInfo-v1700-IEs ::=             SEQUENCE {
    candidateCellListCPC-r17                CandidateCellListCPC-r17                     OPTIONAL,
    twoPHRModeMCG-r17                       ENUMERATED {enabled}                         OPTIONAL,
    lowMobilityEvaluationConnectedInPCell-r17 ENUMERATED {enabled}                       OPTIONAL,
    nonCriticalExtension                    CG-ConfigInfo-v1730-IEs                      OPTIONAL
}

CG-ConfigInfo-v1730-IEs ::=             SEQUENCE {
    fr1-Carriers-MCG-r17                    INTEGER (1..32)                              OPTIONAL,
    fr2-Carriers-MCG-r17                    INTEGER (1..32)                              OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                  OPTIONAL
}

ServCellInfoListMCG-NR-r16 ::=          SEQUENCE (SIZE (1.. maxNrofServingCells)) OF  ServCellInfoXCG-NR-r16

ServCellInfoListMCG-EUTRA-r16 ::=       SEQUENCE (SIZE (1.. maxNrofServingCellsEUTRA)) OF ServCellInfoXCG-EUTRA-r16

SFTD-FrequencyList-NR ::=               SEQUENCE (SIZE (1..maxCellSFTD)) OF ARFCN-ValueNR

SFTD-FrequencyList-EUTRA ::=            SEQUENCE (SIZE (1..maxCellSFTD)) OF ARFCN-ValueEUTRA

ConfigRestrictInfoSCG ::=       SEQUENCE {
    allowedBC-ListMRDC              BandCombinationInfoList                                           OPTIONAL,
    powerCoordination-FR1               SEQUENCE {
        p-maxNR-FR1                     P-Max                                                         OPTIONAL,
        p-maxEUTRA                      P-Max                                                         OPTIONAL,
        p-maxUE-FR1                     P-Max                                                         OPTIONAL
    }                                                                                                 OPTIONAL,
    servCellIndexRangeSCG           SEQUENCE {
        lowBound                        ServCellIndex,
        upBound                         ServCellIndex
    }                                                                                                 OPTIONAL,   -- Cond SN-AddMod
    maxMeasFreqsSCG                     INTEGER(1..maxMeasFreqsMN)                                    OPTIONAL,
    dummy                               INTEGER(1..maxMeasIdentitiesMN)                               OPTIONAL,
    ...,
    [[
    selectedBandEntriesMNList        SEQUENCE (SIZE (1..maxBandComb)) OF SelectedBandEntriesMN        OPTIONAL,
    pdcch-BlindDetectionSCG          INTEGER (1..15)                                                  OPTIONAL,
    maxNumberROHC-ContextSessionsSN  INTEGER(0.. 16384)                                               OPTIONAL
    ]],
    [[
    maxIntraFreqMeasIdentitiesSCG     INTEGER(1..maxMeasIdentitiesMN)                                 OPTIONAL,
    maxInterFreqMeasIdentitiesSCG     INTEGER(1..maxMeasIdentitiesMN)                                 OPTIONAL
    ]],
    [[
    p-maxNR-FR1-MCG-r16               P-Max                                                           OPTIONAL,
    powerCoordination-FR2-r16         SEQUENCE {
        p-maxNR-FR2-MCG-r16                P-Max                                                      OPTIONAL,
        p-maxNR-FR2-SCG-r16                P-Max                                                      OPTIONAL,
        p-maxUE-FR2-r16                    P-Max                                                      OPTIONAL
    }                                                                                                 OPTIONAL,
    nrdc-PC-mode-FR1-r16    ENUMERATED {semi-static-mode1, semi-static-mode2, dynamic}                OPTIONAL,
    nrdc-PC-mode-FR2-r16    ENUMERATED {semi-static-mode1, semi-static-mode2, dynamic}                OPTIONAL,
    maxMeasSRS-ResourceSCG-r16       INTEGER(0..maxNrofCLI-SRS-Resources-r16)                         OPTIONAL,
    maxMeasCLI-ResourceSCG-r16       INTEGER(0..maxNrofCLI-RSSI-Resources-r16)                        OPTIONAL,
    maxNumberEHC-ContextsSN-r16      INTEGER(0..65536)                                                OPTIONAL,
    allowedReducedConfigForOverheating-r16      OverheatingAssistance                                 OPTIONAL,
    maxToffset-r16                   T-Offset-r16                                                     OPTIONAL
    ]],
    [[
    allowedReducedConfigForOverheating-r17      OverheatingAssistance-r17                             OPTIONAL,
    maxNumberUDC-DRB-r17             INTEGER(0..2)                                                    OPTIONAL,
    maxNumberCPCCandidates-r17       INTEGER(0..maxNrofCondCells-1-r17)                               OPTIONAL
    ]]
}

SelectedBandEntriesMN ::=       SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandEntryIndex

BandEntryIndex ::=              INTEGER (0.. maxNrofServingCells)

PH-TypeListMCG ::=              SEQUENCE (SIZE (1..maxNrofServingCells)) OF PH-InfoMCG

PH-InfoMCG ::=                  SEQUENCE {
    servCellIndex                       ServCellIndex,
    ph-Uplink                           PH-UplinkCarrierMCG,
    ph-SupplementaryUplink              PH-UplinkCarrierMCG                                           OPTIONAL,
    ...,
    [[
    twoSRS-PUSCH-Repetition-r17         ENUMERATED{enabled}                                           OPTIONAL
    ]]
}

PH-UplinkCarrierMCG ::=         SEQUENCE{
    ph-Type1or3                         ENUMERATED {type1, type3},
    ...
}

BandCombinationInfoList ::=     SEQUENCE (SIZE (1..maxBandComb)) OF BandCombinationInfo

BandCombinationInfo ::=         SEQUENCE {
    bandCombinationIndex            BandCombinationIndex,
    allowedFeatureSetsList          SEQUENCE (SIZE (1..maxFeatureSetsPerBand)) OF FeatureSetEntryIndex
}

FeatureSetEntryIndex ::=        INTEGER (1.. maxFeatureSetsPerBand)

DRX-Info ::=                    SEQUENCE {
    drx-LongCycleStartOffset        CHOICE {
        ms10                            INTEGER(0..9),
        ms20                            INTEGER(0..19),
        ms32                            INTEGER(0..31),
        ms40                            INTEGER(0..39),
        ms60                            INTEGER(0..59),
        ms64                            INTEGER(0..63),
        ms70                            INTEGER(0..69),
        ms80                            INTEGER(0..79),
        ms128                           INTEGER(0..127),
        ms160                           INTEGER(0..159),
        ms256                           INTEGER(0..255),
        ms320                           INTEGER(0..319),
        ms512                           INTEGER(0..511),
        ms640                           INTEGER(0..639),
        ms1024                          INTEGER(0..1023),
        ms1280                          INTEGER(0..1279),
        ms2048                          INTEGER(0..2047),
        ms2560                          INTEGER(0..2559),
        ms5120                          INTEGER(0..5119),
        ms10240                         INTEGER(0..10239)
    },
    shortDRX                            SEQUENCE {
        drx-ShortCycle                      ENUMERATED  {
                                                ms2, ms3, ms4, ms5, ms6, ms7, ms8, ms10, ms14, ms16, ms20, ms30, ms32,
                                                ms35, ms40, ms64, ms80, ms128, ms160, ms256, ms320, ms512, ms640, spare9,
                                                spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 },
        drx-ShortCycleTimer                 INTEGER (1..16)
    }                                                                                             OPTIONAL
}

DRX-Info2 ::=          SEQUENCE {
    drx-onDurationTimer    CHOICE {
                               subMilliSeconds INTEGER (1..31),
                               milliSeconds    ENUMERATED {
                                   ms1, ms2, ms3, ms4, ms5, ms6, ms8, ms10, ms20, ms30, ms40, ms50, ms60,
                                   ms80, ms100, ms200, ms300, ms400, ms500, ms600, ms800, ms1000, ms1200,
                                   ms1600, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 }
                           }
}

MeasConfigMN ::= SEQUENCE {
    measuredFrequenciesMN               SEQUENCE (SIZE (1..maxMeasFreqsMN)) OF NR-FreqInfo        OPTIONAL,
    measGapConfig                       SetupRelease { GapConfig }                                OPTIONAL,
    gapPurpose                          ENUMERATED {perUE, perFR1}                                OPTIONAL,
    ...,
    [[
    measGapConfigFR2                    SetupRelease { GapConfig }                                OPTIONAL
    ]],
    [[
    interFreqNoGap-r16                  ENUMERATED {true}                                         OPTIONAL
    ]]
}

[bookmark: _Hlk149862875]MRDC-AssistanceInfo ::= SEQUENCE {
    affectedCarrierFreqCombInfoListMRDC     SEQUENCE (SIZE (1..maxNrofCombIDC)) OF AffectedCarrierFreqCombInfoMRDC,
    ...,
    [[
    overheatingAssistanceSCG-r16            OCTET STRING (CONTAINING OverheatingAssistance)       OPTIONAL
    ]],
    [[
    overheatingAssistanceSCG-FR2-2-r17      OCTET STRING (CONTAINING OverheatingAssistance-r17)   OPTIONAL
    ]],
	[[
	affectedCarrierFreqRangeCombList-r18    AffectedCarrierFreqRangeCombList-r18         OPTIONAL,
	affectedCarrierFreqCombList-r16         AffectedCarrierFreqCombList-r16           	 OPTIONAL,
	idc-TDM-Assistance-r18                	IDC-TDM-Assistance-r18                       OPTIONAL
	]]
}

AffectedCarrierFreqCombInfoMRDC ::= SEQUENCE {
    victimSystemType                    VictimSystemType,
    interferenceDirectionMRDC           ENUMERATED {eutra-nr, nr, other, utra-nr-other, nr-other, spare3, spare2, spare1},
    affectedCarrierFreqCombMRDC         SEQUENCE    {
        affectedCarrierFreqCombEUTRA        AffectedCarrierFreqCombEUTRA                          OPTIONAL,
        affectedCarrierFreqCombNR           AffectedCarrierFreqCombNR
    }                                                                                             OPTIONAL
}

VictimSystemType ::= SEQUENCE {
    gps                         ENUMERATED {true}               OPTIONAL,
    glonass                     ENUMERATED {true}               OPTIONAL,
    bds                         ENUMERATED {true}               OPTIONAL,
    galileo                     ENUMERATED {true}               OPTIONAL,
    wlan                        ENUMERATED {true}               OPTIONAL,
    bluetooth                   ENUMERATED {true}               OPTIONAL
}

AffectedCarrierFreqCombEUTRA ::= SEQUENCE (SIZE (1..maxNrofServingCellsEUTRA)) OF ARFCN-ValueEUTRA

AffectedCarrierFreqCombNR ::= SEQUENCE (SIZE (1..maxNrofServingCells)) OF ARFCN-ValueNR

CandidateCellListCPC-r17 ::= SEQUENCE (SIZE (1..maxFreq)) OF CandidateCellCPC-r17

CandidateCellCPC-r17 ::=           SEQUENCE {
    ssbFrequency-r17                   ARFCN-ValueNR,
    candidateCellList-r17              SEQUENCE (SIZE (1..maxNrofCondCells-r16)) OF PhysCellId
}

-- TAG-CG-CONFIG-INFO-STOP
-- ASN1STOP

	CG-ConfigInfo field descriptions

	affectedCarrierFreqRangeCombList
This field is signalled upon MN not addressing IDC issue and contains the list of NR carrier frequency range combinations reported by UE to MN for IDC problem caused by the NR-DC frequency combination.

	affectedCarrierFreqCombList
This field is signalled upon MN not addressing IDC issue and contains the list of NR carrier frequency combinations reported by UE to MN for IDC problem caused by the NR-DC frequency combination.


…
END OF 2nd CHANGE 

Adding R16 FDM related information will make the R16 FDM solution to be effectively used in the NR-DC scenario. Hence we propose the following.

Proposal 1- It is proposed to add candidateServingFreqListNR in CG-Config-v18xy-IEs as shown in the first change of the text proposal for the SN to be able to provide the R16 FDM configurations for IDC to the MN in order to support the internode co-ordination for legacy R16 FDM solution.

Proposal 2- It is proposed to add affectedCarrierFreqCombList in the MRDC-AssistanceInfo in CG-ConfigInfo as shown in the second change of the text proposal for the MN to be able to transfer such information to the SN to support the internode co-ordination for legacy R16 FDM solution and to align it with the existing R18 FDM Solution co-ordination.   



3. Conclusions 
In this contribution we discuss an aspect that was missed in the running CR and suggest the text proposals for correcting this in the running CR. 

Proposal 1- It is proposed to add candidateServingFreqListNR in CG-Config-v18xy-IEs as shown in the first change of the text proposal for the SN to be able to provide the R16 FDM configurations for IDC to the MN in order to support the internode co-ordination for legacy R16 FDM solution.

Proposal 2- It is proposed to add affectedCarrierFreqCombList in the MRDC-AssistanceInfo in CG-ConfigInfo as shown in the second change of the text proposal for the MN to be able to transfer such information to the SN to support the internode co-ordination for legacy R16 FDM solution and to align it with the existing R18 FDM Solution co-ordination.   
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