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	Reason for change:
	RAN1 #114-bis agreed

Agreement
The Periodic beam indication with priority flag has higher priority than semi-persistent beam indication without priority flag.

RAN1 #114-bis also agreed in a TP that
NCR applies the semi-persistent beam indication for transmissions or receptions on the access link in the set of symbols unless only the NCR-PeriodicFwdResourceSet includes a priorityFlag, in which case the second beam index is applied.

The current description in NCR CatB CR 38.331 for the field priorityFlag in NCR-PeriodicFwdResourceSet and NCR-SemiPersistentFwdResourceSet is not complete anymore.


	
	

	Summary of change:
	
In section 6.3.2
· NCR-PeriodicFwdResourceSet field descriptions
 priorityFlag
Indicates the priority for the list of periodic forwarding resources., if If present, the list of periodic forwarding resources will have higher priority over aperiodic beam indication and a list of semi-persistent forwarding resources, if the list of semi-persistent forwarding resources has no priority flag.

· NCR-SemiPersistentFwdResourceSet field descriptions
 priorityFlag
Indicates the priority for the list of semi-persistent forwarding resources., if If present, the list of semi-persistent forwarding resources will have higher priority over aperiodic beam indication and any list of periodic forwarding resources.
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*** Unchanged parts are omitted ***
[bookmark: _Toc124713033][bookmark: _Toc60777111]–	NCR-PeriodicFwdResourceSet
The IE NCR-PeriodicFwdResourceSet is used to configure a list of periodic forwarding resources for NCR-Fwd access link. Each periodic forwarding configuration includes a list of periodic forwarding resources, a common periodicity and a common reference SCS.
NCR-PeriodicFwdResourceSet information element
-- ASN1START
-- TAG-NCR-PERIODICFWDRESOURCESET-START

NCR-PeriodicFwdResourceSet-r18 ::=     SEQUENCE {
     periodicFwdRsrcSetId-r18                        NCR-PeriodicFwdResourceSetId-r18,
     periodicFwdRsrcToAdddModList-r18             SEQUENCE (SIZE (1..maxNrofPeriodicFwdResource-r18)) OF NCR-PeriodicFwdResource-r18
                                                                                                                                      OPTIONAL,    -- Need N
     periodicFwdRsrcToReleaseList-r18             SEQUENCE (SIZE (1..maxNrofPeriodicFwdResource-r18)) OF NCR-PeriodicFwdResourceId-r18
                                                                                                                OPTIONAL,   -- Need N
     referenceSCS-r18                           SubcarrierSpacing                       OPTIONAL,    -- Need M
     priorityFlag-r18                           ENUMERATED {true}                       OPTIONAL,    -- Need R
     ...
}

[bookmark: _Hlk131638842]NCR-PeriodicFwdResource-r18 ::=   SEQUENCE {
     periodicFwdRsrcId-r18               NCR-PeriodicFwdResourceId-r18,
     beamIndex-r18                    INTEGER (0..63),
     periodicTimeRsrc-r18             SEQUENCE {
           periodicityAndOffset-r18          NCR-PeriodicityAndOffset-r18,
           symbolOffset-r18                   INTEGER (0..maxNrofSymbols-1),
           durationInSymbols-r18           INTEGER (1..112)
     }
}

NCR-PeriodicFwdResourceId-r18 ::= INTEGER (0..maxNrofPeriodicFwdResource-1-r18)

-- TAG-NCR-PERIODICFWDRESOURCESET-STOP
-- ASN1STOP



	NCR-PeriodicFwdResourceSet field descriptions

	beamIndex
Indicates the logical beam index for NCR-Fwd access link. NCR-Fwd is assumed to be ON over the indicated time domain resource if there is beam indication.

	durationInSymbols
Indicates the time duration in number of symbols.

	periodicFwdRsrcToAdddModList
List of periodic forwarding resources to be added or modified.

	periodicFwdRsrcToReleaseList
List of periodic forwarding resources to be released.

	periodicityAndOffset
Indicates the periodicity and slot offset for the periodic forwarding resource. All the periodic forwarding resources configured within the same resource set should have the same periodicity. If the periodicity is expressed in [ms], the value range of slot offset is from 0 to Periodicity[ms] * referenceSCS[kHz]/15 -1.

	priorityFlag
Indicates the priority for the list of periodic forwarding resources., iIf present, the list of periodic forwarding resources will have higher priority over aperiodic beam indication and a list of semi-persistent forwarding resources, if the list of semi-persistent forwarding resources has no priority flag.

	referenceSCS
Indicates the reference subcarrier spacing for all the time resources in the list. Only Values kHz15, kHz30, kHz60, kHz120 and kHz240 are applicable.

	symbolOffset
Indicates the symbol offset in one slot.



–	NCR-PeriodicFwdResourceSetId
The IE NCR-PeriodicFwdResourceSetId is used to identify one NCR-PeriodicFwdResourceSet.
NCR-PeriodicFwdResourceSetId information element
-- ASN1START
-- TAG-NCR-PERIODICFWDRESOURCESETID-START

NCR-PeriodicFwdResourceSetId-r18 ::= INTEGER (0..maxNrofPeriodicFwdResourceSet-1-r18)

-- TAG-NCR-PERIODICFWDRESOURCESETID-STOP
-- ASN1STOP


–	NCR-SemiPersistentFwdResourceSet
The IE NCR-SemiPersistentFwdResourceSet is used to configure a list of semi-persistent forwarding resources for NCR-Fwd access link. Each semi-persistent forwarding resource configuration includes a list of semi-persistent forwarding resources, a common periodicity and a common reference SCS.
NCR-SemiPersistentFwdResourceSet information element
-- ASN1START
-- TAG-NCR-SEMIPERSISTENTFWDRESOURCESET-START

NCR-SemiPersistentFwdResourceSet-r18 ::=     SEQUENCE {
     semiPersistentFwdRsrcSetId-r18                 NCR-SemiPersistentFwdResourceSetId-r18,
     semiPersistentFwdRsrcToAdddModList-r18      SEQUENCE (SIZE (1..maxNrofSemiPersistentFwdResource-r18)) OF NCR-SemiPersistentFwdResource-r18
                                                                                                                                                  OPTIONAL,   -- Need N
     semiPersistentFwdRsrcToReleaseList-r18       SEQUENCE (SIZE (1..maxNrofSemiPersistentFwdResource-r18)) OF                              
                                               NCR-SemiPersistentFwdResourceId-r18                                                OPTIONAL,   -- Need N
     referenceSCS-r18                           SubcarrierSpacing           OPTIONAL,  -- Need M
     priorityFlag-r18                           ENUMERATED {true}           OPTIONAL,  -- Need R
     ...
}

NCR-SemiPersistentFwdResource-r18 ::=   SEQUENCE {
     semiPersistentFwdRsrcId-r18                 NCR-SemiPersistentFwdResourceId-r18,
     beamIndex-r18                             INTEGER (0..63),
     semiPersistentTimeRsrc-r18          SEQUENCE {
           periodicityAndOffset-r18               NCR-PeriodicityAndOffset-r18,
           symbolOffset-r18                         INTEGER (0..maxNrofSymbols-1),
           durationInSymbols-r18                INTEGER (1..112)
    }
}

NCR-SemiPersistentFwdResourceId-r18 ::= INTEGER (0..maxNrofSemiPersistentFwdResource-1-r18)

-- TAG-NCR-SEMIPERSISTENTFWDRESOURCESET-STOP
-- ASN1STOP

	NCR-SemiPersistentFwdResourceSet field descriptions

	beamIndex
Indicates logical beam index for NCR-Fwd access link. NCR-Fwd is assumed to be ON over the indicated time domain resource if there is beam indication.

	durationInSymbols
Indicates the time duration in number of symbols.

	priorityFlag
Indicates the priority for the list of semi-persistent forwarding resources., iIf present, the list of semi-persistent forwarding resources will have higher priority over aperiodic beam indication and any list of periodic forwarding resources.

	referenceSCS
Indicates the reference subcarrier spacing for all the time resources in the list. Only Values kHz15, kHz30, kHz60, kHz120 and kHz240 are applicable.

	semiPersistentFwdRsrcToAdddModList
List of semi-persistent forwarding resources to be added or modified.

	semiPersistentFwdRsrcToReleaseList
List of semi-persistent forwarding resources to be released.

	periodicityAndOffset
Indicates the periodicity and slot offset for the semi-persistent forwarding resource. All the semi-persistent forwarding resources configured within the same resource set should have the same periodicity. If the periodicity is expressed in [ms], the value range of slot offset is from 0 to Periodicity[ms] * referenceSCS[kHz]/15 -1.

	symbolOffset
Indicates the symbol offset in one slot.



*** Unchanged parts are omitted ***
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