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	Reason for change:
	RAN4 has introduced new CA BW classes V, W within FBG1 (4*400MHz and 5*400MHz) into 38.101-2 which needs signalling changes (see R4-2315865).

As per RAN4 LS, this new CA BW classes are only applicable to FR2-2 bands.

	
	

	Summary of change:
	Add new CA BW classes V, W in legacy ca-BandwidthClassDL/UL-NR field. There is considered no inter-operability issue, assuming there is no legacy network in the market implemented with FR2-2.  
Impact analysis
Impacted functionality: 
FR2-2 CA BW class.
Impacted architectural options: 
(NG)EN-DC, NR-DC, NE-DC and NR SA
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not there is no interoperability issue but new bandwidth classes cannot be signalled by the UE.
2. If the UE is implemented according to the CR and the network is not there would be interoperability issue that the network may miss the band combinations with new BW calsses (i.e.V, W). But it is assumed there is no legacy network implemented with FR2-2, so there is no inter-operability issue forseen.

	
	

	Consequences if not approved:
	The new FR2-2 CA BW classes V, W cannot be reported by the UE.
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–	CA-BandwidthClassNR
The IE CA-BandwidthClassNR indicates the NR CA bandwidth class as defined in TS 38.101-1 [15], table 5.3A.5-1 and TS 38.101-2 [39], table 5.3A.4-1.
CA-BandwidthClassNR information element
-- ASN1START
-- TAG-CA-BANDWIDTHCLASSNR-START

-- R4 17-6: new CA BW Classes R2~R12
-- R4 xy-z: new CA BW Classes V, W

CA-BandwidthClassNR ::=             ENUMERATED {a, b, c, d, e, f, g, h, i, j, k, l, m, n, o, p, q, ...,r2-v1730, r3-v1730, r4-v1730, r5-v1730, r6-v1730, r7-v1730, r8-v1730, r9-v1730, r10-v1730, r11-v1730, r12-v1730,v-v17xy, w-v17xy}

-- TAG-CA-BANDWIDTHCLASSNR-STOP
-- ASN1STOP

