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START OF CHANGES
[bookmark: _Toc46488695][bookmark: _Toc52574116][bookmark: _Toc52574202][bookmark: _Toc146751335]4.2.16.1.1	Sidelink General Parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2
DIFF

	accessStratumReleaseSidelink-r16
Indicates the access stratum release for NR sidelink communication the UE supports as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	relayUE-Operation-L2-r17
Indicates whether NR L2 sidelink relay UE operation is supported by the UE.
	UE
	No
	No
	No

	remoteUE-Operation-L2-r17
Indicates whether NR L2 sidelink remote UE operation is supported by the UE. 
	UE
	No
	No
	No

	remoteUE-PathSwitchToIdleInactiveRelay-r17
Indicates whether L2 sidelink remote UE supports direct to indirect path switch with target relay in RRC_IDLE or RRC_INACTIVE state.
	UE
	No
	No
	No

	multipathRelay-PC5-L2-r18
Indicates whether NR L2 multi-path operation using PC5 connection is supported by the UE.
	UE
	No
	No
	No

	multipathRelay-N3C-r18
Indicates whether NR multi-path operation using non-3GPP connection is supported by the UE.
	UE
	No
	No
	No



Next Change
A.4:	Sidelink capabilities applicable to Uu and PC5
Annex A.4 specifies for each sidelink related capability, in which interface (i.e., UECapabilityInformation in Uu RRC and UECapabilityInformationSidelink in PC5 RRC) a UE supporting sidelink shall report the concerned capability:
-	UECapabilityInformation: the concerned sidelink capability is reported within UECapabilityInformation;
-	UECapabilityInformationSidelink: the concerned sidelink capability is reported within UECapabilityInformationSidelink;
Table A.4-1: Sidelink capability reported in UECapabilityInformation/ UECapabilityInformationSidelink
	Sidelink Parameter
	UECapabilityInformation
	UECapabilityInformationSidelink

	accessStratumReleaseSidelink
	
	X

	outOfOrderDeliverySidelink
	
	X

	am-WithLongSN-Sidelink
	X
	X

	um-WithLongSN-Sidelink
	X
	X

	lcp-RestrictionSidelink
	X
	

	logicalChannelSR-DelayTimerSidelink
	X
	

	multipleSR-ConfigurationsSidelink
	X
	

	multipleConfiguredGrantsSidelink
	X
	

	supportedBandCombinationListSidelinkEUTRA-NR
	X
	

	supportedBandCombinationListSidelinkNR
	
	X

	gnb-ScheduledMode3SidelinkEUTRA 
	X
	

	gnb-ScheduledMode4SidelinkEUTRA 
	X
	

	sl-Reception
	X
	X

	sl-TransmissionMode1
	X
	

	sl-TransmissionMode2
	X
	

	sl-TransmissionMode2-PartialSensing
	X
	

	sl-TransmissionMode2-RandomResourceSelection
	X
	

	sync-Sidelink
	X
	

	congestionControlSidelink
	X
	

	sl-Tx-256QAM
	X
	X

	sl-Rx-256QAM
	X
	X

	psfch-FormatZeroSidelink
	X
	

	lowSE-64QAM-MCS-TableSidelink
	X
	X

	csi-ReportSidelink
	
	X

	enb-sync-Sidelink
	X
	

	rankTwoReception
	
	X

	fewerSymbolSlotSidelink
	X
	

	sl-openLoopPC-RSRP-ReportSidelink
	X
	X

	rx-IUC-Scheme1-PreferredMode2Sidelink
	X
	X

	rx-IUC-Scheme1-NonPreferredMode2Sidelink
	X
	X

	rx-IUC-Scheme2-Mode2Sidelink
	X
	X

	rx-IUC-Scheme1-SCI
	X
	X

	tx-Sidelink
	X
	

	rx-Sidelink
	X
	

	ue-PowerClassSidelink
	X
	

	drx-OnSidelink
	X
	X

	enhancedUuDRX-forSidelink
	X
	

	relayUE-Operation-L2
	X
	

	remoteUE-Operation-L2
	X
	

	remoteUE-PathSwitchToIdleInactiveRelay
	X
	

	supportedBandCombinationListSL-RelayDiscovery
	X
	

	supportedBandCombinationListSL-NonRelayDiscovery
	X
	

	rx-IUC-Scheme1-SCI-ExplicitReq
	X
	X

	scheme2-ConflictDeterminationRSRP
	
	X

	tx-IUC-Scheme2-Mode2Sidelink
	X
	X

	tx-IUC-Scheme1-Mode2Sidelink
	X
	X

	rx-sidelinkPSFCH
	X
	

	p0-OLPC-Sidelink
	X
	

	multipathRelay-PC5-L2
	X
	

	multipathRelay-N3C
	X
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