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1 Introduction

This is for the summary of [AT124][409][Relay] QoS aspects for U2U (vivo).
2 Conclusion
Proposal 1: For split of QoS, only support to split PDB for U2U relay. For other QoS parameters, source remote UE uses the parameters in e2e QoS profiles for the first hop configuration.

Proposal 2: Relay UE uses split PDB and other QoS parameters in e2e QoS profiles for the second hop configuration.

Proposal 3: The split PDB value is not delivered to the peer L2 U2U Remote UE.

Proposal 4: RAN2 to down-select from the following two options for how to carry e2e QoS and split PDB:

- Option 1: Reuse RRCReconfigurationSidelink (for carrying e2e QoS) and RRCReconfigurationCompleteSidelink (for carrying split PDB), FFS the failure case when RRCreconfigurationSidelink is failed and then how the relay UE can send split QoS to source remote UE

- Option 2: Introduce two new PC5-RRC messages, one for source remote UE to send e2e QoS to relay UE, the other one for relay UE to send split PDB to source remote UE.

Proposal 5: RAN2 to have more time to check and further discuss if the mapping configuration (from e2e SLRB to RLC channel) is needed in SIB12/pre-configuration.

Proposal 6: Both e2e QoS and split QoS are needed in SUI to source remote UE’s gNB. Further to discuss the signaling in running CR discussion, e.g. whether it is in a single entry in SUI message or two entries in SUI messages, whether separate list is needed.

Proposal 7: Relay UE to report second hop QoS profile and target remote UE ID in SUI to gNB as in legacy. And down-select from:

- Option-1: Relay UE report merged QoS to gNB

- Option-2: Relay UE report the per-flow QoS+ SDAP configuration (from source remote UE) to gNB
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