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	Reason for change:
	1. SystemInformationBlockType28 contains NR sidelink communication configuration instead of SystemInformationBlockType12, which contains CMAS notification.

	
	

	Summary of change:
	1. In clause 11.1, change “SystemInformationBlockType12” to “SystemInformationBlockType28”.
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Start Change
[bookmark: _Toc29237949][bookmark: _Toc37235853][bookmark: _Toc46499561][bookmark: _Toc52492293][bookmark: _Toc130934896]11.1	Sidelink communication and V2X sidelink communication and NR sidelink communication
The UE may transmit or receive sidelink communication if it fulfils the condition(s) defined in TS 36.331 [3], clause 5.10.1a. The UE may transmit or receive V2X sidelink communication if it fulfils the condition(s) defined in TS 36.331 [3], clause 5.10.1d. When UE is in-coverage for sidelink operation as defined in clause 11.4, the UE may perform the sidelink communication according to SystemInformationBlockType18 or perform the V2X sidelink communication according to SystemInformationBlockType21 or SystemInformationBlockType26, and when out-of-coverage for sidelink, the UE may perform the sidelink communication according to SL-Preconfiguration or perform V2X sidelink communication according to SL-V2X-Preconfiguration or according to SystemInformationBlockType21 or SystemInformationBlockType26 of the cell on the frequency which provides inter-carrier V2X sidelink configuration, as specified in TS 36.331 [3]. The UE shall not perform V2X sidelink communication according to SL-V2X-Preconfiguration if the UE detects a cell providing V2X sidelink configuration or inter-carrier V2X sidelink configuration for the frequency UE is interested to perform V2X sidelink communication on.
The UE may transmit or receive NR sidelink communication if it fulfills the condition(s) defined in TS 38.331 [37], clause 5.8.2. When UE is in-coverage for sidelink operation as defined in clause 11.4, the UE may perform NR sidelink communication according to SystemInformationBlockType12 SystemInformationBlockType28 of the cell on an E-UTRAN frequency.
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