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1	Background
This paper discusses how to interpretate the expression of “if configured” that happens in a lot of places in the MAC spec.
2	Discussions
For the usage of “if configured” in the MAC spec, there are currently two cases:
· Case1: The “if configured” expression is used in the UE procedure. In this case, the UE should not apply the UE procedure, if the RRC field is not configured
· Case2: The “if configured” expression is sued in the condition for performing UE proceudre. In this case, the UE should consider the condition to be satisfied when the RRC field is not configured.
We think the usage of the “if configured” expression should be clarified for the above two cases.
Proposal: Clarify in the MAC spec the usage of “if configured” in the two cases: (a) when the “if configured” expression is used in the UE procedure; (b) when the “if configured” expression is used in the condition for a UE procedure. Agree to the CR in Annex A
3	Conclusions
The following proposal is made with the discussions above.
Proposal: Clarify in the MAC spec the usage of “if configured” in the two cases: (a) when the “if configured” expression is used in the UE procedure; (b) when the “if configured” expression is used in the condition for a UE procedure. Agree to the CR in Annex A
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In the present document, the expression "if configured" should be interpreted as follows:
If the expression "if configured" is included within a UE procedure, the UE shall apply the UE procedure only when the corresponding RRC field is configured;
If the expression "if configured" is included within a condition for the UE procedure, the condition is satisfied if the corresponding RRC field is not configured.
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