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1. Overall Description:

RAN2 thanks RAN1 for the further updates of the Rel-18 NR UE features and higher layers parameter lists. However, while implementing the inputs into the respective RAN2 specifications, RAN2 noticed that both lists contain the ambiguous term “legacy”.

In the NR UE features list the term “legacy” is used in the description of some FGs, e.g.,
	Feature
	Index
	Feature group
	Issue

	40. NR_MIMO_evo_DL_UL
	40-5-1b
	SRS comb offset hopping combined with legacy group/sequence hopping
	The term “legacy” appears in the description of “FG”, “Components” and “Consequence if the feature is not supported by the UE”.

	40. NR_MIMO_evo_DL_UL
	40-5-2b
	SRS cyclic shift hopping combined with legacy group/sequence hopping
	The term “legacy” appears in the description of “FG”, “Components” and “Consequence if the feature is not supported by the UE”.

	41. NR_pos_enh2
	41-2-8
	Support to perform legacy measurements inside the indicated time window only for DL TDoA
	The term “legacy” appears in the description of “FG”, “Components” and “Consequence if the feature is not supported by the UE”.

	41. NR_pos_enh2
	41-2-9
	Support to perform legacy measurements inside the indicated time window only for multi-RTT
	The term “legacy” appears in the description of “FG”, “Components” and “Consequence if the feature is not supported by the UE”.

	41. NR_pos_enh2
	41-2-10
	Support to perform legacy measurements inside the indicated time window only for DL AoD
	The term “legacy” appears in the description of “FG”, “Components” and “Consequence if the feature is not supported by the UE”.


In the higher layers parameter list the term “legacy” is used in the description of some parameters, e.g.,
	Tab
	Row
	Parameter name
	Description

	MCE
	#54
	dci-FormatsMC
	Separate search space sets for DCI format 0_3/1_3 and legacy DCI formats are independently configured.

	SL
	#20
	transmissionStructureForPSCCHandPSSCH
	Note: Legacy PSCCH/PSSCH are applicable in region with no OCB requirement, or with OCB exemption

	SL
	#22
	numOfSSSBrepetition
	Note: Legacy S-SSB are applicable in region with no OCB requirement, or with OCB exemption.


RAN2 decided not to implement the term “legacy” in order to avoid potential ambiguity in the specifications. Therefore, RAN2 would like to ask RAN1 not to use the term “legacy” in the RAN1 NR UE features and higher layers parameter lists in the future and instead, to replace the term “legacy” by a more meaningful description.
2. Actions:

To RAN1 group.

ACTION: 
RAN2 respectfully asks RAN1 to take the above information into account for the further updates of the NR UE features and higher layers parameter lists.
3. Date of Next TSG RAN WG2 Meetings:

TSG RAN WG2 Meeting #125bis
15th – 19th April 2024

Changsha, China
TSG RAN WG2 Meeting #126 
20th – 24th May 2024

Fukuoka, Japan

