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1	Introduction
In LTM (L1/L2 Triggered Mobility), it is possible that RLC entities of the cell group for which LTM cell switch is executed are not re-established for intra-DU cases. This contribution discusses whether this RLC behaviour is suitable for SRBs.
[bookmark: _Toc147158671][bookmark: _Toc61387172][bookmark: _Toc499559238]2	Discussion
The possibility not to perform RLC re-establishment was introduced for intra-DU cases. ltm-NoResetID and ltm-ServingCellNoResetID control the L2 behaviours in TS 38.331 v18.0.0 [1]. The motivation is to avoid unnecessary RLC re-establishment, which reduces data loss (for UM RLC) and reduces RLC re-transmission (for AM RLC). The expected benefit is for DRBs so that the UE gets better service experience when moving across intra-DU cells. 
However, uplink SRB messages generated before LTM cell switch, e.g. measurement reports, are generated according to the source configuration cell. If the measurement reports generated using the source configuration are transmitted to the target cell, assuming the UE processes the messages in order and sends the before the reconfiguration complete message, the target cell can understand that these measurement reports are to be discarded as they rely on the UE configuration in the source cell. However, such unnecessary transmission is wasting radio resources and delaying the transmission of the reconfiguration complete message, hence the CU will be made aware of the mobility with extra delay.
The PDCP discard behaviour triggered by discardOnPDCP during handover was introduced to avoid such necessary retransmissions.
Observation 1: Uplink RRC messages generated before receiving a handover command are not useful for the target cell, which why the discardOnPDCP flag was introduced SRBs and RLC is re-established for SRBs.
If the UE is expected to discard PDCP SDUs for SRBs, RLC entities serving SRBs should be re-established, regardless whether this is intra- or inter-DU handover. However, according to 38.331 v18.0.0, at LTM cell switch, if the values of ltm-NoResetID and ltm-ServingCellNoResetID are the same, RLC entities serving SRBs are not re-established and the field description of restablishRLC does not allow to use this field for LTM, including for SRBs, so the network cannot make the UE re-establish RLC entities for SRBs.
	reestablishRLC
Indicates that RLC should be re-established. Network sets this to true at least whenever the security key used for the radio bearer associated with this RLC entity changes. For SRB2, multicast MRBs and DRBs, unless full configuration is used, it is also set to true during the resumption of the RRC connection or the first reconfiguration after reestablishment. For SRB1, when resuming an RRC connection, or at the first reconfiguration after RRC connection reestablishment, the network does not set this field to true. The network does not include this field if the RLC-BearerConfig IE is part of an RRCReconfiguration message within the LTM-Config IE



Observation 2:	According to 38.331 v18.0.0, at LTM cell switch, if the values of ltm-NoResetID and ltm-ServingCellNoResetID are the same, there is no way to re-establish RLC entities serving SRBs.
A simple solution to allow re-establishing RLC entities serving SRBs at LTM cell switch it to allow using reestablishRLC for SRBs in the LTM candidate cell configuration. As there is no restriction on the use of discardOnPDCP, no other change is required.
Proposal 1:	Use reestablishRLC in the LTM candidate cell configurations for RLC entities serving SRBs.
[bookmark: _GoBack]The TP is provided in annex.
3	Conclusion
This contribution makes the following proposal:
Proposal 1:	Use reestablishRLC in the LTM candidate cell configurations for RLC entities serving SRBs.
The TP is provided in annex.
4	Reference
1. [bookmark: _Ref157692731]TS 38.331, NR; Radio Resource Control (RRC) protocol specification V18.0.0.
5	Annex TP for TS 38.331
[bookmark: _Toc156129774]5.3.5.18.6	LTM cell switch execution
Upon the indication by lower layers that an LTM cell switch procedure is triggered, or upon performing LTM cell switch following cell selection performed while timer T311 was running, as specified in 5.3.7.3, the UE shall:
1>	release/clear all current dedicated radio configuration associated with the cell group for which the LTM cell switch procedure is triggered except for the following:
-	the logicalChannelIdentity and logicalChannelIdentityExt of RLC bearers configured in RLC-BearerConfig and the associated RLC entities, their state variables, buffers, and timers;
-	the UE variables VarLTM-Config, VarLTM-ServingCellNoResetID, and VarLTM-ServingCellUE-MeasuredTA-ID.
2>	if the LTM cell switch is triggered on the MCG:
-	the MCG C-RNTI;
-	the AS security configurations associated with the master key;
-	for each SRB/DRB in current UE configuration which is using the master key:
-	keep the associated PDCP and SDAP entities, their state variables, buffers and timers;
-	release all fields related to the SRB/DRB configuration except for srb-Identity and drb-Identity;
2>	else, if the LTM cell switch is triggered on the SCG:
-	the AS security configurations associated with the secondary key;
-	for each SRB/DRB in current UE configuration which is using the secondary key:
-	keep the associated PDCP and SDAP entities, their state variables, buffers and timers;
-	release all fields related to the SRB/DRB configuration except for srb-Identity and drb-Identity;
1>	release/clear all current common radio configuration associated with the cell group for which the LTM cell switch procedure is triggered;
1>	use the default values specified in 9.2.3 for timers T310, T311 and constants N310, N311 associate to cell group for which the LTM cell switch procedure is triggered;
1>	if the value of field ltm-NoResetID contained within the LTM-Candidate IE in VarLTM-Config indicated by lower layers or for the selected cell in accordance with 5.3.7.3 is not equal to the value of ltm-ServingCellNoResetID within VarLTM-ServingCellNoResetID:
2>	for each logicalChannelId and logicalChannelIdExt that is part of the current UE configuration for the cell group for which the LTM cell switch procedure is triggered:
3>	if servedRadioBearer is set to drb-identity:
34>	after the end of this procedure, re-establish the corresponding RLC entity as specified in TS 38.322 [4], after applying the LTM configuration in ltm-CandidateConfig within LTM-Candidate IE in VarLTM-Config;
2>	for each drb-Identity value that is part of the current UE configuration:
3>	if this DRB is an AM DRB:
4>	after the end of this procedure, trigger the PDCP entity of this DRB to perform data recovery as specified in TS 38.323 [5], after applying the LTM configuration in ltm-CandidateConfig within LTM-Candidate IE in VarLTM-Config;
2>	replace the value of ltm-ServingCellNoResetID in VarLTM-ServingCellNoResetID with the value of ltm-NoResetID in the LTM-Candidate in VarLTM-Config indicated by lower layers or for the selected cell in accordance with 5.3.7.3;
1> if the LTM-Candidate IE in VarLTM-Config indicated by lower layers or for the selected cell in accordance with 5.3.7.3 contains the field ltm-UE-MeasuredTA-ID:
2>	replace the value of ltm-ServingCellUE-MeasuredTA-ID in VarLTM-ServingCellUE-MeasuredTA-ID with the value received within ltm-UE-MeasuredTA-ID;
1>	if ltm-ConfigComplete is not included within the LTM-Candidate IE in VarLTM-Config indicated by lower layers or for the selected cell in accordance with 5.3.7.3:
2>	consider ltm-ReferenceConfiguration in VarLTM-Config, associated with the cell group for which the LTM cell switch procedure is triggered, to be the current UE configuration for the fields and configurations which have been released and to be released by the actions above in this procedure;
NOTE 1:	When the UE considers the reference configuration to be the current UE configuration, the UE should store fields and configurations that are part of the reference configuration but should not execute any actions or procedures triggered by the reception of an RRCReconfiguration message which are described in clause 5.3.5.3.
1>	if the LTM cell switch is triggered by an indication from lower layers:
2>	apply the RRCReconfiguration message in ltm-CandidateConfig within LTM-Candidate IE in VarLTM-Config identified by the LTM candidate configuration identity received from lower layers according to clause 5.3.5.3;
1>	else (LTM cell switch triggered upon cell selection performed while timer T311 was running):
2>	apply the RRCReconfiguration message in ltm-CandidateConfig within LTM-Candidate IE in VarLTM-Config related to the LTM candidate configuration identity for the selected cell (i.e., in accordance with 5.3.7.3) according to clause 5.3.5.3;
1>	release the radio bearer(s) and the logical channel(s) that are part of the current UE configuration but not part of the LTM candidate configuration either indicated by lower layers or for the selected cell in accordance with 5.3.7.3, or the LTM reference configuration (in case the LTM candidate configuration does not include ltm-ConfigComplete).
NOTE 2:	When ltm-ConfigComplete is not included for an LTM candidate configuration, before an LTM cell switch is triggered a UE implementation may generate and store an RRC reconfiguration message by applying the received LTM candidate configuration on top of the LTM reference configuration, and the stored RRC reconfiguration message is applied when the LTM cell switch is triggered.



[bookmark: _Toc60777158][bookmark: _Toc156130293][bookmark: _Hlk54206873]6.3.2	Radio resource control information elements
[bookmark: _Toc60777357][bookmark: _Toc156130564]–	RLC-BearerConfig
The IE RLC-BearerConfig is used to configure an RLC entity, a corresponding logical channel in MAC and the linking to a PDCP entity (served radio bearer).
RLC-BearerConfig information element
-- ASN1START
-- TAG-RLC-BEARERCONFIG-START

RLC-BearerConfig ::=                        SEQUENCE {
    logicalChannelIdentity                      LogicalChannelIdentity,
    servedRadioBearer                           CHOICE {
        srb-Identity                                SRB-Identity,
        drb-Identity                                DRB-Identity
    }                                                                                               OPTIONAL,   -- Cond LCH-SetupOnly
    reestablishRLC                              ENUMERATED {true}                                   OPTIONAL,   -- Need N
    rlc-Config                                  RLC-Config                                          OPTIONAL,   -- Cond LCH-Setup
    mac-LogicalChannelConfig                    LogicalChannelConfig                                OPTIONAL,   -- Cond LCH-Setup
    ...,
    [[
    rlc-Config-v1610                            RLC-Config-v1610                                    OPTIONAL    -- Need R
    ]],
    [[
    rlc-Config-v1700                            RLC-Config-v1700                                    OPTIONAL,   -- Need R
    logicalChannelIdentityExt-r17               LogicalChannelIdentityExt-r17                       OPTIONAL,   -- Cond LCH-SetupModMRB
    multicastRLC-BearerConfig-r17               MulticastRLC-BearerConfig-r17                       OPTIONAL,   -- Cond LCH-SetupOnlyMRB
    servedRadioBearerSRB4-r17                   SRB-Identity-v1700                                  OPTIONAL    -- Need N
    ]]
}

MulticastRLC-BearerConfig-r17 ::=           SEQUENCE {
    servedMBS-RadioBearer-r17                   MRB-Identity-r17,
    isPTM-Entity-r17                            ENUMERATED {true}                                   OPTIONAL    -- Need S
}

LogicalChannelIdentityExt-r17 ::=           INTEGER (320..65855)

-- TAG-RLC-BEARERCONFIG-STOP
-- ASN1STOP

	RLC-BearerConfig field descriptions

	isPTM-Entity
If configured, indicates that the RLC entity is used for PTM reception. When the field is absent the RLC entity is used for PTP transmission/reception.

	logicalChannelIdentity
ID used commonly for the MAC logical channel and for the RLC bearer. Value 4 is not configured for DRBs if SRB4 is configured.

	logicalChannelIdentityExt
Extended logical channel ID used commonly for the MAC logical channel and for the RLC bearer for PTM reception. If this field is configured, the UE shall ignore logicalChannelIdentity.

	reestablishRLC
Indicates that RLC should be re-established. Network sets this to true at least whenever the security key used for the radio bearer associated with this RLC entity changes. For SRB2, multicast MRBs and DRBs, unless full configuration is used, it is also set to true during the resumption of the RRC connection or the first reconfiguration after reestablishment. For SRB1, when resuming an RRC connection, or at the first reconfiguration after RRC connection reestablishment, the network does not set this field to true. The network does not include this field if servedRadioBearer is set to drb-Identity and the RLC-BearerConfig IE is part ofin an RRCReconfiguration message contained in ltm-CandidateConfigwithin the LTM-Config IE

	rlc-Config
Determines the RLC mode (UM, AM) and provides corresponding parameters. RLC mode reconfiguration can only be performed by DRB/multicast MRB release/addition or full configuration. The network may configure rlc-Config-v1610 only when rlc-Config (without suffix) is set to am.

	servedMBS-RadioBearer
Associates the RLC Bearer with a multicast MRB. The UE shall deliver DL RLC SDUs received via the RLC entity of this RLC bearer to the PDCP entity of the servedMBS-RadioBearer.

	servedRadioBearer, servedRadioBearerSRB4
Associates the RLC Bearer with an SRB or a DRB. The UE shall deliver DL RLC SDUs received via the RLC entity of this RLC bearer to the PDCP entity of the servedRadioBearer. Furthermore, the UE shall advertise and deliver uplink PDCP PDUs of the uplink PDCP entity of the servedRadioBearer to the uplink RLC entity of this RLC bearer unless the uplink scheduling restrictions (moreThanOneRLC in PDCP-Config and the restrictions in LogicalChannelConfig) forbid it to do so.



	Conditional Presence
	Explanation

	LCH-Setup
	This field is mandatory present upon creation of a new logical channel for a DRB or a multicast MRB or SRB4. This field is optionally present, Need S, upon creation of a new logical channel for an SRB except SRB4. It is optionally present, Need M, otherwise.

	LCH-SetupModMRB
	This field is optionally present upon creation of a new logical channel for PTM reception for a multicast MRB. If this field is included upon creation of a new logical channel for PTM reception for a multicast MRB, it shall be present when modifying this logical channel. The field is absent for logical channels configured for an SRB and a DRB.

	LCH-SetupOnly
	This field is mandatory present upon creation of a new logical channel for a DRB or an SRB (servedRadioBearer). It is absent, Need M otherwise.

	LCH-SetupOnlyMRB
	This field is mandatory present upon creation of a new logical channel for a multicast MRB and upon modification of MRB-Identity of the served MRB. It is absent, Need M otherwise.




