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1	Introduction
In this contribution, we discuss the remaining issues on UE capabilities for Rel-18 XR, which are mainly related to DRX enhancements.
[bookmark: _Toc147158671][bookmark: _Toc61387172][bookmark: _Toc499559238]2	Discussion
In TS 38.306, the UE capability to indicate the DRX enhancements for Rel-18 XR mentions “the SFN wrap around” as follows:
	enhancedDRX-r18
Indicates whether the UE supports DRX enhancements including the support of non-integer DRX periodicity and addressing the SFN wrap around as specified in TS 38.331 [9] and TS 38.321 [8].


However, “the SFN wrap around” is not mentioned neither in TS 38.331 nor in TS 38.321, which makes it unclear to what the text in 38.306 actually refers. 
According to TS 38.321, if drx-NonIntegerLongCycleStartOffset is configured, the UE will initialize the UE variable DRX_SFN_COUNTER. Moreover, in the procedure text, the UE should increment DRX_SFN_COUNTER accordingly and use DRX_SFN_COUNTER to determine the SFN and the subframe number of the on-duration timer during an H-SFN, if drx-NonIntegerLongCycleStartOffset is configured. 
	The following UE variable is used for the DRX operation if drx-NonIntegerLongCycleStartOffset is configured:
-	DRX_SFN_COUNTER: the counter that increments when SFN changes to 0. This counter can be implemented with a maximum value of 65535.
<Omitted text>
1>	if the drx-NonIntegerLongCycleStartOffset is configured:
2>	increment DRX_SFN_COUNTER by 1 in the first symbol of a slot in which SFN changes to 0;
2>	if DRX is (re-)configured by RRC:
3>	set DRX_SFN_COUNTER to 0 in the first symbol of the slot immediately after the successful completion of the RRC (re-)configuration;
[bookmark: _Hlk148289852]1>	if the Short DRX cycle is used for a DRX group and the drx-NonIntegerShortCycle is not configured, and [(SFN × 10) + subframe number] modulo (drx-ShortCycle) = (drx-StartOffset) modulo (drx-ShortCycle); or
1>	if the Short DRX cycle is used for a DRX group and the drx-NonIntegerShortCycle is configured, and floor([(DRX_SFN_COUNTER × 10240) + (SFN × 10) + subframe number] modulo (drx-NonIntegerShortCycle)) = floor([(drx-TimeReferenceSFN × 10) + drx-StartOffset] modulo (drx-NonIntegerShortCycle)):
2>	start drx-onDurationTimer for this DRX group after drx-SlotOffset from the beginning of the subframe.
1>	if the Long DRX cycle is used for a DRX group and the drx-NonIntegerLongCycleStartOffset is not configured, and [(SFN × 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset; or
1>	if the Long DRX cycle is used for a DRX group and the drx-NonIntegerLongCycleStartOffset is configured, and floor([(DRX_SFN_COUNTER × 10240) + (SFN × 10) + subframe number] modulo (drx-NonIntegerLongCycle)) = floor([(drx-TimeReferenceSFN × 10) + drx-StartOffset] modulo (drx-NonIntegerLongCycle)):
<Omitted text>


That means if the UE indicates the support of non-integer DRX periodicity, the UE should be considered to support the initialization/updating/maintenance of DRX_SFN_COUNTER, i.e. the UE should be considered to support “addressing the SFN wrap around” as well, while “addressing the SFN wrap around” should not be seen as a separate mechanism. Therefore, enhancedDRX-r18 should only indicate whether the UE supports non-integer DRX periodicity as specified in TS 38.331 and TS 38.321, to avoid ambiguity and to simplify the UE capability description. Therefore, we propose the following:
Proposal 1:	The enhancedDRX-r18 capability should be renamed as non-IntegerDRX-r18.
Proposal 2:	The non-IntegerDRX-r18 should only indicate whether the UE supports non-integer DRX periodicity as specified in TS 38.331 and TS 38.321.
Furthermore, at the moment enhacedDRX-r18, additionalBSR-Table-r18, delayStatusReport-r18 and disableCG-RetransmissionMonitoring-r18 capabilities are captured in “General parameters” section of 38.306 while they are all MAC-related capabilities, so it is better to move them to “MAC parameters” section. Similarly, pdu-SetDiscard-r18 and psi-BasedDiscard-r18 should be moved to “PDCP Parameters” section. This should be corrected in both 38.306 and 38.331.
Proposal 3:	Move enhancedDRX-r18, additionalBSR-Table-r18, delayStatusReport-r18 and disableCG-RetransmissionMonitoring-r18 to “MAC parameters” section, and move pdu-SetDiscard-r18 and psi-BasedDiscard-r18 to “PDCP Parameters” section in TS 38.306 and TS 38.331.
3	Conclusion
This contribution makes the following proposals:
Proposal 1:	The enhancedDRX-r18 capability should be renamed as non-IntegerDRX-r18.
Proposal 2:	The non-IntegerDRX-r18 should only indicate whether the UE supports non-integer DRX periodicity as specified in TS 38.331 and TS 38.321.
Proposal 3:	Move enhancedDRX-r18, additionalBSR-Table-r18, delayStatusReport-r18 and disableCG-RetransmissionMonitoring-r18 to “MAC parameters” section, and move pdu-SetDiscard-r18 and psi-BasedDiscard-r18 to “PDCP Parameters” section in TS 38.306 and TS 38.331.
TPs for 38.306 and 38.331 are captured in the Annexes below.
4	Annex 1: TP for TS 38.306
[bookmark: _Toc156055025][bookmark: _Toc52574160][bookmark: _Toc52574074][bookmark: _Toc46488653][bookmark: _Toc37238758][bookmark: _Toc37238644][bookmark: _Toc37093368][bookmark: _Toc29382251][bookmark: _Toc12750887]4.2.2	General parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2
DIFF

	accessStratumRelease
Indicates the access stratum release the UE supports as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	additionalBSR-Table-r18
Indicates whether the UE supports the BSR enhancements associated with the additional BSR table as specified in TS 38.321 [8] and TS 38.331 [9].
	UE
	No
	No
	No

	airToGroundNetwork-r18
Indicates whether the UE supports air to ground network access. If the UE indicates this capability the UE shall support the following ATG essential features, e.g., acquiring ATG cell specific SIBxx and ATG cell specific P-Max.
	UE
	No
	No
	FR1 only

	[bookmark: _GoBack]crossCarrierSchedulingConfigurationRelease-r17
Indicates whether the UE supports using crossCarrierSchedulingConfigRelease to release the configurations configured by crossCarrierSchedulingConfig.
	UE
	No
	No
	No

	delayBudgetReporting
Indicates whether the UE supports delay budget reporting as specified in TS 38.331 [9].
	UE
	No
	No
	No

	delayStatusReport-r18
Indicates whether the UE supports the delay status report of the buffered data as specified in TS 38.321 [8], TS 38.331 [9], TS 38.323 [16] and TS 38.322 [36].
	UE
	No
	No
	No

	disableCG-RetransmissionMonitoring-r18
Indicates whether the UE supports to disable monitoring for retransmissions corresponding to a ConfiguredGrantConfig as specified in TS 38.321 [8] and TS 38.331 [9].
	UE
	No
	No
	No

	dl-DedicatedMessageSegmentation-r16
Indicates whether the UE supports reception of segmented DL RRC messages.
	UE
	No
	No
	No

	[bookmark: _Hlk39677092]drx-Preference-r16
Indicates whether the UE supports providing its preference of a cell group on DRX parameters for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	enhancedDRX-r18
Indicates whether the UE supports DRX enhancements including the support of non-integer DRX periodicity and addressing the SFN wrap around as specified in TS 38.331 [9] and TS 38.321 [8].
	UE
	No
	No
	No

	gNB-SideRTT-BasedPDC-r17
Indicates whether the UE supports gNB-side RTT-based PDC, as specified in TS 38.300 [28]. A UE supporting this feature shall also support rtt-BasedPDC-CSI-RS-ForTracking-r17 and/or rtt-BasedPDC-PRS-r17.
	UE
	No
	No
	No

	hardSatelliteSwitchResyncNTN-r18
Indicates whether UE supports hard satellite switch with re-sync, as specified in TS 38.331 [9].
A UE supporting this feature shall also indicate the support of nonTerrestrialNetwork-r17.
When UE supports this feature and does not support softSatelliteSwitchResyncNTN-r18, this UE is able to perform hard satellite switch with re-sync in a network supporting soft satellite switch with re-sync, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	inactiveState
Indicates whether the UE supports RRC_INACTIVE as specified in TS 38.331 [9]. This capability is not applicable to NCR-MT.
	UE
	Yes
	No
	No

	inactiveStateNTN-r17
Indicates whether the UE supports RRC_INACTIVE in NTN as specified in TS 38.331 [9]. It is mandated if the UE indicates the support of nonTerrestrialNetwork-r17.
	UE
	CY
	No
	No

	inactiveStatePO-Determination-r17
Indicates whether the UE supports to use the same i_s to determine PO in RRC_INACTIVE state as in RRC_IDLE state.
	UE
	No
	No
	No

	inDeviceCoexInd-r16
Indicates whether the UE supports reporting of affected NR carrier frequencies in IDC assistance information as specified in TS 38.331 [9].
	UE
	No
	No
	No

	inDeviceCoexIndAutonomousDenial-r18
Indicates whether the UE supports IDC autonomous denial as specified in TS 38.331 [9]. A UE supporting this feature shall also support inDeviceCoexInd-r16.
	UE
	No
	No
	No

	inDeviceCoexIndFDM-r18
Indicates whether the UE supports reporting of affected NR carrier frequency ranges in IDC assistance information as specified in TS 38.331 [9]. A UE supporting this feature shall also support inDeviceCoexInd-r16.
	UE
	No
	No
	No

	inDeviceCoexIndTDM-r18
Indicates whether the UE supports reporting of IDC TDM assistance information as specified in TS 38.331 [9]. A UE supporting this feature shall also support inDeviceCoexInd-r16.
	UE
	No
	No
	No

	maxBW-Preference-r16, maxBW-Preference-r17
Indicates whether the UE supports providing its preference of a cell group on the maximum aggregated bandwidth for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	Yes
(Incl FR2-2 DIFF)

	maxCC-Preference-r16
Indicates whether the UE supports providing its preference of a cell group on the maximum number of secondary component carriers for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	maxMIMO-LayerPreference-r16, maxMIMO-LayerPreference-r17
Indicates whether the UE supports providing its preference of a cell group on the maximum number of MIMO layers for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	Yes
(Incl FR2-2 DIFF)

	maxMRB-Add-r17
Indicates the additional maximum number of MRBs that the UE supports for MBS multicast reception in RRC_CONNECTED as specified in TS 38.331 [9].

For the UE indicating support of multicastInactive-r18, this capability is also applicable to multicast reception in RRC_INACTIVE, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	mcgRLF-RecoveryViaSCG-r16
Indicates whether the UE supports recovery from MCG RLF via split SRB1 (if supported) and via SRB3 (if supported) as specified in TS 38.331[9].
	UE
	No
	No
	No

	minSchedulingOffsetPreference-r16
Indicates whether the UE supports providing its preference on the minimum scheduling offset for cross-slot scheduling of the cell group for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	mpsPriorityIndication-r16
Indicates whether the UE supports mpsPriorityIndication on RRC release with redirect as defined in TS 38.331 [9].
	UE
	No
	No
	No

	mt-SDT-r18
[bookmark: _Hlk142425995]Indicates whether the UE supports initiating MT-SDT procedure via random access procedure with 4-step RA type and if UE supports twoStepRACH-r16, with 2-step RA type, in response to the reception of MT-SDT indication in paging message, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	mt-SDT-NTN-r18
Indicates whether the UE supports initiating MT-SDT procedure in NTN via random access procedure with 4-step RA type and if UE supports twoStepRACH-r16 for NTN, with 2-step RA type, in response to the reception of MT-SDT indication in paging message, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	multiRx-FR2-Preference-r18
Indicates whether the UE supports providing multi-Rx operation preference (i.e. not supporting simultaneous reception with different QCL-typeD) for FR2, as defined in TS 38.331 [9].
	UE
	No
	No
	FR2 only

	musim-CapabilityRestriction-r18
[bookmark: _Hlk151623166]Indicates whether the UE supports providing MUSIM assistance information with temporary capability restriction and capability restriction indication (i.e., musim-CapabilityRestrictionIndication), as defined in TS 38.331 [9].
	UE
	No
	No
	No

	musim-GapPreference-r17
Indicates whether the UE supports providing MUSIM assistance information with MUSIM gap preference and related MUSIM gap configuration, as defined in TS 38.331 [9]. UE supporting this feature supports 3 periodic gaps and 1 aperiodic gap.
	UE
	No
	No
	No

	musim-GapPriorityPreference-r18
Indicates whether the UE supports providing MUSIM assistance information with periodic MUSIM gap priority preference and related periodic MUSIM gap priority configuration, and its preference of keeping all collided MUSIM gaps, as defined in TS 38.331 [9]. A UE supporting this feature shall support musim-GapPreference-r17.
	UE
	No
	No
	No

	musimLeaveConnected-r17
Indicates whether the UE supports providing MUSIM assistance information with indication of leaving RRC_CONNECTED state as defined in TS 38.331 [9].
	UE
	No
	No
	No

	nonTerrestrialNetwork-r17
Indicates whether the UE supports NR NTN access. If the UE indicates this capability the UE shall support the following NTN essential features, e.g., timer extension in MAC/RLC/PDCP layers and RACH adaptation to handle long RTT, acquiring NTN specific SIB and more than one TAC per PLMN broadcast in one cell.
	UE
	No
	No
	No

	ntn-ScenarioSupport-r17
Indicates whether the UE supports the NTN features in GSO scenario or NGSO scenario. If a UE does not include this field but includes nonTerrestrialNetwork-r17, the UE supports the NTN features for both GSO and NGSO scenarios, and also supports mobility between GSO and NGSO scenarios.
	UE
	No
	No
	No

	onDemandSIB-Connected-r16
Indicates whether the UE supports the on-demand request procedure of SIB(s) or posSIB(s) while in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	overheatingInd
Indicates whether the UE supports overheating assistance information.
	UE
	No
	No
	No

	pei-SubgroupingSupportBandList-r17
Indicates whether the UE supports receiving paging early indication in DCI format 2_7 as specified in TS 38.304 [21] for a list of frequency band. The UE shall support UEID based subgrouping for a frequency band if it indicates supporting of paging early indication reception for the frequency band. The set of OFDM symbols within a slot where UE can monitor the PEI PDCCH in Type 2A CSS is the same as the requirement for paging PDCCH in Type 2 CSS for IDLE and INACTIVE mode UEs.
	UE
	No
	No
	No

	partialFR2-FallbackRX-Req
Indicates whether the UE meets only a partial set of the UE minimum receiver requirements for the eligible FR2 fallback band combinations as defined in Clause 4.2 of TS 38.101-2 [3] and Clause 4.2 of TS 38.101-3 [4]. If not indicated, the UE shall meet all the UE minimum receiver requirements for all the FR2 fallback combinations in TS 38.101-2 [3] and TS 38.101-3 [4]. The UE shall support configuration of any of the FR2 fallback band combinations regardless of the presence or the absence of this field.
	UE
	No
	No
	No

	pdu-SetDiscard-r18
Indicates whether the UE supports PDU set based discard operation (i.e. pdu-SetDiscard-r18 configuration, as specified in TS 38.331 [9]).
UE supporting pdu-SetDiscard-r18 shall also support the ability to identify PDU sets for UL XR traffic.
	UE
	No
	No
	No

	psi-BasedDiscard-r18
Indicates whether the UEs supports PSI based discard (i.e. discardTimerForLowImportance-r18 configuration, as specified in TS 38.331 [9]).
UE supporting psi-BasedDiscard-r18 shall also support the ability to identify PDU sets and PSI for UL XR traffic.
	UE
	No
	No
	No

	ra-InsteadCG-SDT-r18
Indicates whether the UE supports the selection of RACH resources instead of configured grant type 1 resource when triggering resume for MO-SDT or MT-SDT and next configured grant type 1 resource is too far, as specified in TS 38.331 [9].
A UE supporting this feature shall also indicate the support of cg-SDT-r17, or mt-CG-SDT-r18.
	UE
	No
	No
	No

	ra-SDT-r17
Indicates whether the UE supports initiating MO-SDT procedure (i.e. transmission of data and/or signalling over allowed radio bearers in RRC_INACTIVE state) via Random Access procedure (i.e., RA-SDT) with 4-step RA type and if UE supports twoStepRACH-r16, with 2-step RA type, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	ra-SDT-NTN-r17
Indicates whether the UE supports initiating MO-SDT procedure (i.e. transmission of data and/or signalling over allowed radio bearers in RRC_INACTIVE state) in NTN via Random Access procedure (i.e., RA-SDT) with 4-step RA type and if UE supports twoStepRACH-r16 for NTN, with 2-step RA type, as specified in TS 38.331 [9]. A UE supporting this feature shall also indicate the support of nonTerrestrialNetwork-r17.
	UE
	No
	No
	No

	redirectAtResumeByNAS-r16
Indicates whether the UE supports reception of redirectedCarrierInfo in an RRCRelease message in response to an RRCResumeRequest or RRCResumeRequest1 which is triggered by the NAS layer, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	reducedCP-Latency
Indicates whether the UE supports reduced control plane latency as defined in TS 38.331 [9]
	UE
	No
	No
	No

	referenceTimeProvision-r16
Indicates whether the UE supports provision of referenceTimeInfo in DLInformationTransfer message and in SIB9 and reference time information preference indication via assistance information, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	releasePreference-r16
Indicates whether the UE supports providing its preference assistance information to transition out of RRC_CONNECTED for power saving, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	requirementTypeIndication-r18
Indicates whether the UE supports network control of requirement applicability for UE supporting interBandMRDC-WithOverlapDL-Bands-r16. This field is only applicable to the UE indicating interBandMRDC-WithOverlapDL-Bands-r16.
The UE supports this feature shall also indicate support of interBandMRDC-WithOverlapDL-Bands-r16.
	UE
	No
	No
	FR1 only

	resumeAfterSDT-Release-r18
Indicates whether the UE supports immediate RRC connection resume procedure triggering after receiving RRCRelease message with a resumeIndication included during an ongoing SDT procedure, as specified in TS 38.331 [9].
The UE indicating support of this feature shall also support any of ra-SDT-r17, ra-SDT-NTN-r17, cg-SDT-r17, mt-SDT-r18, mt-SDT-NTN-r18 or mt-CG-SDT-r18.
	UE
	No
	No
	No

	resumeWithStoredMCG-SCells-r16
Indicates whether the UE supports not deleting the stored MCG SCell configuration when initiating the resume procedure.
	UE
	No
	No
	No

	resumeWithStoredSCG-r16
Indicates whether the UE supports not deleting the stored SCG configuration when initiating resume. The UE which indicates support for resumeWithStoredSCG-r16 shall also indicate support for resumeWithSCG-Config-r16.
	UE
	No
	No
	No

	resumeWithSCG-Config-r16
Indicates whether the UE supports (re-)configuration of an SCG during the resume procedure.
	UE
	No
	No
	No

	sliceInfoforCellReselection-r17
Indicates whether the UE supports slice-based cell reselection information in SIB and on RRC release for slice-based cell reselection in RRC _IDLE and RRC INACTIVE as defined in TS 38.304 [21].
	UE
	No
	No
	No

	splitSRB-WithOneUL-Path
Indicates whether the UE supports UL transmission via MCG path and DL reception via either MCG path or SCG path, as specified for the split SRB in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode).
	UE
	No
	No
	No

	softSatelliteSwitchResyncNTN-r18
Indicates whether UE supports soft satellite switch with re-sync, as specified in TS 38.331 [9].
A UE supporting this feature shall also indicate support of hardSatelliteSwitchResyncNTN-r18.
	UE
	No
	No
	No

	splitDRB-withUL-Both-MCG-SCG
Indicates whether the UE supports UL transmission via both MCG path and SCG path for the split DRB as specified in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode).
	UE
	Yes
	No
	No

	srb3
Indicates whether the UE supports SRB3 which is a direct SRB between the SN and the UE as specified in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode). This field is not applied to NE-DC.
	UE
	Yes
	No
	No

	srb-SDT-NTN-r17
Indicates whether the UE supports the usage of signalling radio bearer SRB2 for MO-SDT (over RA-SDT or CG-SDT) or MT-SDT (over RA or CG-SDT) in NTN, as specified in TS 38.331 [9].

A UE supporting this feature shall also indicate support of ra-SDT-NTN-r17, cg-SDT-r17, mt-SDT-NTN-r18 or mt-CG-SDT-r18 in NTN bands. A UE supporting this feature shall also indicate the support of nonTerrestrialNetwork-r17.
	UE
	No
	No
	No

	srb-SDT-r17
Indicates whether the UE supports the usage of signalling radio bearer SRB2 for MO-SDT (over RA-SDT or CG-SDT) or MT-SDT (over RA or CG-SDT), as specified in TS 38.331 [9].

A UE supporting this feature shall also indicate support of ra-SDT-r17 cg-SDT-r17, mt-SDT-r18 or mt-CG-SDT-r18.
	UE
	No
	No
	No

	ul-GapFR2-Pattern-r17
Indicates FR2 UL gap pattern(s) supported by the UE for NR SA, for NR-DC without FR2-FR2 band combination, for NE-DC, and for (NG)EN-DC, if UE supports a band in FR2. The leading / leftmost bit (bit 0) corresponds to the FR2 UL gap pattern 0, the next bit corresponds to the FR2 UL gap pattern 1, as specified in TS 38.133 [5] and so on. The UE shall set at least one of the bits to 1 for FR2 UL gap pattern 1 and 3, if the UE indicates support for ul-GapFR2-r17 in an FR2 band.
	UE
	CY
	No
	FR2 only

	ul-RRC-Segmentation-r16
Indicates whether the UE supports uplink RRC segmentation of UECapabilityInformation as specified in TS 38.331 [9].
	UE
	No
	No
	No

	ul-TrafficInfo-r18
Indicates whether UE supports sending UE assistance information with UL traffic information such as jitter range, burst arrival time, data burst periodicity and whether UE is able to identify PDU Set related information per UL QoS flow as specified in TS 38.331 [9].
	UE
	No
	No
	No



<TEXT OMITTED>
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	Definitions for parameters
	Per
	M
	FDD-TDD DIFF

	continueEHC-Context-r16
Indicates that the UE supports EHC context continuation operation where the UE keeps the established EHC context(s) upon PDCP re-establishment, as specified in TS 38.323 [16].
	UE
	No
	No

	continueROHC-Context
Defines whether the UE supports ROHC context continuation operation where the UE does not reset the current ROHC context upon PDCP re-establishment, as specified in TS 38.323 [16].
	UE
	No
	No

	ehc-r16
Indicates that the UE supports Ethernet header compression and decompression using EHC protocol, as specified in TS 38.323 [16]. The UE indicating this capability and indicating support for at least one ROHC profile, shall support simultaneous configuration of EHC and ROHC on different DRBs/multicast MRBs.
	UE
	No
	No

	extendedDiscardTimer-r16
Indicates whether the UE supports the additional values of PDCP discard timer. The supported additional values are 0.5ms, 1ms, 2ms, 4ms, 6ms and 8ms, as specified in TS 38.331 [9].
	UE
	No
	No

	jointEHC-ROHC-Config-r16
Indicates whether the UE supports simultaneous configuration of EHC and ROHC protocols for the same DRB/multicast MRB.
	UE
	No
	No

	maxNumberROHC-ContextSessions
Defines the maximum number of ROHC header compression context sessions supported by the UE across all DRBs and multicast MRBs, excluding context sessions that leave all headers uncompressed.
	UE
	No
	No

	maxNumberEHC-Contexts-r16
Defines the maximum number of Ethernet header compression contexts supported by the UE across all DRBs and multicast MRBs and across UE's EHC compressor and EHC decompressor. The indicated number defines the number of contexts in addition to CID = "all zeros" as specified in TS 38.323 [16].
	UE
	No
	No

	outOfOrderDelivery
Indicates whether UE supports out of order delivery of data to upper layers by PDCP.
	UE
	No
	No

	pdcp-DuplicationMCG-OrSCG-DRB
Indicates whether the UE supports CA-based PDCP duplication over MCG or SCG DRB as specified in TS 38.323 [16].
	UE
	No
	No

	pdcp-DuplicationMoreThanTwoRLC-r16
Defines whether the UE supports PDCP duplication with more than two RLC entities as specified in TS 38.323 [16]. The UE supporting this feature supports secondary RLC entity(ies) activation and deactivation based on duplication RLC Activation/Deactivation MAC CE as specified in TS 38.321 [8]. A UE supporting this feature shall also support pdcp-DuplicationMCG-OrSCG-DRB, pdcp-DuplicationSplitDRB, pdcp-DuplicationSplitSRB and pdcp-DuplicationSRB.
	UE
	No
	No

	pdcp-DuplicationSplitDRB
Indicates whether the UE supports PDCP duplication over split DRB as specified in TS 38.323 [16].
	UE
	No
	No

	pdcp-DuplicationSplitSRB
Indicates whether the UE supports PDCP duplication over split SRB1/2 as specified in TS 38.323 [16].
	UE
	No
	No

	pdcp-DuplicationSRB
Indicates whether the UE supports CA-based PDCP duplication over SRB1/2 and/or, if (NG)EN-DC is supported, SRB3 as specified in TS 38.323 [16].
	UE
	No
	No

	pdu-SetDiscard-r18
Indicates whether the UE supports PDU set based discard operation (i.e. pdu-SetDiscard-r18 configuration, as specified in TS 38.331 [9]).
UE supporting pdu-SetDiscard-r18 shall also support the ability to identify PDU sets for UL XR traffic.
	UE
	No
	No

	psi-BasedDiscard-r18
Indicates whether the UEs supports PSI based discard (i.e. discardTimerForLowImportance-r18 configuration, as specified in TS 38.331 [9]).
UE supporting psi-BasedDiscard-r18 shall also support the ability to identify PDU sets and PSI for UL XR traffic.
	UE
	No
	No

	shortSN
Indicates whether the UE supports 12 bit length of PDCP sequence number.
	UE
	Yes
	No

	supportedROHC-Profiles
Defines which ROHC profiles from the list below are supported by the UE:
-	0x0000 ROHC No compression (RFC 5795)
-	0x0001 ROHC RTP/UDP/IP (RFC 3095, RFC 4815)
-	0x0002 ROHC UDP/IP (RFC 3095, RFC 4815)
-	0x0003 ROHC ESP/IP (RFC 3095, RFC 4815)
-	0x0004 ROHC IP (RFC 3843, RFC 4815)
-	0x0006 ROHC TCP/IP (RFC 6846)
-	0x0101 ROHC RTP/UDP/IP (RFC 5225)
-	0x0102 ROHC UDP/IP (RFC 5225)
-	0x0103 ROHC ESP/IP (RFC 5225)
-	0x0104 ROHC IP (RFC 5225)
A UE that supports one or more of the listed ROHC profiles shall support ROHC profile 0x0000 ROHC uncompressed (RFC 5795).
An IMS voice capable UE shall indicate support of ROHC profiles 0x0000, 0x0001, 0x0002 and be able to compress and decompress headers of PDCP SDUs at a PDCP SDU rate corresponding to supported IMS voice codecs.
	UE
	No
	No

	udc-r17
Indicates whether the UE supports the uplink data compression operation as specified in TS 38.323 [16]. The capability signalling comprises of the following parameters:

-	standardDictionary-r17 indicates whether the UE supports UL data compression with SIP static dictionary as defined in TS 38.323 [16].
-	operatorDictionary-r17 indicates whether the UE supports UL data compression with operator defined dictionary. In this release, the UE can only support one operator defined dictionary. If the UE supports operator defined dictionary, the UE shall report versionOfDictionary-r17 and associatedPLMN-ID-r17 of the stored operator defined dictionary as defined in TS 38.331 [9]. This parameter is not required to be present if the UE is in VPLMN. The associatedPLMN-ID-r17 is only associated to the operator defined dictionary which has no relationship with UE's HPLMN ID.
-	continueUDC-r17 indicates whether the UE supports continuation of uplink data compression protocol operation where the UE does not reset the buffer upon PDCP re-establishment, as specified in TS 38.323 [16].
-	supportOfBufferSize-r17 indicates which compression buffer size the UE supports as specified in TS 38.323 [16]. Value kbyte4 means the UE supports 4096 bytes for compression buffer per UDC DRB. Value kbyte8 means the UE supports 8192 bytes for compression buffer per UDC DRB.
A UE that supports the uplink data compression operation shall support 2048 bytes for compression buffer per UDC DRB and support up to 2 UDC DRBs.
	UE
	No
	No

	uplinkOnlyROHC-Profiles
Indicates the ROHC profile(s) that are supported in uplink-only ROHC operation by the UE.
-	0x0006 ROHC TCP (RFC 6846)
A UE that supports uplink-only ROHC profile(s) shall support ROHC profile 0x0000 ROHC uncompressed (RFC 5795).
	UE
	No
	No



<TEXT OMITTED>
[bookmark: _Toc156055029][bookmark: _Toc52574164][bookmark: _Toc52574078][bookmark: _Toc46488657][bookmark: _Toc37238762][bookmark: _Toc37238648][bookmark: _Toc37093372][bookmark: _Toc29382255][bookmark: _Toc12750891]4.2.6	MAC parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	additionalBSR-Table-r18
Indicates whether the UE supports the BSR enhancements associated with the additional BSR table as specified in TS 38.321 [8] and TS 38.331 [9].
	UE
	No
	No
	No

	autonomousTransmission-r16
Indicates whether the UE supports autonomous transmission of the MAC PDU generated for a deprioritized configured uplink grant as specified in TS 38.321 [8]. A UE supporting this feature shall also support lch-priorityBasedPrioritization-r16.
	UE
	No
	No
	No

	delayStatusReport-r18
Indicates whether the UE supports the delay status report of the buffered data as specified in TS 38.321 [8], TS 38.331 [9], TS 38.323 [16] and TS 38.322 [36].
	UE
	No
	No
	No

	directMCG-SCellActivation-r16, directMCG-SCellActivation-r17
Indicates whether the UE supports direct NR MCG SCell activation, as specified in TS 38.321 [8], upon SCell addition, upon reconfiguration with sync of the MCG, as specified in TS 38.331 [9].
	UE
	No
	No
	Yes (Incl FR2-2 DIFF)

	directMCG-SCellActivationResume-r16, directMCG-SCellActivationResume-r17
Indicates whether the UE supports direct NR MCG SCell activation, as specified in TS 38.321 [8], upon reception of an RRCResume message, as specified in TS 38.331 [9].
	UE
	No
	No
	Yes (Incl FR2-2 DIFF)

	directSCG-SCellActivation-r16, directSCG-SCellActivation-r17
Indicates whether the UE supports direct NR SCG SCell activation, as specified in TS 38.321 [8], upon SCell addition and upon reconfiguration with sync of the SCG, both performed via an RRCReconfiguration message received via SRB3 or contained in an RRC(Connection)Reconfiguration message received via SRB1, as specified in TS 38.331 [9] and TS 36.331 [17].
A UE indicating support of directSCG-SCellActivation-r16 shall indicate support of EN-DC or support of NGEN-DC as specified in TS 36.331 [17] or support of NR-DC as specified in TS 38.331 [9].
	UE
	No
	No
	Yes (Incl FR2-2 DIFF)

	directSCG-SCellActivationResume-r16, directSCG-SCellActivationResume-r17
Indicates whether the UE supports direct NR SCG SCell activation, as specified in TS 38.321 [8]:
-	upon reception of an RRCReconfiguration included in an RRCConnectionResume message, as specified in TS 38.331 [9] and TS 36.331 [17], if the UE indicates support of EN-DC or NGEN-DC, and support of resumeWithSCG-Config-r16 as specified in TS 36.331 [17],
-	upon reception of an RRCReconfiguration included in an RRCResume message, as specified in TS 38.331 [9], if the UE indicates support of NR-DC and of resumeWithSCG-Config-r16 as specified in TS 38.331 [9].
A UE indicating support of directSCG-SCellActivationResume-r16 shall indicate support of EN-DC or NGEN-DC and support of resumeWithSCG-Config-r16 as specified in TS 36.331 [17] or indicate support of NR-DC and of resumeWithSCG-Config-r16 as specified in TS 38.331 [9].
	UE
	No
	No
	Yes (Incl FR2-2 DIFF)

	disableCG-RetransmissionMonitoring-r18
Indicates whether the UE supports to disable monitoring for retransmissions corresponding to a ConfiguredGrantConfig as specified in TS 38.321 [8] and TS 38.331 [9].
	UE
	No
	No
	No

	drx-Adaptation-r16, drx-Adaptation-r17
Indicates whether the UE supports DRX adaptation comprised of the following functional components:
-	Configured ps-Offset for the detection of DCI format 2_6 with CRC scrambling by ps-RNTI and reported MinTimeGap or MinTimeGapFR2-2 before the start of drx-onDurationTimer of Long DRX
-	Indication of UE whether or not to start drx-onDurationTimer for the next Long DRX cycle by detection of DCI format 2_6
-	Configured UE wakeup or not when DCI format 2_6 is not detected at all monitoring occasions outside Active Time
-	Configured periodic CSI report apart from L1-RSRP (ps-TransmitOtherPeriodicCSI) when impacted by DCI format 2_6 that drx-onDurationTimer does not start for the next Long DRX cycle
-	Configured periodic L1-RSRP report (ps-TransmitPeriodicL1-RSRP) when impacted by DCI format 2_6 that drx-onDurationTimer does not start for the next Long DRX cycle
The capability signalling includes the minimum time gap between the end of the slot of last DCI format 2_6 monitoring occasion and the beginning of the slot where the UE would start the drx-onDurationTimer of Long DRX for each SCS. The value sl1 indicates 1 slot. The value sl2 indicates 2 slots, and so on. Support of this feature is reported for licensed and unlicensed bands, respectively. When drx-Adaptation-r16 is reported, either of sharedSpectrumChAccess-r16 or non-SharedSpectrumChAccess-r16 shall be reported, at least. When drx-Adaptation-r17 is reported, either of sharedSpectrumChAccess-r17 or non-SharedSpectrumChAccess-r17 shall be reported, at least.
	UE
	No
	No
	Yes
(Incl FR2-2 DIFF)

	enhancedSkipUplinkTxConfigured-r16
Indicates whether the UE supports skipping UL transmission for a configured uplink grant only if no data is available for transmission and no UCI is multiplexed on the corresponding PUSCH of the uplink grant as specified in TS 38.321 [8].
	UE
	No
	Yes
	No

	enhancedSkipUplinkTxDynamic-r16
Indicates whether the UE supports skipping UL transmission for an uplink grant addressed to a C-RNTI only if no data is available for transmission and no UCI is multiplexed on the corresponding PUSCH of the uplink grant as specified in TS 38.321 [8].
	UE
	No
	Yes
	No

	enhancedUuDRX-forSidelink-r17
Indicates whether UE supports sidelink related Uu-DRX mechanisms for PDCCH monitoring. This field is only applicable if the UE supports sl-TransmissionMode1-r16.
	UE
	No
	No
	No

	extendedDRX-CycleInactive-r17
Indicates whether UE supports the extended DRX in RRC_INACTIVE with values of 256, 512 and 1024 radio frames as specified in TS 38.331 [9]. The UE may indicate support for extended DRX in RRC_INACTIVE only if it supports extended DRX in RRC_IDLE.
	UE
	No
	No
	No

	extendedDRX-CycleInactive-r18
Indicates whether UE supports the extended DRX in RRC_INACTIVE with values above 1024 radio frames as specified in TS 38.331 [9] and TS 38.304 [21]. The UE may indicate support of this capability only if it supports extended DRX in RRC_IDLE.
	UE
	No
	No
	No

	harq-FeedbackDisabled-r17
Indicates whether the UE supports disabled HARQ feedback for downlink transmission. A UE supporting this feature shall also indicate the support of nonTerrestrialNetwork-r17.
	UE
	No
	No
	No

	intraCG-Prioritization-r17
Indicates whether the UE supports the HARQ process ID selection based on LCH priority as specified in TS 38.321 [8]. A UE supporting this feature shall also support jointPrioritizationCG-Retx-Timer-r17.
	UE
	No
	No
	No

	jointPrioritizationCG-Retx-Timer-r17
Indicates whether the UE supports simultaneous configuration of LCH based prioritization and cg-RetransmissionTimer-r16 as specified in TS 38.321 [8]. A UE supporting this feature shall also support lch-priorityBasedPrioritization-r16 and configuredGrantWithReTx-r16.
	UE
	No
	No
	No

	lastTransmissionUL-r17
Indicates whether the UE supports starting the drx-HARQ-RTT-TimerUL after the end of the last transmission within a bundle as specified in TS 38.321 [8].
	UE
	No
	No
	No

	lch-PriorityBasedPrioritization-r16
Indicates whether the UE supports prioritization between overlapping grants and between scheduling request and overlapping grants based on LCH priority as specified in TS 38.321 [8]. 
	UE
	No
	No
	No

	lch-ToConfiguredGrantMapping-r16
Indicates whether the UE supports restricting data transmission from a given LCH to a configured (sub-) set of configured grant configurations (see allowedCG-List-r16 in LogicalChannelConfig in TS 38.331 [9]) as specified in TS 38.321 [8]. 
	UE
	No
	No
	No

	lch-ToGrantPriorityRestriction-r16
Indicates whether the UE supports restricting data transmission from a given LCH to a configured (sub-) set of dynamic grant priority levels (see allowedPHY-PriorityIndex-r16 in LogicalChannelConfig in TS 38.331 [9]) as specified in TS 38.321 [8]. 
	UE
	No
	No
	No

	lch-ToSCellRestriction
Indicates whether the UE supports restricting data transmission from a given LCH to a configured (sub-) set of serving cells (see allowedServingCells in LogicalChannelConfig). A UE supporting pdcp-DuplicationMCG-OrSCG-DRB or pdcp-DuplicationSRB (see PDCP-Config) shall also support lch-ToSCellRestriction.
	UE
	No
	No
	No

	lcp-Restriction
Indicates whether UE supports the selection of logical channels for each UL grant based on RRC configured restriction using RRC parameters allowedSCS-List, maxPUSCH-Duration, and configuredGrantType1Allowed as specified in TS 38.321 [8].
	UE
	No
	No
	No

	logicalChannelSR-DelayTimer
Indicates whether the UE supports the logicalChannelSR-DelayTimer as specified in TS 38.321 [8].
	UE
	No
	Yes
	No

	longDRX-Cycle
Indicates whether UE supports long DRX cycle as specified in TS 38.321 [8].
	UE
	Yes
	Yes
	No

	mg-ActivationCommPRS-Meas-r17
Indicates whether UE supports preconfiguration of MGs in RRC signalling for PRS measurements and the use of DL MAC CE from the gNB, as specified in TS 38.321 [8], to activate/deactivate the preconfigured MG for PRS measurements.
	UE
	No
	No
	No

	mg-ActivationRequestPRS-Meas-r17
Indicates whether UE supports preconfiguration of MGs in RRC signalling for PRS measurements and supports the use of UL MAC CE, as specified in TS 38.321 [8], to request the activation/deactivation of the preconfigured MG for PRS measurements. The UE can include this field only if the UE supports mg-ActivationCommPRS-Meas-r17.
	UE
	No
	No
	No

	multipleConfiguredGrants
Indicates whether UE supports more than one configured grant configurations (including both Type 1 and Type 2) in a cell group. For each cell, the UE supports at most one configured grant per BWP and the maximum number of configured grant configurations per cell group is 2. If absent, for each configured cell group, the UE only supports one configured grant configuration on one serving cell.
	UE
	No
	Yes
	No

	multipleSR-Configurations
Indicates whether the UE supports 8 SR configurations per PUCCH cell group as specified in TS 38.321 [8].
	UE
	No
	Yes
	No

	non-IntegerDRX-r18
Indicates whether the UE supports non-integer DRX periodicity as specified in TS 38.331 [9] and TS 38.321 [8].
	UE
	No
	No
	No

	ptmRetransmission-r18
Indicates whether the UE supports starting drx-HARQ-RTT-TimerDL-PTM and drx-RetransmissionTimerDL-PTM during multicast reception in RRC_CONNECTED state as specified in TS 38.321 [8], when HARQ feedback is disabled for the UE.

A UE supporting this feature shall also indicate support of dynamicMulticastPCell-r17, and at least one of the following features:
-	ack-NACK-FeedbackForMulticast-r17
-	ack-NACK-FeedbackForSPS-Multicast-r17
-	nack-OnlyFeedbackForMulticast-r17
-	nack-OnlyFeedbackForSPS-Multicast-r17

	UE
	No
	Yes
	No

	ptmRetransmissionInactive-r18
Indicates whether the UE supports receiving PTM retransmission by starting the drx-HARQ-RTT-TimerDL-PTM and drx-RetransmissionTimerDL-PTM during multicast reception in RRC_INACTIVE as specified in TS 38.321 [8]. A UE supporting this feature shall also indicate support of multicastInactive-r18.
	UE
	No
	Yes
	No

	recommendedBitRate
Indicates whether the UE supports the bit rate recommendation message from the gNB to the UE as specified in TS 38.321 [8].
	UE
	No
	No
	No

	recommendedBitRateMultiplier-r16
Indicates whether the UE supports the bit rate multiplier for recommended bit rate MAC CE as specified in TS 38.321 [8], clause 6.1.3.20. This field is only applicable if the UE supports recommendedBitRate.
	UE
	No
	No
	No

	recommendedBitRateQuery
Indicates whether the UE supports the bit rate recommendation query message from the UE to the gNB as specified in TS 38.321 [8]. This field is only applicable if the UE supports recommendedBitRate.
	UE
	No
	No
	No

	secondaryDRX-Group-r16
Indicates whether UE supports secondary DRX group as specified in TS 38.321 [8].
	UE
	No
	Yes
	No

	shortDRX-Cycle
Indicates whether UE supports short DRX cycle as specified in TS 38.321 [8].
	UE
	Yes
	Yes
	No

	simultaneousSR-PUSCH-DiffPUCCH-groups-r17
Indicates whether the UE supports simultaneous transmission of SR and PUSCH in different PUCCH groups as specified in TS 38.321 [8].
	UE
	No
	No
	No

	singlePHR-P-r16
Indicates whether UE supports the P bit in single PHR MAC CE as specified in TS 38.321 [8].
	UE
	No
	No
	No

	skipUplinkTxDynamic
Indicates whether the UE supports skipping of UL transmission for an uplink grant indicated on PDCCH if no data is available for transmission as specified in TS 38.321 [8].
	UE
	No
	Yes
	No

	spCell-BFR-CBRA-r16
Indicates whether the UE supports sending BFR MAC CE for SpCell BFR as specified in TS 38.321 [8].
	UE
	No
	No
	No

	srs-ResourceId-Ext-r16
Indicates whether the UE supports the extended 6-bit (Positioning) SRS resource ID in SP Positioning SRS Activation/Deactivation MAC CE, as specified in TS 38.321 [8].
	UE
	No
	No
	No

	sr-TriggeredBy-TA-Report-r17
Indicates whether the UE supports triggering of SR when a TA report is triggered and there are no available UL-SCH resources. A UE supporting this feature shall also indicate the support of nonTerrestrialNetwork-r17.
	UE
	No
	No
	No

	sr-TriggeredByTA-ReportATG-r18
Indicates whether the UE supports triggering of SR when a TA report is triggered and there are no available UL-SCH resources. A UE supporting this feature shall also indicate the support of uplinkTA-ReportingATG-r18.
	UE
	No
	No
	FR1 only

	survivalTime-r17
Indicates whether the UE supports services with survival time requirement using configured grant resource and PDCP duplication, as specified in TS 38.321 [8]. A UE supporting this feature shall support pdcp-DuplicationMCG-orSCG-DRB or pdcp-DuplicationSplitDRB. A UE supporting this feature shall also support configuredUL-GrantType1-v1650 or configuredUL-GrantType2-v1650.
	UE
	No
	No
	No

	tdd-MPE-P-MPR-Reporting-r16
Indicates whether the UE supports P-MPR reporting for Maximum Permissible Exposure, as specified in TS 38.321 [8].
	UE
	No
	TDD only
	FR2 only

	ul-LBT-FailureDetectionRecovery-r16
Indicates whether the UE supports consistent uplink LBT detection and recovery, as specified in TS 38.321 [8], for cells operating with shared spectrum channel access.
[bookmark: _Hlk42151165]This field applies to all serving cells with which the UE is configured with shared spectrum channel access.
	UE
	No
	No
	No

	uplink-Harq-ModeB-r17
Indicates whether the UE supports HARQ Mode B and the corresponding LCP restrictions for uplink transmission. A UE supporting this feature shall also indicate the support of nonTerrestrialNetwork-r17.
	UE
	No
	No
	No

	uplinkTA-ReportingATG-r18
Indicates whether the UE supports reporting of information related to TA pre-compensation as specified in TS 38.321 [8]. The UE indicating support of this feature shall also indicate support of uplinkPreCompensationATG-r18. 
	UE
	No
	No
	FR1 only



	Annex 2: TP for TS 38.331
[bookmark: _Toc156130695][bookmark: _Toc60777459][bookmark: _Toc156130736][bookmark: _Toc60777491][bookmark: _Hlk54199415]–	MAC-Parameters
The IE MAC-Parameters is used to convey capabilities related to MAC.
MAC-Parameters information element
-- ASN1START
-- TAG-MAC-PARAMETERS-START

MAC-Parameters ::= SEQUENCE {
    mac-ParametersCommon            MAC-ParametersCommon        OPTIONAL,
    mac-ParametersXDD-Diff          MAC-ParametersXDD-Diff      OPTIONAL
}

MAC-Parameters-v1610 ::= SEQUENCE {
    mac-ParametersFRX-Diff-r16      MAC-ParametersFRX-Diff-r16  OPTIONAL
}

MAC-Parameters-v1700 ::= SEQUENCE {
    mac-ParametersFR2-2-r17         MAC-ParametersFR2-2-r17     OPTIONAL
}

MAC-ParametersCommon ::=    SEQUENCE {
    lcp-Restriction                         ENUMERATED {supported}      OPTIONAL,
    dummy                                   ENUMERATED {supported}      OPTIONAL,
    lch-ToSCellRestriction                  ENUMERATED {supported}      OPTIONAL,
    ...,
    [[
    recommendedBitRate                      ENUMERATED {supported}      OPTIONAL,
    recommendedBitRateQuery                 ENUMERATED {supported}      OPTIONAL
    ]],
    [[
    recommendedBitRateMultiplier-r16         ENUMERATED {supported}     OPTIONAL,
    preEmptiveBSR-r16                        ENUMERATED {supported}     OPTIONAL,
    autonomousTransmission-r16               ENUMERATED {supported}     OPTIONAL,
    lch-PriorityBasedPrioritization-r16      ENUMERATED {supported}     OPTIONAL,
    lch-ToConfiguredGrantMapping-r16         ENUMERATED {supported}     OPTIONAL,
    lch-ToGrantPriorityRestriction-r16       ENUMERATED {supported}     OPTIONAL,
    singlePHR-P-r16                          ENUMERATED {supported}     OPTIONAL,
    ul-LBT-FailureDetectionRecovery-r16      ENUMERATED {supported}     OPTIONAL,
    -- R4 8-1: MPE
    tdd-MPE-P-MPR-Reporting-r16              ENUMERATED {supported}     OPTIONAL,
    lcid-ExtensionIAB-r16                    ENUMERATED {supported}     OPTIONAL
    ]],
    [[
    spCell-BFR-CBRA-r16                      ENUMERATED {supported}     OPTIONAL
    ]],
    [[
    srs-ResourceId-Ext-r16                   ENUMERATED {supported}     OPTIONAL
    ]],
    [[
    enhancedUuDRX-forSidelink-r17            ENUMERATED {supported}     OPTIONAL,
    --27-10: Support of UL MAC CE based MG activation request for PRS measurements
    mg-ActivationRequestPRS-Meas-r17         ENUMERATED {supported}     OPTIONAL,
    --27-11: Support of DL MAC CE based MG activation request for PRS measurements
    mg-ActivationCommPRS-Meas-r17            ENUMERATED {supported}     OPTIONAL,
    intraCG-Prioritization-r17               ENUMERATED {supported}     OPTIONAL,
    jointPrioritizationCG-Retx-Timer-r17     ENUMERATED {supported}     OPTIONAL,
    survivalTime-r17                         ENUMERATED {supported}     OPTIONAL,
    lcg-ExtensionIAB-r17                     ENUMERATED {supported}     OPTIONAL,
    harq-FeedbackDisabled-r17                ENUMERATED {supported}     OPTIONAL,
    uplink-Harq-ModeB-r17                    ENUMERATED {supported}     OPTIONAL,
    sr-TriggeredBy-TA-Report-r17             ENUMERATED {supported}     OPTIONAL,
    extendedDRX-CycleInactive-r17            ENUMERATED {supported}     OPTIONAL,
    simultaneousSR-PUSCH-DiffPUCCH-groups-r17 ENUMERATED {supported}    OPTIONAL,
    lastTransmissionUL-r17                   ENUMERATED {supported}     OPTIONAL
    ]],
    [[
    sr-TriggeredByTA-ReportATG-r18           ENUMERATED {supported}     OPTIONAL,
    -- similar to R1 26-4: UE reporting of information related to TA pre-compensation defined for ATG
    uplinkTA-ReportingATG-r18                ENUMERATED {supported}     OPTIONAL,
    extendedDRX-CycleInactive-r18            ENUMERATED {supported}     OPTIONAL,
    additionalBSR-Table-r18                  ENUMERATED {supported}     OPTIONAL,
    delayStatusReport-r18                    ENUMERATED {supported}     OPTIONAL,
    disableCG-RetransmissionMonitoring-r18   ENUMERATED {supported}     OPTIONAL,
    non-IntegerDRX-r18                       ENUMERATED {supported}     OPTIONAL
    ]]
}

MAC-ParametersFRX-Diff-r16 ::=  SEQUENCE {
    directMCG-SCellActivation-r16           ENUMERATED {supported}      OPTIONAL,
    directMCG-SCellActivationResume-r16     ENUMERATED {supported}      OPTIONAL,
    directSCG-SCellActivation-r16           ENUMERATED {supported}      OPTIONAL,
    directSCG-SCellActivationResume-r16     ENUMERATED {supported}      OPTIONAL,
    -- R1 19-1: DRX Adaptation
    drx-Adaptation-r16          SEQUENCE {
        non-SharedSpectrumChAccess-r16      MinTimeGap-r16              OPTIONAL,
        sharedSpectrumChAccess-r16          MinTimeGap-r16              OPTIONAL
    }                                                                   OPTIONAL,
    ...
}

MAC-ParametersFR2-2-r17 ::=  SEQUENCE {
    directMCG-SCellActivation-r17           ENUMERATED {supported}      OPTIONAL,
    directMCG-SCellActivationResume-r17     ENUMERATED {supported}      OPTIONAL,
    directSCG-SCellActivation-r17           ENUMERATED {supported}      OPTIONAL,
    directSCG-SCellActivationResume-r17     ENUMERATED {supported}      OPTIONAL,
    drx-Adaptation-r17       SEQUENCE {
        non-SharedSpectrumChAccess-r17      MinTimeGapFR2-2-r17         OPTIONAL,
        sharedSpectrumChAccess-r17          MinTimeGapFR2-2-r17         OPTIONAL
    }                                                                   OPTIONAL,
    ...
}

MAC-ParametersXDD-Diff ::=  SEQUENCE {
    skipUplinkTxDynamic                     ENUMERATED {supported}     OPTIONAL,
    logicalChannelSR-DelayTimer             ENUMERATED {supported}     OPTIONAL,
    longDRX-Cycle                           ENUMERATED {supported}     OPTIONAL,
    shortDRX-Cycle                          ENUMERATED {supported}     OPTIONAL,
    multipleSR-Configurations               ENUMERATED {supported}     OPTIONAL,
    multipleConfiguredGrants                ENUMERATED {supported}     OPTIONAL,
    ...,
    [[
    secondaryDRX-Group-r16                  ENUMERATED {supported}     OPTIONAL
    ]],
    [[
    enhancedSkipUplinkTxDynamic-r16         ENUMERATED {supported}     OPTIONAL,
    enhancedSkipUplinkTxConfigured-r16      ENUMERATED {supported}     OPTIONAL
    ]],
    [[
    ptm-Retransmission-r18                  ENUMERATED {supported}     OPTIONAL,
    ptm-RetransmissionInactive-r18          ENUMERATED {supported}     OPTIONAL
    ]]
}

MinTimeGap-r16 ::=    SEQUENCE {
    scs-15kHz-r16                         ENUMERATED {sl1, sl3}        OPTIONAL,
    scs-30kHz-r16                         ENUMERATED {sl1, sl6}        OPTIONAL,
    scs-60kHz-r16                         ENUMERATED {sl1, sl12}       OPTIONAL,
    scs-120kHz-r16                        ENUMERATED {sl2, sl24}       OPTIONAL
}

MinTimeGapFR2-2-r17 ::= SEQUENCE {
    scs-120kHz-r17                        ENUMERATED {sl2, sl24}       OPTIONAL,
    scs-480kHz-r17                        ENUMERATED {sl8, sl96}       OPTIONAL,
    scs-960kHz-r17                        ENUMERATED {sl16, sl192}     OPTIONAL
}

-- TAG-MAC-PARAMETERS-STOP
-- ASN1STOP

<TEXT OMITTED>
[bookmark: _Toc156130706][bookmark: _Toc60777468]–	PDCP-Parameters
The IE PDCP-Parameters is used to convey capabilities related to PDCP.
PDCP-Parameters information element
-- ASN1START
-- TAG-PDCP-PARAMETERS-START

PDCP-Parameters ::=         SEQUENCE {
    supportedROHC-Profiles      SEQUENCE {
        profile0x0000               BOOLEAN,
        profile0x0001               BOOLEAN,
        profile0x0002               BOOLEAN,
        profile0x0003               BOOLEAN,
        profile0x0004               BOOLEAN,
        profile0x0006               BOOLEAN,
        profile0x0101               BOOLEAN,
        profile0x0102               BOOLEAN,
        profile0x0103               BOOLEAN,
        profile0x0104               BOOLEAN
    },
    maxNumberROHC-ContextSessions       ENUMERATED {cs2, cs4, cs8, cs12, cs16, cs24, cs32, cs48, cs64,
                                                cs128, cs256, cs512, cs1024, cs16384, spare2, spare1},
    uplinkOnlyROHC-Profiles             ENUMERATED {supported}      OPTIONAL,
    continueROHC-Context                ENUMERATED {supported}      OPTIONAL,
    outOfOrderDelivery                  ENUMERATED {supported}      OPTIONAL,
    shortSN                             ENUMERATED {supported}      OPTIONAL,
    pdcp-DuplicationSRB                 ENUMERATED {supported}      OPTIONAL,
    pdcp-DuplicationMCG-OrSCG-DRB       ENUMERATED {supported}      OPTIONAL,
    ...,
    [[
    drb-IAB-r16                         ENUMERATED {supported}      OPTIONAL,
    non-DRB-IAB-r16                     ENUMERATED {supported}      OPTIONAL,
    extendedDiscardTimer-r16            ENUMERATED {supported}      OPTIONAL,
    continueEHC-Context-r16             ENUMERATED {supported}      OPTIONAL,
    ehc-r16                             ENUMERATED {supported}      OPTIONAL,
    maxNumberEHC-Contexts-r16           ENUMERATED {cs2, cs4, cs8, cs16, cs32, cs64, cs128, cs256, cs512,
                                                    cs1024, cs2048, cs4096, cs8192, cs16384, cs32768, cs65536}    OPTIONAL,
    jointEHC-ROHC-Config-r16            ENUMERATED {supported}      OPTIONAL,
    pdcp-DuplicationMoreThanTwoRLC-r16  ENUMERATED {supported}      OPTIONAL
    ]],
    [[
    longSN-RedCap-r17                   ENUMERATED {supported}      OPTIONAL,
    udc-r17                             SEQUENCE {
        standardDictionary-r17              ENUMERATED {supported}  OPTIONAL,
        operatorDictionary-r17              SEQUENCE {
            versionOfDictionary-r17             INTEGER (0..15),
            associatedPLMN-ID-r17               PLMN-Identity
        }                                                           OPTIONAL,
        continueUDC-r17                     ENUMERATED {supported}  OPTIONAL,
        supportOfBufferSize-r17             ENUMERATED {kbyte4, kbyte8}  OPTIONAL
    }                                                               OPTIONAL
    ]],
    [[
    longSN-NCR-r18                      ENUMERATED {supported}      OPTIONAL,
pdu-SetDiscard-r18                  ENUMERATED {supported}      OPTIONAL,
psi-BasedDiscard-r18                ENUMERATED {supported}      OPTIONAL
    ]]
}

-- TAG-PDCP-PARAMETERS-STOP
-- ASN1STOP

<TEXT OMITTED>
–	UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [26].
UE-NR-Capability information element
-- ASN1START
-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {
    accessStratumRelease            AccessStratumRelease,
    pdcp-Parameters                 PDCP-Parameters,
    rlc-Parameters                  RLC-Parameters                                                        OPTIONAL,
    mac-Parameters                  MAC-Parameters                                                        OPTIONAL,
    phy-Parameters                  Phy-Parameters,
    rf-Parameters                   RF-Parameters,
    measAndMobParameters            MeasAndMobParameters                                                  OPTIONAL,
    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    featureSets                     FeatureSets                                                           OPTIONAL,
    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,
    lateNonCriticalExtension        OCTET STRING (CONTAINING UE-NR-Capability-v15c0)                      OPTIONAL,
    nonCriticalExtension            UE-NR-Capability-v1530                                                OPTIONAL
}

-- Regular non-critical Rel-15 extensions:
UE-NR-Capability-v1530 ::=               SEQUENCE {
    fdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    tdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    dummy                                    ENUMERATED {supported}                                       OPTIONAL,
    interRAT-Parameters                      InterRAT-Parameters                                          OPTIONAL,
    inactiveState                            ENUMERATED {supported}                                       OPTIONAL,
    delayBudgetReporting                     ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1540                                       OPTIONAL
}

UE-NR-Capability-v1540 ::=              SEQUENCE {
    sdap-Parameters                         SDAP-Parameters                                               OPTIONAL,
    overheatingInd                          ENUMERATED {supported}                                        OPTIONAL,
    ims-Parameters                          IMS-Parameters                                                OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr1-fr2-Add-UE-NR-Capabilities          UE-NR-CapabilityAddFRX-Mode                                   OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1550                                        OPTIONAL
}

UE-NR-Capability-v1550 ::=               SEQUENCE {
    reducedCP-Latency                        ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1560                                       OPTIONAL
}

UE-NR-Capability-v1560 ::=               SEQUENCE {
    nrdc-Parameters                         NRDC-Parameters                                               OPTIONAL,
    receivedFilters                         OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)       OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1570                                        OPTIONAL
}

UE-NR-Capability-v1570 ::=               SEQUENCE {
    nrdc-Parameters-v1570                   NRDC-Parameters-v1570                                         OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1610                                        OPTIONAL
}

-- Late non-critical Rel-15 extensions:
UE-NR-Capability-v15c0 ::=               SEQUENCE {
    nrdc-Parameters-v15c0                    NRDC-Parameters-v15c0                                        OPTIONAL,
    partialFR2-FallbackRX-Req                ENUMERATED {true}                                            OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v15g0                                       OPTIONAL
}

UE-NR-Capability-v15g0 ::=               SEQUENCE {
    rf-Parameters-v15g0                      RF-Parameters-v15g0                                          OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v15j0                                       OPTIONAL
}

UE-NR-Capability-v15j0 ::=               SEQUENCE {
    -- Following field is only for REL-15 late non-critical extensions
    lateNonCriticalExtension                 OCTET STRING                                                 OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v16a0                                       OPTIONAL
}

[bookmark: _Hlk54199402]-- Regular non-critical Rel-16 extensions:
UE-NR-Capability-v1610 ::=               SEQUENCE {
    inDeviceCoexInd-r16                     ENUMERATED {supported}                                        OPTIONAL,
    dl-DedicatedMessageSegmentation-r16     ENUMERATED {supported}                                        OPTIONAL,
    nrdc-Parameters-v1610                   NRDC-Parameters-v1610                                         OPTIONAL,
    powSav-Parameters-r16                   PowSav-Parameters-r16                                         OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    bh-RLF-Indication-r16                   ENUMERATED {supported}                                        OPTIONAL,
    directSN-AdditionFirstRRC-IAB-r16       ENUMERATED {supported}                                        OPTIONAL,
    bap-Parameters-r16                      BAP-Parameters-r16                                            OPTIONAL,
    referenceTimeProvision-r16              ENUMERATED {supported}                                        OPTIONAL,
    sidelinkParameters-r16                  SidelinkParameters-r16                                        OPTIONAL,
    highSpeedParameters-r16                 HighSpeedParameters-r16                                       OPTIONAL,
    mac-Parameters-v1610                    MAC-Parameters-v1610                                          OPTIONAL,
    mcgRLF-RecoveryViaSCG-r16               ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredMCG-SCells-r16          ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredSCG-r16                 ENUMERATED {supported}                                        OPTIONAL,
    resumeWithSCG-Config-r16                ENUMERATED {supported}                                        OPTIONAL,
    ue-BasedPerfMeas-Parameters-r16         UE-BasedPerfMeas-Parameters-r16                               OPTIONAL,
    son-Parameters-r16                      SON-Parameters-r16                                            OPTIONAL,
    onDemandSIB-Connected-r16               ENUMERATED {supported}                                        OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1640                                        OPTIONAL
}

UE-NR-Capability-v1640 ::=               SEQUENCE {
    redirectAtResumeByNAS-r16               ENUMERATED {supported}                                        OPTIONAL,
    phy-ParametersSharedSpectrumChAccess-r16  Phy-ParametersSharedSpectrumChAccess-r16                    OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1650                                        OPTIONAL
}

UE-NR-Capability-v1650 ::=               SEQUENCE {
    mpsPriorityIndication-r16                ENUMERATED {supported}                                       OPTIONAL,
    highSpeedParameters-v1650                HighSpeedParameters-v1650                                    OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1690                                       OPTIONAL
}

UE-NR-Capability-v1690 ::=               SEQUENCE {
    ul-RRC-Segmentation-r16                  ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1700                                       OPTIONAL
}

-- Late non-critical extensions from Rel-16 onwards:
UE-NR-Capability-v16a0 ::=               SEQUENCE {
    phy-Parameters-v16a0                     Phy-Parameters-v16a0                                         OPTIONAL,
    rf-Parameters-v16a0                      RF-Parameters-v16a0                                          OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v16c0                                       OPTIONAL
}

UE-NR-Capability-v16c0 ::=               SEQUENCE {
    rf-Parameters-v16c0                      RF-Parameters-v16c0                                          OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v16d0                                       OPTIONAL
}

UE-NR-Capability-v16d0 ::=               SEQUENCE {
    featureSets-v16d0                        FeatureSets-v16d0                                            OPTIONAL,
    nonCriticalExtension                     SEQUENCE {}                                                  OPTIONAL
}

-- Regular non-critical Rel-17 extensions:
UE-NR-Capability-v1700 ::=               SEQUENCE {
    inactiveStatePO-Determination-r17        ENUMERATED {supported}                                       OPTIONAL,
    highSpeedParameters-v1700                HighSpeedParameters-v1700                                    OPTIONAL,
    powSav-Parameters-v1700                  PowSav-Parameters-v1700                                      OPTIONAL,
    mac-Parameters-v1700                     MAC-Parameters-v1700                                         OPTIONAL,
    ims-Parameters-v1700                     IMS-Parameters-v1700                                         OPTIONAL,
    measAndMobParameters-v1700               MeasAndMobParameters-v1700,
    appLayerMeasParameters-r17               AppLayerMeasParameters-r17                                   OPTIONAL,
    redCapParameters-r17                     RedCapParameters-r17                                         OPTIONAL,
    ra-SDT-r17                               ENUMERATED {supported}                                       OPTIONAL,
    srb-SDT-r17                              ENUMERATED {supported}                                       OPTIONAL,
    gNB-SideRTT-BasedPDC-r17                 ENUMERATED {supported}                                       OPTIONAL,
    bh-RLF-DetectionRecovery-Indication-r17  ENUMERATED {supported}                                       OPTIONAL,
    nrdc-Parameters-v1700                    NRDC-Parameters-v1700                                        OPTIONAL,
    bap-Parameters-v1700                     BAP-Parameters-v1700                                         OPTIONAL,
    musim-GapPreference-r17                  ENUMERATED {supported}                                       OPTIONAL,
    musimLeaveConnected-r17                  ENUMERATED {supported}                                       OPTIONAL,
    mbs-Parameters-r17                       MBS-Parameters-r17,
    nonTerrestrialNetwork-r17                ENUMERATED {supported}                                       OPTIONAL,
    ntn-ScenarioSupport-r17                  ENUMERATED {gso, ngso}                                       OPTIONAL,
    sliceInfoforCellReselection-r17          ENUMERATED {supported}                                       OPTIONAL,
    ue-RadioPagingInfo-r17                   UE-RadioPagingInfo-r17                                       OPTIONAL,
    -- R4 17-2 UL gap pattern for Tx power management
    ul-GapFR2-Pattern-r17                    BIT STRING (SIZE (4))                                        OPTIONAL,
    ntn-Parameters-r17                       NTN-Parameters-r17                                           OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1740                                       OPTIONAL
}

UE-NR-Capability-v1740 ::=               SEQUENCE {
[bookmark: _Hlk130562710]    redCapParameters-v1740                   RedCapParameters-v1740,
    nonCriticalExtension                     UE-NR-Capability-v1750                                       OPTIONAL
}

UE-NR-Capability-v1750 ::=               SEQUENCE {
    crossCarrierSchedulingConfigurationRelease-r17  ENUMERATED {supported}                                OPTIONAL,
    nonCriticalExtension                            UE-NR-Capability-v1800                                OPTIONAL
}

-- Regular non-critical Rel-18 extensions:
UE-NR-Capability-v1800 ::=               SEQUENCE {
    airToGroundNetwork-r18                   ENUMERATED {supported}                                       OPTIONAL,
    eRedCapParameters-r18                    ERedCapParameters-r18                                        OPTIONAL,
    ncr-Parameters-r18                       NCR-Parameters-r18                                           OPTIONAL,
    softSatelliteSwitchResyncNTN-r18         ENUMERATED {supported}                                       OPTIONAL,
    hardSatelliteSwitchResyncNTN-r18         ENUMERATED {supported}                                       OPTIONAL,
    mt-SDT-r18                               ENUMERATED {supported}                                       OPTIONAL,
    mt-SDT-NTN-r18                           ENUMERATED {supported}                                       OPTIONAL,
    inDeviceCoexIndAutonomousDenial-r18      ENUMERATED {supported}                                       OPTIONAL,
    inDeviceCoexIndFDM-r18                   ENUMERATED {supported}                                       OPTIONAL,
    inDeviceCoexIndTDM-r18                   ENUMERATED {supported}                                       OPTIONAL,
    musim-GapPriorityPreference-r18          ENUMERATED {supported}                                       OPTIONAL,
    musim-CapabilityRestriction-r18          ENUMERATED {supported}                                       OPTIONAL,
    multiRx-FR2-Preference-r18               ENUMERATED {supported}                                       OPTIONAL,
    ra-InsteadCG-SDT-r18                     ENUMERATED {supported}                                       OPTIONAL,
    resumeAfterSDT-Release-r18               ENUMERATED {supported}                                       OPTIONAL,
    additionalBSR-Table-r18                  ENUMERATED {supported}                                       OPTIONAL,
    delayStatusReport-r18                    ENUMERATED {supported}                                       OPTIONAL,
    disableCG-RetransmissionMonitoring-r18   ENUMERATED {supported}                                       OPTIONAL,
    enhancedDRX-r18                          ENUMERATED {supported}                                       OPTIONAL,
    pdu-SetDiscard-r18                       ENUMERATED {supported}                                       OPTIONAL,
    psi-BasedDiscard-r18                     ENUMERATED {supported}                                       OPTIONAL,
    ul-TrafficInfo-r18                       ENUMERATED {supported}                                       OPTIONAL,
    aerialParameters-r18                     AerialParameters-r18                                         OPTIONAL,
    nonCriticalExtension                     SEQUENCE{}                                                   OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode ::=          SEQUENCE {
    phy-ParametersXDD-Diff                   Phy-ParametersXDD-Diff                                       OPTIONAL,
    mac-ParametersXDD-Diff                   MAC-ParametersXDD-Diff                                       OPTIONAL,
    measAndMobParametersXDD-Diff             MeasAndMobParametersXDD-Diff                                 OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode-v1530 ::=    SEQUENCE {
    eutra-ParametersXDD-Diff                 EUTRA-ParametersXDD-Diff
}

UE-NR-CapabilityAddFRX-Mode ::=          SEQUENCE {
    phy-ParametersFRX-Diff                   Phy-ParametersFRX-Diff                                       OPTIONAL,
    measAndMobParametersFRX-Diff             MeasAndMobParametersFRX-Diff                                 OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1540 ::=    SEQUENCE {
    ims-ParametersFRX-Diff                   IMS-ParametersFRX-Diff                                       OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1610 ::=    SEQUENCE {
    powSav-ParametersFRX-Diff-r16            PowSav-ParametersFRX-Diff-r16                                OPTIONAL,
    mac-ParametersFRX-Diff-r16               MAC-ParametersFRX-Diff-r16                                   OPTIONAL
}

BAP-Parameters-r16 ::=                   SEQUENCE {
    flowControlBH-RLC-ChannelBased-r16       ENUMERATED {supported}                                       OPTIONAL,
    flowControlRouting-ID-Based-r16          ENUMERATED {supported}                                       OPTIONAL
}

BAP-Parameters-v1700 ::=                 SEQUENCE {
    bapHeaderRewriting-Rerouting-r17         ENUMERATED {supported}                                       OPTIONAL,
    bapHeaderRewriting-Routing-r17           ENUMERATED {supported}                                       OPTIONAL
}

MBS-Parameters-r17 ::=                   SEQUENCE {
    maxMRB-Add-r17                           INTEGER (1..16)                                              OPTIONAL
}

-- TAG-UE-NR-CAPABILITY-STOP
-- ASN1STOP

	UE-NR-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for supportedBandCombinationList in UE-NR-Capability. The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.



	UE-NR-Capability-v1540 field descriptions

	fr1-fr2-Add-UE-NR-Capabilities
This instance of UE-NR-CapabilityAddFRX-Mode does not include any other fields than csi-RS-IM-ReceptionForFeedback/ csi-RS-ProcFrameworkForSRS/ csi-ReportFramework.




