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Introduction
During ASN.1 review period, we provide the RIL C303 for LTE RRC spec on including the NR RACH report into the UEInformationResponse message. In this paper we provide our analysis on this remaining issue and provide a corresponding TP in Annex. 
Discussion
In current LTE RRC spec [1], the description of UE include the NR RACH report information into the UEInformationResponse message comes after the description of UE submit the UEInformationResponse message. In our understanding, UE shall set the content of rach-ReportNR in the UEInformationResponse message first and then UE can submit the UEInformationResponse message to lower layers. Otherwise the submitted UEInformationResponse message may not include the NR RACH report information. So we propose that:
Proposal: The NR RACH report information should be included into the UEInformationResponse message before submitting the message and adopt the TP in Annex.
Conclusion
[bookmark: OLE_LINK58][bookmark: OLE_LINK59][bookmark: OLE_LINK60][bookmark: OLE_LINK47][bookmark: OLE_LINK48]According to the analysis in section 2, the following proposal is made:
Proposal: The NR RACH report information should be included into the UEInformationResponse message before submitting the message and adopt the TP in Annex.
Reference
[1] TS36.331 V18.0.0 Radio Resource Control (RRC) protocol specification

Annex 	Text Proposal for TS 36.331
The text proposal in this section is provided based on the 36.331-i00 spec [1].
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Upon receiving the UEInformationRequest message, the UE shall, only after successful security activation:
1>	if rach-ReportReq is set to true, set the contents of the rach-Report in the UEInformationResponse message as follows:
2>	set the numberOfPreamblesSent to indicate the number of preambles sent by MAC for the last successfully completed random access procedure;
[…]
1>	except for NB-IoT, if the coarseLocationReq is set to true:
2>	if available, include the coarseLocationInfo;
1>	if rach-ReportReqNR is set to true, and if the UE has NR RACH report information available in VarRA-Report of TS 38.331 [82] that is stored and the RPLMN is included in plmn-IdentityList stored in VarRA-Report of TS 38.331 [82], set the content of rach-ReportNR in the UEInformationResponse message as below:
2>	for each RA-Report of ra-ReportList in VarRA-Report of TS 38.331 [82]:
3>	include it as part of rach-ReportListNR;
3>	if the cellIdListNR is not set or the cellId of RA-Report has not been included in cellIdListNR:
4>	add a new entry in cellIdListNR and set the cellIdNR to the global cell identity including the tracking area code, if available, otherwise to the physical cell identity and carrier frequency, as indicated in the cellId of RA-Report;
2>	discard the RA-Report that was included in rach-ReportListNR from ra-ReportList in VarRA-Report of TS 38.331[82] upon successful delivery of the UEInformationResponse message as confirmed by lower layers;
1>	if the logMeasReport is included in the UEInformationResponse:
2>	submit the UEInformationResponse message to lower layers for transmission via SRB2;
2>	discard the logged measurement entries included in the logMeasInfoList from VarLogMeasReport upon successful delivery of the UEInformationResponse message confirmed by lower layers;
1>	else:
[bookmark: _GoBack]2>	submit the UEInformationResponse message to lower layers for transmission via SRB1;.
1>	if rach-ReportReqNR is set to true, and if the UE has NR RACH report information available in VarRA-Report of TS 38.331 [82] that is stored and the RPLMN is included in plmn-IdentityList stored in VarRA-Report of TS 38.331 [82], set the content of rach-ReportNR in the UEInformationResponse message as below:
2>	for each RA-Report of ra-ReportList in VarRA-Report of TS 38.331 [82]:
3>	include it as part of rach-ReportListNR;
3>	if the cellIdListNR is not set or the cellId of RA-Report has not been included in cellIdListNR:
4>	add a new entry in cellIdListNR and set the cellIdNR to the global cell identity including the tracking area code, if available, otherwise to the physical cell identity and carrier frequency, as indicated in the cellId of RA-Report;
2>	discard the RA-Report that was included in rach-ReportListNR from ra-ReportList in VarRA-Report of TS 38.331[82] upon successful delivery of the UEInformationResponse message as confirmed by lower layers.

	END OF CHANGE	



1

