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	1. Whether the UE supports SPR is up to UE capability, rather than based on whether the SPR configuration is received from network.
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	a. Correct the UE behavior after receiving SPR configuration from network.
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Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact because it only impacts MRO and SN RA report.


	
	

	Consequences if not approved:
	The UE behavior after receiving SPR configuration from network is not correct.
The stage 2 description for SN RA report collection, retrieval and forwarding is not clear.

	
	

	Clauses affected:
	15.5.2.8, 15.5.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	This CR was endorsed by RAN3 in R3-241123.


Page 1


[bookmark: _Toc20955048][bookmark: _Toc29991235][bookmark: _Toc36555635][bookmark: _Toc44497298][bookmark: _Toc45107686][bookmark: _Toc45901306][bookmark: _Toc51850385][bookmark: _Toc56693388][bookmark: _Toc64446931][bookmark: _Toc66286425][bookmark: _Toc74151120][bookmark: _Toc88653592][bookmark: _Toc97903948][bookmark: _Toc98867961][bookmark: _Toc105174245][bookmark: _Toc106109082][bookmark: _Toc113824903][bookmark: _Toc138863034][bookmark: _Toc20955093][bookmark: _Toc29991280][bookmark: _Toc36555680][bookmark: _Toc44497358][bookmark: _Toc45107746][bookmark: _Toc45901366][bookmark: _Toc51850445][bookmark: _Toc56693448][bookmark: _Toc64446991][bookmark: _Toc66286485][bookmark: _Toc74151180][bookmark: _Toc88653652][bookmark: _Toc97904008][bookmark: _Toc98868034][bookmark: _Toc105174318][bookmark: _Toc106109155][bookmark: _Toc113824976][bookmark: _Toc138863107][bookmark: _Toc120033137][bookmark: _Toc20955098][bookmark: _Toc29991285][bookmark: _Toc36555685][bookmark: _Toc44497363][bookmark: _Toc45107751][bookmark: _Toc45901371][bookmark: _Toc51850450][bookmark: _Toc56693453][bookmark: _Toc64446996][bookmark: _Toc66286490][bookmark: _Toc74151185][bookmark: _Toc88653657][bookmark: _Toc97904013][bookmark: _Toc98868039][bookmark: _Toc105174323][bookmark: _Toc106109160][bookmark: _Toc113824981]<<<<<< START OF CHANGE >>>>>>
[bookmark: _Toc155991565][bookmark: _Toc155991576]15.5.2	Support for Mobility Robustness Optimization
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
15.5.2.8	Successful PSCell Addition/Change Report
For the analysis of successful PSCell addition/change, the UE supports may collect Successful PSCell Addition/Change Report (SPR) based on the configuration by network, if received, and makes the SPR available to the network as specified in TS 38.331 [12].
The UE stores the SPR until the SPR is fetched by the network or for 48 hours after the SPR is recorded.
The UE makes the SPR available to gNB(s).
When a gNB fetches the SPR from UE, it forwards the SPR to the MN that was serving the UE at the time the SPR was generated by using the ACCESS AND MOBILITY INDICATION message over Xn or by means of the Uplink RAN configuration transfer procedure and Downlink RAN configuration transfer over NG.
<<<<<< NEXT CHANGE >>>>>>
[bookmark: _Toc155991577]15.5.3	Support for RACH Optimization
RACH optimization is supported by UE reported information made available at the NG RAN node as specified in TS 38.331 [12] and by PRACH parameters exchange between NG RAN nodes.
The contents of the RA Report comprise of the following:
-	Contention detection indication per RACH attempt;
-	Indexes of the SSBs and number of RACH preambles sent on each tried SSB listed in chronological order of attempts;
-	Indication whether the selected SSB is above or below the configured RSRP threshold per RACH attempt;
-	2-step RACH information as specified in clause 5.7.10.4 of TS 38.331 [12].
SN RA Reports
The UE operating in NR-DC, may also support collection of SN RA Reports by the SN.
The SN RA report retrieval and forwarding in case of NGEN-DC is specified in TS 37.340 [21].
<<<<<< END OF CHANGE >>>>>>

