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	Reason for change:
	In the last RAN2 meeting, correction to RedCap UE regarding to 1RX/2RX barring according to R2-2400828 was not agreed. Current RRC spec states that a cell can be barred for the RedCap UE which is equipped with 1Rx branch or 2Rx branches, but the RedCap UE’s support of 1Rx or 2Rx operation may vary for different frequency bands. Therefore, the correct statement is not accurate

	
	

	Summary of change:
	Clarify that the cell is considered as barred if the cellBarredRedCap1Rx is present and set to barred and the UE supports only 1 Rx branch operation on the selected band. 
Clarify that the cell is considered as barred if the cellBarredRedCap2Rx is present and set to barred and the UE supports 2Rx branch operation on the selected band. 

	
	

	Consequences if not approved:
	RedCap UE’s barring behavior is not clear as RedCap UE’s suport of 1Rx or 2Rx may be different for different frequency bands.

Impact analysis
Impacted functionality: Barring of 1 Rx and 2 Rx RedCap UEs.
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, RedCap UE supporting 1 Rx for some frequency bands may consider a cell as barred/not barred although the cell does not indicate barred/not barred for 1 Rx, or RedCap UE supporting 2 Rx for some frequency bands may consider a cell as barred/not barred although the cell does not indicate barred/not barred for 2 Rx.
2. If the UE is implemented according to the CR and the network is not, there is no problem. 
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Upon receiving the SIB1 the UE shall:
1>	store the acquired SIB1;
1>	if the access is for NTN:
2>	if the UE is in RRC_IDLE or in RRC_INACTIVE, or if the UE is in RRC_CONNECTED while T311 is running; and
2>	if the cellBarredNTN in the acquired SIB1 is set to barred or the cellBarredNTN is not included in the acquired SIB1:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20], upon which the procedure ends;
1>	if the UE is a RedCap UE and it is in RRC_IDLE or in RRC_INACTIVE, or if the RedCap UE is in RRC_CONNECTED while T311 is running:
2>	if intraFreqReselectionRedCap is not present in SIB1:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	perform barring as if intraFreqReselectionRedCap is set to allowed, upon which the procedure ends;
2> else:
3>	if the cellBarredRedCap1Rx is present in the acquired SIB1 and is set to barred and the UE supportsis equipped with only 1 Rx branch operation on the selected frequency band from the frequencyBandList; or
3>	if the cellBarredRedCap2Rx is present in the acquired SIB1 and is set to barred and the UE supportsis equipped with 2 Rx branches operation on the selected frequency band from the frequencyBandList; or
3>	if the halfDuplexRedCapAllowed is not present in the acquired SIB1 and the UE supports only half-duplex FDD operation:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	perform barring based on intraFreqReselectionRedCap as specified in TS 38.304 [20], upon which the procedure ends;
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