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	Reason for change:
	In RAN2#125 meeting, the following agreement has been reached regarding the IDLE mode procedure for R18 sidelink positioning:
	RAN2 will not implement anything to enable SL positioning for a UE in limited service in this release.


However, the running RRC CR captures that UE proceeds with NR sidelink positioning if UE’s serving cell fufills the so-called conditions in limited service state.

	
	

	Summary of change:
	Delete NR sidelink positioning operations in limited service state.
Impact analysis

Impacted functionality: 
NR sidelink positioning

	
	

	Consequences if not approved:
	UE does sidelink positioning operations when staying in the state of limited services, however in SA spec there is no requirement for such support from AS perspective.
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[bookmark: _Toc156130030]5.8.2	Conditions for NR sidelink communication/discovery/positioning operation
The UE shall perform NR sidelink communication/positioning operation only if the conditions defined in this clause are met:
1>	if the UE's serving cell is suitable (RRC_IDLE or RRC_INACTIVE or RRC_CONNECTED); and if either the selected cell on the frequency used for NR sidelink communication/discovery/positioning operation belongs to the registered or equivalent PLMN as specified in TS 24.587 [57] or TS 24.554 [72] or the UE is out of coverage on the frequency used for NR sidelink communication/discovery/positioning operation as defined in TS 38.304 [20] and TS 36.304 [27]; or
1>	if the UE's serving cell (RRC_IDLE or RRC_CONNECTED) fulfils the conditions to support NR sidelink communication/discovery/positioning in limited service state as specified in TS 23.287 [55]; and if either the serving cell is on the frequency used for NR sidelink communication/discovery/positioning operation or the UE is out of coverage on the frequency used for NR sidelink communication/discovery/positioning operation as defined in TS 38.304 [20] and TS 36.304 [27]; or
1>	if the UE has no serving cell (RRC_IDLE).
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