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START OF THE CHANGE
[bookmark: _Toc146751288]4.2	UE Capability Parameters
[bookmark: _Toc12750892][bookmark: _Toc29382256][bookmark: _Toc37093373][bookmark: _Toc37238649][bookmark: _Toc37238763][bookmark: _Toc46488658][bookmark: _Toc52574079][bookmark: _Toc52574165][bookmark: _Toc146751295]4.2.7	Physical layer parameters
[bookmark: _Toc12750894][bookmark: _Toc29382258][bookmark: _Toc37093375][bookmark: _Toc37238651][bookmark: _Toc37238765][bookmark: _Toc46488660][bookmark: _Toc52574081][bookmark: _Toc52574167][bookmark: _Toc146751297]4.2.7.2	BandNR parameters
< unchanged part is omitted>
	[bookmark: _Hlk149898831]Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	scellWithoutSSB-InterBandCA-r18
Indicates whether the UE supports SCell without SS/PBCH block for inter-band CA.
For each band within the BC, UE indicates if it supports the SSB-less operation when between this band is the reference band and other band(s) in the BC as the SSB-less band(s).
If the UE indicates “support” for this band, this band can be configured as the reference band while all other band(s) within the BC can be configured as SSB-less band(s), or configured as an SSB-less band if any other band within the BC is configured as the reference band. 
If the UE indicates support of SSB-less SCell operation between two bands within the BC by scellWithoutSSB-InterBandCA-r18, the UE also supports SSB-less SCell operation between these two bands contained in any of its parent BC.
	FS
	No
	N/A
	FR1 only


< unchanged part is omitted>
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