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1. Introduction
[bookmark: _Hlk162355548][bookmark: _Hlk161928446]In RAN2 #125 meeting it was agreed to avoid simultaneous evaluation on both condRRCReconfig and condExecutionCondSCG[1]. 
	ID
	Delegate
	Work Item
	Status
	Proposed Conclusion
	Comment to Proposed Conclusion

	C123
	CATT (Rui)
	Mob
	Agreed
	Agreed
	[Ericsson-Tony] RAN2 has agreed a TP about this

	Description
	Proposed Change

	For MN-initiated subsequent CPAC, both condRRCReconfig and condExecutionCondSCG can be present for one candidate cell in MCG VarConditionalReconfig. Only one of them should evaluated during the subsequent CPAC But according to the current spec, the UE will evaluate both the condRRCReconfig and condExecutionCondSCG if both are present, which is not intended.
	UE should only performs the evaluation to the the valid execution condition evaluation when there are two execution conditions maintained for one candidate cell in MCG VarConditionalReconfig. We’d submit a tdoc on how to address this issue


In this contribution we would further discuss the agreed TP and give our suggestion on modifications on that.
2. Discussion
In current agreed specification, the agreed specification is as follows[2]:  
	[bookmark: _Toc156129736][bookmark: _Toc60776797]5.3.5.13.4	Conditional reconfiguration evaluation
<omitted…>
3>	if the UE is in NR-DC: 
4>	in the remainder of the procedure, consider each measId indicated in the condExecutionCondSCG as a measId in the VarMeasConfig associated with the SCG measConfig;
3>	else:
4>	in the remainder of the procedure, consider each measId indicated in the condExecutionCond as a measId in the VarMeasConfig associated with the MCG measConfig;


In our understanding, the specification now only specifies the association relationship between measId and MCG or SCG measConfig when the UE is in NR-DC or not, but it cannot achieve that the UE only evaluates condExecutionCondSCG when in NR-DC and only evaluates condExecutionCond when in SA, because the UE would still evaluate all the measId in the following procedures.
[bookmark: _Ref163054692]Observation 1: Current specification cannot achieve that the UE only evaluates condExecutionCondSCG when in NR-DC and only evaluates condExecutionCond when in SA.
[bookmark: _Hlk163054387]Therefore, it may still happen that for a single condReconfigId, both condExecutionCondSCG and condExecutionCond are present, and it is not clear of the UE’s behaviour. E.g. the UE may still evaluate more than one execution condition simultaneously and subsequent CPAC may be wrongly triggerred if inapplicable execution condition is satisfied.
Therefore, we propose to add more restrictions to better achieve the intention for our agreement. We have two options and we provide associated draft TP for them.
[bookmark: _Ref163054694]Proposal 1: RAN2 to agree to modify the current specification to align with previous agreements to realize that the UE should only performs the evaluation to applicable execution condition evaluation when there are two execution conditions maintained for one candidate cell in MCG.
[bookmark: _Ref163054696]Proposal 2: If Proposal 1 is agreed, RAN2 to adopt either option-1 or option-2 for the draft TP.
3. Conclusion
In summary, we make the following observations and proposals:
Observation 1: Current specification cannot achieve that the UE only evaluates condExecutionCondSCG when in NR-DC and only evaluates condExecutionCond when in SA.

Proposal 1: RAN2 to agree to modify the current specification to align with previous agreements to realize that the UE should only performs the evaluation to applicable execution condition evaluation when there are two execution conditions maintained for one candidate cell in MCG.
Proposal 2: If Proposal 1 is agreed, RAN2 to adopt either option-1 or option-2 for the draft TP.
4. [bookmark: _Hlk162362753]Reference
[1] [bookmark: _Ref163054182]R2-2401693, RILs conclusions for feMob, Ericsson;
[2] [bookmark: _Ref163054193]3GPP TS 38.331 V18.1.0 (2024-03);


[bookmark: _Toc60777151][bookmark: _Toc156130275]Annex: draft TP option-1
[bookmark: _Hlk163054750]5.3.5.13.4	Conditional reconfiguration evaluation
The UE shall:
1>	for each condReconfigId within the VarConditionalReconfig:
2>	if the RRCReconfiguration within condRRCReconfig includes the masterCellGroup including the reconfigurationWithSync:
3>	if the associated condExecutionCondPSCell is configured:
4>	consider the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon included in the reconfigurationWithSync within the masterCellGroup in the received condRRCReconfig to be applicable cell; and
4> consider the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon included in the reconfigurationWithSync within the secondaryCellGroup within the nr-SCG within the received condRRCReconfig to be applicable cell;
3>	else:
4>	consider the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon included in the reconfigurationWithSync within the masterCellGroup in the received condRRCReconfig to be applicable cell;
2>	else if the RRCReconfiguration within condRRCReconfig includes the secondaryCellGroup including the reconfigurationWithSync:
3>	if the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon included in the reconfigurationWithSync within the secondaryCellGroup within the received condRRCReconfig is not the PSCell; and
4> if the condReconfigToAddMod for the condReconfigId does not include subsequentCondReconfig: or
4> if there is no condReconfigToAddMod which includes subsequentCondReconfig for the PSCell: or
4> if the condReconfigToAddMod for the condReconfigId includes subsequentCondReconfig and there is a condReconfigToAddMod which includes subsequentCondReconfig with a matching condReconfigId value in condExecutionCondToAddModList for the PSCell:5>	consider the cell to be applicable cell;
2>	if condExecutionCondSCG is configured and condExecutionCond is not configured:
3>	in the remainder of the procedure, consider each measId indicated in the condExecutionCondSCG as a measId in the VarMeasConfig associated with the SCG measConfig;
2>	if the condExecutionCondPSCell is configured:
3>	in the remainder of the procedure, consider each measId indicated in the condExecutionCondPSCell as a measId in the VarMeasConfig associated with the MCG measConfig;
2>	if condExecutionCond is configured and condExecutionCondSCG is not configured:
3>	if it is configured via SRB3 or configured within nr-SCG or within nr-SecondaryCellGroupConfig (specified in TS 36.331[10]) via SRB1:
4>	in the remainder of the procedure, consider each measId indicated in the condExecutionCond as a measId in the VarMeasConfig associated with the SCG measConfig;
3>	else:
4>	in the remainder of the procedure, consider each measId indicated in the condExecutionCond as a measId in the VarMeasConfig associated with the MCG measConfig;
[bookmark: _Hlk162618410]2>	if subsequentCondReconfig is included in the entry in MCG VarConditionalReconfig associated with this condReconfigId:
3>	if the UE is in NR-DC: 
4>	in the remainder of the procedure, only consider each measId indicated in the condExecutionCondSCG as an applicable measId in the VarMeasConfig associated with the SCG measConfig;
3>	else:
4>	in the remainder of the procedure, only consider each measId indicated in the condExecutionCond as an applicable measId in the VarMeasConfig associated with the MCG measConfig;
2>	for each measId included in the measIdList within VarMeasConfig indicated in the condExecutionCond, condExecutionCondSCG, or condExecutionCondPSCell associated to condReconfigId:
3>	if the condTriggerConfig is not configured with nesEvent:
4>	if the condEventId is associated with condEventT1, and if the entry condition applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell; or
4> if the condEventId is associated with condEventD1, and if the entry conditions applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig; or
4>	if the condEventId is associated with condEventD2, and if the entry conditions applicable for this event associated with the condReconfigId, i.e., the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig; or
4>	if the condEventId is associated with condEventA3, condEventA4 or condEventA5, and if the entry condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
5>	consider the event associated to that measId to be fulfilled;
4>	if the measId for this event associated with the condReconfigId has been modified; or
4>	if the condEventId is associated with condEventT1, and if the leaving condition applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell; or
4>if the condEventId is associated with condEventD1, and if the leaving condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig; or
4>	if the condEventId is associated with condEventD2, and if the leaving condition(s) applicable for this event associated with the condReconfigId, i.e., the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig; or
4>	if the condEventId is associated with condEventA3, condEventA4 or condEventA5, and if the leaving condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
5>	consider the event associated to that measId to be not fulfilled;
3>	else:
4>	if NES mode indication is received from lower layers, indicating that the NES-specific CHO execution condition is enabled; and
4>	if the entry condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
5>	consider the event associated to that measId to be fulfilled;
4>	if the measId for this event associated with the condReconfigId has been modified; or
4>	if NES mode indication is received from lower layers, indicating that the NES-specific CHO execution condition is disabled; or
4>	if the leaving condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
5>	consider the event associated to that measId to be not fulfilled;
2>	if condExecutionCondPSCell is not configured:
3>	if event(s) associated to all measId(s) within condTriggerConfig for the applicable cell are fulfilled:
4>	consider the applicable cell, associated to that condReconfigId, as a triggered cell;
4>	initiate the conditional reconfiguration execution, as specified in 5.3.5.13.5;
2>	else:
3>	if event(s) associated to all measId(s), as indicated in the condExecutionCond and condExecutionCondPSCell, within condTriggerConfig for a target candidate cell within the stored condRRCReconfig are fulfilled:
4>	consider the target candidate PCell within the stored condRRCReconfig, associated to that condReconfigId, as a triggered PCell;
4>	consider the target candidate PSCell within the stored condRRCReconfig, associated to that condReconfigId, as a triggered PSCell;
4>	initiate the conditional reconfiguration execution, as specified in 5.3.5.13.5.
2>	if one of the events associated to the measIds within condTriggerConfig for the applicable cell within the stored condRRCReconfig is not configured with nesEvent, and the other event associated to the measIds within condTriggerConfig for the applicable cell within the stored condRRCReconfig is configured with nesEvent, and at least one of them is fulfilled:
3>	consider the applicable cell within the stored condRRCReconfig, associated to that condReconfigId, as a triggered cell;
3>	initiate the conditional reconfiguration execution, as specified in 5.3.5.13.5;
NOTE 1:	Up to 2 MeasId can be configured for each condReconfigId, if condExecutionCondPSCell is not configured. The conditional reconfiguration event of the 2 MeasId may have the same or different event conditions, triggering quantity, time to trigger, and triggering threshold.
NOTE 2:	Void.
NOTE 3:	For CHO with candidate SCG(s), up to 2 MeasId can be configured for condExecutionCond and up to 2 MeasId can be configured for condExecutionCondPSCell for each condReconfigId.
Annex: draft TP option-2
5.3.5.13.4	Conditional reconfiguration evaluation
The UE shall:
1>	for each condReconfigId within the VarConditionalReconfig:
2>	if the RRCReconfiguration within condRRCReconfig includes the masterCellGroup including the reconfigurationWithSync:
3>	if the associated condExecutionCondPSCell is configured:
4>	consider the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon included in the reconfigurationWithSync within the masterCellGroup in the received condRRCReconfig to be applicable cell; and
4> consider the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon included in the reconfigurationWithSync within the secondaryCellGroup within the nr-SCG within the received condRRCReconfig to be applicable cell;
3>	else:
4>	consider the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon included in the reconfigurationWithSync within the masterCellGroup in the received condRRCReconfig to be applicable cell;
2>	else if the RRCReconfiguration within condRRCReconfig includes the secondaryCellGroup including the reconfigurationWithSync:
3>	if the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon included in the reconfigurationWithSync within the secondaryCellGroup within the received condRRCReconfig is not the PSCell; and
4> if the condReconfigToAddMod for the condReconfigId does not include subsequentCondReconfig: or
4> if there is no condReconfigToAddMod which includes subsequentCondReconfig for the PSCell: or
4> if the condReconfigToAddMod for the condReconfigId includes subsequentCondReconfig and there is a condReconfigToAddMod which includes subsequentCondReconfig with a matching condReconfigId value in condExecutionCondToAddModList for the PSCell:5>	consider the cell to be applicable cell;
2>	if condExecutionCondSCG is configured and condExecutionCond is not configured:
3>	in the remainder of the procedure, consider each measId indicated in the condExecutionCondSCG as a measId in the VarMeasConfig associated with the SCG measConfig;
2>	if the condExecutionCondPSCell is configured:
3>	in the remainder of the procedure, consider each measId indicated in the condExecutionCondPSCell as a measId in the VarMeasConfig associated with the MCG measConfig;
2>	if condExecutionCond is configured and condExecutionCondSCG is not configured:
3>	if it is configured via SRB3 or configured within nr-SCG or within nr-SecondaryCellGroupConfig (specified in TS 36.331[10]) via SRB1:
4>	in the remainder of the procedure, consider each measId indicated in the condExecutionCond as a measId in the VarMeasConfig associated with the SCG measConfig;
3>	else:
4>	in the remainder of the procedure, consider each measId indicated in the condExecutionCond as a measId in the VarMeasConfig associated with the MCG measConfig;
2>	if subsequentCondReconfig is included in the entry in MCG VarConditionalReconfig associated with this condReconfigId:
3>	if the UE is in NR-DC: 
4>	in the remainder of the procedure, consider each measId indicated in the condExecutionCondSCG as a measId in the VarMeasConfig associated with the SCG measConfig;
3>	else:
4>	in the remainder of the procedure, consider each measId indicated in the condExecutionCond as a measId in the VarMeasConfig associated with the MCG measConfig;
2>	for each measId included in the measIdList within VarMeasConfig indicated in the condExecutionCond, condExecutionCondSCG, or condExecutionCondPSCell associated to condReconfigId:
3> if both condExecutionCond and condExecutionCondSCG are associated to condReconfigId and subsequentCondReconfig is included in the entry in MCG VarConditionalReconfig associated with this condReconfigId:
4> if the UE is in NR-DC:
5> consider the measId in condExecutionCondSCG to be applicable measId;
4> else:
5> consider the measId in condExecutionCond to be applicable measId;
3>	if the condTriggerConfig is not configured with nesEvent:
4>	if the condEventId is associated with condEventT1, and if the entry condition applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell; or
4> if the condEventId is associated with condEventD1, and if the entry conditions applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig; or
4>	if the condEventId is associated with condEventD2, and if the entry conditions applicable for this event associated with the condReconfigId, i.e., the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig; or
4>	if the condEventId is associated with condEventA3, condEventA4 or condEventA5, and if the entry condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
5>	consider the event associated to that measId to be fulfilled;
4>	if the measId for this event associated with the condReconfigId has been modified; or
4>	if the condEventId is associated with condEventT1, and if the leaving condition applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell; or
4>if the condEventId is associated with condEventD1, and if the leaving condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig; or
4>	if the condEventId is associated with condEventD2, and if the leaving condition(s) applicable for this event associated with the condReconfigId, i.e., the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cell during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig; or
4>	if the condEventId is associated with condEventA3, condEventA4 or condEventA5, and if the leaving condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
5>	consider the event associated to that measId to be not fulfilled;
3>	else:
4>	if NES mode indication is received from lower layers, indicating that the NES-specific CHO execution condition is enabled; and
4>	if the entry condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
5>	consider the event associated to that measId to be fulfilled;
4>	if the measId for this event associated with the condReconfigId has been modified; or
4>	if NES mode indication is received from lower layers, indicating that the NES-specific CHO execution condition is disabled; or
4>	if the leaving condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
5>	consider the event associated to that measId to be not fulfilled;
2>	if condExecutionCondPSCell is not configured:
3>	if event(s) associated to all measId(s) within condTriggerConfig for the applicable cell are fulfilled:
4>	consider the applicable cell, associated to that condReconfigId, as a triggered cell;
4>	initiate the conditional reconfiguration execution, as specified in 5.3.5.13.5;
2>	else:
3>	if event(s) associated to all measId(s), as indicated in the condExecutionCond and condExecutionCondPSCell, within condTriggerConfig for a target candidate cell within the stored condRRCReconfig are fulfilled:
4>	consider the target candidate PCell within the stored condRRCReconfig, associated to that condReconfigId, as a triggered PCell;
4>	consider the target candidate PSCell within the stored condRRCReconfig, associated to that condReconfigId, as a triggered PSCell;
4>	initiate the conditional reconfiguration execution, as specified in 5.3.5.13.5.
2>	if one of the events associated to the measIds within condTriggerConfig for the applicable cell within the stored condRRCReconfig is not configured with nesEvent, and the other event associated to the measIds within condTriggerConfig for the applicable cell within the stored condRRCReconfig is configured with nesEvent, and at least one of them is fulfilled:
3>	consider the applicable cell within the stored condRRCReconfig, associated to that condReconfigId, as a triggered cell;
3>	initiate the conditional reconfiguration execution, as specified in 5.3.5.13.5;
NOTE 1:	Up to 2 MeasId can be configured for each condReconfigId, if condExecutionCondPSCell is not configured. The conditional reconfiguration event of the 2 MeasId may have the same or different event conditions, triggering quantity, time to trigger, and triggering threshold.
NOTE 2:	Void.
NOTE 3:	For CHO with candidate SCG(s), up to 2 MeasId can be configured for condExecutionCond and up to 2 MeasId can be configured for condExecutionCondPSCell for each condReconfigId.
