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	Reason for change:
	1. In clause 6.3.2 FrequencyInfoDL-SIB IE scs-SpecificCarrierList field description, wrong Point A related reference to TS 38.211 is used (clause 5.3) instead of clause 4.4.4.2.
2. In clause 6.3.2 FrequencyInfoUL IE absoluteFrequencyPointA field description, the reference information of TS 38.211 clause 4.4.4.2 is used wrongly in the description for scs-SpecificCarrierList instead of Point A.
3. In clause 6.3.2 FrequencyInfoUL-SIB IE absoluteFrequencyPointA field description, the reference information of TS 38.211 clause 4.4.4.2 is used wrongly in the description for scs-SpecificCarrierList instead of Point A.
4. In clause 6.3.2 FrequencyInfoUL-SIB IE scs-SpecificCarrierList field description, wrong Point A related reference to TS 38.211 is used (clause 5.3) instead of clause 4.4.4.2.



	
	

	Summary of change:
	1. In clause 6.3.2 FrequencyInfoDL-SIB IE scs-SpecificCarrierList field description, remove Point A related reference to TS 38.211 because Point A reference to TS 38.211 is already included in the offsetToPointA field description.
2. In clause 6.3.2 FrequencyInfoUL IE absoluteFrequencyPointA field description, move the text “ (see TS 38.211 [16], clause 4.4.4.2)” to the place right after “Point A”.
3. In clause 6.3.2 FrequencyInfoUL-SIB IE absoluteFrequencyPointA field description, move the text “ (see TS 38.211 [16], clause 4.4.4.2)” to the place right after “Point A”.
4. In clause 6.3.2 FrequencyInfoUL-SIB IE scs-SpecificCarrierList field description, remove Point A related reference to TS 38.211 because Point A reference to TS 38.211 is already included in the absoluteFrequencyPointA field description.


Impact analysis
Impacted 5G architecture options:
NR SA

Impacted functionality: 
Point A definition location in RAN1 specification

Inter-operability: 
If the network implements this CR but not the UE, there is no interoperability issue.
If the UE implements this CR but not the network, there is no interoperabiilty issue.

	
	

	Consequences if not approved:
	1. Wrong reference information to RAN1 specification for Point A will lead to ambiguity in interpretation.
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Start of Change
[bookmark: _Toc20425929][bookmark: _Toc29321325][bookmark: _Toc36219508][bookmark: _Toc36220184][bookmark: _Toc36513604][bookmark: _Toc46449662][bookmark: _Toc46489449][bookmark: _Toc52495283][bookmark: _Toc60781452][bookmark: _Toc139021787][bookmark: _Toc60776713][bookmark: _Toc146780662][bookmark: _Toc60776715][bookmark: _Toc146780664]6.3.2	Radio resource control information elements
[bookmark: _Toc20425949][bookmark: _Toc29321345][bookmark: _Toc36219528][bookmark: _Toc36220204][bookmark: _Toc36513624][bookmark: _Toc46449682][bookmark: _Toc46489469][bookmark: _Toc52495303][bookmark: _Toc60781472][bookmark: _Toc139021807]<Skip unchanged text>
[bookmark: _Toc20425991][bookmark: _Toc29321387][bookmark: _Toc36219570][bookmark: _Toc36220246][bookmark: _Toc36513666][bookmark: _Toc46449724][bookmark: _Toc46489511][bookmark: _Toc52495345][bookmark: _Toc60781514][bookmark: _Toc139021849]–	FrequencyInfoDL-SIB
<Skip unchanged text>
	FrequencyInfoDL-SIB field descriptions

	offsetToPointA
Represents the offset to Point A as defined in TS 38.211 [16], clause 4.4.4.2.

	frequencyBandList
List of one or multiple frequency bands to which this carrier(s) belongs. If frequencyBandList-v1760 is present, it shall contain the same number of entries, listed in the same order as in frequencyBandList (without suffix).

	scs-SpecificCarrierList
A set of carriers for different subcarrier spacings (numerologies). Defined in relation to Point A (see TS 38.211 [16], clause 5.3). The network configures this for all SCSs that are used in DL BWPs in this serving cell.



<Skip unchanged text>
[bookmark: _Toc20425992][bookmark: _Toc29321388][bookmark: _Toc36219571][bookmark: _Toc36220247][bookmark: _Toc36513667][bookmark: _Toc46449725][bookmark: _Toc46489512][bookmark: _Toc52495346][bookmark: _Toc60781515][bookmark: _Toc139021850]–	FrequencyInfoUL
<Skip unchanged text>

	FrequencyInfoUL field descriptions

	absoluteFrequencyPointA
Absolute frequency of the reference resource block (Common RB 0). Its lowest subcarrier is also known as Point A (see TS 38.211 [16], clause 4.4.4.2). Note that the lower edge of the actual carrier is not defined by this field but rather in the scs-SpecificCarrierList (see TS 38.211 [16], clause 4.4.4.2).

	additionalSpectrumEmission
The additional spectrum emission requirements to be applied by the UE on this uplink. If both additionalSpectrumEmission (without suffix) and additionalSpectrumEmission-v1760 are absent, the UE uses value 0 for the additionalSpectrumEmission (see TS 38.101-1 [15], tables 6.2.3.1-1A, 6.2A.3.1.1-2 and 6.2A.3.1.2-2, TS 38.101-2 [39], tables 6.2.3.1-2 and 6.2A.3.1-2, and TS 38.101-5 [75], table 6.2.3.1-1A). Network configures the same value in additionalSpectrumEmission for all uplink carrier(s) of the same band with UL configured and if signalled, the same vaue in additionalSpectrumEmission-v1760 for all uplink carrier(s) of the same band with UL configured, except for additionalSpectrumEmission value corresponding to NS_55/NS_57. If NS_55/NS_57 (see TS 38.101-1 [15], table 6.2.3.1-1) is applicable for at least one uplink carrier, the network may configure either NS_55/NS_57 or NS_01 for these uplink carriers, and NS_01 for the remaining uplink carrier(s) of band n77. The additionalSpectrumEmission is applicable for all uplink carriers of the same band with UL configured.

	additionalSpectrumEmissionAerial
The additional spectrum emission requirements to be applied by the aerial UE on this uplink (see TS 38.101-1 [15], tables TBD, TS 38.101-2 [39], tables TBD, and TS 38.101-5 [75], table TBD). If the field is absent, the aerial UE uses value indicated by the field additionalSpectrumEmission/ additionalSpectrumEmission-v1760.

	frequencyBandList
List containing only one frequency band to which this carrier(s) belongs. Multiple values are not supported.

	frequencyShift7p5khz
Enable the NR UL transmission with a 7.5 kHz shift to the LTE raster. If the field is absent, the frequency shift is disabled.

	p-Max
Maximum transmit power allowed in this serving cell. The maximum transmit power that the UE may use on this serving cell may be additionally limited by p-NR-FR1 (configured for the cell group) and by p-UE-FR1 (configured total for all serving cells operating on FR1). If absent, the UE applies the maximum power according to TS 38.101-1 [15] in case of an FR1 cell, TS 38.101-2 [39] in case of an FR2 cell or TS 38.101-5 [75] in case of an NTN cell. In this release of the specification, if p-Max is present on a carrier frequency in FR2, the UE shall ignore the field and applies the maximum power according to TS 38.101-2 [39]. Value in dBm. This field is ignored by IAB-MT, the IAB-MT applies output power and emissions requirements, as specified in TS 38.174 [63].

	scs-SpecificCarrierList
A set of carriers for different subcarrier spacings (numerologies). Defined in relation to Point A. The network configures a scs-SpecificCarrier at least for each numerology (SCS) that is used e.g. in a BWP (see TS 38.211 [16], clause 5.3).



<Skip unchanged text>
[bookmark: _Toc20425993][bookmark: _Toc29321389][bookmark: _Toc36219572][bookmark: _Toc36220248][bookmark: _Toc36513668][bookmark: _Toc46449726][bookmark: _Toc46489513][bookmark: _Toc52495347][bookmark: _Toc60781516][bookmark: _Toc139021851]–	FrequencyInfoUL-SIB
<Skip unchanged text>

	FrequencyInfoUL-SIB field descriptions

	absoluteFrequencyPointA
Absolute frequency of the reference resource block (Common RB 0). Its lowest subcarrier is also known as Point A (see TS 38.211 [16], clause 4.4.4.2). Note that the lower edge of the actual carrier is not defined by this field but rather in the scs-SpecificCarrierList (see TS 38.211 [16], clause 4.4.4.2).

	frequencyBandList
Provides the frequency band indicator and a list of additionalPmax and additionalSpectrumEmission values as defined in TS 38.101-1 [15], table 6.2.3.1-1, TS 38.101-2 [39], table 6.2.3.1-2, and TS 38.101-5 [75], table 6.2.3.1-1. The UE shall apply the first listed band which it supports in the frequencyBandList field. If frequencyBandList-v1760 is present, it shall contain the same number of entries, listed in the same order as in frequencyBandList (without suffix).

	frequencyBandListAerial
Provides the frequency band indicator and a list of additionalPmax and additionalSpectrumEmission values for aerial UE as defined in TS 38.101-1 [15], table TBD, TS 38.101-2 [39], table TBD, and TS 38.101-5 [75], table TBD. If the field is present, the aerial UE shall apply the first listed band which it supports in the frequencyBandListAerial field. If the field is absent, frequencyBandList applies.

	frequencyShift7p5khz
Enable the NR UL transmission with a 7.5 kHz shift to the LTE raster. If the field is absent, the frequency shift is disabled.

	p-Max
Value in dBm applicable for the cell. If absent the UE applies the maximum power according to TS 38.101-1 [15] in case of an FR1 cell, TS 38.101-2 [39] in case of an FR2 cell or TS 38.101-5 [75] in case of an NTN cell. In this release of the specification, if p-Max is present on a carrier frequency in FR2, the UE shall ignore the field and applies the maximum power according to TS 38.101-2 [39]. This field is ignored by IAB-MT, the IAB-MT applies output power and emissions requirements, as specified in TS 38.174 [63].

	scs-SpecificCarrierList
A set of carriers for different subcarrier spacings (numerologies). Defined in relation to Point A (see TS 38.211 [16], clause 5.3). The network configures this for all SCSs that are used in UL BWPs configured in this serving cell.





<Skip unchanged text>
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