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10.3.8.10
References to other system information blocks

Information element
Need
Multi
Type and reference
Semantics description

References to other system information blocks
MP
1 to <MaxSysInfoBlockCount>



>Scheduling information
MP

Scheduling information, 10.3.8.11


Multi bound
Explanation

MaxSysInfoBlockCount
Maximum number of references to other system information blocks

10.3.8.14
SIB data

Contains the result of the IE 'SIB Content' after segmentation.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

SIB data
MP

Bit string ( 1..MaxDataLength)


Multi Bound
Explanation

MaxDataLength
Maximum length of a BCH- or FACH transport block used for broadcast of system information.

10.3.8.15
SIB type

The SIB type identifies a specific system information block.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

SIB type
MP

Enumerated, see below


The list of values to encode is:


Master information block,


System Information Type 1, 


System Information Type 2, 


System Information Type 3, 


System Information Type 4, 


System Information Type 5, 


System Information Type 6, 


System Information Type 7, 


System Information Type 8, 


System Information Type 9, 


System Information Type 10, 


System Information Type 11, 


System Information Type 12, 


System Information Type 13,


System Information Type 13.1,


System Information Type 13.2,


System Information Type 13.3,


System Information Type 13.4,


System Information Type 14,


System Information Type 15,


System Information Type 16

in addition, at least 11spare values, criticality : ignore, are needed.
11.3.8
Other information elements

Other-IEs DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


CN-DomainSysInfoList,


NAS-SystemInformationGSM-MAP,


PLMN-Type

FROM CoreNetwork-IEs


CellAccessRestriction,


CellIdentity,


CellSelectReselectInfo,


URA-IdentityList

FROM UTRANMobility-IEs


CapabilityUpdateRequirement,


CPCH-Parameters,


DRAC-SysInfoList,


ProtocolErrorCause,


UE-ConnTimersAndConstants,


UE-IdleTimersAndConstants

FROM UserEquipment-IEs


PreDefRadioConfigurationList

FROM RadioBearer-IEs


PreDefTransChConfiguration

FROM TransportChannel-IEs


AICH-PowerOffset,


ConstantValue,


CPCH-PersistenceLevelsList,


CPCH-SetInfoList,


DynamicPersistenceLevelList,


FrequencyInfo,


IndividualTS-InterferenceList,


MaxAllowedUL-TX-Power,


MidambleConfiguration,


PDSCH-SysInfoList,


PICH-PowerOffset,


PRACH-SystemInformationList,


PreDefPhyChConfiguration,


PrimaryCCPCH-InfoSI,


PrimaryCCPCH-TX-Power,


PUSCH-SysInfoList,


SCCPCH-SystemInformationList,


UL-Interference

FROM PhysicalChannel-IEs


FACH-MeasurementOccasionInfo,


LCS-GPS-AssistanceSIB,


LCS-OTDOA-AssistanceSIB,


MeasurementControlSysInfo

FROM Measurement-IEs


ANSI-41-GlobalServiceRedirectInfo,


ANSI-41-PrivateNeighborListInfo,


ANSI-41-RAND-Information,


ANSI-41-UserZoneID-Information

FROM ANSI-41-IEs


maxDataLength,


maxInterSysMessages,


maxNoOfErrors,


maxSysInfoBlockCount,


maxSysInfoBlockFACHcount

FROM Constant-definitions;

BCC ::=







INTEGER (0..7)

BCCH-ModificationInfo ::=


SEQUENCE {


mib-ValueTag





MIB-ValueTag,


bcch-ModificationTime



BCCH-ModificationTime



OPTIONAL

}

-- Actual value = IE value * 2

BCCH-ModificationTime ::=


INTEGER (0..2047)

BSIC ::=






SEQUENCE {


ncc








NCC,


bcc








BCC

}

CBS-DRX-Level1Information ::=

SEQUENCE {


ctch-AllocationPeriod



INTEGER (1..256),


cbs-FrameOffset





INTEGER (0..255)

}

CDMA2000-Message ::=



SEQUENCE {


msg-Type






BIT STRING (SIZE (8)),


payload







BIT STRING (SIZE (1..512))

}

CDMA2000-MessageList ::=


SEQUENCE (SIZE (1..maxInterSysMessages)) OF











CDMA2000-Message

CellValueTag ::=




INTEGER (1..4)

GSM-MessageList ::=




SEQUENCE (SIZE (1..maxInterSysMessages)) OF











BIT STRING (SIZE (1..512))

InterSystemHO-Failure ::=


SEQUENCE {


interSystemHO-FailureCause


InterSystemHO-FailureCause


OPTIONAL,


interSystemMessage




InterSystemMessage




OPTIONAL

}

InterSystemHO-FailureCause ::=

CHOICE {


configurationUnacceptable


NULL,


physicalChannelFailure



NULL,


protocolError





ProtocolErrorInformation,


unspecified






NULL,


spare







NULL

}








InterSystemMessage ::=



SEQUENCE {


systemType






SystemType,


systemSpecificMessage



CHOICE {



gsm








SEQUENCE {




gsm-MessageList





GSM-MessageList



},



cdma2000






SEQUENCE {




cdma2000-MessageList



CDMA2000-MessageList



}


}






}

MasterInformationBlock ::=


SEQUENCE {



mib-ValueTag




MIB-ValueTag,



plmn-Type





PLMN-Type,



-- TABULAR: The PLMN identity and ANSI-41 core network information



-- are included in PLMN-Type.



modeSpecificInfo



CHOICE {




fdd







NULL,




tdd







SEQUENCE {





sfn-prime





SFN-Prime




}



},



sib-ReferenceList



SIB-ReferenceList,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

MIB-ValueTag ::=




INTEGER (1..8)

NCC ::=







INTEGER (0..7)

PLMN-ValueTag ::=




INTEGER (1..256)

ProtocolErrorInformation ::=

SEQUENCE {


diagnosticsType





CHOICE {



type1







SEQUENCE {




protocolErrorCause




ProtocolErrorCause



},



spare







NULL


}

}

ProtocolErrorInformationList ::= 
SEQUENCE (SIZE (1..maxNoOfErrors)) OF











ProtocolErrorInformation

SchedulingInformation ::=


SEQUENCE {


sib-Type






SIB-TypeAndTag,


scheduling






SEQUENCE {



segCount






SegCount



  

 DEFAULT 1,



sib-Pos







CHOICE {




-- The element name indicates the repetition period and the value




-- (multiplied by two) indicates the position of the first segment.




rep4







INTEGER (0..1),




rep8







INTEGER (0..3),




rep16







INTEGER (0..7),




rep32







INTEGER (0..15),




rep64







INTEGER (0..31),




rep128







INTEGER (0..63),




rep256







INTEGER (0..127),




rep512







INTEGER (0..255),




rep1024







INTEGER (0..511),




rep2048







INTEGER (0..1023)



},



sib-PosOffsetInfo




SibOFF-List





OPTIONAL


}

















OPTIONAL

}

SegCount ::=





INTEGER (1..16)

SegmentIndex ::=




INTEGER (0..15)

-- Actual value = 2 * IE value

SFN-Prime ::=





INTEGER (0..2047)

SIB-Content ::=





CHOICE {


masterInformationBlock



MasterInformationBlock,


sysInfoType1





SysInfoType1,


sysInfoType2





SysInfoType2,


sysInfoType3





SysInfoType3,


sysInfoType4





SysInfoType4,


sysInfoType5





SysInfoType5,


sysInfoType6





SysInfoType6,


sysInfoType7





SysInfoType7,


sysInfoType8





SysInfoType8,


sysInfoType9





SysInfoType9,


sysInfoType10





SysInfoType10,


sysInfoType11





SysInfoType11,


sysInfoType12





SysInfoType12,


sysInfoType13





SysInfoType13,


sysInfoType13-1





SysInfoType13-1,


sysInfoType13-2





SysInfoType13-2,


sysInfoType13-3





SysInfoType13-3,


sysInfoType13-4





SysInfoType13-4,


sysInfoType14





SysInfoType14,


sysInfoType15





SysInfoType15,


sysInfoType16





SysInfoType16,


spare







SEQUENCE {}

}


SIB-Data ::=





BIT STRING (SIZE (1..maxDataLength))

SIB-Reference ::=




SEQUENCE {


schedulingInformation



SchedulingInformation

}

SIB-ReferenceList ::=



SEQUENCE (SIZE (1..maxSysInfoBlockCount)) OF











SIB-Reference

SIB-ReferenceListFACH ::=


SEQUENCE (SIZE (1..maxSysInfoBlockFACHcount)) OF 











SIB-Reference

SIB-Type ::=





ENUMERATED {











masterInformationBlock,











systemInformationBlockType1,











systemInformationBlockType2,











systemInformationBlockType3,











systemInformationBlockType4,











systemInformationBlockType5,











systemInformationBlockType6,











systemInformationBlockType7,











systemInformationBlockType8,











systemInformationBlockType9,











systemInformationBlockType10,











systemInformationBlockType11,











systemInformationBlockType12,











systemInformationBlockType13,











systemInformationBlockType13-1,











systemInformationBlockType13-2,











systemInformationBlockType13-3,











systemInformationBlockType13-4,











systemInformationBlockType14,











systemInformationBlockType15,











systemInformationBlockType16,











spare1, spare2, spare3 }

SIB-TypeAndTag ::=




CHOICE {


sysInfoType1





PLMN-ValueTag,


sysInfoType2





PLMN-ValueTag,


sysInfoType3





CellValueTag,


sysInfoType4





CellValueTag,


sysInfoType5





CellValueTag,


sysInfoType6





CellValueTag,


sysInfoType7





NULL,


sysInfoType8





CellValueTag,


sysInfoType9





NULL,


sysInfoType10





NULL,


sysInfoType11





CellValueTag,


sysInfoType12 





CellValueTag,


sysInfoType13





CellValueTag,


sysInfoType13-1





CellValueTag, 


sysInfoType13-2





CellValueTag,


sysInfoType13-3





CellValueTag,


sysInfoType13-4





CellValueTag,


sysInfoType14





CellValueTag,


sysInfoType15





CellValueTag,


sysInfoType16





NULL

}

SibOFF ::=






ENUMERATED {











so2, so4, so6, so8, so10,











so12, so14, so16, so18,











so20, so22, so24, so26,











so28, so30, so32 }

SibOFF-List ::=





SEQUENCE (SIZE(1..15)) OF











SibOFF

SysInfoType1 ::=




SEQUENCE {


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,




cn-DomainSysInfoList


CN-DomainSysInfoList,


-- User equipment IEs



ue-IdleTimersAndConstants

UE-IdleTimersAndConstants,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType2 ::=




SEQUENCE {


-- UTRAN mobility IEs



ura-IdentityList



URA-IdentityList,


-- User equipment IEs



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType3 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfo,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType4 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfo,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType5 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







NULL,




tdd







SEQUENCE {





midambleConfiguration


MidambleConfiguration

OPTIONAL




}



},



primaryCCPCH-Info



PrimaryCCPCH-InfoSI




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType6 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



primaryCCPCH-Info



PrimaryCCPCH-InfoSI




OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





pich-PowerOffset



PICH-PowerOffset,





aich-PowerOffset



AICH-PowerOffset 




},




tdd







SEQUENCE {





pusch-SysInfo




PUSCH-SysInfoList


OPTIONAL,





pdsch-SysInfo




PDSCH-SysInfoList


OPTIONAL




}



},



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType7 ::=




SEQUENCE {


-- Physical channel IEs



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





ul-Interference




UL-Interference




},




tdd







NULL



},



prach-Information-SIB5-List

DynamicPersistenceLevelList,



prach-Information-SIB6-List

DynamicPersistenceLevelList


OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType8 ::=




SEQUENCE {


-- User equipment IEs



cpch-Parameters




CPCH-Parameters,


-- Physical channel IEs



cpch-SetInfoList



CPCH-SetInfoList,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType9 ::=




SEQUENCE {


-- Physical channel IEs



cpch-PersistenceLevelsList

CPCH-PersistenceLevelsList,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType10 ::=




SEQUENCE {


-- User equipment IEs



drac-SysInfoList



DRAC-SysInfoList,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType11 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType12 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType13 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Core network IEs



cn-DomainSysInfoList


CN-DomainSysInfoList,


-- User equipment IEs



ue-IdleTimersAndConstants

UE-IdleTimersAndConstants


OPTIONAL,



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType13-1 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-RAND-Information

ANSI-41-RAND-Information,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType13-2 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-UserZoneID-Information
ANSI-41-UserZoneID-Information,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType13-3 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-PrivateNeighborListInfo ANSI-41-PrivateNeighborListInfo,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType13-4 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-GlobalServiceRedirectInfo











ANSI-41-GlobalServiceRedirectInfo,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType14 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Physical channel IEs



primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power



OPTIONAL,



individualTS-InterferenceList
IndividualTS-InterferenceList,



rach-ConstantValue



ConstantValue





OPTIONAL,



dpch-ConstantValue



ConstantValue





OPTIONAL,



usch-ConstantValue



ConstantValue





OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType15 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Measurement IEs



lcs-GPS-Assistance



LCS-GPS-AssistanceSIB



OPTIONAL,



lcs-OTDOA-Assistance


LCS-OTDOA-AssistanceSIB



OPTIONAL,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SysInfoType16 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Radio bearer IEs



preDefinedRadioConfigurations
PreDefRadioConfigurationList,


-- Transport channel IEs



preDefTransChConfiguration

PreDefTransChConfiguration,


-- Physical channel IEs




preDefPhyChConfiguration

PreDefPhyChConfiguration,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}

SystemType ::=





ENUMERATED {











gsm, cdma2000,











spare1, spare2, spare3, spare4,











spare5, spare6, spare7, spare8,











spare9, spare10, spare11,











spare12, spare13, spare14 }

END

11.4
Constant definitions

Constant-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **TODO**

algorithmCount



INTEGER
::= 8

-- **TODO**

ansi41MaxLength 


INTEGER
::= 64

-- **TODO**

maxAddTFC-Count
 


INTEGER
::= 8

-- **TODO**

maxAdditionalMeas 


INTEGER
::= 8

-- **TODO**

maxAddRLcount



INTEGER
::= 8

-- **TODO**

maxAlgoTypeCount


INTEGER
::= 8

-- **TODO**

maxAP-SigNum



INTEGER
::= 8

-- **TODO**

maxAP-SubCH




INTEGER
::= 8

-- **TODO**

maxBLER





INTEGER
::= 8

-- **TODO**

maxCCTrCH-Count



INTEGER
::= 8

-- **TODO**

maxCCTrCHcount



INTEGER
::= 8

-- **TODO**

maxCellCount 



INTEGER
::= 8

-- **TODO**

maxCellsForbidden


INTEGER
::= 8

-- **TODO**

maxChanCount



INTEGER
::= 8

-- **TODO**

maxCNdomains



INTEGER
::= 8

-- **TODO**

maxCodeCount



INTEGER
::= 8

-- **TODO**

maxCodeNum




INTEGER
::= 8

-- **TODO**

maxCodeNumComp-1


INTEGER
::= 8

maxCombineSet 



INTEGER
::= 8

-- **TODO**

maxCPCH-SetCount


INTEGER
::= 8

-- **TODO**

maxCPCHsetcount



INTEGER
::= 8

-- **TODO**

maxCTFC

 



INTEGER
::= 8

-- **TODO**

maxCTFC-DCH


 

INTEGER
::= 8

-- **TODO**

maxCTFC-DSCH
 


INTEGER
::= 8

-- **TODO**

maxDataLength 



INTEGER
::= 214
-- **TODO**

maxDelRLcount



INTEGER
::= 8

-- **TODO**

maxDelTFC-Count
 


INTEGER
::= 8

-- **TODO**

maxDelTrCHcount



INTEGER
::= 8

-- **TODO**

maxDL-CCTrCHcount


INTEGER
::= 8

-- **TODO**

maxDPDCHcount



INTEGER
::= 8

-- **TODO**

maxDRAC-Classes



INTEGER
::= 8

-- **TODO**

maxDRACReconAddTrCHcount
INTEGER
::= 8

-- **TODO**

maxEventCount



INTEGER
::= 8

-- **TODO**

maxFACH-Count



INTEGER
::= 8

-- **TODO**

maxFACHcount



INTEGER
::= 8

-- **TODO**

maxFlowID




INTEGER
::= 8

-- **TODO**

maxFreqCount



INTEGER
::= 8

-- **TODO**

maxFrequencyBandsCount

INTEGER
::= 8

-- **TODO**

maxInterCells



INTEGER
::= 8

-- **TODO**

maxInterRAT




INTEGER
::= 8

-- **TODO**

maxInterSys




INTEGER
::= 8

-- **TODO**

maxInterSysCells


INTEGER
::= 8

-- **TODO**

maxInterSysMessages 

INTEGER
::= 8

-- **TODO**

maxIntervals



INTEGER
::= 8

-- **TODO**

maxIntraCells



INTEGER
::= 8

-- **TODO**

maxMeasurementTypeCount

INTEGER
::= 8

-- **TODO**

maxMidambleShift-1


INTEGER
::= 8

-- **TODO**

maxMuxOptionsCount


INTEGER
::= 8

-- **TODO**

maxN-BadSAT




INTEGER
::= 8

-- **TODO**

maxN-SAT




INTEGER
::= 8

-- **TODO**

maxNoCells




INTEGER
::= 8

-- **TODO**

maxNoCNdomains



INTEGER
::= 8

-- **TODO**

maxNoCodeGroups



INTEGER
::= 8

-- **TODO**

maxNonUsedFrequency


INTEGER
::= 8

-- **TODO**

maxNoOfErrors



INTEGER
::= 8

-- **TODO**

maxNoSystemCapability

INTEGER
::= 8

-- **TODO**

maxNoTFCI-Groups
 

INTEGER
::= 8

-- **TODO**

maxNumFreq




INTEGER
::= 8

-- **TODO**

maxOtherRBcount



INTEGER
::= 8

-- **TODO**

maxPCPCHs




INTEGER
::= 8

-- **TODO**

maxPDSCHcount



INTEGER
::= 8

-- **TODO**

maxPRACHcount



INTEGER
::= 8

-- **TODO**

maxPredefConfigCount

INTEGER
::= 8

-- **TODO**

maxPUSCHcount



INTEGER
::= 8

-- **TODO**

maxRABcount




INTEGER
::= 8

maxRAT





INTEGER
::= 4

-- **TODO**

maxRAT-Count



INTEGER
::= 8

-- **TODO**

maxRB-WithPDCPcount


INTEGER
::= 8

-- **TODO**

maxRBcount




INTEGER
::= 8

-- **TODO**

maxReconAddTrCHcount

INTEGER
::= 8

-- **TODO**

maxReconRBcount



INTEGER
::= 8

-- **TODO**

maxReconRBs




INTEGER
::= 8

-- **TODO**

maxRelRBcount



INTEGER
::= 8

-- **TODO**

maxReplaceCount



INTEGER
::= 8

-- **TODO**

maxRLcount




INTEGER
::= 8

maxRM





INTEGER
::= 256

-- **TODO**

maxRstTrCH-Count


INTEGER
::= 8

-- **TODO**

maxSCCPCHcount



INTEGER
::= 8

-- **TODO**

maxSetupRBcount



INTEGER
::= 8

-- **TODO**

maxSF-Num




INTEGER
::= 8

-- **TODO**

maxSigNum




INTEGER
::= 8

-- **TODO**

maxSRBcount




INTEGER
::= 8

-- **TODO**

maxSubChNum




INTEGER
::= 8

-- **TODO**

maxSysInfoBlockCount

INTEGER
::= 8

-- **TODO**

maxSysInfoBlockFACHcount
INTEGER
::= 8

-- **TODO**

maxTF-Count




INTEGER
::= 8

-- **TODO**

maxTF-Value




INTEGER
::= 8

-- **TODO**

maxTFC-Count



INTEGER
::= 8

-- **TODO**

maxTFC-Value



INTEGER
::= 8

-- **TODO**

maxTFC-Value-1



INTEGER
::= 8

-- **TODO**

maxTFCI-1-Combs
 


INTEGER
::= 8

-- **TODO**

maxTFCI-2-Combs
 


INTEGER
::= 8

-- **TODO**

maxTFCI-Value



INTEGER
::= 8

-- **TODO**

maxTFcount 




INTEGER
::= 8

-- **TODO**

maxTFs





INTEGER
::= 8

-- **TODO**

maxTimeslotCount


INTEGER
::= 8

-- **TODO**

maxTraf





INTEGER
::= 8

-- **TODO**

maxTrCH





INTEGER
::= 8

-- **TODO**

maxTrChCount



INTEGER
::= 8

-- **TODO**

maxTrCHcount



INTEGER
::= 8

-- **TODO**

maxTrChValue



INTEGER
::= 8

-- **TODO**

maxTScount




INTEGER
::= 14

-- **TODO**

maxTSperCCTrCHcount


INTEGER
::= 8

-- **TODO**

maxTStoMeasureCount


INTEGER
::= 8

-- **TODO**

maxUL-CCTrCHcount


INTEGER
::= 8

-- **TODO**

maxURAcount




INTEGER
::= 8

-- **TODO**

maxUsedUplTScount


INTEGER
::= 8

-- **TODO**

maxUsedRLcount



INTEGER
::= 8

-- **TODO**

pageCount




INTEGER
::= 8

END
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How to create a CR
Michael Sanders, 3GPP support team, (last updated 2/09/99)

1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





