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Reason for 
change:

The RRC connection release procedure is currently possible only on the DCCH logical channel. This does not cover the case, where the RRC connection is released upon the UE's request to re-establish an RRC connection. If the RRC connection re-establishment request is not received in the serving RNC, the RRC connection may be conveniently released by using the CCCH logical channel. Therefore, it is proposed to allow the RRC CONNECTION RELEASE and RRC CONNECTION RELEASE COMPLETE messages on the CCCH logical channel in addition to the DCCH. The U-RNTI is, therefore, added to the release message. 
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Other 
comments:


8.1.5.4
Reception of an RRC CONNECTION RE-ESTABLISHMENT REQUEST message by the UTRAN

UTRAN may either

-
Initiate the RRC connection re-establishment procedure and transmit an RRC CONNECTION RE-ESTABLISHMENT message on the downlink DCCH on FACH or 

-
Initiate the RRC connection release procedure on the downlink CCCH on FACH. 

10.2.39
RRC CONNECTION RELEASE

NOTE:
Functional description of this message to be included here


RLC-SAP: UM 


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

Information Element
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE information elements





U-RNTI
CV-CCCH

U-RNTI 10.3.3.45


Integrity check info
CH

Integrity check info 10.3.3.16
Integrity check info is included if integrity protection is applied

Number of RRC Message Transmissions
CH Cell_DCH

Number of RRC Message Transmissions 10.3.3.23


Release cause
MP

Release cause 10.3.3.33


Condition
Explanation

CCCH
This IE is only sent when CCCH is used.

Cell_DCH
This IE is present when UE is in CELL_DCH state.

10.2.40
RRC CONNECTION RELEASE COMPLETE

NOTE:
Functional description of this message to be included here


RLC-SAP: AM or UM 


Logical channel: CCCH or DCCH


Direction: UE ( UTRAN

Information Element
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE information elements





U-RNTI
CV-CCCH

U-RNTI 10.3.3.45


Integrity check info
CH

Integrity check info 10.3.3.16


Condition
Explanation

CCCH
This IE is only sent when CCCH is used.

11.1
General message structure

Class-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


ActiveSetUpdate,


ActiveSetUpdateComplete,


ActiveSetUpdateFailure,


CellUpdate,


CellUpdateConfirm,


DownlinkDirectTransfer,


DownlinkOuterLoopControl,


HandoverToUTRANCommand,


HandoverToUTRANComplete,


InitialDirectTransfer,


InterSystemHandoverCommand,


InterSystemHandoverFailure,


MeasurementControl,


MeasurementControlFailure,


MeasurementReport,


PagingType1,


PagingType2,


PhysicalChannelReconfiguration,


PhysicalChannelReconfigurationComplete,


PhysicalChannelReconfigurationFailure,


PhysicalSharedChannelAllocation,


PUSCHCapacityRequest,


RadioBearerReconfiguration,


RadioBearerReconfigurationComplete,


RadioBearerReconfigurationFailure,


RadioBearerRelease,


RadioBearerReleaseComplete,


RadioBearerReleaseFailure,


RadioBearerSetup,


RadioBearerSetupComplete,


RadioBearerSetupFailure,


RNTIReallocation,


RNTIReallocationComplete,


RNTIReallocationFailure,


RRCConnectionReEstablishment,


RRCConnectionReEstablishment-CCCH,


RRCConnectionReEstablishmentComplete,


RRCConnectionReEstablishmentRequest,


RRCConnectionReject,


RRCConnectionRelease,

RRCConnectionRelease-CCCH,

RRCConnectionReleaseComplete,

RRCConnectionReleaseComplete-CCCH,

RRCConnectionRequest,


RRCConnectionSetup,


RRCConnectionSetupComplete,


RRCStatus,


SecurityModeCommand,


SecurityModeComplete,


SecurityModeFailure,


SignallingConnectionRelease,


SystemInformation-BCH,


SystemInformation-FACH,


SystemInformationChangeIndication,


TransportChannelReconfiguration,


TransportChannelReconfigurationComplete,


TransportChannelReconfigurationFailure,


TransportFormatCombinationControl,


TransportFormatCombinationControlFailure,


UECapabilityEnquiry,


UECapabilityInformation,


UECapabilityInformationConfirm,


UplinkDirectTransfer,


UplinkPhysicalChannelControl,


URAUpdate,


URAUpdateConfirm,


URAUpdateConfirm-CCCH

FROM PDU-definitions


IntegrityCheckInfo

FROM UserEquipment-IEs;

--**************************************************************

--

-- Downlink CCCH messages

--

--**************************************************************

DL-CCCH-Message ::= SEQUENCE {


integrityCheckInfo

IntegrityCheckInfo

OPTIONAL,


message




DL-CCCH-MessageType

}

DL-CCCH-MessageType ::= CHOICE {



rrcConnectionReEstablishment

RRCConnectionReEstablishment-CCCH,


rrcConnectionReject




RRCConnectionReject,

rrcConnectionRelease



RRCConnectionRelease-CCCH,

rrcConnectionSetup




RRCConnectionSetup,


uraUpdateConfirm




URAUpdateConfirm-CCCH,


extension






NULL

}

--**************************************************************

--

-- Uplink CCCH messages

--

--**************************************************************

UL-CCCH-Message ::= SEQUENCE {


integrityCheckInfo

IntegrityCheckInfo

OPTIONAL,


message




UL-CCCH-MessageType

}

UL-CCCH-MessageType ::= CHOICE {


cellUpdate






CellUpdate,


rrcConnectionReEstablishmentRequest
RRCConnectionReEstablishmentRequest,

rrcConnectionReleaseComplete

RRCConnectionReleaseComplete-CCCH,

rrcConnectionRequest



RRCConnectionRequest,


uraUpdate






URAUpdate,


extension






NULL

}

11.2
PDU definitions

-- ***************************************************

--

-- RRC CONNECTION RELEASE for CCCH

--

-- ***************************************************

RRCConnectionRelease-CCCH ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionRelease


RRCConnectionRelease

}
-- ***************************************************

--

-- RRC CONNECTION RELEASE COMPLETE for CCCH

--

-- ***************************************************

RRCConnectionReleaseComplete-CCCH ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionReleaseComplete
RRCConnectionReleaseComplete
}
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