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8.1.2
Paging
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Figure 5: Paging

8.1.2.1
General

This procedure is used to transmit paging information to selected UEs in idle mode, CELL_PCH or URA_PCH state using the paging control channel (PCCH). Upper layers in the network may request paging, to e.g. establish a signalling connection. UTRAN may initiate paging in CELL_PCH or URA_PCH state, to trigger a UE state. In addition, UTRAN may initiate paging in idle mode, CELL_PCH and URA_PCH state to trigger reading of updated system information.

8.1.2.2
Initiation 

UTRAN initiates the paging procedure by broadcasting a PAGING TYPE 1 message on an appropriate paging occasion on the PCCH. 

UTRAN may repeat paging of a UE in several paging occasions to increase the probability of proper reception of a page. 

UTRAN may page several UEs in the same paging occasion by including one IE "Paging record" for each UE in the PAGING TYPE 1 message. UTRAN may also indicate that system information has been updated, by including the value tag of the master information block in the IE "BCCH modification information" in the PAGING TYPE 1 message. In this case, UTRAN may omit the IEs "Paging record".

UTRAN shall not set more than one IE "Paging record" for same UE in one PAGING TYPE 1 message.
8.1.2.3
Reception of an PAGING TYPE 1 message by the UE

The UE shall in idle mode, CELL_PCH state and URA_PCH state receive the paging information for all its monitored paging occasions. For an UE in idle mode, the paging occasions are specified in TS 25.304 and depend on the IE "CN domain specific DRX cycle length coefficient", as specified in 8.5.7.1.1. For an UE in CELL_PCH state and URA_PCH state the paging occasions depend also on the IE "UTRAN DRX Cycle length coefficient" and the IE "DRX indicator", as specified in subclauses 8.5.7.3.2 and 8.5.7.3.3 respectively.

When the UE receives a PAGING TYPE 1 message, it shall check each occurrence of the IE "Paging record" 

For each included paging record the UE shall compare the included identity with the identity of the UE according to the following:

An idle mode UE shall:
-
if the IE "paging originator" is CN, compare the included identities of type CN UE identity with all of its allocated CN UE identities. 
-
for each match, forward the identity and paging cause to the upper layer entity indicated by the IE "CN domain identity".

-
if the IE "paging originator" is UTRAN, ignore that paging record.
A connected mode UE shall;
-
if the IE "paging originator" is UTRAN, compare the included identities of type " Connected mode identity" with its allocated U-RNTI. 
-
for each match,, the UE shall enter CELL_FACH state and perform a cell update procedure with cause "paging response" as specified in subclause 8.3.1.2.

-
if the IE "paging originator" is CN, ignore that paging record.
If the IE "BCCH modification info" is included, the UE shall perform the actions as specified in subclause 8.1.1


***   Next modified section   ***

8.1.3
RRC connection establishment
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Figure 6: RRC Connection Establishment, network accepts RRC connection
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Figure 7: RRC Connection Establishment, network rejects RRC connection

8.1.3.1
General

The purpose with this procedure is to establish an RRC connection. 

8.1.3.2
Initiation

The non-access stratum in the UE may request the establishment of at most one RRC connection per UE.

Upon initiation of the procedure, the UE shall set the variable PROTOCOL_ERROR_INDICATOR to FALSE.

The UE shall transmit an RRC CONNECTION REQUEST message on the uplink CCCH, reset counter V300, and start timer T300. 

The UE shall perform the mapping of the Access Class to an Access Service Class as specified in subclause 8.5.14, and shall apply the given Access Service Class when accessing the RACH.

The UE shall set the IE "Establishment cause" according to indications from the upper layers.
The UE shall set the IE "Initial UE identity" according to subclause 8.5.1.

The UE shall indicate its capability in the IE "Initial UE capability".

The UE shall set the IE "Protocol error indicator" to the value of the variable PROTOCOL_ERROR_INDICATOR.

The UE shall include a measurement report, as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in system information block type 11.


***   Next modified section   ***

10.2.17
PAGING TYPE 2

This message is used to page an UE in connected mode, when using the DCCH for CN originated paging.


RLC-SAP: AM 


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE information elements





Integrity check info
CH

Integrity check info 10.3.3.16


Paging cause
MP

Paging cause 10.3.3.24


CN Information elements





CN domain identity
MP

CN domain identity 10.3.1.1


Paging Record Type Identifier
MP

Paging Record Type Identifier 10.3.1.10



***   Next modified section   ***

10.3.3.11
Establishment cause

Cause for an RRC connection establishment request.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Establishment cause
MP

Enumerated(

Originating Conversational Call, 

Originating Streaming Call, 

Originating Interactive Call, 

Originating Background Call, 



Terminating Conversational Call,

Terminating Streaming Call,

Terminating Interactive Call,
Terminating Background Call, 
Emergency Call,

Inter-system cell re-selection,

Registration,


Detach,

SMS,

Call re-establishment)
At least 18 spare values, Criticality: reject, are needed

NOTE:
These causes shall be aligned with causes received from higher layers.


***   Next modified section   ***

10.3.3.24
Paging cause

Cause for a CN originated page.
Information Element/Group name
Need
Multi
Type and reference
Semantics description

Paging cause
MP

Enumerated(

Terminating Conversational Call,

Terminating Streaming Call,

Terminating Interactive Call,
Terminating Background Call,
SMS
)
At least 3 spare values, Criticality: reject, are needed

NOTE:
These causes shall be aligned with causes received from higher layers.

10.3.3.25
Paging record

Information Element/Group name
Need
Multi
Type and reference
Semantics description

CHOICE Paging originator
MP




> CN originator





>> Paging cause
MP

Paging cause 10.3.3.24


>> CN domain identity
MP

CN domain identity 10.3.1.1


>>CHOICE UE Identity
MP


At least 3 spare choice, Criticality: reject, are needed

>>>IMSI (GSM-MAP)


IMSI (GSM-MAP) 10.3.1.6


>>>TMSI (GSM-MAP)


TMSI (GSM-MAP) 10.3.1.18


>>>P-TMSI (GSM-MAP)


P-TMSI (GSM-MAP) 10.3.1.13


>>>IMSI (DS-41)


TIA/EIA/IS-2000-4


>>>TMSI (DS-41)


TIA/EIA/IS-2000-4


> UTRAN originator





>>U-RNTI
MP

U-RNTI 10.3.3.45


Condition
Explanation

CHOICE Paging originator
Condition under which the given paging originator is chosen

CN Originating
For CN originating pages (idle mode)

UTRAN Originating
For UTRAN originating pages (connected mode)


***   Next modified section   ***

11.2
PDU definitions

-- ***************************************************

--

-- PAGING TYPE 2

--

-- ***************************************************

PagingType2 ::= SEQUENCE {


-- User equipment IEs



pagingCause





PagingCause,


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



pagingRecordTypeID



PagingRecordTypeID,


-- Extension mechanism



non-Release99-Information

SEQUENCE {}






OPTIONAL

}


***   Next modified section   ***

11.3.3
User equipment information elements

UserEquipment-IEs DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


CN-DomainIdentity,


IMEI,


IMSI-GSM-MAP,


LAI,


P-TMSI-GSM-MAP,


RAI,


TMSI-GSM-MAP

FROM CoreNetwork-IEs


RB-ActivationTimeInfoList

FROM RadioBearer-IEs


FrequencyInfo

FROM PhysicalChannel-IEs


InterSystemInfo

FROM Measurement-IEs


ProtocolErrorInformation

FROM Other-IEs


maxAlgoTypeCount,


maxDRAC-Classes,


maxFrequencyBandsCount,


maxNoSystemCapability,


maxRAT-Count,


pageCount

FROM Constant-definitions;

ActivationTime ::=




INTEGER (0..255)

BackoffControlParams ::=


SEQUENCE {


n-AP-RetransMax





N-AP-RetransMax,


n-AccessFails





N-AccessFails,


nf-BO-NoAICH





NF-BO-NoAICH,


ns-BO-Busy






NS-BO-Busy,


nf-BO-AllBusy





NF-BO-AllBusy,


nf-BO-Mismatch





NF-BO-Mismatch,


t-CPCH







T-CPCH

}

C-RNTI ::=






BIT STRING (SIZE (16))

CapabilityUpdateRequirement ::=

SEQUENCE {


ue-RadioCapabilityUpdateRequirement
BOOLEAN,


systemSpecificCapUpdateReqList

SystemSpecificCapUpdateReqList

OPTIONAL

}

CellUpdateCause ::=




ENUMERATED { 











cellReselection,











periodicCellUpdate,











ul-DataTransmission,











pagingResponse,











rb-ControlResponse,











spare1, spare2, spare3 }

ChipRateCapability ::=



ENUMERATED {











mcps3-84, mcps1-28 }

CipheringAlgorithm ::=



ENUMERATED {











standardUEA1,











spare1, spare2, spare3, spare4,











spare5, spare6, spare7, spare8,











spare9, spare10, spare11, spare12,











spare13, spare14, spare15 }

CipheringModeCommand ::=


CHOICE {


startRestart





CipheringAlgorithm,


stopCiphering





NULL

}

CipheringModeInfo ::=



SEQUENCE {


cipheringModeCommand



CipheringModeCommand,


-- TABULAR: The ciphering algorithm is included in 


-- the CipheringModeCommand.


activationTimeForDPCH



ActivationTime





OPTIONAL,


rb-DL-CiphActivationTimeInfo

RB-ActivationTimeInfoList


OPTIONAL

}

CN-PagedUE-Identity ::=



CHOICE {


imsi-GSM-MAP





IMSI-GSM-MAP,


tmsi-GSM-MAP





TMSI-GSM-MAP,


p-TMSI-GSM-MAP





P-TMSI-GSM-MAP,


imsi-DS-41






IMSI-DS-41,


tmsi-DS-41






TMSI-DS-41,


spare







NULL

}

CompressedModeMeasCapability ::= 
SEQUENCE {


fdd-Measurements




BOOLEAN,


tdd-Measurements




BOOLEAN,


gsm-Measurements




GSM-Measurements,


multiCarrierMeasurements


BOOLEAN

}

ConformanceTestCompliance ::=

ENUMERATED {











r99,











spare1, spare2, spare3, spare4,











spare5, spare6, spare7 }

CPCH-Parameters ::=




SEQUENCE {


initialPriorityDelayList


InitialPriorityDelayList


OPTIONAL,


backoffControlParams



BackoffControlParams

}

DL-PhysChCapabilityFDD ::=


SEQUENCE {


maxSimultaneousCCTrCH-Count


MaxSimultaneousCCTrCH-Count,


maxNoDPCH-PDSCH-Codes



INTEGER (1..8),


maxNoPhysChBitsReceived



MaxNoPhysChBitsReceived,


supportForSF-512




BOOLEAN,


supportOfPDSCH





BOOLEAN,


simultaneousSCCPCH-DPCH-Reception
SimultaneousSCCPCH-DPCH-Reception

}

DL-PhysChCapabilityTDD ::=


SEQUENCE {


maxSimultaneousCCTrCH-Count


MaxSimultaneousCCTrCH-Count,


maxTS-PerFrame





MaxTS-PerFrame,


maxPhysChPerFrame




MaxPhysChPerFrame,


minimumSF






MinimumSF-DL,


supportOfPDSCH





BOOLEAN


}

DL-TransChCapability ::=


SEQUENCE {


maxNoBitsReceived




MaxNoBits,


maxConvCodeBitsReceived



MaxNoBits,


turboDecodingSupport



TurboSupport,


maxSimultaneousTransChs



MaxSimultaneousTransChsDL,


maxReceivedTransportBlocks


MaxTransportBlocksDL,


maxNumberOfTFC-InTFCS



MaxNumberOfTFC-InTFCS-DL,


maxNumberOfTF





MaxNumberOfTF

}

DRAC-SysInfo ::=




SEQUENCE {


transmissionProbability



TransmissionProbability,


maximumBitRate





MaximumBitRate

}

DRAC-SysInfoList ::=



SEQUENCE (SIZE(1..maxDRAC-Classes)) OF











DRAC-SysInfo

DRX-CycleLengthCoefficient ::=

INTEGER (2..12)

DRX-Indicator ::=




ENUMERATED {











noDRX,











drxWithCellUpdating,











drxWithURA-Updating,











spare1 }

ESN-DS-41 ::=





BIT STRING (SIZE (32))

EstablishmentCause ::=



ENUMERATED {











originatingConversationalCall,










originatingStreamingCall,











originatingInteractiveCall,











originatingBackgroundCall,












terminatingConversationalCall,











terminatingStreamingCall,











terminatingInteractiveCall,










terminatingBackgroundCall,











emergencyCall,











interSystemCellReselection,











registration,










detach,











sms,











callRe-establishment,












spare1, spare2, spare3, spare4,











spare5, spare6, spare7, spare8,











spare9, spare10, spare11, spare12,











spare13, spare14, spare15, spare16











spare17, spare18 }

FailureCauseWithProtErr ::=


CHOICE {


configurationUnacceptable


NULL,


physicalChannelFailure



NULL,


incompatibleSimultaneousReconfiguration











NULL,


protocolError





ProtocolErrorInformation,


spare







NULL

}

GSM-Measurements ::=



SEQUENCE {


gsm900







BOOLEAN,


dcs1800







BOOLEAN,


gsm1900







BOOLEAN

}

HyperFrameNumber ::=



BIT STRING (SIZE (20))

IMSI-and-ESN-DS-41 ::=



SEQUENCE {


imsi-DS-41






IMSI-DS-41,


esn-DS-41






ESN-DS-41

}

IMSI-DS-41 ::=





OCTET STRING (SIZE (5..7))

InitialPriorityDelayList ::=

SEQUENCE (SIZE (8)) OF











NS-IP

InitialUE-Capability ::=


SEQUENCE {


maximumAM-EntityNumber



MaximumAM-EntityNumber

}

InitialUE-Identity ::=



CHOICE {


imsi







IMSI-GSM-MAP,


tmsi-and-LAI





TMSI-and-LAI-GSM-MAP,


p-TMSI-and-RAI





P-TMSI-and-RAI-GSM-MAP,


imei







IMEI,


esn-DS-41






ESN-DS-41,


imsi-DS-41






IMSI-DS-41,


imsi-and-ESN-DS-41




IMSI-and-ESN-DS-41,


tmsi-DS-41






TMSI-DS-41,


spare







NULL

}

IntegrityCheckInfo ::=



SEQUENCE {


messageAuthenticationCode


MessageAuthenticationCode,


rrc-MessageSequenceNumber


RRC-MessageSequenceNumber

}

IntegrityProtActivationInfo ::=

SEQUENCE {


rrc-MessageSequenceNumberList

RRC-MessageSequenceNumberList

}

IntegrityProtectionAlgorithm ::=
ENUMERATED {











standardUIA1,











spare1, spare2, spare3, spare4,











spare5, spare6, spare7, spare8,











spare9, spare10, spare11, spare12,











spare13, spare14, spare15 }

IntegrityProtectionModeCommand ::= 
CHOICE {


startIntegrityProtection


SEQUENCE {



integrityProtInitNumber



IntegrityProtInitNumber


},


modify







SEQUENCE {



dl-IntegrityProtActivationInfo

IntegrityProtActivationInfo


},


spare







NULL

}

IntegrityProtectionModeInfo ::=

SEQUENCE {


integrityProtectionModeCommand

IntegrityProtectionModeCommand,


-- TABULAR: DL integrity protection activation info and Integrity


-- protection intialisation number have been nested inside 


-- IntegrityProtectionModeCommand.


integrityProtectionAlgorithm

IntegrityProtectionAlgorithm

OPTIONAL


}

IntegrityProtInitNumber ::=


BIT STRING (SIZE (32))

LCS-Capability ::=




SEQUENCE {


standaloneLocMethodsSupported

BOOLEAN,


ue-BasedOTDOA-Supported



BOOLEAN,


networkAssistedGPS-Supported

NetworkAssistedGPS-Supported,


gps-ReferenceTimeCapable


BOOLEAN,


supportForIDL





BOOLEAN

}

MaximumAM-EntityNumber ::=


ENUMERATED {











am-2to3,











am-4to8,











am-16to32,











spare1 }

MaximumAM-EntityNumberRLC-Cap ::=
ENUMERATED {











am2, am3, am4, am8, am16, am32,











spare1, spare2 }

-- Actual value = IE value * 16

MaximumBitRate ::=




INTEGER (0..32)

MaxNoDPDCH-BitsTransmitted ::=

ENUMERATED {











b150, b300, b600, b1200, b2400, 











b4800, b9600, b19200, b28800, b38400,











b48000, b57600,











spare1, spare2, spare3, spare4 }

MaxNoBits ::=





ENUMERATED {











b640, b1280, b2560, b3840, b5120,











b6400, b7680, b8960, b10240,











b20480, b40960, b81920, b163840,











spare1, spare2, spare3 }

MaxNoPhysChBitsReceived ::=


ENUMERATED {











b300, b600, b1200, b2400, b4800,











b9600, b19200, b28800, b38400,











b48000, b57600, b67200,











spare1, spare2, spare3, spare4 }

MaxNoSCCPCH-RL ::=




ENUMERATED {











rl1, spare1, spare2, spare3,











spare4, spare5, spare6, spare7 }

MaxNumberOfTF ::=




ENUMERATED {











tf32, tf64, tf128, tf256,











tf512, tf1024, spare1, spare2 }

MaxNumberOfTFC-InTFCS-DL ::=

ENUMERATED {











tfc16, tfc32, tfc48, tfc64, tfc96, 











tfc128, tfc256, tfc512, tfc1024,











spare1, spare2, spare3, spare4,











spare5, spare6, spare7 }

MaxNumberOfTFC-InTFCS-UL ::=

ENUMERATED {











tfc4, tfc8, tfc16, tfc32, tfc48, tfc64, 











tfc96, tfc128, tfc256, tfc512, tfc1024,











spare1, spare2, spare3, spare4,











spare5 }

-- TABULAR: Used range in Release99 is 1..224

MaxPhysChPerFrame ::=



INTEGER (1..224)

MaxPhysChPerTimeslot ::=


ENUMERATED {











ts1, ts2 }

MaxSimultaneousCCTrCH-Count ::=

INTEGER (1..8)

MaxSimultaneousTransChsDL ::=

ENUMERATED {











e4, e8, e16, e32 }

MaxSimultaneousTransChsUL ::=

ENUMERATED {











e2, e4, e8, e16, e32,











spare1, spare2, spare3 }

MaxTransportBlocksDL ::=


ENUMERATED {











tb4, tb8, tb16, tb32, tb48,











tb64, tb96, tb128, tb256, tb512,











spare1, spare2, spare3,











spare4, spare5, spare6 }

MaxTransportBlocksUL ::=


ENUMERATED {











tb2, tb4, tb8, tb16, tb32, tb48,











tb64, tb96, tb128, tb256, tb512,











spare1, spare2, spare3,











spare4, spare5 }

-- TABULAR: Used range in Release99 is 1..14

MaxTS-PerFrame ::=




INTEGER (1..16)

-- TABULAR: This IE contains dependencies to UE-MultiModeRAT-Capability,

-- the conditional fields have been left mandatory for now.

MeasurementCapability ::=


SEQUENCE {


downlinkCompressedMode



CompressedModeMeasCapability,


uplinkCompressedMode



CompressedModeMeasCapability


}

MessageAuthenticationCode ::=

BIT STRING (SIZE (32))

MinimumSF-DL ::=




ENUMERATED {











sf1, sf16 }

MinimumSF-UL ::=




ENUMERATED {











sf1, sf2, sf4, sf8, sf16,











spare1, spare2, spare3 }

MultiModeCapability ::=



ENUMERATED {











tdd, fdd, fdd-tdd }

MultiRAT-Capability ::=



ENUMERATED {











gsm, multicarrier,











spare1, spare2 }

MultiRAT-CapabilityList ::=


SEQUENCE (SIZE (1..maxRAT-Count)) OF











MultiRAT-Capability

N-300 ::=






INTEGER (1..8)

N-302 ::=






INTEGER (1..8)

N-303 ::=






INTEGER (1..8)

N-304 ::=






INTEGER (1..8)

N-310 ::=






INTEGER (1..8)

N-312 ::=






ENUMERATED {











s1, s50, s100, s200, s400,











s600, s800, s1000 }

N-313 ::=






ENUMERATED {











s1, s50, s100, s200, s400,











s600, s800, s1000 }

N-315 ::=






ENUMERATED {











s1, s50, s100, s200, s400,











s600, s800, s1000 }

N-AccessFails ::=




INTEGER (1..64)

N-AP-RetransMax ::=




INTEGER (1..64)

NetworkAssistedGPS-Supported ::=
ENUMERATED {











networkBased, 











ue-Based,











bothNetworkAndUE-Based,











noNetworkAssistedGPS }

NF-BO-AllBusy ::=




INTEGER (0..31)

NF-BO-NoAICH ::=




INTEGER (0..31)

NF-BO-Mismatch ::=




INTEGER (0..127)

NS-BO-Busy ::=





INTEGER (0..63)

NS-IP ::=






INTEGER (0..28)

P-TMSI-and-RAI-GSM-MAP ::=


SEQUENCE {


p-TMSI







P-TMSI-GSM-MAP,


rai








RAI

}

PagingCause ::=





ENUMERATED {











terminatingConversationalCall,











terminatingStreamingCall,











terminatingInteractiveCall,










terminatingBackgroundCall,










sms,












spare1, spare2, spare3 }

PagingRecord ::=




CHOICE {


cn-Page







SEQUENCE {



pagingCause






PagingCause,



cn-DomainIdentity




CN-DomainIdentity,



cn-pagedUE-Identity




CN-PagedUE-Identity


},


utran-Page






SEQUENCE {



u-RNTI







U-RNTI


}

}

PagingRecordList ::=



SEQUENCE (SIZE (1..pageCount)) OF











PagingRecord
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Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





