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4.5.3
FDD Physical channel parameters in downlink

Maximum number of DPCH/PDSCH codes to be simultaneously received

Defines the number of codes the UE is capable of receiving in parallel. For DPCH in soft/softer handover, each DPCH is only calculated once in this capability. The capability does not include codes used for S-CCPCH.

Maximum number of physical channel bits received in any 10 ms interval (DPCH, PDSCH, S-CCPCH)

Defines the number of physical channel bits the UE is capable of receiving. For DPCH in soft/softer handover, each DPCH is only calculated once in this capability. 
The number of DPCH channel bits indicates the capability for normal, un-compressed mode. 
The parameter also indicates the capability of the UE to support compressed mode by spreading factor reduction. For  parameter values up to and including 9600 bits, the UE shall also be able to support compressed mode by SF reduction when operating, in normal mode, at any value up to the reported capability.  For parameter values greater than 9600 bits, the UE shall be able to support compressed mode by spreading factor reduction when operating, in normal mode, at any value up to half the reported capability or 9600bits, whichever is greater. 
Support for SF 512

Spreading factor 512 should not be mandatory for all UEs. 

The corresponding configuration parameter is Spreading factor which is part of Downlink DPCH info.

Support of PDSCH

Support of PDSCH is only required for some RAB realisations, and is therefore a UE capability. 

The corresponding configuration parameter is Downlink transport channel type, which is part of RB mapping info.

Simultaneous reception of SCCPCH and DPCH

Simultaneous reception of SCCPCH and DPCH, i.e. simultaneous reception of FACH and DCH is required for e.g. DRAC procedure, but it should not be mandatory for all UEs (e.g. speech only UEs). 

There is no specific configuration parameter.

Simultaneous reception of SCCPCH, DPCH and PDSCH

Simultaneous reception of SCCPCH, DPCH and PDSCH, i.e. simultaneous reception of FACH, DCH and DSCH is required for e.g. simultaneous use of DSCH and the DRAC procedure, but it should not be mandatory for all UEs (e.g. speech only UEs). The PDSCH part of this capability is only relevant if the UE supports PDSCH, as covered by the capability "Support of PDSCH".

There is no specific configuration parameter.

Maximum number of simultaneous S-CCPCH radio links

Defines the maximum number of radio links on which the UE is capable of receiving S-CCPCH simultaneously. 

4.5.4
FDD physical channel parameters in uplink

Maximum number of DPDCH bits per 10 ms

This capability combines the 'Max number of DPDCH' and 'Minimum SF' capabilities into one capability. Note that no flexibility is lost due to this, as multiple DPDCH is only used for SF=4, i.e. when the number of DPDCH bits exceed a certain value.

The number of DPDCH channel bits indicates the capability for normal, un-compressed mode. The UE shall also be able to support compressed mode by SF reduction when operating at this value.

Support of PCPCH

Support of PCPCH is only required for some RAB realisations, and is therefore a UE capability.

There is no specific configuration parameter.



