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Currently, default value of Default DPCH Offset Value (DOFF) is defined as 0. However, since UE continues to use the last received offset value during UE is in Cell_DCH, it is preferable to define this parameter as OP instead of MP. New section is made to describe the usage of DOFF. 
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8.5.7.6.x Default DPCH Offset Value
If the IE "Default DPCH Offset Value" is included the UE shall:

· use its value to determine Frame Offset and Chip Offset from the SFN timing in a cell.
If the IE “Default DPCH Offset Value” is not included, the UE shall:

· use the previously received value stored in variable DOFF.  If there is no previously received value stored in DOFF, the UE should use the value 0.
After transition from CELL_DCH state to other states, the UE shall erase the value stored in variable DOFF.
10.3.6.20
Downlink information common for all radio links

NOTE:
Only for FDD

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Downlink DPCH info common for all RL
OP

Downlink DPCH info common for all RL 10.3.6.14


Default DPCH Offset Value

OP

Default DPCH Offset Value,

10.3.6.13



DPCH compressed mode info
MD

DPCH compressed mode info 10.3.6.27
Default value is the existing value of DPCH compressed mode information

TX Diversity Mode
MD

TX Diversity Mode 10.3.6.74
Default value is the existing value of TX Diversity mode

SSDT information
OP

SSDT information 10.3.6.67


10.3.6.22
Downlink information common for all radio links Pre

NOTE:
Only for FDD

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Downlink DPCH info common for all RL
MP

Downlink DPCH info common for all RL Pre

10.3.6.16


Default DPCH Offset Value

OP

Default DPCH Offset Value,

10.3.6.13




11.3.6
Physical channel information elements

DL-CommonInformation ::=


SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommon




OPTIONAL,


defaultDPCH-OffsetValue



DefaultDPCH-OffsetValue



OPTIONAL,


dpch-CompressedModeInfo



DPCH-CompressedModeInfo



OPTIONAL,


tx-DiversityMode




TX-DiversityMode




OPTIONAL,


ssdt-Information




SSDT-Information




OPTIONAL

}

DL-CommonInformationPredef ::=

SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommonPredef


OPTIONAL,


defaultDPCH-OffsetValue



DefaultDPCH-OffsetValue



OPTIONAL

}

13.4.X

DOFF

This variable contains the default offset value in the UE.  See TS25.402 for details.
Note: Only for FDD
Information Element/Group name
Need
Multi
Type and reference
Semantics description

Default DPCH Offset Value (DOFF)
OP

Default DPCH Offset Value,

10.3.6.13


