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8.5.7.6
Physical channel information elements

8.5.7.6.1
Frequency info

8.5.7.6.2
PRACH info

8.5.7.6.3
Secondary CCPCH info

8.5.7.6.4
Uplink DPCH info

8.5.7.6.5
Downlink DPCH info

8.5.7.6.6
Maximum allowed UL TX power

8.5.7.6.7
Gated transmission control info

8.5.7.6.8
PDSCH with SHO DCH Info (FDD only)

8.5.7.6.9
PDSCH code mapping (FDD only)

8.5.7.6.10
Uplink DPCH power control info

8.5.7.6.11
Secondary CPICH info

8.5.7.6.12
Primary CPICH usage for channel estimation

8.5.7.6.13
DPCH frame offset

8.5.7.6.14
DPCH Compressed mode info

8.5.7.6.15
Repetition period, Repetition length, Offset

8.5.7.6.16
CPCH SET Info (FDD only)

If the UE has the capability to use CPCH, the UE shall use the following general procedures:

If an IE “CPCH SET Info” is included in a dedicated message, the UE shall:

-
read the “CPCH set ID” included in the IE, and

-
store the IE using the “CPCH set ID” as an address tag, and
-
release any active dedicated physical channels in the uplink; and 
-
let the PCPCHs listed  in the CPCH set be the default in the uplink for CPCH.
If an IE “CPCH SET Info” is included in a System Information message, the UE shall:

-
read the “CPCH set ID” included in the IE, and,

-
store the IE using the “CPCH set ID” as an address tag.
8.5.7.6.17
CPCH set ID (FDD only)

If the UE has the capability to use CPCH, the UE shall use the following general procedures:

If an IE “CPCH set ID” is included in a dedicated message and not as part of IE “CPCH SET Info”, the UE shall:

-
use the IE as an address tag to retrieve the corresponding stored “CPCH SET Info”, and
-
release any active dedicated physical channels in the uplink; and 
-
let the PCPCHs listed  in the CPCH set be the default in the uplink for CPCH.
If an IE “CPCH set ID” is included in a dedicated message and not as part of IE “CPCH SET Info”, and if there is no corresponding stored “CPCH SET Info”, the UE shall:

-
release any active dedicated physical channels in the uplink; and 
-
let the last assigned PRACH be the default in the uplink for RACH, and
-
obtain current System Information on SCCPCH to obtain and store the “CPCH SET info” IE(s), and
-
upon receipt of a “CPCH SET Info” which corresponds to the “CPCH set ID” IE, let the PCPCHs listed  in that CPCH set be the default in the uplink for CPCH.
10.2.10
HANDOVER TO UTRAN COMMAND 

This message is sent to the UE via other system to make a handover to UTRAN.


RLC-SAP: N/A (Sent through a different RAT)


Logical channel: N/A (Sent through a different RAT)


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

New U-RNTI
MP

U-RNTI Short 10.3.3.46


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

Ciphering algorithm
OP

Ciphering algorithm 10.3.3.4


RAB info
MP

RAB info 10.3.4.8
One RAB is established

CHOICE specification mode
MP




>Complete specification





UE information elements





>>Re-establishment timer
MP

Re-establishment timer
10.3.3.30


RB information elements





>>Signalling RB information to setup list
MP
1 to <maxSRBsetup>

For each signalling radio bearer established

>>>Signalling RB information to setup
MP

Signalling RB information to setup 10.3.4.21


>>RB information to setup list
MP
1 to <maxRBperRAB>



>>>RB information to setup
MP

RB information to setup
10.3.4.17


Uplink transport channels





>>UL Transport channel information common for all transport channels
MP

UL Transport channel information common for all transport channels 10.3.5.24


>>Added or Reconfigured TrCH information
MP
1 to <maxTrCH>



>>>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


Downlink transport channels





>>DL Transport channel information common for all transport channels
MP

DL Transport channel information common for all transport channels 10.3.5.6


>>Added or Reconfigured TrCH information
MP
1 to <maxTrCH>



>>>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information

10.3.5.1


Uplink radio resources





>>Uplink DPCH info 
MP

Uplink DPCH info 10.3.6.76


>>CPCH SET Info
OP

CPCH SET Info 10.3.6.10


Downlink radio resources





>>CHOICE mode
MP




>>>FDD





>>>>Downlink information common for all radio links
MP

Downlink information common for all radio links

10.3.6.20


>>>>Downlink PDSCH information
OP

Downlink PDSCH information

10.3.6.26








>>>TDD



(no data)

>>Downlink information per radio link
MP
1 to <maxRL>



>>>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


>Preconfiguration





>>Predefined configuration identity
MP

Predefined configuration identity 10.3.4.5


>>Uplink DPCH info 
MP

Uplink DPCH info Post10.3.6.77


Downlink radio resources





>>CHOICE mode





>>>FDD





>>>>Downlink information common for all radio links


Downlink information common for all radio links Post 10.3.6.21


>>>TDD



(no data)

>>Downlink information per radio link
MP
1 to <maxRL>

Send downlink information for each radio link to be set-up. 

In TDD MaxRL is 1.

>>>Downlink information for each radio link
MP

Downlink information for each radio linkPost

10.3.6.24


Frequency info
MP

Frequency info

10.3.6.30


Maximum allowed UL TX power
MP

Maximum allowed UL TX power
10.3.6.33


CHOICE mode
MP




>FDD



(no data)

>TDD





>>Primary CCPCH Tx Power
MP

Primary CCPCH Tx Power 10.3.6.50


10.2.20
PHYSICAL CHANNEL RECONFIGURATION

This message is used by UTRAN to assign, replace or release a set of physical channels used by a UE.


RLC-SAP: AM or UM 


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


RB information elements





RB with PDCP information list
OP
1 to <maxRBallRABs>

This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

>RB with PDCP information
MP

RB with PDCP information

10.3.4.19


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing value of the maximum allowed UL TX power

CHOICE channel requirement
OP


At least one criticality=reject spare value needed for future extension

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


>CPCH SET Info


CPCH SET Info 10.3.6.10


>CPCH set ID


CPCH set ID 10.3.5.3


Downlink radio resources





CHOICE mode
MP




>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.26








> TDD



(no data)

Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


10.2.25
RADIO BEARER RECONFIGURATION

This message is sent from UTRAN to reconfigure parameters related to a change of QoS. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN information elements





CN Information info
OP

CN Information info 10.3.1.3


RB information elements





RB information to reconfigure list
MP
1to <maxRB>



>RB information to reconfigure
MP

RB information to reconfigure 10.3.4.15


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.14


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP


1 to <maxTrCH>



> Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP


1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP


1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Deleted TrCH information list
OP


1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP


1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


>CPCH SET Info


CPCH SET Info 10.3.6.10


Downlink radio resources





CHOICE mode
MP




>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.26








>TDD



(no data)

Downlink information per radio link list
OP


1 to <maxRL>



>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


10.2.28
RADIO BEARER RELEASE

This message is used by UTRAN to release a radio bearer. It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM 


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


RB Information Elements





RB information to release list
MP
1 to <maxRB>



>RB information to release
MP

RB information to release 10.3.4.16


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.14


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP
1 to <axTrCH>



>Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP
1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


>CPCH SET Info


CPCH SET Info 10.3.6.10


Downlink radio resources





CHOICE mode
MP




>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.26








>TDD



(no data)

Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link to be set-up

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


10.2.31
RADIO BEARER SETUP

This message is sent by UTRAN to the UE to establish new radio bearer(s). It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


RB Information Elements





Signalling RB information to setup list
OP
1 to <maxSRBsetup>

For each signalling radio bearer established

>Signalling RB information to setup
MP

Signalling RB information to setup 10.3.4.21


RAB information to setup list
MP
1 to <maxRABsetup>

For each RAB established

>RAB information for setup
MP

RAB information for setup 10.3.4.9


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.14


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP
1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels10.3.5.6


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


>CPCH SET Info


CPCH SET Info 10.3.6.10


Downlink radio resources





CHOICE mode
MP




>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information10.3.6.26








>TDD



(no data)

Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link 

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


10.2.37
RRC CONNECTION RE-ESTABLISHMENT

This message is sent by UTRAN in order to re-establish an RRC connection.


RLC-SAP: UM 


Logical channel: CCCH, DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





U-RNTI
CV-CCCH

U-RNTI 10.3.3.45


Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

RLC reset indicator (for C-plane) 
MP

RLC reset indicator 10.3.3.35


RLC reset indicator (for U-plane) 
MP

RLC reset indicator 10.3.3.35


CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


RB Information Elements





Signalling RB information to setup list
OP
1 to <maxSRBsetup>

For each signalling radio bearer established

>Signalling RB information to setup
MP

Signalling RB information to setup 10.3.4.21


RAB information for setup list
OP
1 to <maxRABsetup>

For each RAB established

>RAB information for setup
MP

RAB information for setup 10.3.4.9


RB information to release list
OP
1 to <maxRB>



>RB information to release
MP

RB information to release 10.3.4.16


RB information to reconfigure list
OP
1 to <maxRB>



>RB information to reconfigure
MP

RB information to reconfigure 10.3.4.15


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.14


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP
1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76.


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


>CPCH SET Info


CPCH SET Info 10.3.6.10


Downlink radio resources





CHOICE mode





>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.26








>TDD



(no data)

Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link to be set-up

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


Condition
Explanation

CCCH
This IE is only sent when CCCH is used

10.2.44
RRC CONNECTION SETUP

This message is used by the network to accept the establishment of an RRC connection for an UE, including assignment of signalling link information, transport channel information and optionally physical channel information.


RLC-SAP: UM 


Logical channel: CCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Initial UE identity
MP

Initial UE identity 10.3.3.14


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
MP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


UTRAN DRX cycle length coefficient
MP

UTRAN DRX cycle length coefficient 10.3.3.47


Capability update requirement
MD

Capability update requirement 10.3.3.2
Default value is defined in subclause 10.3.3.3

RB Information Elements





Signalling RB information to setup list
MP
4 to 5

Information for signalling radio bearers, in the order RB 0 up to 4.

>Signalling RB information to setup
MP

Signalling RB information to setup 10.3.4.21


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Added or Reconfigured TrCH
 information list
MP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Added or Reconfigured TrCH
 information list
MP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information

10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


>CPCH SET Info


CPCH SET Info 10.3.6.10


Downlink radio resources





CHOICE mode
MP




>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.20


>TDD



(no data)

Downlink information per radio link list
OP
1 to <MaxRL>

Send downlink information for each radio link to be set-up

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


10.2.54
TRANSPORT CHANNEL RECONFIGURATION

This message is used by UTRAN to configure the transport channel of a UE. This also includes a possible reconfiguration of physical channels. The message can also be used to assign a TFC subset and reconfigure physical channel.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


RB information elements





RB with PDCP information list
OP
1 to <maxRBallRABs>

This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

>RB with PDCP information
MP

RB with PDCP information

10.3.4.19


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Added or Reconfigured TrCH
 information list
MP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP
1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Added or Reconfigured TrCH
 information list
MP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information

10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


>CPCH SET Info


CPCH SET Info 10.3.6.10


Downlink radio resources





CHOICE mode





>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.26








>TDD



(no data)

Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link 

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


10.3.3.7
CPCH Parameters
NOTE:
Only for FDD.

These parameters are used by any UE using any CPCH set allocated to the cell that is broadcasting this system information.
Information Element/Group name
Need
Multi
Type and reference
Semantics description

Initial Priority Delay
OP
1 to maxASC

Initial delays for ASC priority. 

>NS_IP
MP

Integer (0…28)
Number of slots for initial fixed delay for each ASC priority level

Backoff control parameters
MP




>N_ap_retrans_max
MP

Integer (1…64)
Max number of AP transmissions without AP-AICH response, a PHY parameter.

>N_access_fails
MP

Integer (1…64)
Max number of preamble ramping cycles when NAK response received, a MAC parameter.

>NF_bo_no aich
MP

Integer (0…31)
Number of frames for UE backoff after N ap_retrans_max unsuccessful AP access attempts, a MAC parameter.

>NS_bo_busy
MP

Integer (0…63)
Number of slots for UE fixed backoff after access attempt to busy CPCH, a MAC parameter.

>NF_bo_all_busy
MP

Integer (0…31)
Max number of frames for UE backoff after access attempt to last busy CPCH, a MAC parameter. UE randomly selects backoff value from range (0..NF_bo_all_busy)

>NF_bo_ mismatch
MP

Integer (0…127)
Max number of frames for the UE backoff after received mismatch on CD/CA-ICH, a MAC parameter. UE randomly selects backoff value from range (0..NF_bo_mismatch)

>T_CPCH
MP

Enumerated (0, 1)
CPCH channel timing used to determine Tau, a PHY parameter

Power Control Algorithm
MP

Enumerated (algorithm 1, algorithm 2)
Specifies algorithm to be used by UE to interpret TPC commands

TPC step size
CV algo

Integer (1, 2)
In dB

DL DPCCH BER
MP

Integer (0..63)
The BER quality value shall be set in the range

0 ( DPCCH BER ( 1 

in the unit BER_dB where:


BER_dB_0: DPCCH BER = 0

BER_dB_1: -( < Log10(DPCCH BER) < -4.03

BER_dB_2: -4.03 ( Log10(DPCCH BER) < -3.965

BER_dB_3: -3.965 ( Log10(DPCCH BER) < -3.9

...

BER_dB_61: -0.195 ( Log10(DPCCH BER) < -0.13

BER_dB_62: -0.13 ( Log10(DPCCH BER) < -0.065

BER_dB_63: -0.065 ( Log10(DPCCH BER) ( 0

Condition
Explanation

algo
The IE is mandatory if "Power Control Algorithm" is set to "algorithm 1", otherwise the IE is not needed

10.3.5.3 
CPCH set ID

NOTE:
Only for FDD.

This information element indicates that this transport channel may use any of the Physical CPCH channels defined in the CPCH set info which contains the same CPCH set ID. The CPCH set ID associates the transport channel with a set of PCPCH channels defined in a CPCH set info IE and a set of CPCH persistency values. The CPCH set info IE(s) and the CPCH persistency values IE(s) each include the CPCH set ID and are part of the SYSTEM INFORMATION message

Information Element/Group name
Need
Multi
Type and reference
Semantics description

CPCH set ID
MP

Integer(1...<maxCPCHsets>)
Identifier for CPCH set info and CPCH persistency value messages







10.3.10
Multiplicity values and type constraint values

The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

Constant
Explanation
Value

CN information



maxCNdomains
Maximum number of CN domains
4

maxSignallingFlow
Maximum number of flow identifiers
16

UTRAN mobility information



maxRAT
Maximum number or Radio Access Technologies
maxOtherRAT + 1

maxOtherRAT
Maximum number or other Radio Access Technologies
15

maxURA
Maximum number of URAs in a cell
8

maxInterSysMessages
Maximum number of Inter System Messages
4

maxRABsetup
Maximum number of RABs to be established
16

UE information



maxPDCPalgoType
Maximum number of PDCP algorithm types
8

maxDRACclasses
Maximum number of UE classes which would require different DRAC parameters
8

maxFrequencybands
Maximum number of frequency bands supported by the UE as defined in 25.102
4

maxPage1
Number of Ues paged in the Paging Type 1 message
8

maxSystemCapability
Maximum number of system specific capabilities that can be requested in one message.
16

RB information



maxPredefConfig
Maximum number of predefined configurations
16

maxRB
Maximum number of RBs
32

maxSRBsetup
Maximum number of signalling RBs to be established 
8

maxRBperRAB
Maximum number of RBs per RAB
8

maxRBallRABs
Maximum number of non signalling RBs
27

maxRBMuxOptions
Maximum number of RB multiplexing options
8

maxLoCHperRLC
Maximum number of logical channels per RLC entity
2

TrCH information



maxTrCH
Maximum number of transport channels used in one direction (UL or DL)
32

maxTrCHpreconf
Maximum number of preconfigured Transport channels, per direction
16

maxCCTrCH
Maximum number of CCTrCHs
8

maxTF
Maximum number of different transport formats that can be included in the Transport format set for one transport channel
32

maxTF-CPCH
Maximum number of TFs in a CPCH set 
16

maxTFC
Maximum number of Transport Format Combinations
1024

maxTFCI-1-Combs
Maximum number of TFCI (field 1) combinations
512

maxTFCI-2-Combs
Maximum number of TFCI (field 2) combinations
512

maxCPCHsets
Maximum number of CPCH sets per cell
16

maxSIBsegm
Maximum number of complete system information blocks per SYSTEM INFORMATION message
16

maxSIB
Maximum number of references to other system information blocks.
32

maxSIB-FACH
Maximum number of references to system information blocks on the FACH
8

PhyCH information



maxSubCh
Maximum number of sub-channels on PRACH
12

maxPCPCH-APsubCH
Maximum number of available sub-channels for AP signature on PCPCH
12

maxPCPCH-CDsubCH
Maximum number of available sub-channels for CD signature on PCPCH
12

maxSig
Maximum number of signatures on PRACH 
16

maxPCPCH-APsig
Maximum number of available signatures for AP on PCPCH
16

maxPCPCH-CDsig
Maximum number of available signatures for CD on PCPCH
16

maxAC
Maximum number of access classes
16

maxASC
Maximum number of access service classes
8

maxASCmap
Maximum number of access class to access service classes mappings
7

maxASCpersist
Maximum number of access service classes for which persistence scaling factors are specified
6

maxPRACH
Maximum number of PRACHs in a cell
16

maxFACH
Maximum number of FACHs mapped onto one secondary CCPCHs
8

maxRL
Maximum number of radio links
8

maxSCCPCH
Maximum number of secondary CCPCHs per cell
16

maxDPDCH-UL
Maximum number of DPDCHs per cell
6

maxDPCH-DLchan
Maximum number of channelisation codes used for DL DPCH

8

maxDPCHcodesPerTS
Maximum number of codes for one timeslots (TDD)
16

maxPUSCH
Maximum number of PUSCHs
(8)

maxPDSCH
Maximum number of PDSCHs
8

maxPDSCHcodes
Maximum number of codes for PDSCH
16

maxPDSCH-TFCIgroups
Maximum number of TFCI groups for PDSCH
256

maxPDSCHcodeGroups
Maximum number of code groups for PDSCH
256

maxPCPCHs
Maximum number of PCPCH channels in a CPCH Set
64

maxPCPCH-SF
Maximum number of available SFs on PCPCH
7

maxTS
Maximum number of timeslots used in one direction (UL or DL)
14

Measurement information



maxAdditionalMeas
Maximum number of additional measurements for a given measurement identity
4

maxMeasEvent
Maximum number of events that can be listed in measurement reporting criteria
8

maxMeasParEvent
Maximum number of measurement parameters (e.g. thresholds) per event
2

maxMeasIntervals
Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
1

maxCellMeas
Maximum number of cells to measure
32

maxFreq
Maximum number of frequencies to measure
8

maxSat
Maximum number of satellites to measure
16

HiRM
Maximum number that could be set as rate matching attribute for a transport channel
256

11
Message and Information element abstract syntax (with ASN.1)

11.2
PDU definitions

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION

--

-- ***************************************************

PhysicalChannelReconfiguration ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



-- TABULAR: UL-ChannelRequirement contains the choice 



-- between UL DPCH info, PRACH info for RACH, CPCH SET info and CPCH set ID.



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-InformationReconfigList

RB-InformationReconfigList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

RadioBearerRelease ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT

--

-- ***************************************************

RRCConnectionReEstablishment ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-ResetIndicatorC-plane

BOOLEAN,



rlc-ResetIndicatorU-plane

BOOLEAN,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION SETUP

--

-- ***************************************************

RRCConnectionSetup ::= SEQUENCE {


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,



-- TABULAR: If the IE is not present, the default value defined in 10.3.3.2 shall



-- be used.


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList2,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

11.3.6
Physical channel information elements

UL-ChannelRequirement ::=


CHOICE {


ul-DPCH-Info





UL-DPCH-Info,


prach-RACH-Info





PRACH-RACH-Info,


cpch-SetInfo





CPCH-SetInfo,


cpch-SetID






CPCH-SetID,


spare







NULL

}
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