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This document describes a message extension scheme which allows the receiver of a message to quickly decide whether it can understand the message or not, i.e. if the message contains critical extensions belonging to a version of the protocol which the receiver does not support. Also, the scheme contains the possibility to redefine messages completely or partly in future releases.

In principle, the messages are defined as choices instead of sequences. The first branch of the choice contains the information elements of the initial release and any non-critical extensions added before any critical information elements have been added. The second branch contains critical extensions. When critical extensions are added, the second branch will then in fact be another choice to allow for further extensions, which leads to the message consisting of nested choices. The indexes for these choices are placed in the beginning of the message.

If the second branch of the choice is used the IEs for the initial release, which are present in the first branch, can be modified (ranges changed, IEs replaced completely…), since a receiver which only supports the initial release can tell immediately from the choice index bit that it cannot understand the message. This feature could be very useful in limiting the size of space-critical messages in the future releases.

The example below describes four cases: the initial release of the message, initial release with non-critical extensions, release 2 with critical extensions and release 3, which also contains critical extensions.

-- v1

ExampleMessage-v1 ::= CHOICE {

   v1   SEQUENCE {

      initialReleaseIEs           InitialReleaseIEs,

      nonCriticalExtensions       SEQUENCE {}
   },

   criticalExtensions SEQUENCE {}

}

-- v1 + non-critical extensions

ExampleMessage-v1-nc1 ::= CHOICE {

   v1   SEQUENCE {

      initialReleaseIEs           InitialReleaseIEs,

      nonCriticalExtensions       SEQUENCE {

         newReleaseNonCriticalIEs NewReleaseNonCriticalIEs,

         nonCriticalExtensions    SEQUENCE {}
      }

   },

   criticalExtensions SEQUENCE {}

}

-- v1 + non-critical extensions OR v2 with critical extensions

ExampleMessage-v2 ::= CHOICE {

   v1   SEQUENCE {

      initialReleaseIEs           InitialReleaseIEs,

      nonCriticalExtensions       SEQUENCE {

         newReleaseNonCriticalIEs NewReleaseNonCriticalIEs,

         nonCriticalExtensions    SEQUENCE {}
      }
   },

   criticalExtensions CHOICE {

      v2
SEQUENCE {

         initial-and-new-IEs      Initial-And-New-IEs,

         nonCriticalExtensions    SEQUENCE {}
      },

      criticalExtensions SEQUENCE {}

   }

}

-- v1 + non-critical extensions OR v2 with critical extensions

-- OR v3 with critical extensions

ExampleMessage-v3 ::= CHOICE {

   v1   SEQUENCE {

      initialReleaseIEs           InitialReleaseIEs,

      nonCriticalExtensions       SEQUENCE {

         newReleaseNonCriticalIEs NewReleaseNonCriticalIEs,

         nonCriticalExtensions    SEQUENCE {}
      }
   },

   criticalExtensions-v1 CHOICE {

      v2   SEQUENCE {

         initial-and-v2-IEs       Initial-And-V2-IEs,

         nonCriticalExtensions    SEQUENCE {}
      },

      criticalExtensions-v2       CHOICE {

         v3   SEQUENCE {

            initial-v2-and-v3-IEs Initial-V2-And-V3-Ies,

            nonCriticalExtensions SEQUENCE {}
         },

         criticalExtensions-v3    SEQUENCE {}

      }

   }

}

Conceptually the nested choices could also be expressed with a single choice, whose index bits are 0, 10, 110, 1110 and so on.

There are still several open issues regarding this subject, most of which were pointed out in offline discussions. These include e.g. naming issues between different versions and the handling of spare and default values for critical information elements. Also, an update to TR 25.921 is needed to instruct delegates in the usage of the extension mechanism. As these discussions will undoubtedly be quite lengthy and detailed, we propose to have this discussion over email.
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11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS


CN-DomainIdentity,


CN-InformationInfo,


FlowIdentifier,


NAS-Message,


PagingRecordTypeID,


ServiceDescriptor,


SignallingFlowInfoList

FROM CoreNetwork-IEs


URA-Identity

FROM UTRANMobility-IEs


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CellUpdateCause,


CipheringAlgorithm,


CipheringModeInfo,


DRX-Indicator,


EstablishmentCause,


FailureCauseWithProtErr,


HyperFrameNumber,


InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


PagingCause,


PagingRecordList,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithInfo,


Re-EstablishmentTimer,


RedirectionInfo,


RejectionCause,


ReleaseCause,


RRC-MessageTX-Count,


SecurityCapability,


STARTList,


U-RNTI,


U-RNTI-Short,


UE-RadioAccessCapability,


URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime

FROM UserEquipment-IEs


PredefinedConfigIdentity,


RAB-Info,


RAB-InformationSetupList,


RB-ActivationTimeInfo,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationReconfigList,


RB-InformationReleaseList,


RB-InformationSetupList,


RB-WithPDCP-InfoList,


SRB-InformationSetupList,


SRB-InformationSetupList2

FROM RadioBearer-IEs


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-CommonTransChInfo,


DL-DeletedTransChInfoList,


DRAC-StaticInformationList,


TFC-Subset,


UL-AddReconfTransChInfoList,


UL-CommonTransChInfo,


UL-DeletedTransChInfoList

FROM TransportChannel-IEs


AllocationPeriodInfo,


CCTrCH-PowerControlInfo,


ConstantValue,


CPCH-SetInfo,


DL-CommonInformation,


DL-CommonInformationPost,


DL-InformationPerRL,


DL-InformationPerRL-List,


DL-InformationPerRL-ListPost,


DL-DPCH-PowerControlInfo,


DL-OuterLoopControl,


DL-PDSCH-Information,


DPCH-CompressedModeStatusInfo,


FrequencyInfo,


IndividualTS-InterferenceList,


MaxAllowedUL-TX-Power,


PDSCH-Info,


PRACH-RACH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


RL-AdditionInformationList,


RL-RemovalInformationList,


SSDT-Information,


TFC-ControlDuration,


TimeslotList,


TX-DiversityMode,


UL-ChannelRequirement,


UL-DPCH-Info,


UL-DPCH-InfoPost,


UL-TimingAdvance

FROM PhysicalChannel-IEs


AdditionalMeasurementID-List,


EventResults,


MeasuredResults,


MeasuredResultsList,


MeasuredResultsOnRACH,


MeasurementCommand,


MeasurementIdentityNumber,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList

FROM Measurement-IEs


BCCH-ModificationInfo,


InterSystemHO-Failure,


InterSystemMessage,


ProtocolErrorInformation,


SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type

FROM Other-IEs


maxSIBsegm

FROM Constant-definitions;

-- ***************************************************

--

-- ACTIVE SET UPDATE (FDD only)

--

-- ***************************************************

ActiveSetUpdate ::= CHOICE {


v1







SEQUENCE {



v1-IEs






ActiveSetUpdate-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}
ActiveSetUpdate-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



newU-RNTI





U-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList

RL-AdditionInformationList


OPTIONAL,



rl-RemovalInformationList

RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode



TX-DiversityMode




OPTIONAL,



ssdt-Information



SSDT-Information




OPTIONAL



}

-- ***************************************************

--

-- ACTIVE SET UPDATE COMPLETE (FDD only)

--

-- ***************************************************

ActiveSetUpdateComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- ACTIVE SET UPDATE FAILURE (FDD only)

--

-- ***************************************************

ActiveSetUpdateFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- CELL UPDATE

--

-- ***************************************************

CellUpdate ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



hyperFrameNumber



HyperFrameNumber,



am-RLC-ErrorIndicationC-plane
BOOLEAN,



am-RLC-ErrorIndicationU-plane
BOOLEAN,



cellUpdateCause




CellUpdateCause,



protocolErrorIndicator


ProtocolErrorIndicatorWithInfo,



-- TABULAR: Protocol error information is nested in 



-- ProtocolErrorIndicatorWithInfo.


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm ::= CHOICE {


v1







SEQUENCE {



v1-IEs






CellUpdateConfirm-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

CellUpdateConfirm-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-ResetIndicatorC-Plane

BOOLEAN,



rlc-ResetIndicatorU-Plane

BOOLEAN,

 -- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



prach-RACH-Info




PRACH-RACH-Info





OPTIONAL,



dl-InformationPerRL



DL-InformationPerRL




OPTIONAL



}

-- ***************************************************

--

-- COUNTER CHECK

--

-- ***************************************************

CounterCheck ::= CHOICE {


v1







SEQUENCE {



v1-IEs






CounterCheck-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

CounterCheck-v1-IEs ::= SEQUENCE {


-- Radio bearer IEs



rb-COUNT-C-MSB-InformationList
RB-COUNT-C-MSB-InformationList



}

-- ***************************************************

--

-- COUNTER CHECK RESPONSE

--

-- ***************************************************

CounterCheckResponse ::= SEQUENCE {


-- Radio bearer IEs



rb-COUNT-C-InformationList

RB-COUNT-C-InformationList


OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- DOWNLINK DIRECT TRANSFER

--

-- ***************************************************

DownlinkDirectTransfer ::= CHOICE {


v1







SEQUENCE {



v1-IEs






DownlinkDirectTransfer-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

DownlinkDirectTransfer-v1-IEs ::= SEQUENCE {


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



nas-Message





NAS-Message



}

-- ***************************************************

--

-- DOWNLINK OUTER LOOP CONTROL

--

-- ***************************************************

DownlinkOuterLoopControl ::= CHOICE {


v1







SEQUENCE {



v1-IEs






DownlinkOuterLoopControl-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

DownlinkOuterLoopControl-v1-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-OuterLoopControl



DL-OuterLoopControl,



dl-DPCH-PowerControlInfo

DL-DPCH-PowerControlInfo


OPTIONAL



}

-- ***************************************************

--

-- HANDOVER TO UTRAN COMMAND

--

-- ***************************************************

HandoverToUTRANCommand ::= CHOICE {


v1







SEQUENCE {



v1-IEs






HandoverToUTRANCommand-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

HandoverToUTRANCommand-v1-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



activationTime




ActivationTime





OPTIONAL,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs



rab-Info





RAB-Info,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





re-EstablishmentTimer


Re-EstablishmentTimer,





srb-InformationSetupList

SRB-InformationSetupList,





rb-InformationSetupList


RB-InformationSetupList,





ul-CommonTransChInfo


UL-CommonTransChInfo,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,





ul-DPCH-Info




UL-DPCH-Info,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







dl-CommonInformation


DL-CommonInformation,







dl-PDSCH-Information


DL-PDSCH-Information OPTIONAL,







cpch-SetInfo




CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-InformationPerRL-List

DL-InformationPerRL-List




},




preconfiguration



SEQUENCE {





predefinedConfigIdentity

PredefinedConfigIdentity,





ul-DPCH-Info




UL-DPCH-InfoPost,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







dl-CommonInformationPost

DL-CommonInformationPost






},






tdd








NULL





},





dl-InformationPerRL-List

DL-InformationPerRL-ListPost




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power,



modeSpecificPhysChInfo


CHOICE {




fdd







NULL,




tdd







SEQUENCE {





primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power




}



}



}

-- ***************************************************

--

-- HANDOVER TO UTRAN COMPLETE

--

-- ***************************************************

HandoverToUTRANComplete ::= SEQUENCE {


-- User equipment IEs


-- TABULAR: the IE below is conditional on history.



startList





STARTList






OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- INITIAL DIRECT TRANSFER

--

-- ***************************************************

InitialDirectTransfer ::= SEQUENCE {


-- Core network IEs



serviceDescriptor



ServiceDescriptor,



flowIdentifier




FlowIdentifier,



cn-DomainIdentity



CN-DomainIdentity,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- INTER-SYSTEM HANDOVER COMMAND

--

-- ***************************************************

InterSystemHandoverCommand ::= CHOICE {


v1







SEQUENCE {



v1-IEs






InterSystemHandoverCommand-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

InterSystemHandoverCommand-v1-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime




ActivationTime





OPTIONAL,


-- Radio bearer IEs



remainingRAB-Info



RAB-Info






OPTIONAL,


-- Other IEs



interSystemMessage



InterSystemMessage



}

-- ***************************************************

--

-- INTER-SYSTEM HANDOVER FAILURE

--

-- ***************************************************

InterSystemHandoverFailure ::= SEQUENCE {


-- Other IEs



interSystemHO-Failure


InterSystemHO-Failure



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= CHOICE {


v1







SEQUENCE {



v1-IEs






MeasurementControl-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

MeasurementControl-v1-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentityNumber

MeasurementIdentityNumber,



measurementCommand



MeasurementCommand,



-- TABULAR: The measurement type is included in MeasurementCommand.



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL



}

-- ***************************************************

--

-- MEASUREMENT CONTROL FAILURE

--

-- ***************************************************

MeasurementControlFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- MEASUREMENT REPORT

--

-- ***************************************************

MeasurementReport ::= SEQUENCE {


-- Measurement IEs



measurementIdentityNumber

MeasurementIdentityNumber,



measuredResults




MeasuredResults





OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- PAGING TYPE 1

--

-- ***************************************************

PagingType1 ::= SEQUENCE {


-- User equipment IEs



pagingRecordList



PagingRecordList




OPTIONAL,


-- Other IEs



bcch-ModificationInfo


BCCH-ModificationInfo



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- PAGING TYPE 2

--

-- ***************************************************

PagingType2 ::= SEQUENCE {


-- User equipment IEs



pagingCause





PagingCause,


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



pagingRecordTypeID



PagingRecordTypeID,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION

--

-- ***************************************************

PhysicalChannelReconfiguration ::= CHOICE {


v1







SEQUENCE {



v1-IEs






PhysicalChannelReconfiguration-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

PhysicalChannelReconfiguration-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



-- TABULAR: UL-ChannelRequirement contains the choice 



-- between UL DPCH info and PRACH info for RACH.



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL



}

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION COMPLETE

--

-- ***************************************************

PhysicalChannelReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION FAILURE

--

-- ***************************************************

PhysicalChannelReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- PHYSICAL SHARED CHANNEL ALLOCATION (TDD only)

--

-- ***************************************************

PhysicalSharedChannelAllocation ::= SEQUENCE {


-- User equipment IEs



c-RNTI






C-RNTI







OPTIONAL,


-- Physical channel IEs



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,



allocationPeriodInfo


AllocationPeriodInfo



OPTIONAL,



pusch-CapacityAllocationInfo
PUSCH-CapacityAllocationInfo

OPTIONAL,



pdsch-Info





PDSCH-Info






OPTIONAL,



timeslotList




TimeslotList





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- PUSCH CAPACITY REQUEST (TDD only)

--

-- ***************************************************

PUSCHCapacityRequest ::= SEQUENCE {


-- User equipment IEs



c-RNTI






C-RNTI







OPTIONAL,


-- Measurement IEs



trafficVolumeMeasuredResultsList











TrafficVolumeMeasuredResultsList,



timeslotListWithISCP


TimeslotListWithISCP



OPTIONAL,



primaryCCPCH-RSCP



PrimaryCCPCH-RSCP




OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= CHOICE {


v1







SEQUENCE {



v1-IEs






RadioBearerReconfiguration-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

RadioBearerReconfiguration-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-InformationReconfigList

RB-InformationReconfigList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List



}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION COMPLETE

--

-- ***************************************************

RadioBearerReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION FAILURE

--

-- ***************************************************

RadioBearerReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Radio bearer IEs



potentiallySuccesfulBearerList
RB-IdentityList





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

RadioBearerRelease ::= CHOICE {


v1







SEQUENCE {



v1-IEs






RadioBearerRelease-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

RadioBearerRelease-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd






NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL



}

-- ***************************************************

--

-- RADIO BEARER RELEASE COMPLETE

--

-- ***************************************************

RadioBearerReleaseComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RADIO BEARER RELEASE FAILURE

--

-- ***************************************************

RadioBearerReleaseFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Radio bearer IEs



potentiallySuccesfulBearerList
RB-IdentityList





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup ::= CHOICE {


v1







SEQUENCE {



v1-IEs






RadioBearerSetup-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

RadioBearerSetup-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL



}

-- ***************************************************

--

-- RADIO BEARER SETUP COMPLETE

--

-- ***************************************************

RadioBearerSetupComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,



hyperFrameNumber



HyperFrameNumber




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RADIO BEARER SETUP FAILURE

--

-- ***************************************************

RadioBearerSetupFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Radio bearer IEs



potentiallySuccesfulBearerList
RB-IdentityList





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RNTI REALLOCATION

--

-- ***************************************************

RNTIReallocation ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RNTI REALLOCATION COMPLETE

--

-- ***************************************************

RNTIReallocationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RNTI REALLOCATION FAILURE

--

-- ***************************************************

RNTIReallocationFailure ::= SEQUENCE {


-- UE information elements



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT

--

-- ***************************************************

RRCConnectionReEstablishment ::= CHOICE {


v1







SEQUENCE {



v1-IEs






RRCConnectionReEstablishment-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

RRCConnectionReEstablishment-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-ResetIndicatorC-plane

BOOLEAN,



rlc-ResetIndicatorU-plane

BOOLEAN,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL



}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT for CCCH

--

-- ***************************************************

RRCConnectionReEstablishment-CCCH ::= CHOICE {


v1







SEQUENCE {



v1-IEs






RRCConnectionReEstablishment-CCCH-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

RRCConnectionReEstablishment-CCCH-v1-IEs ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionReEstablishment
RRCConnectionReEstablishment-v1-IEs
}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT COMPLETE

--

-- ***************************************************

RRCConnectionReEstablishmentComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,



hyperFrameNumber



HyperFrameNumber,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RRC CONNECTION RE-ESTABLISHMENT REQUEST

--

-- ***************************************************

RRCConnectionReEstablishmentRequest ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



hyperFrameNumber



HyperFrameNumber,



am-RLC-ErrorIndicationC-plane
BOOLEAN,



am-RLC-ErrorIndicationU-plane
BOOLEAN,



protocolErrorIndicator


ProtocolErrorIndicatorWithInfo,



-- TABULAR: The IE above is MD in tabular, but making a 2-way choice



-- optional wastes one bit (using PER) and produces no additional 



-- information.


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RRC CONNECTION REJECT

--

-- ***************************************************

RRCConnectionReject ::= CHOICE {


v1







SEQUENCE {



v1-IEs






RRCConnectionReject-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

RRCConnectionReject-v1-IEs ::= SEQUENCE {


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



rejectionCause




RejectionCause,



waitTime





WaitTime,



redirectionInfo




RedirectionInfo





OPTIONAL



}

-- ***************************************************

--

-- RRC CONNECTION RELEASE

--

-- ***************************************************

RRCConnectionRelease::= CHOICE {


v1







SEQUENCE {



v1-IEs






RRCConnectionRelease-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

RRCConnectionRelease-v1-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-MessageTX-Count



RRC-MessageTX-Count




OPTIONAL,



-- The IE above is conditional on the UE state.



releaseCause




ReleaseCause



}

-- ***************************************************

--

-- RRC CONNECTION RELEASE for CCCH

--

-- ***************************************************

RRCConnectionRelease-CCCH::= CHOICE {


v1







SEQUENCE {



v1-IEs






RRCConnectionRelease-CCCH-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

RRCConnectionRelease-CCCH-v1-IEs ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionRelease


RRCConnectionRelease-v1-IEs
}

-- ***************************************************

--

-- RRC CONNECTION RELEASE COMPLETE

--

-- ***************************************************

RRCConnectionReleaseComplete ::= SEQUENCE {


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RRC CONNECTION RELEASE COMPLETE for CCCH

--

-- ***************************************************

RRCConnectionReleaseComplete-CCCH ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionReleaseComplete
RRCConnectionReleaseComplete

}

-- ***************************************************

--

-- RRC CONNECTION REQUEST

--

-- ***************************************************

RRCConnectionRequest ::= SEQUENCE {


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



establishmentCause



EstablishmentCause,



protocolErrorIndicator


ProtocolErrorIndicator,



-- The IE above is MD, but for compactness reasons no default value



-- has been assigned to it.


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RRC CONNECTION SETUP

--

-- ***************************************************

RRCConnectionSetup::= CHOICE {


v1







SEQUENCE {



v1-IEs






RRCConnectionSetup-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

RRCConnectionSetup-v1-IEs ::= SEQUENCE {


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,



-- TABULAR: If the IE is not present, the default value defined in 10.3.3.2 shall



-- be used.


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList2,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL



}

-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- User equipment IEs



startList





STARTList,



ue-RadioAccessCapability

UE-RadioAccessCapability,



ue-SystemSpecificCapability

InterSystemMessage




OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- RRC STATUS

--

-- ***************************************************

RRCStatus ::= SEQUENCE {


-- Other IEs



protocolErrorInformation

ProtocolErrorInformation,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- SECURITY MODE COMMAND

--

-- ***************************************************

SecurityModeCommand ::= CHOICE {


v1







SEQUENCE {



v1-IEs






SecurityModeCommand-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

SecurityModeCommand-v1-IEs ::= SEQUENCE {


-- User equipment IEs



cipheringAlgorithm



SecurityCapability,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity



}

-- ***************************************************

--

-- SECURITY MODE COMPLETE

--

-- ***************************************************

SecurityModeComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfoList


OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- SECURITY MODE FAILURE

--

-- ***************************************************

SecurityModeFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- SIGNALLING CONNECTION RELEASE

--

-- ***************************************************

SignallingConnectionRelease::= CHOICE {


v1







SEQUENCE {



v1-IEs






SignallingConnectionRelease-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

SignallingConnectionRelease-v1-IEs ::= SEQUENCE {


-- Core network IEs



signallingFlowInfoList


SignallingFlowInfoList



}

-- ***************************************************

--

-- SIGNALLING CONNECTION RELEASE REQUEST

--

-- ***************************************************

SignallingConnectionReleaseRequest ::= SEQUENCE {


-- Core network IEs



signallingFlowInfoList


SignallingFlowInfoList,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- SYSTEM INFORMATION CHANGE INDICATION

--

-- ***************************************************

SystemInformationChangeIndication ::= 
SEQUENCE {


-- Other IEs



bcch-ModificationInfo



BCCH-ModificationInfo,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration::= CHOICE {


v1







SEQUENCE {



v1-IEs






TransportChannelReconfiguration-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

TransportChannelReconfiguration-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd






NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL



}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION COMPLETE

--

-- ***************************************************

TransportChannelReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION FAILURE

--

-- ***************************************************

TransportChannelReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- TRANSPORT FORMAT COMBINATION CONTROL

--

-- ***************************************************

TransportFormatCombinationControl ::= SEQUENCE {


dpch-TFCS-InUplink




TFC-Subset,


tfc-ControlDuration




TFC-ControlDuration




OPTIONAL,


-- The information element is not included when transmitting the message


-- on the transparent mode signalling DCCH and is optional otherwise


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- TRANSPORT FORMAT COMBINATION CONTROL FAILURE

--

-- ***************************************************

TransportFormatCombinationControlFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- UE CAPABILITY ENQUIRY

--

-- ***************************************************

UECapabilityEnquiry ::= CHOICE {


v1







SEQUENCE {



v1-IEs






UECapabilityEnquiry-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

UECapabilityEnquiry-v1-IEs ::= SEQUENCE {


-- User equipment IEs



capabilityUpdateRequirement

CapabilityUpdateRequirement



}

-- ***************************************************

--

-- UE CAPABILITY INFORMATION

--

-- ***************************************************

UECapabilityInformation ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


-- Other IEs



ue-SystemSpecificCapability

InterSystemMessage




OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- UE CAPABILITY INFORMATION CONFIRM

--

-- ***************************************************

UECapabilityInformationConfirm ::= CHOICE {


v1







SEQUENCE {



v1-IEs






UECapabilityInformationConfirm-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

UECapabilityInformationConfirm-v1-IEs ::= SEQUENCE {




}

-- ***************************************************

--

-- UPLINK DIRECT TRANSFER

--

-- ***************************************************

UplinkDirectTransfer ::= SEQUENCE {


-- Core network IEs



flowIdentifier




FlowIdentifier,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- UPLINK PHYSICAL CHANNEL CONTROL

--

-- ***************************************************

UplinkPhysicalChannelControl ::= CHOICE {


v1







SEQUENCE {



v1-IEs






UplinkPhysicalChannelControl-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

UplinkPhysicalChannelControl-v1-IEs ::= SEQUENCE {


-- Physical channel IEs



ccTrCH-PowerControlInfo


CCTrCH-PowerControlInfo



OPTIONAL,



timingAdvance




UL-TimingAdvance




OPTIONAL,



individualTS-InterferenceList
IndividualTS-InterferenceList

OPTIONAL,



prach-ConstantValue



ConstantValue





OPTIONAL,



dpch-ConstantValue



ConstantValue





OPTIONAL,



pusch-ConstantValue



ConstantValue





OPTIONAL



}

-- ***************************************************

--

-- URA UPDATE

--

-- ***************************************************

URAUpdate ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



ura-UpdateCause




URA-UpdateCause,



protocolErrorIndicator


ProtocolErrorIndicatorWithInfo,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

-- ***************************************************

--

-- URA UPDATE CONFIRM

--

-- ***************************************************

URAUpdateConfirm ::= CHOICE {


v1







SEQUENCE {



v1-IEs






URAUpdateConfirm-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

URAUpdateConfirm-v1-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL



}

-- ***************************************************

--

-- URA UPDATE CONFIRM for CCCH

--

-- ***************************************************

URAUpdateConfirm-CCCH ::= CHOICE {


v1







SEQUENCE {



v1-IEs






URAUpdateConfirm-CCCH-v1-IEs,



nonCriticalExtensions


SEQUENCE {}

},


criticalExtensions



SEQUENCE {}

}

URAUpdateConfirm-CCCH-v1-IEs ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



uraUpdateConfirm



URAUpdateConfirm-v1-IEs
}

END

11.3.8
Other information elements

SysInfoType1 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,




cn-DomainSysInfoList


CN-DomainSysInfoList,


-- User equipment IEs



ue-IdleTimersAndConstants

UE-IdleTimersAndConstants,



ue-DCHTimersAndConstants

UE-DCHTimersAndConstants,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType2 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- UTRAN mobility IEs



ura-IdentityList



URA-IdentityList,


-- User equipment IEs



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType3 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfoSIB-3-4,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType4 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfoSIB-3-4,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType5 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Physical channel IEs



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





pich-PowerOffset



PICH-PowerOffset,





aich-PowerOffset



AICH-PowerOffset




},




tdd







SEQUENCE {





pusch-SysInfo




PUSCH-SysInfoList


OPTIONAL,





pdsch-SysInfo




PDSCH-SysInfoList


OPTIONAL,





midambleConfiguration


MidambleConfiguration

OPTIONAL




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType6 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Physical channel IEs



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





pich-PowerOffset



PICH-PowerOffset,





aich-PowerOffset



AICH-PowerOffset,





csich-PowerOffset



CSICH-PowerOffset


OPTIONAL




},




tdd







SEQUENCE {





pusch-SysInfo




PUSCH-SysInfoList


OPTIONAL,





pdsch-SysInfo




PDSCH-SysInfoList


OPTIONAL,





midambleConfiguration


MidambleConfiguration

OPTIONAL




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType7 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Physical channel IEs



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





ul-Interference




UL-Interference




},




tdd







NULL



},



prach-Information-SIB5-List

DynamicPersistenceLevelList,



prach-Information-SIB6-List

DynamicPersistenceLevelList


OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType8 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- User equipment IEs



cpch-Parameters




CPCH-Parameters,


-- Physical channel IEs



cpch-SetInfoList



CPCH-SetInfoList,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType9 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Physical channel IEs



cpch-PersistenceLevelsList

CPCH-PersistenceLevelsList,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType10 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- User equipment IEs



drac-SysInfoList



DRAC-SysInfoList,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType11 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType12 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType13 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Core network IEs



cn-DomainSysInfoList


CN-DomainSysInfoList,


-- User equipment IEs



ue-IdleTimersAndConstants

UE-IdleTimersAndConstants


OPTIONAL,



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType13-1 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-RAND-Information

ANSI-41-RAND-Information,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType13-2 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-UserZoneID-Information
ANSI-41-UserZoneID-Information,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType13-3 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-PrivateNeighborListInfo ANSI-41-PrivateNeighborListInfo,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType13-4 ::=




SEQUENCE {


-- ANSI-41 IEs



ansi-41-GlobalServiceRedirectInfo











ANSI-41-GlobalServiceRedirectInfo,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType14 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Physical channel IEs



primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power



OPTIONAL,



individualTS-InterferenceList
IndividualTS-InterferenceList,



prach-ConstantValue



ConstantValue





OPTIONAL,



dpch-ConstantValue



ConstantValue





OPTIONAL,



pusch-ConstantValue



ConstantValue





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType15 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Measurement IEs



lcs-GPS-Assistance



LCS-GPS-AssistanceSIB



OPTIONAL,



lcs-OTDOA-Assistance


LCS-OTDOA-AssistanceSIB



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}

SysInfoType15-1 ::=




SEQUENCE {


-- DGPS corrections



lcs-DGPS-SIB-Data



LCS-DGPS-SIB-Data
} 
SysInfoType15-2 ::=




SEQUENCE {

-- Ephemeris and clock corrections


lcs-Ephe-SIB-Data



LCS-Ephe-SIB-Data
} 

SysInfoType15-3 ::=




SEQUENCE {


-- Almanac and other data



transmissionTOW




INTEGER (0..1048575),



satMask






BIT STRING (SIZE (32)),



lsbTOW






BIT STRING (SIZE (8)),



lcs-Alma-SIB-DataList


LCS-Alma-SIB-DataList
} 
SysInfoType16 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList




OPTIONAL,


-- Radio bearer IEs



preDefinedRadioConfiguration
PreDefRadioConfiguration,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}
}




_997805625.doc
How to create a CR
Michael Sanders, 3GPP support team, (last updated 2/09/99)

1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





