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10.3.4.18
RB mapping info

A multiplexing option for each possible transport channel this RB can be multiplexed on.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Information for each multiplexing option
MP
1 to <maxRBMuxOptions>



>Number of uplink RLC logical channels
CV-UL-RLC info
1 to MaxLoCHperRLC

1 or 2 logical channels per RLC entity or radio bearer

RLC [TS 25.322]

>>RLC logical channel mapping indicator
CV-UL-RLCLogicalChannels

Boolean
TRUE indicates that the first logical channel shall be used for data PDUs and the second logical channel shall be used for control PDUs.

FALSE indicates that control and data PDUs can be sent on either of the two logical channels.

>>Uplink transport channel type
MP

Enumerated(DCH,RACH,CPCH,USCH)
CPCH is FDD only

USCH is TDD only

>>ULTransport channel identity
CV-UL-DCH/USCH

Transport channel identity 10.3.5.18
This is the ID of a DCH or USCH (TDD only) that this RB could be mapped onto.

>>Logical channel identity
OP

Integer(1..15)
This parameter is used to distinguish logical channels multiplexed by MAC on a transport channel.

>>MAC logical channel priority
MP

Integer(1..8)
This is priority between a user's different RBs (or logical channels). [25.321]

>>Logical channel max loss
MD

Integer(0,5,10,15,20,25,30,35,40,45,50,55,60,65,70,75,80,85,90,95,100)
The maximum fraction of transport blocks (in percent) that may be blocked for transmission in favour of lower priority data [25.321]. Default value is 0.

>Number of downlink RLC logical channels
CV-DL-RLC info
1 to 2

1 or 2 logical channels per RLC entity or radio bearer

RLC [TS 25.322]

>>Downlink transport channel type
MP

Enumerated(DCH,FACH,DSCH)


>>DL Transport channel identity
CV-DL-DCH/DSCH

Transport channel identity 10.3.5.18


>>Logical channel identity
OP

Integer(1..15)
16 is reserved

Condition
Explanation

UL-RLC info
If "CHOICE Uplink RLC mode" in IE "RLC info" is present this IE is MP. Otherwise the IE is not needed.

DL-RLC info
If "CHOICE Downlink RLC mode" in IE "RLC info" is present this IE is MP. Otherwise the IE is not needed.

UL-RLCLogicalChannels
If "Number of uplink RLC logical channels" in IE "RB mapping info" is 2, then this is present. Otherwise this IE is not needed.

UL-DCH/USCH
If IE "Uplink transport channel type" is equal to "DCH" or "USCH" (TDD only) this IE is MP. Otherwise the IE is not needed.

DL-DCH/DSCH
If IE "Downlink transport channel type" is equal to "DCH" or "DSCH" this IE is MP. Otherwise the IE is not needed.

10.3.5.21
Transport Format Combination Set Identity

NOTE:
Only for TDD.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

TFCS ID
MD

Integer (1...8)
Indicates the identity of every TFCS within a UE. Default value is 1.

Shared Channel Indicator
MP

Boolean
TRUE indicates the use of shared channels. Default is false.

10.3.6.17
Downlink DPCH info for each RL

Information Element/Group name
Need
Multi
Type and reference
Semantics description

CHOICE mode
MP




>FDD





>>Primary CPICH usage for channel estimation
MP

Primary CPICH usage for channel estimation 10.3.6.53


>>DPCH frame offset
MP

Integer(0..38144 by step of 256)
Offset (in number of chips) between the beginning of the P-CCPCH frame and the beginning of the DPCH frame

This is called (DPCH,n in TS 25.211

>>Secondary CPICH info
OP

Secondary CPICH info 10.3.6.63


>>DL channelisation code
MP
1 to <maxDPCH-DLchan>

SF of the channelisation code of the data part for each DPCH

>>>Secondary scrambling code
MD

Secondary scrambling code 10.3.6.64
Default is the same scrambling code as for the Primary CPICH 

>>> CHOICE Spreading factor
MP

Integer(4, 8, 16, 32, 64, 128, 256, 512)
Defined in CHOICE SF512-AndCodenumber with "code number" in ASN.1.

>>>Code number
MP

Integer(0..Spreading factor - 1)


>>> Scrambling code change 
CH SF/2

Enumerated (code change, no code change)
Indicates whether the alternative scrambling code is used for compressed mode method 'SF/2'. 

>>TPC combination index
MP

TPC combination index 10.3.6.73


>>SSDT Cell Identity
OP

SSDT Cell Identity 10.3.6.66


>>Closed loop timing adjustment mode
CH TxDiversity Mode

Integer(1, 2)
It is present if current TX Diversity Mode in UE is "closed loop mode 1" or "closed loop mode 2".

Value in slots

>TDD





>>DL CCTrCh List
MP
1..<maxCCTrCH>



>>>TFCS ID
MD

Integer(1..8)
Identity of this CCTrCh.

Default value is 1. 

>>>Time info
MP

Time Info 10.3.6.71


>>>Common timeslot info
MD

Common Timeslot Info 10.3.6.7
Default is the current Common timeslot info

>>>Individual Timeslot info list
MD
1 to < maxTS>

Default is the current Timeslot info list

>>>>Individual timeslot info
MP

Individual timeslot info 10.3.6.31


>>>>Channelisation code list
MP
1 to <maxDPCHcodesPerTS>

The first instance of the parameter Channelisation code corresponds to the first DPCH in that timeslot that shall be used first by the physical layer, the second to the DPCH in that timeslot that shall be used second and so on.

>>>>>Channelisation code
MP

Enumerated (

(16/1)...(16/16))


Condition
Explanation

HO list length
maxCCTrCH is 8 in case of handover, otherwise it is equal to one.

HO presence
The element is only present in case of handover

SF/2
The information element is mandatory if the UE has an active compressed mode pattern sequence, which is using compressed mode method "SF/2". Otherwise the IE is not needed.

10.3.6.37
PDSCH info

NOTE:
Only for TDD.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

TFCS ID
MD

Integer(1..8)
TFCS to be used. Default value is 1.

SFN Time info
OP

SFN Time info 10.3.6.65


Common timeslot info
MD

Common timeslot info 10.3.6.7
Common timeslot info is needed if Common timeslot info needs to be updated.

Timeslot List
MD
1 to <maxTS>

Timeslot List is needed if Timeslot List needs to be updated.

>Individual timeslot info
MP

Individual timeslot info
 10.3.6.31
 The first instance of the parameter Individual Timeslot Info corresponds to the timeslot that shall be used first by the physical layer, the second to the timeslot that shall be used second and so on.

>Channelisation Code List
MP
1 to 16



>>Channelisation Code
MP

Enumerated((16/1)..(16/16))


10.3.6.54
PUSCH info

NOTE:
Only for TDD.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

TFCS ID
MD

Integer(1..8)
Default value is 1.

SFN Time info
OP

SFN Time info 10.3.6.65


Common timeslot info
MD

Common timeslot info 10.3.6.7
Default is the old Common timeslot info.

Timeslot List
MD
1 to <maxTS>

Default is the old Timeslot List.

>Individual timeslot info
MP

Individual timeslot info 10.3.6.31
The first instance of the parameter Individual Timeslot Info corresponds to the timeslot that shall be used first by the physical layer, the second to the timeslot that shall be used second and so on.

>Channelisation Code List
MP
1..2



>>Channelisation Code
MP

Enumerated((1/1),)(2/1),(2/2),(4/1)..(4/4),(8/1)..(8/8),(16/1)..(16/16))


10.3.6.76
Uplink DPCH info

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Uplink DPCH power control info
OP

Uplink DPCH power control info 10.3.6.79


CHOICE mode
MP




>FDD





>>Scrambling code type
MP

Enumerated(short, long)


>>Scrambling code number
MP

Integer(0..16777215)


>>Number of DPDCH
MD

Integer(2..maxDPDCH)
Default value is 1.

Number of DPDCH is 1 in HANDOVER TO UTRAN COMMAND

>>Spreading factor
MP

Integer(4, 8, 16, 32, 64, 128, 256)
SF of the channelisation code for data part

>>TFCI existence
MD

Boolean
TRUE means existence. Default value is "TRUE"

>>Number of FBI bits
CH

Integer (1, 2)
In bits. Number of FBI bits is needed if SSDT or FB Mode Transmit Signalling is supported.



>>Puncturing Limit
MP

Real(0.40 ..1 by step of 0.04)


>TDD





>>Uplink Timing Advance
OP

Uplink Timing Advance 10.3.6.82


>>UL CCTrCH List
MP 
1 to <maxCCTrCH>



>>>TFCS ID
MD

Integer(1..8)
Default value is 1. 

>>>Time info
MP

Time info 10.3.6.71


>>>Common timeslot info
MD

Common timeslot info 10.3.6.7
Default is the current Common timeslot info

>>>Timeslot List
MD
1 to <maxTS>

 Default is the current Timeslot List

>>>>Individual timeslot info
MP

Individual timeslot info 10.3.6.31
The first instance of the parameter Individual Timeslot Info corresponds to the timeslot that shall be used first by the physical layer, the second to the timeslot that shall be used second and so on.

>>>>Code List
MP
1..2



>>>>>Channelisation Code
MP

Enumerated((1/1),)(2/1),(2/2),(4/1)..(4/4),(8/1)..(8/8),(16/1)..(16/16))


Condition
Explanation

Single
This IE is included if IE "Number of DPDCH" is "1"

10.3.7.3
Cell measured results

Includes non frequency related measured results for a cell.
Information Element/Group name
Need
Multi
Type and reference
Semantics description

Cell Identity
OP

Cell Identity 10.3.2.2


SFN-SFN observed time difference
OP

SFN-SFN observed time difference 10.3.7.88


CFN-SFN observed time difference
OP

CFN-SFN observed time difference 10.3.7.6
Note 2

CHOICE mode
MP




>FDD





>>Primary CPICH info
MP

Primary CPICH info 10.3.6.51


>>CPICH Ec/N0
OP

Integer(-20..0)
In dB

>>CPICH RSCP
OP

Integer(-115..-40)
In dBm

>>Pathloss
OP

Integer(46..158)
In dB

>TDD





>>Primary CCPCH info
MP

Primary CCPCH info 10.3.6.49


>>Primary CCPCH RSCP
OP

Primary CCPCH RSCP info 10.3.7.79


>>Pathloss
OP

Integer(46..158)
In dB

>> Timeslot list
OP
1 to < maxTS>



>>>Timeslot ISCP
MP

Timeslot ISCP Info 10.3.7.90
The UE shall report the Timeslot ISCP in the same order as indicated in the cell info 

NOTE 1:
Feasibility of performing these measurements with compressed mode is unclear.

10.3.7.39
Intra-frequency measurement reporting criteria

The triggering of the event-triggered reporting for an intra-frequency measurement. All events concerning intra-frequency measurements are labelled 1x where x is a, b, c….

Event 1a: A Primary CPICH enters the Reporting Range (FDD only).

Event 1b: A Primary CPICH leaves the Reporting Range (FDD only).

Event 1c: A Non-active Primary CPICH becomes better than an active Primary CPICH (FDD only).

Event 1d: Change of best cell [Note 1] (FDD only).

Event 1e: A Primary CPICH becomes better than an absolute threshold (FDD only).

Event 1f: A Primary CPICH becomes worse than an absolute threshold (FDD only).

Event 1g: Change of best cell in TDD.

Event 1h: Timeslot ISCP below a certain threshold (TDD only).

Event 1i: Timeslot ISCP above a certain threshold (TDD only).

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Parameters required for each event
OP
1 to <maxMeasEvent>



> Intra-frequency event identity
MP

Intra-frequency event identity 10.3.7.34


>Triggering condition
CV –clause 0

Enumerated(Active set cells, Monitored set cells, Active set cells and monitored set cells)
Indicates which cells can trigger the event

>Reporting Range
CV – clause 2

Real(0..14.5 by step of 0.5)
In dB. In event 1a,1b. 

>Cells forbidden to affect Reporting range
CV – clause 1
1 to <maxCellMeas>

In event 1a,1b

>>CHOICE mode
MP




>>>FDD





>>>>Primary CPICH info
MP

Primary CPICH info 10.3.6.51


>>>TDD





>>>>Primary CCPCH info
MP

Primary CCPCH info 10.3.6.49


>W
CV – clause 2

Real(0.0..2.0 by step of 0.1)


>Hysteresis
MP

Real(0..7.5 by step of 0.5)
In dB.

> Threshold used frequency
CV-clause 3

Integer 

(-115..165)

 
Range used depend on measurement quantity.

CPICH RSCP -115 .. -40 dBm

CPICH Ec/No -24..0 dB

Pathloss 30..165dB

ISCP -115..-25 dBm

>Reporting deactivation
 threshold
CV – clause 4

Integer(0, 1, 2, 3, 4, 5, 6, 7)
In event 1a

Indicates the maximum number of cells allowed in the active set in order for event 1a to occur.

0 means not applicable

.

>Replacement activation
 threshold
CV - clause 5

Integer(0, 1, 2, 3, 4, 5, 6, 7)
In event 1c

Indicates the minimum number of cells allowed in the active set in order for event 1c to occur.

0 means not applicable

>Time to trigger
MP

Time to trigger 10.3.7.89
Indicates the period of time between the timing of event detection and the timing of sending Measurement Report. Time in ms

>Amount of reporting
MP

Integer(1, 2, 4, 8, 16, 32, 64, Infinity)
Measurement is "released" after the indicated amount of reporting from the UE itself.

>Reporting interval
MP

Integer(0, 250, 500, 1000, 2000, 4000, 8000, 16000)
Indicates the interval of periodical reporting when such reporting is triggered by an event. Interval in miliseconds.

0 means no periodical reporting

>Reporting cell status
OP

Reporting cell status 10.3.7.86


Condition
Explanation

Clause 0
The IE is mandatory if "Intra-frequency event identity" is set to "1a","1b", "1e" or "1f", otherwise the IE is not needed

Clause 1
The IE is optional if "Intra-frequency event identity" is set to "1a" or "1b", otherwise the IE is not needed



Clause 2
The IE is mandatory if "Intra-frequency event identity" is set to "1a" or "1b", otherwise the IE is not needed

Clause 3
The IE is mandatory if "Intra-frequency event identity" is set to , "1e", "1f", "1h", "1i" or "1j", otherwise the IE is not needed

Clause 4
The IE is mandatory if "Intra-frequency event identity" is set to "1a", otherwise the IE is not needed

Clause 5
The IE is mandatory if "Intra-frequency event identity" is set to "1c", otherwise the IE is not needed

Clause 6
The IE is mandatory if "Intra-frequency event identity" is set to "1e" or "1f". 

NOTE 1:
When best PCCPCH in active set changes, all active cells are reported.

10.3.7.90
Timeslot ISCP info

NOTE:
Only for TDD

Information Element/Group name
Need
Multi
IE type and reference
Semantics description

Timeslot ISCP
MP

Integer (-115... –25)
In dBm

11.3.6
Physical channel information elements

PhysicalChannel-IEs DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCPCHsets,


maxDPCH-DLchan,


maxDPCHcodesPerTS,


maxDPDCH-UL,


maxFACH,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPUSCH,


maxRL,


maxRL-1,


maxSCCPCH,


maxSig,


maxSubCh,


maxTF-CPCH,


maxTFCI-2-Combs,


maxTGPS,


maxTS

FROM Constant-definitions


ActivationTime

FROM UserEquipment-IEs


CPCH-SetID,



TFCS,


TFCS-Identity,

TFCS-IdentityPlain,

TransportChannelIdentity,


TransportFormatSet

FROM TransportChannel-IEs


SIB-ReferenceListFACH

FROM Other-IEs;

AC-To-ASC-Mapping ::=



INTEGER (0..7)

AC-To-ASC-MappingTable ::=


SEQUENCE (SIZE (maxASCmap)) OF











AC-To-ASC-Mapping

AccessServiceClass ::=



SEQUENCE {


availableSignatureStartIndex

INTEGER (0..15),


availableSignatureEndIndex


INTEGER (0..15),


availableSubChannelStartIndex

INTEGER (0..11),


availableSubChannelEndIndex


INTEGER (0..11)

}

AccessServiceClassIndex ::=


INTEGER (1..8)

AICH-Info ::=





SEQUENCE {


secondaryScramblingCode



SecondaryScramblingCode



OPTIONAL,


channelisationCode256



ChannelisationCode256,


sttd-Indicator





BOOLEAN,


aich-TransmissionTiming



AICH-TransmissionTiming

}

AICH-PowerOffset ::=



INTEGER (-10..5)

AICH-TransmissionTiming ::=


ENUMERATED {











e0, e1 }

AllocationPeriodInfo ::=


SEQUENCE {


allocationActivationTime


INTEGER (1..256),


allocationDuration




INTEGER (1..256)

}

AP-AICH-ChannelisationCode ::=

INTEGER (0..255)

AP-PreambleScramblingCode ::=

INTEGER (0..79)

AP-Signature ::=




INTEGER (0..15)

AP-Signature-VCAM ::=



SEQUENCE {


ap-Signature





AP-Signature,


availableAP-SubchannelList


AvailableAP-SubchannelList OPTIONAL

}

AP-Subchannel ::=




INTEGER (0..11)

ASC ::=







SEQUENCE {


accessServiceClass




AccessServiceClassIndex,


repetitionPeriodAndOffset


ASC-RepetitionPeriodAndOffset

OPTIONAL


-- TABULAR: The offset is nested in the repetition period

}

ASC-RepetitionPeriodAndOffset ::=
CHOICE {


rp1








NULL,


rp2








INTEGER (0..1),


rp4








INTEGER (0..3),


rp8








INTEGER (0..7)

}

AvailableAP-Signature-VCAMList ::=
SEQUENCE (SIZE (1..maxPCPCH-APsig)) OF











AP-Signature-VCAM

AvailableAP-SignatureList ::=

SEQUENCE (SIZE (1..maxPCPCH-APsig)) OF











AP-Signature

AvailableAP-SubchannelList ::=

SEQUENCE (SIZE (1..maxPCPCH-APsubCh)) OF











AP-Subchannel

AvailableMinimumSF-ListVCAM ::=

SEQUENCE (SIZE (1..maxPCPCH-SF)) OF











AvailableMinimumSF-VCAM

AvailableMinimumSF-VCAM ::=


SEQUENCE {


minimumSpreadingFactor



MinimumSpreadingFactor,


nf-Max







NF-Max,


maxAvailablePCPCH-Number


MaxAvailablePCPCH-Number,


availableAP-Signature-VCAMList

AvailableAP-Signature-VCAMList

}

AvailableSignatureList ::=


SEQUENCE (SIZE (1..maxSig)) OF











Signature

AvailableSubChannelNumber ::=

INTEGER (0..11)

AvailableSubChannelNumberList ::=
SEQUENCE (SIZE (1..maxSubCh)) OF











AvailableSubChannelNumber

BurstType ::=





ENUMERATED {











short1, long2 }

BurstType1 ::=





ENUMERATED { ms4, ms8, ms16 }

BurstType2 ::=





ENUMERATED { ms3, ms6 }

CCTrCH-PowerControlInfo ::=


SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo

}

CD-AccessSlotSubchannel ::=


INTEGER (0..11)

CD-AccessSlotSubchannelList ::=

SEQUENCE (SIZE (1..maxPCPCH-CDsubCh)) OF











CD-AccessSlotSubchannel

CD-CA-ICH-ChannelisationCode ::=
INTEGER (0..255)

CD-PreambleScramblingCode ::=

INTEGER (0..79)

CD-SignatureCode ::=



INTEGER (0..15)

CD-SignatureCodeList ::=


SEQUENCE (SIZE (1..maxPCPCH-CDsig)) OF











CD-SignatureCode

CellParametersID ::=



INTEGER (0..127)

ChannelAssignmentActive ::=


CHOICE {


notActive






NULL,


isActive






AvailableMinimumSF-ListVCAM

}

ChannelisationCode256 ::=


INTEGER (0..255)

ChannelReqParamsForUCSM ::=


SEQUENCE {


availableAP-SignatureList


AvailableAP-SignatureList,


availableAP-SubchannelList


AvailableAP-SubchannelList


OPTIONAL

}

ClosedLoopTimingAdjMode ::=


ENUMERATED {











slot1, slot2 }

CodeNumberDSCH ::=




INTEGER (0..255)

CodeRange ::=





SEQUENCE {


pdsch-CodeMapList




PDSCH-CodeMapList,


codeNumberStart





CodeNumberDSCH,


codeNumberStop





CodeNumberDSCH

}

CodeWordSet ::=





ENUMERATED {











longCWS,











mediumCWS,











shortCWS,











ssdtOff }

CommonTimeslotInfo ::=



SEQUENCE {


-- TABULAR: The IE below is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodAndLength


RepetitionPeriodAndLength


OPTIONAL

}

CommonTimeslotInfoSCCPCH ::=

SEQUENCE {


-- TABULAR: The IE below is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodLengthAndOffset

RepetitionPeriodLengthAndOffset

OPTIONAL

}

-- Values from -10 to 10 are used in Release 99

ConstantValue ::=




INTEGER (-10..21)

CPCH-PersistenceLevels ::=


SEQUENCE {


cpch-SetID






CPCH-SetID,


dynamicPersistenceLevelTF-List

DynamicPersistenceLevelTF-List


}

CPCH-PersistenceLevelsList ::=

SEQUENCE (SIZE (1..maxCPCHsets)) OF











CPCH-PersistenceLevels

CPCH-SetInfo ::=




SEQUENCE {


cpch-SetID






CPCH-SetID,


transportFormatSet




TransportFormatSet,


tfcs







TFCS,


ap-PreambleScramblingCode


AP-PreambleScramblingCode,


ap-AICH-ScramblingCode



SecondaryScramblingCode



OPTIONAL,


ap-AICH-ChannelisationCode


AP-AICH-ChannelisationCode,


cd-PreambleScramblingCode


CD-PreambleScramblingCode,


cd-CA-ICH-ScramblingCode


SecondaryScramblingCode



OPTIONAL,


cd-CA-ICH-ChannelisationCode

CD-CA-ICH-ChannelisationCode,


cd-AccessSlotSubchannelList


CD-AccessSlotSubchannelList


OPTIONAL,


cd-SignatureCodeList



CD-SignatureCodeList



OPTIONAL,


deltaPp-m






DeltaPp-m,


ul-DPCCH-SlotFormat




UL-DPCCH-SlotFormat,


n-StartMessage





N-StartMessage,


n-EOT







N-EOT,


channelAssignmentActive



ChannelAssignmentActive,


-- TABULAR: VCAM info has been nested inside ChannelAssignmentActive,


-- which in turn is mandatory since it's only a binary choice.


cpch-StatusIndicationMode


CPCH-StatusIndicationMode,


pcpch-ChannelInfoList



PCPCH-ChannelInfoList

}

CPCH-SetInfoList ::=



SEQUENCE (SIZE (1..maxCPCHsets)) OF











CPCH-SetInfo

CPCH-StatusIndicationMode ::=

ENUMERATED {











pcpch-Availability,











pcpch-AvailabilityAndMinAvailableSF }

CSICH-PowerOffset ::=



INTEGER (-10..5)

-- Actual value = IE value * 512, only values from 0 to 599 used in Release 99. 

DefaultDPCH-OffsetValue ::=


INTEGER (0..1023)

DeltaPp-m ::=





INTEGER (-10..10)
-- Actual value = IE value * 0.1

DeltaSIR ::=





INTEGER (0..30)

DL-CCTrCh ::=





SEQUENCE {


tfcs-Identity





TFCS-IdentityPlain




OPTIONAL,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


individualTS-InfoDL-CCTrCHList

IndividualTS-InfoDL-CCTrCHList

OPTIONAL

}

DL-CCTrCh-Post ::=





SEQUENCE {


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo,


individualTS-InfoDL-CCTrCHList

IndividualTS-InfoDL-CCTrCHList

}

DL-CCTrChList ::=




SEQUENCE (SIZE (1..maxCCTrCH)) OF











DL-CCTrCh

DL-ChannelisationCode ::=


SEQUENCE {


secondaryScramblingCode



SecondaryScramblingCode



OPTIONAL,


sf-AndCodeNumber




SF512-AndCodeNumber,


scramblingCodeChange



ScramblingCodeChange



OPTIONAL

}

DL-ChannelisationCodeList ::=

SEQUENCE (SIZE (1..maxDPCH-DLchan)) OF











DL-ChannelisationCode

DL-CommonInformation ::=


SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommon




OPTIONAL,


defaultDPCH-OffsetValue



DefaultDPCH-OffsetValue



DEFAULT 0,


dpch-CompressedModeInfo



DPCH-CompressedModeInfo



OPTIONAL,


tx-DiversityMode




TX-DiversityMode




OPTIONAL,


ssdt-Information




SSDT-Information




OPTIONAL

}

DL-CommonInformationPost ::=

SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommonPost



OPTIONAL

}

DL-CommonInformationPredef ::=

SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommonPredef


OPTIONAL,


defaultDPCH-OffsetValue



DefaultDPCH-OffsetValue



OPTIONAL

}

DL-CompressedModeMethod ::=


ENUMERATED {











puncturing, sf-2,











higherLayerScheduling }

DL-DPCH-InfoCommon ::=



SEQUENCE {


dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL,


spreadingFactorAndPilot



SF512-AndPilot,


-- TABULAR: The number of pilot bits is nested inside the spreading factor.


positionFixedOrFlexible



PositionFixedOrFlexible,


tfci-Existence





BOOLEAN

}

DL-DPCH-InfoCommonPost ::=


SEQUENCE {


dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo



OPTIONAL

}

DL-DPCH-InfoCommonPredef ::=

SEQUENCE {


spreadingFactorAndPilot



SF512-AndPilot,


-- TABULAR: The number of pilot bits is nested inside the spreading factor.


positionFixedOrFlexible



PositionFixedOrFlexible,


tfci-Existence





BOOLEAN

}

DL-DPCH-InfoPerRL ::=



CHOICE {


fdd








SEQUENCE {



pCPICH-UsageForChannelEst


PCPICH-UsageForChannelEst,



dcph-FrameOffset




DPCH-FrameOffset,



secondaryCPICH-Info




SecondaryCPICH-Info



OPTIONAL,



dl-ChannelisationCodeList


DL-ChannelisationCodeList,



tpc-CombinationIndex



TPC-CombinationIndex,



ssdt-CellIdentity




SSDT-CellIdentity



OPTIONAL,



closedLoopTimingAdjMode



ClosedLoopTimingAdjMode


OPTIONAL


},


tdd








DL-CCTrChList

}

DL-DPCH-InfoPerRL-Post ::=



CHOICE {


fdd 








SEQUENCE {



pCPICH-UsageForChannelEst



PCPICH-UsageForChannelEst

OPTIONAL,



dl-ChannelisationCode




DL-ChannelisationCode,



tpc-CombinationIndex




TPC-CombinationIndex


},


tdd









SEQUENCE {



dl-CCTrCh-Post





DL-CCTrCh-Post


}

}

DL-DPCH-PowerControlInfo ::=


SEQUENCE {


-- TABULAR: DPC-Mode is applicable for FDD mode only.


dpc-Mode







DPC-Mode





OPTIONAL

}

DL-FrameType ::=




ENUMERATED {











dl-FrameTypeA, dl-FrameTypeB }

DL-InformationPerRL ::=



SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




pdsch-SHO-DCH-Info




PDSCH-SHO-DCH-Info


OPTIONAL,




pdsch-CodeMapping




PDSCH-CodeMapping


OPTIONAL



},



tdd








PrimaryCCPCH-Info


},


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL




OPTIONAL,


secondaryCCPCH-Info




SecondaryCCPCH-Info




OPTIONAL,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


sib-ReferenceList




SIB-ReferenceListFACH



OPTIONAL

}

DL-InformationPerRL-List ::=

SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL

DL-InformationPerRL-ListPost ::=
SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL-Post

DL-InformationPerRL-Post ::=

SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info



},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info


OPTIONAL



}


},


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-Post

}

DL-OuterLoopControl ::=



ENUMERATED {











increaseAllowed, increaseNotAllowed }

DL-PDSCH-Information ::=


SEQUENCE {


pdsch-SHO-DCH-Info




PDSCH-SHO-DCH-Info




OPTIONAL,


pdsch-CodeMapping




PDSCH-CodeMapping




OPTIONAL

}

DL-TS-ChannelisationCode ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

DL-TS-ChannelisationCodeList ::=
SEQUENCE (SIZE (1..maxDPCHcodesPerTS)) OF











DL-TS-ChannelisationCode

DPC-Mode ::=





ENUMERATED {











singleTPC,











tpcTripletInSoft }


-- The actual value of DPCCH power offset is the value of this IE * 2.

DPCCH-PowerOffset ::=



INTEGER (-82..-3)

DPCH-CompressedModeInfo ::=


SEQUENCE {


tgp-SequenceList




TGP-SequenceList

}

DPCH-CompressedModeStatusInfo ::=
SEQUENCE (SIZE (1..maxTGPS)) OF











TGP-SequenceShort

-- TABULAR: Actual value = IE value * 256

DPCH-FrameOffset::=




INTEGER (0..149)

DSCH-Mapping ::=




SEQUENCE {


maxTFCI-Field2Value




MaxTFCI-Field2Value,


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

DSCH-MappingList ::=



SEQUENCE (SIZE (1..maxPDSCH-TFCIgroups)) OF











DSCH-Mapping

DSCH-RadioLinkIdentifier ::=

INTEGER (0..511)

DurationTimeInfo ::=



INTEGER (1..4096)

DynamicPersistenceLevel ::=


INTEGER (1..8)

DynamicPersistenceLevelList ::=

SEQUENCE (SIZE (1..maxPRACH)) OF











DynamicPersistenceLevel

DynamicPersistenceLevelTF-List ::= SEQUENCE (SIZE (1..maxTF-CPCH)) OF











DynamicPersistenceLevel

FACH-PCH-Information ::=


SEQUENCE {


transportFormatSet




TransportFormatSet,


transportChannelIdentity


TransportChannelIdentity,


ctch-Indicator





BOOLEAN

}

FACH-PCH-InformationList ::=

SEQUENCE (SIZE (1..maxFACH)) OF











FACH-PCH-Information

FrequencyInfo ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




uarfcn-UL






UARFCN,




uarfcn-DL






UARFCN





OPTIONAL



},



tdd








SEQUENCE {




uarfcn-Nt






UARFCN



}


}

}

IndividualTimeslotInfo ::=


SEQUENCE {


timeslotNumber





TimeslotNumber,


tfci-Existence





BOOLEAN







OPTIONAL,


burstType






CHOICE {



type-1







SEQUENCE {




midambleShift





MidambleShiftLong


OPTIONAL



},



type-2







SEQUENCE {




midambleShift





MidambleShiftShort


OPTIONAL



}


}

}

IndividualTS-InfoDL-CCTrCH ::= 

SEQUENCE {


individualTimeslotInfo



IndividualTimeslotInfo,


dl-TS-ChannelisationCodeList

DL-TS-ChannelisationCodeList

}

IndividualTS-InfoDL-CCTrCHList ::= SEQUENCE (SIZE (1..maxTS)) OF











IndividualTS-InfoDL-CCTrCH

IndividualTS-InfoPDSCH ::=


SEQUENCE {


individualTimeslotInfo



IndividualTimeslotInfo,


pdsch-ChannelisationCode


DL-TS-ChannelisationCodeList

}

IndividualTS-InfoPDSCH-List ::=

SEQUENCE (SIZE (1..maxTS)) OF











IndividualTS-InfoPDSCH

IndividualTS-InfoPUSCH ::=


SEQUENCE {


individualTimeslotInfo



IndividualTimeslotInfo,


ul-ChannelisationCode


UL-TS-ChannelisationCodeList

}

IndividualTS-InfoPUSCH-List ::=

SEQUENCE (SIZE (1..maxTS)) OF











IndividualTS-InfoPUSCH

IndividualTS-InfoUL-CCTrCH ::=

SEQUENCE {


individualTimeslotInfo



IndividualTimeslotInfo,


channelisationCodeList



UL-TS-ChannelisationCodeList

}


IndividualTS-InfoUL-CCTrCH-List ::= SEQUENCE (SIZE (1..maxTS)) OF











IndividualTS-InfoUL-CCTrCH

IndividualTS-Interference ::=

SEQUENCE {


timeslot






TimeslotNumber,


ul-TimeslotInterference



UL-Interference

}

IndividualTS-InterferenceList ::=
SEQUENCE (SIZE (1..maxTS)) OF











IndividualTS-Interference

ITP ::=







ENUMERATED {











mode0, mode1 }

-- Value range of -50..33 is used for Release 99

MaxAllowedUL-TX-Power ::=


INTEGER (-50..77)

MaxAvailablePCPCH-Number ::=

INTEGER (1..64)

MaxTFCI-Field2Value ::=



INTEGER (1..1023)

MidambleConfiguration ::=


SEQUENCE {


burstType1






BurstType1






DEFAULT ms8,


-- TABULAR: The default value for BurstType2 has not been specified due to


-- compactness reasons.


burstType2






BurstType2

}

MidambleShiftLong ::=



INTEGER (0..15)

MidambleShiftShort ::=



INTEGER (0..5)

MinimumSpreadingFactor ::=


ENUMERATED {











sf4, sf8, sf16, sf32,











sf64, sf128, sf256 }

MultiCodeInfo ::=




INTEGER (1..16)

N-EOT ::=






INTEGER (0..7)

N-GAP ::=






ENUMERATED {











f2, f4, f8 }

N-PCH ::=






INTEGER (1..8)

N-StartMessage ::=




INTEGER (1..8)

NB01 ::=






INTEGER (0..50)

NF-Max ::=






INTEGER (1..64)

NumberOfDPDCH ::=




INTEGER (1..maxDPDCH-UL)

NumberOfFBI-Bits ::=



INTEGER (1..2)

PagingIndicatorLength ::=


ENUMERATED {











pi2, pi4, pi8 }

PC-Preamble ::=





ENUMERATED {











pcp0, pcp15 }

PCP-Length ::=





ENUMERATED {











as0, as8 }

PCPCH-ChannelInfo ::=



SEQUENCE {


pcpch-UL-ScramblingCode



INTEGER (0..79),


pcpch-DL-ChannelisationCode


INTEGER (0..511),


pcpch-DL-ScramblingCode



SecondaryScramblingCode



OPTIONAL,


pcp-Length






PCP-Length,


ucsm-Info






UCSM-Info






OPTIONAL

}

PCPCH-ChannelInfoList ::=


SEQUENCE (SIZE (1..maxPCPCHs)) OF











PCPCH-ChannelInfo

PCPICH-UsageForChannelEst ::=

ENUMERATED {











mayBeUsed,











shallNotBeUsed }

PDSCH-CodeInfo ::=




SEQUENCE {


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

PDSCH-CodeInfoList ::=



SEQUENCE (SIZE (1..maxTFCI-2-Combs)) OF











PDSCH-CodeInfo

PDSCH-CodeMap ::=




SEQUENCE {


spreadingFactor





SF-PDSCH,


multiCodeInfo





MultiCodeInfo

}

PDSCH-CodeMapList ::=



SEQUENCE (SIZE (1..maxPDSCH-TFCIgroups)) OF











PDSCH-CodeMap

PDSCH-CodeMapping ::=



SEQUENCE {


dl-ScramblingCode




SecondaryScramblingCode



OPTIONAL,


signallingMethod




CHOICE {



codeRange






CodeRange,



tfci-Range






DSCH-MappingList,



explicit






PDSCH-CodeInfoList,



replace







ReplacedPDSCH-CodeInfoList


}

}


PDSCH-Info ::=





SEQUENCE {


tfcs-Identity





TFCS-IdentityPlain




OPTIONAL,


sfn-TimeInfo





SFN-TimeInfo





OPTIONAL,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


individualTimeslotInfoList


IndividualTS-InfoPDSCH-List


OPTIONAL

}

PDSCH-SHO-DCH-Info ::=



SEQUENCE {


dsch-RadioLinkIdentifier


DSCH-RadioLinkIdentifier,


tfci-CombiningSet




TFCI-CombiningSet




OPTIONAL,


rl-IdentifierList




RL-IdentifierList




OPTIONAL

}

PDSCH-SysInfo ::=




SEQUENCE {


pdsch-Info






PDSCH-Info,


dsch-TFS






TransportFormatSet,


dsch-TFCS






TFCS

}

PDSCH-SysInfoList ::=



SEQUENCE (SIZE (1..maxPDSCH)) OF











PDSCH-SysInfo

PersistenceScalingFactor ::=

ENUMERATED {











psf0-9, psf0-8, psf0-7, psf0-6,











psf0-5, psf0-4, psf0-3, psf0-2 }

PersistenceScalingFactorList ::=
SEQUENCE (SIZE (1..maxASCpersist)) OF











PersistenceScalingFactor

PI-CountPerFrame ::=



ENUMERATED {











e18, e36, e72, e144 }

PICH-Info ::=





CHOICE {


fdd








SEQUENCE {



secondaryScramblingCode



SecondaryScramblingCode


OPTIONAL,



channelisationCode256



ChannelisationCode256,



pi-CountPerFrame




PI-CountPerFrame,



sttd-Indicator





BOOLEAN


},


tdd








SEQUENCE {



channelisationCode




TDD-PICH-CCode




OPTIONAL,



timeslot






TimeslotNumber




OPTIONAL,



burstType






CHOICE {




type-1







MidambleShiftLong,




type-2







MidambleShiftShort



}
















OPTIONAL,



repetitionPeriodLengthOffset

RepPerLengthOffset-PICH


OPTIONAL,



pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi2,



n-GAP







N-GAP






DEFAULT f4,



n-PCH







N-PCH






DEFAULT 2


}


}

PICH-PowerOffset ::=



INTEGER (-10..5)

PilotBits128 ::=




ENUMERATED {











pb4, pb8 }

PilotBits256 ::=




ENUMERATED {











pb2, pb4, pb8 }

PositionFixedOrFlexible ::=


ENUMERATED {











fixed,











flexible }

PowerControlAlgorithm ::=


CHOICE {


algorithm1






TPC-StepSize,


algorithm2






NULL

}

PowerOffsetP0 ::=




INTEGER (1..8)

PRACH-Midamble ::=




ENUMERATED {











direct,











direct-Inverted }

PRACH-Partitioning ::=



CHOICE {


fdd








SEQUENCE (SIZE (1..maxASC)) OF












AccessServiceClass,


tdd








SEQUENCE (SIZE (1..maxASC)) OF












ASC

}


PRACH-PowerOffset ::=



SEQUENCE {


powerOffsetP0





PowerOffsetP0,


preambleRetransMax




PreambleRetransMax

}

PRACH-RACH-Info ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




availableSignatureList



AvailableSignatureList,




availableSF






SF-PRACH,




scramblingCodeWordNumber


ScramblingCodeWordNumber,




puncturingLimit





PuncturingLimit,




availableSubChannelNumberList

AvailableSubChannelNumberList



},



tdd








SEQUENCE {




timeslot






TimeslotNumber,




channelisationCode




TDD-PRACH-CCodeList,




prach-Midamble





PRACH-Midamble



OPTIONAL



}


}

}

PRACH-SystemInformation ::=


SEQUENCE {


prach-RACH-Info





PRACH-RACH-Info,


transportChannelIdentity


TransportChannelIdentity,


rach-TransportFormatSet



TransportFormatSet




OPTIONAL,


rach-TFCS






TFCS







OPTIONAL,


prach-Partitioning




PRACH-Partitioning




OPTIONAL,


persistenceScalingFactorList

PersistenceScalingFactorList

OPTIONAL,


ac-To-ASC-MappingTable



AC-To-ASC-MappingTable



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




constantValue





ConstantValue



OPTIONAL,




prach-PowerOffset




PRACH-PowerOffset


OPTIONAL,




rach-TransmissionParameters


RACH-TransmissionParameters
OPTIONAL,




aich-Info






AICH-Info




OPTIONAL



},



tdd








NULL


}


}

PRACH-SystemInformationList ::=

SEQUENCE (SIZE (1..maxPRACH)) OF











PRACH-SystemInformation

PreambleRetransMax ::=



INTEGER (1..64)

PreDefPhyChConfiguration ::=

SEQUENCE {


ul-DPCH-InfoPredef




UL-DPCH-InfoPredef,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




dl-CommonInformationPredef


DL-CommonInformationPredef
OPTIONAL



},



tdd








NULL


}

}

PrimaryCCPCH-Info ::=



CHOICE {


fdd








SEQUENCE {








tx-DiversityIndicator



BOOLEAN


},


tdd








SEQUENCE {



syncCase 






CHOICE {




syncCase1






SEQUENCE {





timeslot






TimeslotNumber









},




syncCase2






SEQUENCE {





timeslotSync2





TimeslotSync2




}



}
















OPTIONAL,



cellParametersID




CellParametersID



OPTIONAL,



blockSTTD-Indicator




BOOLEAN


}

}

PrimaryCCPCH-TX-Power ::=


INTEGER (6..43)

PrimaryCPICH-Info ::=



SEQUENCE {


primaryScramblingCode



PrimaryScramblingCode

}

-- Value range -10 .. 50 used for Release 99 

PrimaryCPICH-TX-Power ::=


INTEGER (-10..53)

PrimaryScramblingCode ::=


INTEGER (0..511)

PuncturingLimit ::=




ENUMERATED {











pl0-40, pl0-44, pl0-48, pl0-52, pl0-56,











pl0-60, pl0-64, pl0-68, pl0-72, pl0-76,











pl0-80, pl0-84, pl0-88, pl0-92, pl0-96, pl1 }

PUSCH-CapacityAllocationInfo ::=
SEQUENCE {


pusch-Allocation




CHOICE {



pusch-AllocationPending



NULL,



pusch-AllocationAssignment


SEQUENCE {




pusch-PowerControlInfo



UL-TargetSIR



OPTIONAL,




pusch-Info






PUSCH-Info



}


}

}

PUSCH-Info ::=





SEQUENCE {


tfcs-Identity





TFCS-IdentityPlain




OPTIONAL,


sfn-timeInfo





SFN-TimeInfo





OPTIONAL,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


timeslotInfoList




IndividualTS-InfoPUSCH-List


OPTIONAL

}

PUSCH-SysInfo ::=




SEQUENCE {


pusch-Info






PUSCH-Info,


usch-TFS






TransportFormatSet,


usch-TFCS






TFCS

}

PUSCH-SysInfoList ::=



SEQUENCE (SIZE (1..maxPUSCH)) OF











PUSCH-SysInfo

RACH-TransmissionParameters ::=

SEQUENCE {


mmax







INTEGER (1..32),


nb01Min







NB01,


nb01Max







NB01

}

ReducedScramblingCodeNumber ::=

INTEGER (0..8191)

RepetitionPeriodAndLength ::=

CHOICE {


repetitionPeriod1




NULL,


repetitionPeriod2




INTEGER (1..1),


-- repetitionPeriod2 could just as well be NULL also.


repetitionPeriod4




INTEGER (1..3),


repetitionPeriod8




INTEGER (1..7),


repetitionPeriod16




INTEGER (1..15),


repetitionPeriod32




INTEGER (1..31),


repetitionPeriod64




INTEGER (1..63)

}

RepetitionPeriodLengthAndOffset ::= CHOICE {


repetitionPeriod1




NULL,


repetitionPeriod2




SEQUENCE {



length







NULL,



offset







INTEGER (0..1)


},


repetitionPeriod4




SEQUENCE {



length







INTEGER (1..3),



offset







INTEGER (0..3)


},


repetitionPeriod8




SEQUENCE {



length







INTEGER (1..7),



offset







INTEGER (0..7)


},


repetitionPeriod16




SEQUENCE {



length







INTEGER (1..15),



offset







INTEGER (0..15)


},


repetitionPeriod32




SEQUENCE {



length







INTEGER (1..31),



offset







INTEGER (0..31)


},


repetitionPeriod64




SEQUENCE {



length







INTEGER (1..63),



offset







INTEGER (0..63)


}

}

ReplacedPDSCH-CodeInfo ::=


SEQUENCE {


tfci-Field2






MaxTFCI-Field2Value,


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

ReplacedPDSCH-CodeInfoList ::=

SEQUENCE (SIZE (1..maxTFCI-2-Combs)) OF











ReplacedPDSCH-CodeInfo

RepPerLengthOffset-PICH ::=


CHOICE {


rpp4-2







INTEGER (0..3), 


rpp8-2







INTEGER (0..7), 


rpp8-4







INTEGER (0..7),


rpp16-2







INTEGER (0..15), 


rpp16-4







INTEGER (0..15), 


rpp32-2







INTEGER (0..31), 


rpp32-4







INTEGER (0..31), 


rpp64-2







INTEGER (0..63), 


rpp64-4







INTEGER (0..63)

}

RL-AdditionInformation ::=


SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL,


tfci-CombiningIndicator



BOOLEAN,


secondaryCCPCH-Info




SecondaryCCPCH-Info




OPTIONAL,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


sib-ReferenceListFACH



SIB-ReferenceListFACH



OPTIONAL

}

RL-AdditionInformationList ::=

SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation

RL-IdentifierList ::=



SEQUENCE (SIZE (1..maxRL)) OF











PrimaryCPICH-Info

RL-RemovalInformationList ::=

SEQUENCE (SIZE (1..maxRL)) OF











PrimaryCPICH-Info

RPP ::=







ENUMERATED {











mode0, mode1 }

S-Field ::=






ENUMERATED {











e1bit, e2bits }

SCCPCH-ChannelisationCode ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

SCCPCH-ChannelisationCodeList ::=
SEQUENCE (SIZE (1..16)) OF











SCCPCH-ChannelisationCode

SCCPCH-SystemInformation ::=

SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


pich-Info






PICH-Info






OPTIONAL

}

SCCPCH-SystemInformationList ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF











SCCPCH-SystemInformation

ScramblingCodeChange ::=


ENUMERATED {











codeChange, noCodeChange }

ScramblingCodeType ::=



ENUMERATED {











shortSC,











longSC }

ScramblingCodeWordNumber ::=

INTEGER (0..15)

SecondaryCCPCH-Info ::=



SEQUENCE {


selectionIndicator




SelectionIndicator




OPTIONAL,


-- The IE above is conditional on the logical channel type.


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




pCPICH-UsageForChannelEst

PCPICH-UsageForChannelEst,




secondaryCPICH-Info



SecondaryCPICH-Info



OPTIONAL,




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




individualTimeslotInfo


IndividualTimeslotInfo,




channelisationCode



SCCPCH-ChannelisationCodeList



}


}

}

SecondaryCPICH-Info ::=



SEQUENCE {


secondaryDL-ScramblingCode


SecondaryScramblingCode



OPTIONAL,


channelisationCode




ChannelisationCode256

}

-- Value range 1..15 used for Release 99

SecondaryScramblingCode ::=


INTEGER (1..16)

SecondInterleavingMode ::=


ENUMERATED {











frameRelated, timeslotRelated }

SelectionIndicator ::=



ENUMERATED {











on, off }

-- SF256-AndCodeNumber encodes both "Spreading factor" and "Code Number"

SF256-AndCodeNumber ::=



CHOICE {


sf4








INTEGER (0..3),


sf8








INTEGER (0..7),


sf16







INTEGER (0..15),


sf32







INTEGER (0..31),


sf64







INTEGER (0..63),


sf128







INTEGER (0..127),


sf256







INTEGER (0..255)

}

-- SF512-AndCodeNumber encodes both "Spreading factor" and "Code Number"

SF512-AndCodeNumber ::=



CHOICE {


sf4








INTEGER (0..3),


sf8








INTEGER (0..7),


sf16







INTEGER (0..15),


sf32







INTEGER (0..31),


sf64







INTEGER (0..63),


sf128







INTEGER (0..127),


sf256







INTEGER (0..255),


sf512







INTEGER (0..511)

}

-- SF512-AndPilot encodes both "Spreading factor" and "Number of bits for Pilot bits"

SF512-AndPilot ::=




CHOICE {


sfd4







NULL, 


sfd8







NULL, 


sfd16







NULL, 


sfd32







NULL,


sfd64







NULL, 


sfd128







PilotBits128, 


sfd256







PilotBits256, 


sfd512







NULL

}

SF-PDSCH ::=





ENUMERATED {











sfp4, sfp8, sfp16, sfp32,











sfp64, sfp128, sfp256, spare }

SF-PRACH ::=





ENUMERATED {











sfpr32, sfpr64, sfpr128, sfpr256 }

SFN-TimeInfo ::=




SEQUENCE {


activationTime




INTEGER (0..4094)



OPTIONAL,


physChDuration




DurationTimeInfo



OPTIONAL

}

Signature ::=





INTEGER (0..15)

SpreadingFactor::=




ENUMERATED {











sf4, sf8, sf16, sf32,











sf64, sf128, sf256 }

SSDT-CellIdentity ::=



ENUMERATED {











ssdt-id-a, ssdt-id-b, ssdt-id-c,











ssdt-id-d, ssdt-id-e, ssdt-id-f,











ssdt-id-g, ssdt-id-h }

SSDT-Information ::=



SEQUENCE {


s-Field







S-Field,


codeWordSet






CodeWordSet

}

TDD-PICH-CCode ::=




ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-PRACH-CCode8 ::=



ENUMERATED {











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8 }

TDD-PRACH-CCode16 ::=



ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-PRACH-CCodeList ::= 


CHOICE {


sf8








SEQUENCE (SIZE (1..8)) OF 












TDD-PRACH-CCode8,


sf16







SEQUENCE (SIZE (1..8)) OF












TDD-PRACH-CCode16

}

TFC-ControlDuration ::=



ENUMERATED {











tfc-cd1, tfc-cd16, tfc-cd24, tfc-cd32,











tfc-cd48, tfc-cd64, tfc-cd128,











tfc-cd192, tfc-cd256, tfc-cd512,











spare1, spare2, spare3, spare4,











spare5, spare6, spare7, spare8 }

TFCI-Coding ::=





ENUMERATED { 











tfci-bits-4, tfci-bits-8,











tfci-bits-16, tfci-bits-32 }

-- **TODO**, not defined

TFCI-CombiningSet ::=



SEQUENCE {

}

TGCFN ::=






INTEGER (0..255)

-- The value 270 represents "undefined" in the tabular description.

TGD ::=







INTEGER (15..270)

TGL ::=







INTEGER (1..14)

TGMP ::=






ENUMERATED {











tdd-Measurement, fdd-Measurement,











gsm-Measurement, otherMP }

TGP-Sequence ::=




SEQUENCE {


tgpsi







TGPSI,


tgps-StatusFlag





TGPS-StatusFlag,


tgps-ConfigurationParams


TGPS-ConfigurationParams


OPTIONAL

}

TGP-SequenceList ::=



SEQUENCE (SIZE (1..maxTGPS)) OF











TGP-Sequence

TGP-SequenceShort ::=



SEQUENCE {


tgpsi







TGPSI,


tgps-StatusFlag





TGPS-StatusFlag

}

TGPL ::=






INTEGER (1..144)

-- TABULAR: The value 0 represents "infinity" in the tabular description.

TGPRC ::=






INTEGER (0..63)

TGPS-ConfigurationParams ::=

SEQUENCE {


tgmp







TGMP,


tgprc







TGPRC,


tgcfn







TGCFN,


tgsn







TGSN,


tgl1







TGL,


tgl2







TGL








OPTIONAL,


tgd








TGD,


tgpl1







TGPL,


tgpl2







TGPL







OPTIONAL,


rpp








RPP,


itp








ITP,


ul-DL-Mode






UL-DL-Mode,


-- TABULAR: Compressed mode method is nested inside UL-DL-Mode


dl-FrameType





DL-FrameType,


deltaSIR1






DeltaSIR,


deltaSIRAfter1





DeltaSIR,


deltaSIR2






DeltaSIR






OPTIONAL,


deltaSIRAfter2





DeltaSIR






OPTIONAL

}

TGPS-StatusFlag ::=




ENUMERATED {











tgpsActive, tgpsInactive }

TGPSI ::=






INTEGER (1..maxTGPS)

TGSN ::=






INTEGER (0..14)

TimeInfo ::=





SEQUENCE {


activationTime





ActivationTime





OPTIONAL,


durationTimeInfo




DurationTimeInfo




OPTIONAL

}

TimeslotList ::=




SEQUENCE (SIZE (1..maxTS)) OF











TimeslotNumber

TimeslotNumber ::=





INTEGER (0..14)

TimeslotSync2 ::=



INTEGER (0..6)

-- Actual value = IE value * 256

TimingOffset ::=




INTEGER (0..149)

TPC-CombinationIndex ::=


INTEGER (0..5)

TPC-StepSize ::=




INTEGER (0..1)

TX-DiversityMode ::=



ENUMERATED {











noDiversity,











sttd,











closedLoopMode1,











closedLoopMode2 }

UARFCN ::=





INTEGER (0..16383)

UCSM-Info ::=





SEQUENCE {


minimumSpreadingFactor



MinimumSpreadingFactor,


nf-Max







NF-Max,


channelReqParamsForUCSM



ChannelReqParamsForUCSM

}

UL-CCTrCH ::=





SEQUENCE {


tfcs-Identity





TFCS-IdentityPlain




OPTIONAL,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


timeslotInfoList




IndividualTS-InfoUL-CCTrCH-List

OPTIONAL

}

UL-CCTrCHList ::=




SEQUENCE (SIZE (1..maxCCTrCH)) OF











UL-CCTrCH

UL-ChannelRequirement ::=


CHOICE {


ul-DPCH-Info





UL-DPCH-Info,


prach-RACH-Info





PRACH-RACH-Info,


spare







NULL

}

UL-CompressedModeMethod ::=


ENUMERATED {











sf-2, noCompressing,











higherLayerScheduling }

UL-DL-Mode ::=





CHOICE {


ul








UL-CompressedModeMethod,


dl








DL-CompressedModeMethod

}

UL-DPCCH-SlotFormat ::=



ENUMERATED {











slf0, slf1, slf2 }

UL-DPCH-Info ::=




SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




scramblingCode





UL-ScramblingCode,




numberOfDPDCH





NumberOfDPDCH



DEFAULT 1,




spreadingFactor





SpreadingFactor,




tfci-Existence





BOOLEAN,




numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL,




-- The IE above is conditional based on history




puncturingLimit





PuncturingLimit



},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvance


OPTIONAL,




ul-CCTrCHList





UL-CCTrCHList



}


}

}

UL-DPCH-InfoPost ::=



SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPost,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




reducedScramblingCodeNumber


ReducedScramblingCodeNumber,




spreadingFactor





SpreadingFactor



},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvance


OPTIONAL,




timeInfo






TimeInfo,




commonTimeslotInfo




CommonTimeslotInfo,




timeslotInfoList




IndividualTS-InfoUL-CCTrCH-List



}


}

}

UL-DPCH-InfoPredef ::=



SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPredef,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




tfci-Existence





BOOLEAN,




puncturingLimit





PuncturingLimit



},



tdd








NULL


}

}

UL-DPCH-PowerControlInfo ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble,



powerControlAlgorithm



PowerControlAlgorithm



-- TABULAR: TPC step size nested inside PowerControlAlgorithm


},


tdd








SEQUENCE {



ul-TargetSIR





UL-TargetSIR,



handoverGroup





SEQUENCE {




individualTS-InterferenceList

IndividualTS-InterferenceList,




dpch-ConstantValue




ConstantValue



}
















OPTIONAL


}

}

UL-DPCH-PowerControlInfoPost ::=
SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




powerControlAlgorithm



PowerControlAlgorithm




-- TABULAR: TPC step size nested inside PowerControlAlgorithm



},



tdd








SEQUENCE {




ul-TargetSIR





UL-TargetSIR,




individualTS-InterferenceList

IndividualTS-InterferenceList



}


}

}

UL-DPCH-PowerControlInfoPredef ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble


},


tdd








SEQUENCE {



dpch-ConstantValue




ConstantValue


}

}

-- Value range -110 .. -70 used for Release 99

UL-Interference ::=




INTEGER (-110..-47)

-- 

UL-ScramblingCode ::=



INTEGER (0..16777215)

-- Actual value = (IE value * 0.5) - 11

UL-TargetSIR ::=




INTEGER (0..62)

UL-TimingAdvance ::=



INTEGER (0..63)

UL-TS-ChannelisationCode ::=

ENUMERATED {











cc1-1, cc2-1, cc2-2,











cc4-1, cc4-2, cc4-3, cc4-4,











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8,











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

UL-TS-ChannelisationCodeList ::= 
SEQUENCE (SIZE (1..2)) OF











UL-TS-ChannelisationCode

END

11.3.7
Measurement information elements

Measurement-IEs DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


CellIdentity

FROM UTRANMobility-IEs


UTRAN-DRX-CycleLengthCoefficient

FROM UserEquipment-IEs


RB-Identity

FROM RadioBearer-IEs


TFCS-IdentityPlain,


TransportChannelIdentity

FROM TransportChannel-IEs


BurstType,


FrequencyInfo,


MaxAllowedUL-TX-Power,


PrimaryCCPCH-Info,


PrimaryCCPCH-TX-Power,


PrimaryCPICH-Info,


PrimaryCPICH-TX-Power,


TimeslotNumber,


UL-TimingAdvance

FROM PhysicalChannel-IEs


BSIC

FROM Other-IEs


maxAdditionalMeas,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxFreq,


maxMeasEvent,


maxMeasParEvent,



maxOtherRAT,


maxRB,


maxRL,


maxRL-1,


maxSat,


maxTrCH,


maxTS

FROM Constant-definitions;

AcquisitionSatInfo ::=



SEQUENCE {


satID







INTEGER (0..63),


doppler0thOrder





INTEGER (-2048..2047),


extraDopplerInfo




ExtraDopplerInfo




OPTIONAL,


codePhase






INTEGER (0..1022),


integerCodePhase




INTEGER (0..19),


gps-BitNumber





INTEGER (0..3),


codePhaseSearchWindow



CodePhaseSearchWindow,


azimuthAndElevation




AzimuthAndElevation




OPTIONAL

}


AcquisitionSatInfoList ::=


SEQUENCE (SIZE (1..maxSat)) OF











AcquisitionSatInfo

AdditionalAssistanceData ::=

OCTET STRING (SIZE (1..38))

AdditionalMeasurementID-List ::=
SEQUENCE (SIZE (1..maxAdditionalMeas)) OF











MeasurementIdentityNumber

AlmanacSatInfo ::=




SEQUENCE {


satID







INTEGER (0..63),


e








BIT STRING (SIZE (16)),


t-oa







BIT STRING (SIZE (8)),


deltaI







BIT STRING (SIZE (16)),


omegaDot






BIT STRING (SIZE (16)),


satHealth






BIT STRING (SIZE (8)),


a-Sqrt







BIT STRING (SIZE (24)),


omega0







BIT STRING (SIZE (24)),


m0








BIT STRING (SIZE (24)),


omega







BIT STRING (SIZE (24)),


af0








BIT STRING (SIZE (11)),


af1








BIT STRING (SIZE (11))

}

AlmanacSatInfoList ::=



SEQUENCE (SIZE (1..maxSat)) OF











AlmanacSatInfo

AverageRLC-BufferPayload ::=

ENUMERATED {











pla0, pla4, pla8, pla16, pla32,











pla64, pla128, pla256, pla512,











pla1024, pla2k, pla4k, pla8k, pla16k,











pla32k, pla64k, pla128k, pla256k,











pla512k, pla1024k }

AzimuthAndElevation ::=



SEQUENCE {


azimuth







INTEGER (0..31),


elevation






INTEGER (0..7)

}

BadSatList ::=





SEQUENCE (SIZE (1..maxSat)) OF











INTEGER (0..63)

BCCH-ARFCN ::=





INTEGER (0..1023)

BLER-MeasurementResults ::=


SEQUENCE {


transportChannelIdentity


TransportChannelIdentity,


dl-TransportChannelBLER



DL-TransportChannelBLER



OPTIONAL

}

BLER-MeasurementResultsList ::=

SEQUENCE (SIZE (1..maxTrCH)) OF











BLER-MeasurementResults

BLER-TransChIdList ::=



SEQUENCE (SIZE (1..maxTrCH)) OF











TransportChannelIdentity

BSIC-VerificationRequired ::=

ENUMERATED {











required, notRequired }

BurstModeParameters ::=



SEQUENCE {


burstStart






INTEGER (0..15),


burstLength






INTEGER (10..25),


burstFreq






INTEGER (1..16)

}

CellDCH-ReportCriteria ::=


CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria

}

-- Actual value = IE value * 0.5

CellIndividualOffset ::=


INTEGER (-20..20)

CellInfo ::=





SEQUENCE {


cellIndividualOffset



CellIndividualOffset


 
DEFAULT 0,


referenceTimeDifferenceToCell

ReferenceTimeDifferenceToCell

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info


OPTIONAL,




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




readSFN-Indicator




BOOLEAN,




tx-DiversityIndicator



BOOLEAN





},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power

OPTIONAL,




timeslotInfoList




TimeslotInfoList


OPTIONAL



}


}

}

CellInfoSI ::=





SEQUENCE {


cellIndividualOffset



CellIndividualOffset

 

DEFAULT 0,


referenceTimeDifferenceToCell

ReferenceTimeDifferenceToCell

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info


OPTIONAL,




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




readSFN-Indicator




BOOLEAN,




tx-DiversityIndicator



BOOLEAN





},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power

OPTIONAL,




timeslotInfoList




TimeslotInfoList


OPTIONAL



}


},


cellSelectionReselectionInfo

CellSelectReselectInfoSIB-11-12

OPTIONAL

}

CellMeasuredResults ::=



SEQUENCE {


cellIdentity





CellIdentity





OPTIONAL,


sfn-SFN-ObsTimeDifference


SFN-SFN-ObsTimeDifference


OPTIONAL,


cfn-SFN-ObsTimeDifference


CFN-SFN-ObsTimeDifference


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




cpich-Ec-N0






CPICH-Ec-N0




OPTIONAL,




cpich-RSCP






CPICH-RSCP




OPTIONAL,




pathloss






Pathloss




OPTIONAL



},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-RSCP




PrimaryCCPCH-RSCP


OPTIONAL,




timeslotISCP-List




TimeslotISCP-List


OPTIONAL



}


}

}

CellMeasurementEventResults ::=

CHOICE {


fdd








SEQUENCE (SIZE (1..maxCellMeas)) OF












PrimaryCPICH-Info,


tdd








SEQUENCE (SIZE (1..maxCellMeas)) OF












PrimaryCCPCH-Info

}

CellPosition ::=




SEQUENCE {


relativeNorth





INTEGER (-32767..32767),


relativeEast





INTEGER (-32767..32767),


relativeAltitude




INTEGER (-4095..4095)

}

CellReportingQuantities ::=


SEQUENCE {


sfn-SFN-OTD-Type




SFN-SFN-OTD-Type,


cellIdentity





BOOLEAN,


cfn-SFN-ObsTimeDifference


BOOLEAN,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




cpich-Ec-N0






BOOLEAN,




cpich-RSCP






BOOLEAN,




pathloss






BOOLEAN



},



tdd








SEQUENCE {




timeslotISCP





BOOLEAN,




primaryCCPCH-RSCP




BOOLEAN,




pathloss






BOOLEAN



}


}

}

CellSelectReselectInfoSIB-11-12 ::=
SEQUENCE {


q-OffsetS-N





Q-OffsetS-N





DEFAULT 0,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,


hcs-NeighbouringCellInformation

HCS-NeighbouringCellInformation

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




q-QualMin






Q-QualMin




OPTIONAL,




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



tdd








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



}


}

}

CellToMeasure ::=




SEQUENCE {


sfn-sfn-Drift





INTEGER (0..30)





OPTIONAL,


primaryCPICH-Info




PrimaryCPICH-Info,


frequencyInfo





FrequencyInfo





OPTIONAL,


sfn-SFN-ObservedTimeDifference

SFN-SFN-ObsTimeDifference1,


fineSFN-SFN






FineSFN-SFN,


cellPosition





CellPosition





OPTIONAL

}

CellToMeasureInfoList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











CellToMeasure

CellToReport ::=




SEQUENCE {


frequency






Frequency,


bsic







BSIC

}

CellToReportList ::=



SEQUENCE (SIZE (1..maxCellMeas)) OF











CellToReport

CFN-SFN-ObsTimeDifference ::=

CHOICE {


fdd-ChipDiff





INTEGER (0..157286399),


tdd-FrameDiff





INTEGER (0..4095)

}

CodePhaseSearchWindow ::=


ENUMERATED {











w1023, w1, w2, w3, w4, w6, w8,











w12, w16, w24, w32, w48, w64,











w96, w128, w192 }

CPICH-Ec-N0 ::=





INTEGER (-20..0)

-- IE value 0 = <-24 dB, 1 = between -24 and -23 and so on

CPICH-Ec-N0-OTDOA ::=



INTEGER (0..26)

CPICH-RSCP ::=





INTEGER (-115..-40)

DeltaPRC ::=





INTEGER (-127..127)

DeltaRRC ::=





INTEGER (-7..7)

DGPS-CorrectionSatInfo ::=


SEQUENCE {


satID







INTEGER (0..63),


iode







BIT STRING (SIZE (8)),


udre







UDRE,


prc








PRC,


rrc








RRC,


deltaPRC2






DeltaPRC,


deltaRRC2






DeltaRRC,


deltaPRC3






DeltaPRC,


deltaRRC3






DeltaRRC

}

DGPS-CorrectionSatInfoList ::=

SEQUENCE (SIZE (1..maxSat)) OF











DGPS-CorrectionSatInfo

DGPS-Information ::=



SEQUENCE {


satID







SatID,


iode







IODE,


udre







UDRE,


prc








PRC,


rrc








RRC,


deltaPRC2






DeltaPRC,


deltaRRC2






DeltaRRC

}

DGPS-InformationList ::=


SEQUENCE (SIZE (1..maxSat)) OF











DGPS-Information

DiffCorrectionStatus ::=


ENUMERATED {











udre-1-0, udre-0-75, udre-0-5, udre-0-3,











udre-0-2, udre-0-1, noData, invalidData }

-- Actual value = IE value * 0.02

DL-PhysicalChannelBER ::=


INTEGER (0..255)

-- Actual value = IE value * 0.02

DL-TransportChannelBLER ::=


INTEGER (0..255)

DopplerUncertainty ::=



ENUMERATED {











hz12-5, hz25, hz50, hz100, hz200 }

EllipsoidPoint ::=




OCTET STRING (SIZE (7))

EllipsoidPointAltitude ::=


OCTET STRING (SIZE (9))

EllipsoidPointAltitudeEllipse ::=
OCTET STRING (SIZE (14))

EllipsoidPointUncertCircle ::=

OCTET STRING (SIZE (8))

EllipsoidPointUncertEllipse ::=

OCTET STRING (SIZE (11))

EnvironmentCharacterization ::=

ENUMERATED {











possibleHeavyMultipathNLOS,











lightMultipathLOS,











notDefined }

Event1a ::=






SEQUENCE {


triggeringCondition




TriggeringCondition,


reportingRange





ReportingRange,


forbiddenAffectCellList



ForbiddenAffectCellList



OPTIONAL,


w








W,


reportDeactivationThreshold


ReportDeactivationThreshold

}

Event1b ::=






SEQUENCE {


triggeringCondition




TriggeringCondition,


reportingRange





ReportingRange,


forbiddenAffectCellList



ForbiddenAffectCellList



OPTIONAL,


w








W

}

Event1c ::=






SEQUENCE {


replacementActivationThreshold

ReplacementActivationThreshold

}

Event1ef ::=





SEQUENCE {


triggeringCondition




TriggeringCondition,


thresholdUsedFrequency



ThresholdUsedFrequency

}

Event2a ::=






SEQUENCE {


usedFreqThreshold




Threshold,


usedFreqW






W,


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL,


nonUsedFreqParameterList


NonUsedFreqParameterList


OPTIONAL

}

Event2b ::=






SEQUENCE {


usedFreqThreshold




Threshold,


usedFreqW






W,


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL,


nonUsedFreqParameterList


NonUsedFreqParameterList


OPTIONAL

}

Event2c ::=






SEQUENCE {


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL,


nonUsedFreqParameterList


NonUsedFreqParameterList


OPTIONAL

}

Event2d ::=






SEQUENCE {


usedFreqThreshold




Threshold,


usedFreqW






W,


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,



reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL
}

Event2e ::=






SEQUENCE {


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL,


nonUsedFreqParameterList


NonUsedFreqParameterList


OPTIONAL

}

Event2f ::=






SEQUENCE {


usedFreqThreshold




Threshold,


usedFreqW






W,


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


Event3a ::=






SEQUENCE {


thresholdOwnSystem




Threshold,


w








W,


thresholdOtherSystem



Threshold,


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


Event3b ::=






SEQUENCE {


thresholdOtherSystem



Threshold,


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


Event3c ::=






SEQUENCE {


thresholdOtherSystem



Threshold,


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


Event3d ::=






SEQUENCE {


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


EventIDInterFreq ::=



ENUMERATED {











e2a, e2b, e2c, e2d, e2e, e2f }

EventIDInterSystem ::=



ENUMERATED {











e3a, e3b, e3c, e3d }

EventIDIntraFreq ::=



ENUMERATED {











e1a, e1b, e1c, e1d, e1e,











e1f, e1g, e1h, e1i }

EventResults ::=




CHOICE {


intraFreqEventResults



IntraFreqEventResults,


interFreqEventResults



InterFreqEventResults,


interSystemEventResults



InterSystemEventResults,


trafficVolumeEventResults


TrafficVolumeEventResults,


qualityEventResults




QualityEventResults,


ue-InternalEventResults



UE-InternalEventResults,


lcs-MeasurementEventResults


LCS-MeasurementEventResults

}

ExtraDopplerInfo ::=



SEQUENCE {


doppler1stOrder





INTEGER (-42..21),


dopplerUncertainty




DopplerUncertainty

}

FACH-MeasurementOccasionInfo ::=
SEQUENCE {


k-UTRA







UTRAN-DRX-CycleLengthCoefficient,


otherRAT-InSysInfoList



OtherRAT-InSysInfoList



OPTIONAL

}

FilterCoefficient ::=



ENUMERATED {











fc0, fc1, fc2, fc3, fc4, fc5, 











fc6, fc7, fc8, fc9, fc11, fc13, 











fc15, fc17, fc19, spare1 }

FineSFN-SFN ::=





ENUMERATED {











fs0, fs0-25, fs0-5, fs0-75 }

ForbiddenAffectCell ::=



CHOICE {


fdd








PrimaryCPICH-Info,


tdd








PrimaryCCPCH-Info

}

ForbiddenAffectCellList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











ForbiddenAffectCell

FreqQualityEstimateQuantity-FDD ::= ENUMERATED {











cpich-Ec-N0,











cpich-RSCP }

FreqQualityEstimateQuantity-TDD ::= ENUMERATED {











primaryCCPCH-RSCP }

-- **TODO**, not defined yet

Frequency ::=





SEQUENCE {

}

GSM-CarrierRSSI ::=




BIT STRING (SIZE (6))

GPS-MeasurementParam ::=


SEQUENCE {


satelliteID






INTEGER (0..63),


c-N0







INTEGER (0..63),


doppler







INTEGER (-32768..32768),


wholeGPS-Chips





INTEGER (0..1023),


fractionalGPS-Chips




INTEGER (0..1023),


multipathIndicator




MultipathIndicator,


pseudorangeRMS-Error



INTEGER (0..63)

}

GPS-MeasurementParamList ::=

SEQUENCE (SIZE (1..maxSat)) OF











GPS-MeasurementParam

-- **TODO**, not defined yet

GSM-OutputPower ::=




SEQUENCE {

}

GPS-TOW-1msec ::=




INTEGER (0..604799999)

GPS-TOW-1usec ::=




SEQUENCE {


tow-1msec






GPS-TOW-1msec,


tow-rem-usec





GPS-TOW-rem-usec
}

GPS-TOW-Assist ::=




SEQUENCE {


satID







INTEGER (0..63),


tlm-Message






BIT STRING (SIZE (14)),


antiSpoof






BOOLEAN,


alert







BOOLEAN,


tlm-Reserved





BIT STRING (SIZE (2))

}

GPS-TOW-AssistList ::=



SEQUENCE (SIZE (1..maxSat)) OF











GPS-TOW-Assist

GPS-TOW-rem-usec ::=



INTEGER (0..999)

HCS-CellReselectInformation ::=

SEQUENCE {


penaltyTime






PenaltyTime






OPTIONAL


-- TABULAR: The default value is "notUsed", temporary offset is nested inside PenaltyTime

}

HCS-NeighbouringCellInformation ::= SEQUENCE {


hcs-PRIO






HCS-PRIO






DEFAULT 0,


q-HCS







Q-HCS







DEFAULT 0,


hcs-CellReselectInformation


HCS-CellReselectInformation


OPTIONAL

}

HCS-PRIO ::=





INTEGER (0..7)

HCS-ServingCellInformation ::=

SEQUENCE {


hcs-PRIO






HCS-PRIO






DEFAULT 0,


q-HCS







Q-HCS







DEFAULT 0,


t-CR-Max






T-CRMax







OPTIONAL

}

-- Actual value = IE value * 0.5

Hysteresis ::=





INTEGER (0..15)

-- Actual value = IE value * 0.5

HysteresisInterFreq ::=



INTEGER (0..29)

InterFreqCell ::=




SEQUENCE {


frequencyInfo





FrequencyInfo,


nonFreqRelatedEventResults


CellMeasurementEventResults

}

InterFreqCellID ::=




INTEGER (0..maxCellMeas-1)




InterFreqCellInfoList ::=


SEQUENCE {


removedInterFreqCellList


RemovedInterFreqCellList


OPTIONAL,


newInterFreqCellList



NewInterFreqCellList



OPTIONAL

}

InterFreqCellInfoSI-List ::=

SEQUENCE {


removedInterFreqCellList


RemovedInterFreqCellList


OPTIONAL,


newInterFreqCellList



NewInterFreqCellSI-List



OPTIONAL

}

InterFreqCellList ::=



SEQUENCE (SIZE (1..maxFreq)) OF











InterFreqCell

InterFreqCellMeasuredResultsList ::= SEQUENCE (SIZE (1..maxCellMeas)) OF











CellMeasuredResults

InterFreqEvent ::=




CHOICE {


event2a







Event2a,


event2b







Event2b,


event2c







Event2c,


event2d







Event2d,


event2e







Event2e,


event2f







Event2f

}

InterFreqEventList ::=



SEQUENCE (SIZE (1..maxMeasEvent)) OF











InterFreqEvent

InterFreqEventResults ::=


SEQUENCE {


eventID







EventIDInterFreq,


interFreqCellList




InterFreqCellList




OPTIONAL

}

InterFreqMeasQuantity ::=


SEQUENCE {


reportingCriteria




CHOICE {



intraFreqReportingCriteria


SEQUENCE {




intraFreqMeasQuantity



IntraFreqMeasQuantity



},



interFreqReportingCriteria


SEQUENCE {




filterCoefficient




FilterCoefficient


DEFAULT fc0,




modeSpecificInfo




CHOICE {





fdd








SEQUENCE {






freqQualityEstimateQuantity-FDD

FreqQualityEstimateQuantity-FDD





},





tdd








SEQUENCE {






freqQualityEstimateQuantity-TDD

FreqQualityEstimateQuantity-TDD





}




}



}


}

}

InterFreqMeasuredResults ::=

SEQUENCE {


frequencyInfo





FrequencyInfo





OPTIONAL,


utra-CarrierRSSI




UTRA-CarrierRSSI




OPTIONAL,


interFreqCellMeasuredResultsList
InterFreqCellMeasuredResultsList
OPTIONAL

}

InterFreqMeasuredResultsList ::=
SEQUENCE (SIZE (1..maxFreq)) OF











InterFreqMeasuredResults

InterFreqMeasurementSysInfo ::=

SEQUENCE {


interFreqMeasurementID



MeasurementIdentityNumber


DEFAULT 2,


interFreqCellInfoSI-List


InterFreqCellInfoSI-List


OPTIONAL,


interFreqMeasQuantity



InterFreqMeasQuantity



OPTIONAL,


interFreqReportingCriteria


InterFreqReportingCriteria


OPTIONAL

}

InterFreqReportCriteria ::=


CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria,


interFreqReportingCriteria


InterFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

InterFreqReportingCriteria ::=

SEQUENCE {


interFreqEventList




InterFreqEventList




OPTIONAL

}

InterFreqReportingQuantity ::=

SEQUENCE {


utra-Carrier-RSSI




BOOLEAN,


frequencyQualityEstimate


BOOLEAN,


nonFreqRelatedQuantities


CellReportingQuantities

}

InterFrequencyMeasurement ::=

SEQUENCE {


interFreqCellInfoList



InterFreqCellInfoList,


interFreqMeasQuantity



InterFreqMeasQuantity



OPTIONAL,


interFreqReportingQuantity


InterFreqReportingQuantity


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


interFreqSetUpdate




UE-AutonomousUpdateMode



OPTIONAL,


reportCriteria





InterFreqReportCriteria

}

InterSystemCellID ::=



INTEGER (0..maxCellMeas-1)

InterSystemCellInfoList ::=


SEQUENCE {


removedInterSystemCellList


RemovedInterSystemCellList,


newInterSystemCellList



NewInterSystemCellList

}

InterSystemEvent ::=



CHOICE {


event3a







Event3a,


event3b







Event3b,


event3c







Event3c,


event3d







Event3d

}

InterSystemEventList ::=


SEQUENCE (SIZE (1..maxMeasEvent)) OF











InterSystemEvent

InterSystemEventResults ::=


SEQUENCE {


eventID







EventIDInterSystem,


cellToReportList




CellToReportList

}

InterSystemInfo ::=




ENUMERATED {











gsm, spare1 }

InterSystemMeasQuantity ::=



SEQUENCE {


measQuantityUTRAN-QualityEstimate

IntraFreqMeasQuantity,


systemSpecificInfo





CHOICE {



gsm









SEQUENCE {




measurementQuantity





MeasurementQuantityGSM,




filterCoefficient





FilterCoefficient

DEFAULT fc1,




bsic-VerificationRequired



BSIC-VerificationRequired



},



is-2000








SEQUENCE {




tadd-EcIo







INTEGER (0..63),




tcomp-EcIo







INTEGER (0..15),




softSlope







INTEGER (0..63)


OPTIONAL,




addIntercept






INTEGER (0..63)


OPTIONAL



}


}


}

InterSystemMeasuredResults ::=

CHOICE {


gsm








SEQUENCE {



frequency






Frequency,



gsm-CarrierRSSI





GSM-CarrierRSSI




OPTIONAL,



pathloss






Pathloss





OPTIONAL,



bsic







BSIC






OPTIONAL,



observedTimeDifferenceToGSM


ObservedTimeDifferenceToGSM

OPTIONAL


},


spare







NULL

}

InterSystemMeasuredResultsList ::= SEQUENCE (SIZE (1..maxOtherRAT)) OF











InterSystemMeasuredResults

InterSystemMeasurement ::=


SEQUENCE {


interSystemCellInfoList



InterSystemCellInfoList



OPTIONAL,


interSystemMeasQuantity



InterSystemMeasQuantity



OPTIONAL,


interSystemReportingQuantity

InterSystemReportingQuantity

OPTIONAL,


reportCriteria





InterSystemReportCriteria

}

InterSystemMeasurementSysInfo ::=
SEQUENCE {


interSystemMeasurementID


MeasurementIdentityNumber


DEFAULT 3,


interSystemCellInfoList



InterSystemCellInfoList



OPTIONAL,


interSystemMeasQuantity



InterSystemMeasQuantity



OPTIONAL

}

InterSystemReportCriteria ::=

CHOICE {


interSystemReportingCriteria

InterSystemReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}




InterSystemReportingCriteria ::= 
SEQUENCE {


interSystemEventList



InterSystemEventList



OPTIONAL

}

InterSystemReportingQuantity ::=
SEQUENCE {


utran-EstimatedQuality



BOOLEAN,


systemSpecificInfo




CHOICE {



gsm








SEQUENCE {




pathloss






BOOLEAN,




observedTimeDifferenceGSM


BOOLEAN,




gsm-Carrier-RSSI




BOOLEAN,




bsic







BOOLEAN



},



spare1







NULL


}

}

IntraFreqCellID ::=




INTEGER (0..maxCellMeas-1)

IntraFreqCellInfoList ::=


SEQUENCE {


removedIntraFreqCellList


RemovedIntraFreqCellList


OPTIONAL,


newIntraFreqCellList



NewIntraFreqCellList



OPTIONAL

}

IntraFreqCellInfoSI-List ::=

SEQUENCE {


removedIntraFreqCellList


RemovedIntraFreqCellList


OPTIONAL,


newIntraFreqCellList



NewIntraFreqCellSI-List

}

IntraFreqEvent ::=




CHOICE {


e1a








Event1a,


e1b








Event1b,


e1c








Event1c,


e1d








NULL,


e1e








Event1ef,


e1f








Event1ef,


e1g








NULL,


e1h








ThresholdUsedFrequency,


e1i








ThresholdUsedFrequency

}

IntraFreqEventCriteria ::=


SEQUENCE {


event







IntraFreqEvent,


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}

IntraFreqEventCriteriaList ::=

SEQUENCE (SIZE (1..maxMeasEvent)) OF











IntraFreqEventCriteria

IntraFreqEventResults ::=


SEQUENCE {


eventID







EventIDIntraFreq,


cellMeasurementEventResults


CellMeasurementEventResults

}

IntraFreqMeasQuantity ::=


SEQUENCE {


filterCoefficient




FilterCoefficient




DEFAULT fc1,


modeSpecificInfo 




CHOICE {



fdd







SEQUENCE {




intraFreqMeasQuantity-FDD

IntraFreqMeasQuantity-FDD



},



tdd







SEQUENCE {




intraFreqMeasQuantity-TDDList
IntraFreqMeasQuantity-TDDList



}


}

}

IntraFreqMeasQuantity-FDD ::=

ENUMERATED {











cpich-Ec-NO,











cpich-RSCP,











pathloss,











utra-CarrierRSSI }

IntraFreqMeasQuantity-TDD ::=

ENUMERATED {











primaryCCPCH-RSCP,











pathloss,











timeslotISCP,











utra-CarrierRSSI }

IntraFreqMeasQuantity-TDDList ::=
SEQUENCE (SIZE (1..4)) OF











IntraFreqMeasQuantity-TDD

IntraFreqMeasuredResultsList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF











CellMeasuredResults

IntraFreqMeasurementSysInfo ::=

SEQUENCE {


intraFreqMeasurementID



MeasurementIdentityNumber


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List


OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH



OPTIONAL

}

IntraFreqReportCriteria ::=


CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

IntraFreqReportingCriteria ::=

SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList

}

IntraFreqReportingQuantity ::=

SEQUENCE {


activeSetReportingQuantities

CellReportingQuantities,


monitoredSetReportingQuantities

CellReportingQuantities,


detectedSetReportingQuantities

CellReportingQuantities



OPTIONAL

}

IntraFreqReportingQuantityForRACH ::= SEQUENCE {


sfn-SFN-OTD-Type




SFN-SFN-OTD-Type,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




intraFreqRepQuantityRACH-FDD

IntraFreqRepQuantityRACH-FDD



},



tdd








SEQUENCE {




intraFreqRepQuantityRACH-TDDList
IntraFreqRepQuantityRACH-TDDList



}


}

}

IntraFreqRepQuantityRACH-FDD ::=
ENUMERATED {











cpich-EcN0, cpich-RSCP, 











pathloss, noReport }

IntraFreqRepQuantityRACH-TDD ::=
ENUMERATED {











timeslotISCP,











primaryCCPCH-RSCP,











noReport }

IntraFreqRepQuantityRACH-TDDList ::= SEQUENCE (SIZE (1..2)) OF











IntraFreqRepQuantityRACH-TDD

IntraFrequencyMeasurement ::=

SEQUENCE {


intraFreqCellInfoList



IntraFreqCellInfoList



OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantity


IntraFreqReportingQuantity


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


reportCriteria





IntraFreqReportCriteria

}

IODE ::=






INTEGER (0..255)

IP-Length ::=





ENUMERATED {











ipl5, ipl10 }

IP-Spacing ::=





ENUMERATED {











e5, e7, e10, e15, e20,











e30, e40, e50 }

IS-2000SpecificMeasInfo ::=


ENUMERATED {











frequency, timeslot, colourcode,











outputpower, pn-Offset }

K-InterRAT ::=





INTEGER (0..12)

LCS-Accuracy ::=




BIT STRING (SIZE (7))

--
For sfID=0 (sf4), pageNo=18, and sfID=0 & sfID=1 (sf4 & sf5), pageNo=25,

--
the IE fileds for word3 – word110 are the same as LCS-GPS-IonosphericModel 

--
and LCS-GPS-UTC-Model. For the rest of the pages, they are the same as 

--
LCS-GPS-Almanac.

LCS-Alma-SIB-Data ::=




SEQUENCE {


sfID







INTEGER (0..1),


dataID







INTEGER (0..3),


pageNo







INTEGER (0..63),


word3







BIT STRING (SIZE (16)),


word4







BIT STRING (SIZE (24)),


word5







BIT STRING (SIZE (24)),


word6







BIT STRING (SIZE (24)),


word7







BIT STRING (SIZE (24)),


word8







BIT STRING (SIZE (24)),


word9







BIT STRING (SIZE (24)),


word10







BIT STRING (SIZE (22))

}

LCS-Alma-SIB-DataList ::=


SEQUENCE (SIZE (1..3)) OF











LCS-Alma-SIB-Data

LCS-CipherParameters ::=


SEQUENCE {


cipheringKeyFlag




BIT STRING (SIZE (1)),


cipheringSerialNumber



INTEGER (0..65535)




OPTIONAL

}

LCS-DGPS-SIB-Data ::=



SEQUENCE {


nodeBClockDrift





NodeB-ClockDrift




OPTIONAL,


referenceLocationforSIB ReferenceLocationforSIB,


referenceSFN





ReferenceSFN





OPTIONAL,


referenceGPS-TOW




GPS-TOW-1usec,


statusHealth





DiffCorrectionStatus,


dgps-InformationList



DGPS-InformationList





}

LCS-Ephe-SIB-Data ::=



SEQUENCE {


transmissiontTOW




INTEGER (0..1048575),


satID







INTEGER (0..63),


tlmMessage






BIT STRING (SIZE (14)),


tlmRevd







BIT STRING (SIZE (2)),


how








BIT STRING (SIZE (22)),


wn








BIT STRING (SIZE (10)),


navModel






NavModel

}

LCS-Error ::=





SEQUENCE {


errorReason






LCS-ErrorCause,


additionalAssistanceData


AdditionalAssistanceData

}

LCS-ErrorCause ::=




ENUMERATED {











notEnoughOTDOA-Cells,











notEnoughGPS-Satellites,











assistanceDataMissing,











methodNotSupported,











undefinedError,











requestDeniedByUser,











notProcessedAndTimeout }

LCS-EventID ::=





ENUMERATED {











e7a, e7b, e7c }

LCS-EventParam ::=




SEQUENCE {


eventID







LCS-EventID,


reportingAmount





ReportingAmount,


reportFirstFix





BOOLEAN,


measurementInterval




LCS-MeasurementInterval,


eventSpecificInfo




LCS-EventSpecificInfo

}

LCS-EventParamList ::=



SEQUENCE (SIZE (1..maxMeasEvent)) OF











LCS-EventParam

LCS-EventSpecificInfo ::=


CHOICE {


e7a








ThresholdPositionChange,


e7b








ThresholdSFN-SFN-Change,


e7c








ThresholdSFN-GPS-TOW

}

LCS-GPS-AcquisitionAssistance ::=
SEQUENCE {


referenceTime





CHOICE {



utran-ReferenceTime




UTRAN-ReferenceTime,



gps-ReferenceTimeOnly



INTEGER (0..604799999)


},


satelliteInformationList


AcquisitionSatInfoList

}

0

LCS-GPS-Almanac ::=




SEQUENCE {


wn-a







BIT STRING (SIZE (8)),

almanacSatInfoList




AlmanacSatInfoList

}

LCS-GPS-AssistanceData ::=


SEQUENCE {


lcs-GPS-ReferenceTime



LCS-GPS-ReferenceTime



OPTIONAL,


lcs-GPS-ReferenceLocation


EllipsoidPointAltitude



OPTIONAL,


lcs-GPS-DGPS-Corrections


LCS-GPS-DGPS-Corrections


OPTIONAL,


lcs-GPS-NavigationModel



LCS-GPS-NavigationModel



OPTIONAL,


lcs-GPS-IonosphericModel


LCS-GPS-IonosphericModel


OPTIONAL,


lcs-GPS-UTC-Model




LCS-GPS-UTC-Model




OPTIONAL,


lcs-GPS-Almanac





LCS-GPS-Almanac





OPTIONAL,


lcs-GPS-AcquisitionAssistance

LCS-GPS-AcquisitionAssistance

OPTIONAL,


lcs-GPS-Real-timeIntegrity


BadSatList






OPTIONAL

}

LCS-GPS-AssistanceSIB ::=


SEQUENCE {


lcs-CipherParameters



LCS-CipherParameters

}

LCS-GPS-DGPS-Corrections ::=

SEQUENCE {


gps-TOW







INTEGER (0..604799),


statusHealth





DiffCorrectionStatus,


dgps-CorrectionSatInfoList


DGPS-CorrectionSatInfoList

}

LCS-GPS-IonosphericModel ::=

SEQUENCE {


alfa0







BIT STRING (SIZE (8)),


alfa1







BIT STRING (SIZE (8)),


alfa2







BIT STRING (SIZE (8)),


alfa3







BIT STRING (SIZE (8)),


beta0







BIT STRING (SIZE (8)),


beta1







BIT STRING (SIZE (8)),


beta2







BIT STRING (SIZE (8)),


beta3







BIT STRING (SIZE (8))

}

LCS-GPS-Measurement ::=



SEQUENCE {


referenceSFN





ReferenceSFN





OPTIONAL,


gps-TOW-1msec





GPS-TOW-1msec,


gps-TOW-rem-usec




GPS-TOW-rem-usec




OPTIONAL,


gps-MeasurementParamList


GPS-MeasurementParamList

}

LCS-GPS-NavigationModel ::=


SEQUENCE {


n-SAT







INTEGER (1..16),


navigationModelSatInfoList


NavigationModelSatInfoList

}

LCS-GPS-ReferenceTime ::=


SEQUENCE {


gps-Week






INTEGER (0..1023),


gps-TOW







GPS-TOW-1usec,


sfn








INTEGER (0..4095),


gps-TOW-AssistList




GPS-TOW-AssistList




OPTIONAL

}

LCS-GPS-UTC-Model ::=



SEQUENCE {


a1








BIT STRING (SIZE (24)),


a0








BIT STRING (SIZE (32)),


t-ot







BIT STRING (SIZE (8)),


wn-t







BIT STRING (SIZE (8)),


delta-t-LS






BIT STRING (SIZE (8)),


wn-lsf







BIT STRING (SIZE (8)),


dn








BIT STRING (SIZE (8)),


delta-t-LSF






BIT STRING (SIZE (8))

}

LCS-IPDL-Parameters ::=



SEQUENCE {


ip-Spacing






IP-Spacing,


ip-Length






IP-Length,


ip-Offset






INTEGER (0..9),


seed







INTEGER (0..63),


burstModeParameters




BurstModeParameters

}

LCS-MeasuredResults ::=



SEQUENCE {


lcs-MultipleSets




LCS-MultipleSets




OPTIONAL,


lcs-ReferenceCellIdentity


PrimaryCPICH-Info




OPTIONAL,


lcs-OTDOA-Measurement



LCS-OTDOA-Measurement



OPTIONAL,


lcs-Position





LCS-Position





OPTIONAL,


lcs-GPS-Measurement




LCS-GPS-Measurement




OPTIONAL,


lcs-Error






LCS-Error






OPTIONAL

}

LCS-Measurement ::=




SEQUENCE {


lcs-ReportingQuantity



LCS-ReportingQuantity,


reportCriteria





LCS-ReportCriteria,


lcs-OTDOA-AssistanceData


LCS-OTDOA-AssistanceData


OPTIONAL,


lcs-GPS-AssistanceData



LCS-GPS-AssistanceData



OPTIONAL

}

LCS-MeasurementEventResults ::=

SEQUENCE {


event7a







LCS-Position,


event7b







LCS-OTDOA-Measurement,


event7c







LCS-GPS-Measurement


}

LCS-MeasurementInterval ::=


ENUMERATED {











e5, e15, e60, e300,











e900, e1800, e3600, e7200 }

LCS-MethodType ::=




ENUMERATED {











ue-Assisted,











ue-Based,











ue-BasedPreferred,











ue-AssistedPreferred }

LCS-MultipleSets ::=



SEQUENCE {


numberOfOTDOA-IPDL-GPS-Sets


INTEGER (2..3),


numberOfReferenceCells



INTEGER (1..3),


referenceCellRelation



ReferenceCellRelation

}

LCS-OTDOA-AssistanceData ::=

SEQUENCE {


lcs-OTDOA-ReferenceCell



LCS-OTDOA-ReferenceCell



OPTIONAL,


lcs-OTDOA-MeasurementAssistDataList LCS-OTDOA-MeasurementAssistDataList
OPTIONAL,


lcs-IPDL-Parameters




LCS-IPDL-Parameters




OPTIONAL

}

LCS-OTDOA-AssistanceSIB ::=


SEQUENCE {


lcs-CipherParameters



LCS-CipherParameters,


searchWindowSize




OTDOA-SearchWindowSize,


referenceCellPosition



ReferenceCellPosition,


lcs-IPDL-Parameters




LCS-IPDL-Parameters




OPTIONAL,


cellToMeasureInfoList



CellToMeasureInfoList

}

LCS-OTDOA-Measurement ::=


SEQUENCE {


sfn








INTEGER (0..4095),


-- Actual value = IE value * 0.25 + 876


ue-Rx-Tx-TimeDifference



INTEGER (0..1184),


qualityType






QualityType,


qualityChoice





CHOICE {



std-10







ReferenceQuality10,



std-50







ReferenceQuality50,



cpich-EcN0






CPICH-Ec-N0-OTDOA,



defaultQuality





ReferenceQuality


},


neighborList





NeighborList





OPTIONAL

}

LCS-OTDOA-MeasurementAssistData ::= SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


frequencyInfo





FrequencyInfo





OPTIONAL,


sfn-SFN-ObsTimeDifference


SFN-SFN-ObsTimeDifference1,


fineSFN-SFN






FineSFN-SFN






OPTIONAL,


searchWindowSize




OTDOA-SearchWindowSize,


relativeNorth





INTEGER (-20000..20000)



OPTIONAL,


relativeEast





INTEGER (-20000..20000)



OPTIONAL,


relativeAltitude




INTEGER (-4000..4000)



OPTIONAL

}

LCS-OTDOA-MeasurementAssistDataList ::= SEQUENCE (SIZE (1..maxCellMeas)) OF












LCS-OTDOA-MeasurementAssistData



LCS-OTDOA-ReferenceCell ::=


SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


frequencyInfo





FrequencyInfo





OPTIONAL,


cellPosition





ReferenceCellPosition



OPTIONAL

}

LCS-Position ::=




SEQUENCE {


referenceSFN





ReferenceSFN,


gps-TOW







GPS-TOW-1usec,


positionEstimate




PositionEstimate

}

LCS-ReportCriteria ::=



CHOICE {


lcs-ReportingCriteria



LCS-EventParamList,


periodicalReportingCriteria


PeriodicalReportingCriteria,


noReporting






NULL

}

LCS-ReportingQuantity ::=


SEQUENCE {


methodType






LCS-MethodType,


positioningMethod




PositioningMethod,


responseTime





LCS-ResponseTime,


accuracy






LCS-Accuracy





OPTIONAL,


gps-TimingOfCellWanted



BOOLEAN,


multipleSets





BOOLEAN,


environmentCharacterization


EnvironmentCharacterization


OPTIONAL

}

LCS-ResponseTime ::=



ENUMERATED {











s1, s2, s4, s8, s16,











s32, s64, s128 }

MaxNumberOfReportingCellsType1 ::=
ENUMERATED {











e1, e2, e3, e4, e5, e6}

MaxNumberOfReportingCellsType2 ::=
ENUMERATED {











e1, e2, e3, e4, e5, e6, e7, e8, e9, e10, e11, e12}

MaxNumberOfReportingCellsType3 ::=
ENUMERATED {











viactCellsPlus1,











viactCellsPlus2,











viactCellsPlus3,











viactCellsPlus4,











viactCellsPlus5,











viactCellsPlus6 }

MaxReportedCellsOnRACH ::=


ENUMERATED {











noReport,











currentCell,











currentAnd-1-BestNeighbour,











currentAnd-2-BestNeighbour,











currentAnd-3-BestNeighbour,











currentAnd-4-BestNeighbour,











currentAnd-5-BestNeighbour,











currentAnd-6-BestNeighbour }

MeasuredResults ::=




CHOICE {


intraFreqMeasuredResultsList

IntraFreqMeasuredResultsList,


interFreqMeasuredResultsList

InterFreqMeasuredResultsList,


interSystemMeasuredResultsList

InterSystemMeasuredResultsList,


trafficVolumeMeasuredResultsList
TrafficVolumeMeasuredResultsList,


qualityMeasuredResults



QualityMeasuredResults,


ue-InternalMeasuredResults


UE-InternalMeasuredResults,


lcs-MeasuredResults




LCS-MeasuredResults

}

MeasuredResultsList ::=



SEQUENCE (SIZE (1..maxAdditionalMeas)) OF











MeasuredResults

MeasuredResultsOnRACH ::=


SEQUENCE {


currentCell 





SEQUENCE {



modeSpecificInfo




CHOICE {




fdd








SEQUENCE {





measurementQuantity




CHOICE {






cpich-Ec-N0






CPICH-Ec-N0,






cpich-RSCP






CPICH-RSCP,






pathloss






Pathloss 





}




},




tdd








SEQUENCE {





timeslotISCP





TimeslotISCP-List

OPTIONAL,





primaryCCPCH-RSCP




PrimaryCCPCH-RSCP

OPTIONAL




}



}


},


monitoredCells





MonitoredCellRACH-List



OPTIONAL

}

MeasurementCommand ::=



CHOICE {


setup







MeasurementType,


modify







SEQUENCE {



measurementType





MeasurementType




OPTIONAL


},


release







NULL

}

MeasurementControlSysInfo ::=

SEQUENCE {


intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo


OPTIONAL,


interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo


OPTIONAL,


interSystemMeasurementSysInfo

InterSystemMeasurementSysInfo

OPTIONAL,


trafficVolumeMeasSysInfo


TrafficVolumeMeasSysInfo


OPTIONAL,


ue-InternalMeasurementSysInfo

UE-InternalMeasurementSysInfo

OPTIONAL

}

MeasurementIdentityNumber ::=

INTEGER (1..16)

MeasurementQuantityGSM ::=


ENUMERATED {











gsm-CarrierRSSI,











pathloss }

MeasurementReportingMode ::=

SEQUENCE {


measurementReportTransferMode

TransferMode,


periodicalOrEventTrigger


PeriodicalOrEventTrigger

}


MeasurementType ::=




CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement,


interFrequencyMeasurement


InterFrequencyMeasurement,


interSystemMeasurement



InterSystemMeasurement,


lcs-Measurement





LCS-Measurement,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement

}

MeasurementValidity ::=



SEQUENCE {


resume-Release





Resume-Release

}

MonitoredCellRACH-List ::=


SEQUENCE (SIZE (1..7)) OF











MonitoredCellRACH-Result

MonitoredCellRACH-Result ::=

SEQUENCE {


sfn-SFN-ObsTimeDifference


SFN-SFN-ObsTimeDifference


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




measurementQuantity




CHOICE {





cpich-Ec-N0






CPICH-Ec-N0,





cpich-RSCP






CPICH-RSCP,





pathloss






Pathloss




}















OPTIONAL



},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-RSCP




PrimaryCCPCH-RSCP


OPTIONAL



}


}

}

MultipathIndicator ::=



ENUMERATED {











nm,











low,











medium,











high }

N-CR-T-CRMaxHyst ::=



SEQUENCE {


n-CR







INTEGER (1..16)





DEFAULT 8,


t-CRMaxHyst






T-CRMaxHyst

}

NavigationModelSatInfo ::=


SEQUENCE {


satID







INTEGER (0..63),


satelliteStatus





SatelliteStatus,


navModel






NavModel

}

NavigationModelSatInfoList ::=

SEQUENCE (SIZE (1..maxSat)) OF











NavigationModelSatInfo

NavModel ::=





SEQUENCE {


codeOnL2






BIT STRING (SIZE (2)),


uraIndex






BIT STRING (SIZE (4)),


satHealth






BIT STRING (SIZE (6)),


iodc







BIT STRING (SIZE (10)),


l2Pflag







BIT STRING (SIZE (1)),


sf1Revd







SubFrame1Reserved,


t-GD







BIT STRING (SIZE (8)),


t-oc







BIT STRING (SIZE (16)),


af2








BIT STRING (SIZE (8)),


af1








BIT STRING (SIZE (16)),


af0








BIT STRING (SIZE (22)),


c-rs







BIT STRING (SIZE (16)),


delta-n







BIT STRING (SIZE (16)),


m0








BIT STRING (SIZE (32)),


c-uc







BIT STRING (SIZE (16)),


e








BIT STRING (SIZE (32)),


c-us







BIT STRING (SIZE (16)),


a-Sqrt







BIT STRING (SIZE (32)),


t-oe







BIT STRING (SIZE (16)),


fitInterval






BIT STRING (SIZE (1)),


aodo







BIT STRING (SIZE (5)),


c-ic







BIT STRING (SIZE (16)),


omega0







BIT STRING (SIZE (32)),


c-is







BIT STRING (SIZE (16)),


i0








BIT STRING (SIZE (32)),


c-rc







BIT STRING (SIZE (16)),


omega







BIT STRING (SIZE (32)),


omegaDot






BIT STRING (SIZE (24)),


iDot







BIT STRING (SIZE (14))

}

Neighbor ::=





SEQUENCE {


neighborIdentity




PrimaryCPICH-Info




OPTIONAL,


neignborQuantity




NeighborQuantity,


sfn-SFN-ObsTimeDifference2


SFN-SFN-ObsTimeDifference2

}

NeighborList ::=




SEQUENCE (SIZE (1..maxCellMeas)) OF











Neighbor

-- **TODO**, to be defined fully

NeighborQuantity ::=



SEQUENCE {

}

NewInterFreqCell ::=



SEQUENCE {


interFreqCellID





InterFreqCellID





OPTIONAL,


frequencyInfo





FrequencyInfo





OPTIONAL,


cellInfo






CellInfo

}

NewInterFreqCellList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











NewInterFreqCell

NewInterFreqCellSI ::=



SEQUENCE {


interFreqCellID





InterFreqCellID





OPTIONAL,


frequencyInfo





FrequencyInfo





OPTIONAL,


cellInfo






CellInfoSI

}

NewInterFreqCellSI-List ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











NewInterFreqCellSI

NewInterSystemCell ::=



SEQUENCE {


technologySpecificInfo



CHOICE {



gsm








SEQUENCE {




q-Offset






Q-Offset




OPTIONAL,




hcs-NeighbouringCellInformation

HCS-NeighbouringCellInformation




















OPTIONAL,




q-RxlevMin






Q-RxlevMin,




maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power,




bsic







BSIC,




bcch-ARFCN






BCCH-ARFCN,




gsm-OutputPower





GSM-OutputPower



OPTIONAL



},



is-2000







SEQUENCE {




is-2000SpecificMeasInfo



IS-2000SpecificMeasInfo



},



spare







NULL


}

}

NewInterSystemCellList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











NewInterSystemCell

NewIntraFreqCell ::=



SEQUENCE {


intraFreqCellID





IntraFreqCellID





OPTIONAL,


cellInfo






CellInfo

}

NewIntraFreqCellList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











NewIntraFreqCell

NewIntraFreqCellSI ::=



SEQUENCE {


intraFreqCellID





IntraFreqCellID





OPTIONAL,


cellInfo






CellInfoSI

}

NewIntraFreqCellSI-List ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











NewIntraFreqCellSI

NodeB-ClockDrift ::=



INTEGER (0..15)

NonUsedFreqParameter ::=


SEQUENCE {


nonUsedFreqThreshold



Threshold,


nonUsedFreqW





W

}

NonUsedFreqParameterList ::=

SEQUENCE (SIZE (1..maxFreq)) OF











NonUsedFreqParameter

ObservedTimeDifferenceToGSM ::=

INTEGER (0..4095)

OTDOA-SearchWindowSize ::=


ENUMERATED {











c10, c20, c30, c40, c50,











c60, c70, moreThan70 }

OtherRAT-InSysInfo ::=



SEQUENCE {


rat-Type






RAT-Type,


k-InterRAT






K-InterRAT

}

OtherRAT-InSysInfoList ::=


SEQUENCE (SIZE (1..maxOtherRAT)) OF











OtherRAT-InSysInfo

Pathloss ::=





INTEGER (46..158)

PenaltyTime ::=





CHOICE {


notUsed







NULL,


pt10







TemporaryOffset,


pt20







TemporaryOffset,


pt30







TemporaryOffset,


pt40







TemporaryOffset,


pt50







TemporaryOffset,


pt60







TemporaryOffset

}

PendingTimeAfterTrigger ::=


ENUMERATED {











ptat0-25, ptat0-5, ptat1,











ptat2, ptat4, ptat8, ptat16 }

PeriodicalOrEventTrigger ::=

ENUMERATED {











periodical,











eventTrigger }

PeriodicalReportingCriteria ::=

SEQUENCE {


reportingAmount





ReportingAmount




DEFAULT ra-Infinity,


reportingInterval




ReportingIntervalLong

}

PeriodicalWithReportingCellStatus ::= SEQUENCE {


periodicalReportingCriteria


PeriodicalReportingCriteria,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}

PositionEstimate ::=



CHOICE {


ellipsoidPoint





EllipsoidPoint,


ellipsoidPointUncertCircle


EllipsoidPointUncertCircle,


ellipsoidPointUncertEllipse


EllipsoidPointUncertEllipse,


ellipsoidPointAltitude



EllipsoidPointAltitude,


ellipsoidPointAltitudeEllipse

EllipsoidPointAltitudeEllipse

}

PositioningMethod ::=



ENUMERATED {











otdoa,











gps,











otdoaOrGPS }

PRC ::=







INTEGER (-2047..2047)

PrimaryCCPCH-RSCP ::=



INTEGER (-115..-25)

Q-HCS ::=






INTEGER (0..99)

Q-Offset ::=





INTEGER (-50..50)

Q-OffsetS-N ::=





INTEGER (-50..50)

Q-QualMin ::=





INTEGER (-20..0)

-- Actual value = (IE value * 2) + 1

Q-RxlevMin ::=





INTEGER (-58..-13)

QualityEventResults ::=



SEQUENCE (SIZE (1..maxTrCH)) OF











TransportChannelIdentity

QualityMeasuredResults ::=


SEQUENCE {


blerMeasurementResultsList


BLER-MeasurementResultsList


OPTIONAL,


dl-PhysicalChannelBER



DL-PhysicalChannelBER



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




sir








SIR






OPTIONAL



},



tdd








SEQUENCE {




sir-MeasurementResults



SIR-MeasurementList


OPTIONAL



}


}

}

QualityMeasurement ::=



SEQUENCE {


qualityReportingQuantity


QualityReportingQuantity


OPTIONAL,


reportCriteria





QualityReportCriteria

}

QualityReportCriteria ::=


CHOICE {


qualityReportingCriteria


QualityReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria,


noReporting






NULL

}

QualityReportingCriteria ::=

SEQUENCE (SIZE (1..maxTrCH)) OF











QualityReportingCriteriaSingle

QualityReportingCriteriaSingle ::=
SEQUENCE {


transportChannelIdentity


TransportChannelIdentity,


totalCRC






INTEGER (1..512),


badCRC







INTEGER (1..512),


pendingAfterTrigger




INTEGER (1..512)

}

QualityReportingQuantity ::=

SEQUENCE {


dl-TransChBLER





BOOLEAN,


bler-dl-TransChIdList



BLER-TransChIdList




OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




sir








BOOLEAN



},



tdd








SEQUENCE {




sir-TFCS-List





SIR-TFCS-List



OPTIONAL



}


}

}

QualityType ::=





ENUMERATED {











std-10, std-50, cpich-Ec-N0 }

RAT-Type ::=





ENUMERATED {











gsm, is2000, spare1, spare2,











spare3, spare4, spare5, spare6,











spare7, spare8, spare9, spare10,











spare11, spare12, spare13, spare14 }

ReferenceCellPosition ::=


CHOICE {


ellipsoidPoint





EllipsoidPoint,


ellipsoidPointWithAltitude


EllipsoidPointAltitude

}

ReferenceCellRelation ::=


ENUMERATED {











first-12-second-3,











first-13-second-2,











first-1-second-23 }

, the reference to ReferenceGPS-TOW is replaced with GPS-TOW-1usec

-- As defined in 23.032 (2D with 24bits for each coordinate)

ReferenceLocationforSIB ::=


SEQUENCE {


ellipsoidPoint





EllipsoidPoint

}

ReferenceQuality ::=



ENUMERATED {











m0-19, m20-39, m40-79,











m80-159, m160-319, m320-639,











m640-1319, m1320Plus }

-- Actual value = IE value * 10

ReferenceQuality10 ::=



INTEGER (1..32)

-- Actual value = IE value * 50

ReferenceQuality50 ::=



INTEGER (1..32)

ReferenceSFN ::=




INTEGER (0..4095)

-- Actual value = IE value * 512

ReferenceTimeDifferenceToCell ::= 
CHOICE {


-- Actual value = IE value * 40


accuracy40






INTEGER (0..960),


-- Actual value = IE value * 256


accuracy256






INTEGER (0..150),


-- Actual value = IE value * 2560


accuracy2560





INTEGER (0..15)

}

RemovedInterFreqCellList ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF











InterFreqCellID

RemovedInterSystemCellList ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF











InterSystemCellID

RemovedIntraFreqCellList ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF











IntraFreqCellID

ReplacementActivationThreshold ::= 
ENUMERATED {











notApplicable, t1, t2,











t3, t4, t5, t6, t7 }

ReportDeactivationThreshold ::=

ENUMERATED {











notApplicable, t1, t2,











t3, t4, t5, t6, t7 }

ReportingAmount ::=




ENUMERATED {











ra1, ra2, ra4, ra8, ra16, ra32,











ra64, ra-Infinity }

ReportingCellStatus ::=



CHOICE{


withinActiveSet





MaxNumberOfReportingCellsType1,


withinMonitoredSetUsedFreq


MaxNumberOfReportingCellsType1,


withinMonitoredUsedFreq



MaxNumberOfReportingCellsType1,


allActiveplusMonitoredSet


MaxNumberOfReportingCellsType3,


withinVirtualActSet




MaxNumberOfReportingCellsType1,


withinMonitoredSetNonUsedFreq

MaxNumberOfReportingCellsType1,


withinMonitoredNonUsedFreq


MaxNumberOfReportingCellsType1,


allVirtualActSetplusMonitoredSetNonUsedFreq












MaxNumberOfReportingCellsType3,


withinActSetOrVirtualActSet


MaxNumberOfReportingCellsType2,


withinMonitoredUsedFreqOrMonitoredNonUsedFreq












MaxNumberOfReportingCellsType2

}

ReportingCellStatusOpt ::=


SEQUENCE {


reportingCellStatus




ReportingCellStatus




OPTIONAL

}

ReportingInfoForCellDCH ::=


SEQUENCE {


intraFreqReportingQuantity


IntraFreqReportingQuantity,


measurementReportingMode


MeasurementReportingMode,


reportCriteria





CellDCH-ReportCriteria

}

ReportingInterval ::=



ENUMERATED {











noPeriodicalreporting, ri0-25, 











ri0-5, ri1, ri2, ri4, ri8, ri16 }

ReportingIntervalLong ::=


ENUMERATED {











ril0, ril0-25, ril0-5, ril1,











ril2, ril3, ril4, ril6, ril8,











ril12, ril16, ril20, ril24,











ril28, ril32, ril64 }

-- Actual value = IE value * 0.5

ReportingRange ::=




INTEGER (0..29)

Resume-Release ::=




CHOICE {


resume







UE-State,


release







NULL

}

RL-AdditionInfoList ::=



SEQUENCE (SIZE (1..maxRL-1)) OF











PrimaryCPICH-Info

RL-InformationLists ::=



SEQUENCE {


rl-AdditionInfoList




RL-AdditionInfoList




OPTIONAL,


rl-RemovalInfoList




RL-RemovalInfoList




OPTIONAL

}

RL-RemovalInfoList ::=



SEQUENCE (SIZE (1..maxRL)) OF











PrimaryCPICH-Info

RLC-BuffersPayload ::=



ENUMERATED {











pl0, pl4, pl8, pl16, pl32, pl64, pl128,











pl256, pl512, pl1024, pl2k, pl4k,











pl8k, pl16k, pl32k, pl64k, pl128k,











pl256k, pl512k, pl1024k }

RRC ::=







INTEGER (-127..127)

SatelliteStatus ::=




ENUMERATED {











ns-NN-U,











es-SN,











es-NN-U,











es-NN-C }

SatID ::=






INTEGER (0..31)

SFN-SFN-ObsTimeDifference ::=

CHOICE {


type1







SFN-SFN-ObsTimeDifference1,


-- Actual value for type2 = IE value * 0.25


type2







SFN-SFN-ObsTimeDifference2

}

SFN-SFN-ObsTimeDifference1 ::=

INTEGER (0..9830399)

SFN-SFN-ObsTimeDifference2 ::=

INTEGER (-5119..5120)

SFN-SFN-OTD-Type ::=



ENUMERATED {











noReport,











type1,











type2 }

SIR ::=







INTEGER (-10..20)

SIR-MeasurementList ::=



SEQUENCE (SIZE (1..maxCCTrCH)) OF











SIR-MeasurementResults

SIR-MeasurementResults ::=


SEQUENCE {


tfcs-ID







TFCS-IdentityPlain,


sir-TimeslotList




SIR-TimeslotList

}

SIR-TFCS ::=





TFCS-IdentityPlain

SIR-TFCS-List ::=




SEQUENCE (SIZE (1..maxCCTrCH)) OF











SIR-TFCS

SIR-TimeslotList ::=



SEQUENCE (SIZE (1..maxTS)) OF











SIR

-- Reserved bits in subframe 1 of the GPS navigation message

SubFrame1Reserved ::= 



SEQUENCE {

 
reserved1






BIT STRING (SIZE (23)),

reserved2






BIT STRING (SIZE (24)),

reserved3






BIT STRING (SIZE (24)),

reserved4






BIT STRING (SIZE (16))
}

T-CRMax ::=






CHOICE {


notUsed







NULL,


t30








N-CR-T-CRMaxHyst,


t60








N-CR-T-CRMaxHyst,


t120







N-CR-T-CRMaxHyst,


t180







N-CR-T-CRMaxHyst,


t240







N-CR-T-CRMaxHyst

}

T-CRMaxHyst ::=





ENUMERATED {











notUsed, t10, t20, t30,











t40, t50, t60, t70 }

TemporaryOffset ::=




ENUMERATED {











to10, to20, to30, to40, to50,











to60, to70, infinite }

Threshold ::=





INTEGER (-115..0)

ThresholdPositionChange ::=


ENUMERATED {











pc10, pc20, pc30, pc40, pc50,











pc100, pc200, pc300, pc500,











pc1000, pc2000, pc5000, pc10000,











pc20000, pc50000, pc100000 }

ThresholdSFN-GPS-TOW ::=


ENUMERATED {











ms1, ms2, ms3, ms5, ms10,











ms20, ms50, ms100 }

ThresholdSFN-SFN-Change ::=


ENUMERATED {











c0-25, c0-5, c1, c2, c3, c4, c5,











c10, c20, c50, c100, c200, c500,











c1000, c2000, c5000 }

ThresholdUsedFrequency ::=


INTEGER (-115..165)

-- Actual value = IE value * 20, IE values 14-16 are spare values.

TimeInterval ::=




INTEGER (1..16)

TimeslotInfo ::=




SEQUENCE {


timeslotNumber





TimeslotNumber,


burstType






BurstType

}

TimeslotInfoList ::=



SEQUENCE (SIZE (1..maxTS)) OF











TimeslotInfo

TimeslotISCP ::=




INTEGER (-115..-25)

TimeslotISCP-List ::=



SEQUENCE (SIZE (1..maxTS)) OF











TimeslotISCP

TimeslotListWithISCP ::=


SEQUENCE (SIZE (1..maxTS)) OF











TimeslotWithISCP

TimeslotWithISCP ::=



SEQUENCE {


timeslot






TimeslotNumber,


timeslotISCP





TimeslotISCP

}

TimeToTrigger ::=




ENUMERATED {











ttt0, ttt10, ttt20, ttt40, ttt60,











ttt80, ttt100, ttt120, ttt160,











ttt200, ttt240, tt320, ttt640,











ttt1280, ttt2560, ttt5000 }

TrafficVolumeEventParam ::=


SEQUENCE {


eventID







TrafficVolumeEventType,


reportingThreshold




TrafficVolumeThreshold

}

TrafficVolumeEventResults ::=

SEQUENCE {


ul-transportChannelCausingEvent

TransportChannelIdentity,


trafficVolumeEventIdentity


TrafficVolumeEventType

}

TrafficVolumeEventType ::=


ENUMERATED {











e4a,











e4b }

TrafficVolumeMeasQuantity ::=

CHOICE {


rlc-BufferPayload




NULL,


averageRLC-BufferPayload


TimeInterval,


varianceOfRLC-BufferPayload


TimeInterval

}

TrafficVolumeMeasSysInfo ::=

SEQUENCE {


trafficVolumeMeasurementID


MeasurementIdentityNumber


DEFAULT 4,


trafficVolumeMeasurementObjectList
TrafficVolumeMeasurementObjectList
OPTIONAL,


trafficVolumeMeasQuantity


TrafficVolumeMeasQuantity


OPTIONAL,


trafficVolumeReportingQuantity

TrafficVolumeReportingQuantity

OPTIONAL,


trafficVolumeMeasRepCriteria

TrafficVolumeReportingCriteria

OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


measurementReportingMode


MeasurementReportingMode,


reportCriteriaSysInf



TrafficVolumeReportCriteriaSysInfo

}

TrafficVolumeMeasuredResults ::=
SEQUENCE {


rb-Identity






RB-Identity,


rlc-BuffersPayload




RLC-BuffersPayload




OPTIONAL,


averageRLC-BufferPayload


AverageRLC-BufferPayload


OPTIONAL,


varianceOfRLC-BufferPayload


VarianceOfRLC-BufferPayload


OPTIONAL

}

TrafficVolumeMeasuredResultsList ::= SEQUENCE (SIZE (1..maxRB)) OF











TrafficVolumeMeasuredResults

TrafficVolumeMeasurement ::= 

SEQUENCE {


trafficVolumeMeasurementObjectList
TrafficVolumeMeasurementObjectList
OPTIONAL,


trafficVolumeMeasQuantity


TrafficVolumeMeasQuantity


OPTIONAL,


trafficVolumeReportingQuantity

TrafficVolumeReportingQuantity

OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


reportCriteria





TrafficVolumeReportCriteria

}

TrafficVolumeMeasurementObjectList ::= SEQUENCE (SIZE (1..maxTrCH)) OF












TransportChannelIdentity

TrafficVolumeReportCriteria ::=

CHOICE {


trafficVolumeReportingCriteria

TrafficVolumeReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria,


noReporting






NULL

}

TrafficVolumeReportCriteriaSysInfo ::=
CHOICE {


trafficVolumeReportingCriteria

TrafficVolumeReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria

}

TrafficVolumeReportingCriteria ::= SEQUENCE {


transChCriteriaList




TransChCriteriaList




OPTIONAL,


timeToTrigger





TimeToTrigger





OPTIONAL,


pendingTimeAfterTrigger



PendingTimeAfterTrigger



OPTIONAL,


tx-InterruptionAfterTrigger


TX-InterruptionAfterTrigger


OPTIONAL,


reportingAmount





ReportingAmount





OPTIONAL

}

TrafficVolumeReportingQuantity ::= SEQUENCE {


rlc-RB-BufferPayload



BOOLEAN,


rlc-RB-BufferPayloadAverage


BOOLEAN,


rlc-RB-BufferPayloadVariance

BOOLEAN

}

TrafficVolumeThreshold ::=


ENUMERATED {











th8, th16, th32, th64, th128,











th256, th512, th1024, th1536,











th2048, th3072, th4096, th6144,











th8192 }

TransChCriteria ::=




SEQUENCE {


ul-transportChannelID



TransportChannelIdentity

OPTIONAL,


eventSpecificParameters



SEQUENCE (SIZE (1..maxMeasParEvent)) OF 












TrafficVolumeEventParam


OPTIONAL

}

TransChCriteriaList ::=


SEQUENCE (SIZE (1..maxTrCH)) OF











TransChCriteria

TransferMode ::=




ENUMERATED {











acknowledgedModeRLC,











unacknowledgedModeRLC }

TransmittedPowerThreshold ::=

INTEGER (-50..33)

TriggeringCondition ::=



ENUMERATED {











activeSetCellsOnly,











monitoredCellsOnly,











activeSetAndMonitoredCells }

TX-InterruptionAfterTrigger ::=

ENUMERATED {











txiat0-25, txiat0-5, txiat1,











txiat2, txiat4, txiat8, txiat16 }

UDRE ::=






ENUMERATED {











lessThan1,











between1-and-4,











between4-and-8,











over8 }

UE-6AB-Event ::=




SEQUENCE {


timeToTrigger





TimeToTrigger,


transmittedPowerThreshold


TransmittedPowerThreshold

}

UE-6FG-Event ::=




SEQUENCE {


timeToTrigger





TimeToTrigger,


ue-RX-TX-TimeDifferenceThreshold
UE-RX-TX-TimeDifferenceThreshold

}

UE-AutonomousUpdateMode ::=


CHOICE {


on








NULL,


onWithNoReporting




NULL,


off 







RL-InformationLists 

}

UE-InternalEventParam ::=


CHOICE {


event6a







UE-6AB-Event,


event6b







UE-6AB-Event,


event6c







TimeToTrigger,


event6d







TimeToTrigger,


event6e







TimeToTrigger,


event6f







UE-6FG-Event,


event6g







UE-6FG-Event

}

UE-InternalEventParamList ::=

SEQUENCE (SIZE (1..maxMeasEvent)) OF











UE-InternalEventParam

UE-InternalEventResults ::=


CHOICE {


event6a







NULL,


event6b







NULL,


event6c







NULL,


event6d







NULL,


event6e







NULL,


event6f







PrimaryCPICH-Info,


event6g







PrimaryCPICH-Info

}

UE-InternalMeasQuantity ::=


SEQUENCE {


measurementQuantity




UE-MeasurementQuantity,


filterCoefficient




FilterCoefficient




DEFAULT fc1

}

UE-InternalMeasuredResults ::=

SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




ue-TransmittedPowerFDD



UE-TransmittedPower


OPTIONAL,




ue-RX-TX-ReportEntryList


UE-RX-TX-ReportEntryList
OPTIONAL



},



tdd








SEQUENCE {




ue-TransmittedPowerTDD-List


UE-TransmittedPowerTDD-List
OPTIONAL,




appliedTA






UL-TimingAdvance


OPTIONAL



}


}

}

UE-InternalMeasurement ::=


SEQUENCE {


ue-InternalMeasQuantity



UE-InternalMeasQuantity



OPTIONAL,


ue-InternalReportingQuantity

UE-InternalReportingQuantity

OPTIONAL,


reportCriteria





UE-InternalReportCriteria

}

UE-InternalMeasurementSysInfo ::= 
SEQUENCE {


ue-InternalMeasurementID


MeasurementIdentityNumber


DEFAULT 5,


ue-InternalMeasQuantity



UE-InternalMeasQuantity

}

UE-InternalReportCriteria ::=

CHOICE {


ue-InternalReportingCriteria

UE-InternalReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria,


noReporting






NULL

}

UE-InternalReportingCriteria ::=
SEQUENCE {


ue-InternalEventParamList


UE-InternalEventParamList


OPTIONAL

}

UE-InternalReportingQuantity ::=
SEQUENCE {


ue-TransmittedPower




BOOLEAN,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




ue-RX-TX-TimeDifferece



BOOLEAN



},



tdd








SEQUENCE {




appliedTA






BOOLEAN



}


}

}

-- TABULAR: For TDD only the first two values are used.

UE-MeasurementQuantity ::=


ENUMERATED {











ue-TransmittedPower,











utra-Carrier-RSSI,











ue-RX-TX-TimeDifference }

UE-RX-TX-ReportEntry ::=


SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


ue-RX-TX-TimeDifference



UE-RX-TX-TimeDifference

}

UE-RX-TX-ReportEntryList ::=

SEQUENCE (SIZE (1..maxRL)) OF











UE-RX-TX-ReportEntry

UE-RX-TX-TimeDifference ::=


INTEGER (876..1172)

UE-RX-TX-TimeDifferenceThreshold ::= INTEGER (769..1280)

UE-State ::=





ENUMERATED {











cell-DCH, all-But-Cell-DCH, all-States }

UE-TransmittedPower ::=



INTEGER (-50..33)

UE-TransmittedPowerTDD-List ::=

SEQUENCE (SIZE (1..maxTS)) OF











UE-TransmittedPower

UTRA-CarrierRSSI ::=



INTEGER (-95..-30)

UTRAN-ReferenceTime ::=



SEQUENCE {


gps-TOW







GPS-TOW-1usec,


sfn








INTEGER (0..4095)

}

VarianceOfRLC-BufferPayload ::=

ENUMERATED {











plv0, plv4, plv8, plv16, plv32, plv64, 











plv128, plv256, plv512, plv1024, 











plv2k, plv4k, plv8k, plv16k }

-- Actual value = IE value * 0.1

W ::=







INTEGER (0..20)

END

14.1.3.2
Reporting event 1H: Timeslot ISCP below a certain threshold (TDD)
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Figure 62: An ISCP value of a timeslot drops below an absolute threshold
When this event is ordered by UTRAN in a measurement control message the UE shall send a report when the Timeslot ISCP drops below an absolute threshold.  

14.1.3.3
Reporting event 1I: Timeslot ISCP above a certain threshold (TDD)
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Figure 63: An ISCP value of a timeslot exceeds a certain threshold
When this event is ordered by UTRAN in a measurement control message the UE shall send a report when the Timeslot ISCP exceeds an absolute threshold.
14.1.5.2
Time-to-trigger

To limit the measurement signalling load, a time-to-trigger parameter could be connected with each reporting event given above. The value of the time-to-trigger is given to the UE in the Reporting criteria field of the Measurement Control message.

The effect of the time-to-trigger is that the report is triggered only after the conditions for the event have existed for the specified time-to-trigger. In the following FDD example in Figure 67, the use of time-to-trigger means that the event (primary CPICH 3 enters the reporting range) is not reported until is has been within the range for the time given by the time-to-trigger parameter. 
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Figure 67: Time-to-trigger limits the amount of measurement reports
In the following TDD example in Figure 68, the use of time-to-trigger means that the event (Timeslot ISCP upon certain threshold) is not reported until it has been upon the threshold for the time given by the time-to trigger parameter.
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Figure 68: Time-to-trigger limits the amount of measurement reports

Note that the time-to-trigger could be combined with hysteresis, i.e. a hysteresis value is added to the measurement quantity before evaluating if the time-to-trigger timer should be started.
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