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1- Addition of IE interSystemCellID in IE newIntersystemCellList :

cells belonging to newInterSystemCellList have no identity number whereas removedInterSystemCellList gives indentity numbers of cells to remove. Alignment with tabular 10.3.7.23
2- Editorial Error : In IE MeasurementControlSysInfo, HCS information are given in IE HCS-not-used and not in IE HCS-used.
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Other 
comments:


InterSystemCellID ::=



INTEGER (0..maxCellMeas-1)

.

.

.

InterSystemCellInfoList ::=


SEQUENCE {


removedInterSystemCellList


RemovedInterSystemCellList,


newInterSystemCellList



NewInterSystemCellList

}

InterSystemCellInfoList-HCS ::=


SEQUENCE {


removedInterSystemCellList


RemovedInterSystemCellList,


newInterSystemCellList



NewInterSystemCellList-HCS

}

.

.

.

NewInterSystemCell ::=



SEQUENCE {

interSystemCellID





InterSystemCellID



OPTIONAL,


technologySpecificInfo



CHOICE {



gsm








SEQUENCE {




q-Offset






Q-Offset




OPTIONAL,




q-RxlevMin






Q-RxlevMin,




maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power,




bsic







BSIC,




bcch-ARFCN






BCCH-ARFCN,




gsm-OutputPower





GSM-OutputPower



OPTIONAL



},



is-2000







SEQUENCE {




is-2000SpecificMeasInfo



IS-2000SpecificMeasInfo



},



spare







NULL


}

}

NewInterSystemCell-HCS ::=



SEQUENCE {

interSystemCellID





InterSystemCellID



OPTIONAL,


technologySpecificInfo



CHOICE {



gsm








SEQUENCE {




q-Offset






Q-Offset




OPTIONAL,




hcs-NeighbouringCellInformation-RSCP

HCS-NeighbouringCellInformation-RSCP




















OPTIONAL,




q-RxlevMin






Q-RxlevMin,




maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power,




bsic







BSIC,




bcch-ARFCN






BCCH-ARFCN,




gsm-OutputPower





GSM-OutputPower



OPTIONAL



},



is-2000







SEQUENCE {




is-2000SpecificMeasInfo



IS-2000SpecificMeasInfo



},



spare







NULL


}

}

.

.

.

RemovedInterSystemCellList ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF











InterSystemCellID

.

.

.

.

.

MeasurementControlSysInfo ::=

SEQUENCE {


use-of-HCS






CHOICE
{



hcs-not-used 




SEQUENCE
{




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{













intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-RSCP


OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-RSCP


OPTIONAL




},





cpich-Ec-No



SEQUENCE
{













intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-ECN0


OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-ECN0


OPTIONAL




}




},




interSystemMeasurementSysInfo

InterSystemMeasurementSysInfo-HCS

OPTIONAL



},



hcs-used





SEQUENCE
{




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{













intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-RSCP


OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-RSCP


OPTIONAL




},





cpich-Ec-No



SEQUENCE
{







 






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-ECN0


OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-ECN0


OPTIONAL




}




},




interSystemMeasurementSysInfo

InterSystemMeasurementSysInfo

OPTIONAL



}


},


trafficVolumeMeasSysInfo


TrafficVolumeMeasSysInfo


OPTIONAL,


ue-InternalMeasurementSysInfo

UE-InternalMeasurementSysInfo

OPTIONAL

}

