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Reason for 
change:

When (re)establishing an RRC connection, after the transmission on RACH, the UE shall listen to the downlink CCCH. The downlink CCCH is mapped on FACH which is mapped on a S-CCPCH. One PCH and several FACH can be mapped on one S-CCPCH.

In order to listen to the downlink CCCH, RRC shall configure RLC to initialise RB0. Because of the FACH multiplicity, the UE does not know on which FACH the CCCH is mapped, and so can not configure the UMD PDU size of RLC entity, which is derived from the TFS of Transport Channel. In consequence, the RLC layer can not deduce the LI_field length used for that Radio Bearer.

Indicating where CCCH is mapped allows:

1. to configure the RLC entity managing the RB0, the PDU size being derived from the TFS of the indicated FACH;

2. and secondly to reduce the total number of processed transport blocks in the downlink.

This CR proposes to add an indicator in the IE ‘Secondary CCPCH system information’ for the UE to know on which FACH the downlink CCCH is being mapped.
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Other 
comments:


10.3.6.71
Secondary CCPCH system information

Information element
Need
Multi
Type and reference
Semantics description

Secondary CCPCH system information
MP
1 to <maxSCCPCH>



>Secondary CCPCH info
MP

Secondary CCPCH info 10.3.6.70
Note 1

>TFCS
MD

Transport format set 10.3.5.23
For FACHs and PCH

Default value is the value of "TFCS" for the previous SCCPCH in the list (note : the first occurrence is then MP)

>FACH/PCH information
MD
1 to <maxFACHPCH>

Default value is the value of "FACH/PCH" for the previous SCCPCH in the list (note : the first occurrence is then MP)

>>Transport channel identity
MP

Transport channel identity 10.3.5.18


>>TFS
MP

Transport format set 10.3.5.23
For each FACH and PCH

Note 2

>>CCCH indicator
MP

Boolean
The value “TRUE” indicates that a CCCH is mapped on the FACH, and “FALSE” that no CCCH is mapped.
Note 3

>>CTCH indicator
MP

Boolean
The value "TRUE" indicates that a CTCH is mapped on the FACH, and "FALSE" that no CTCH is mapped.

>PICH info
OP

PICH info 10.3.6.48
PICH info is present only when PCH is multiplexed on Secondary CCPCH

NOTE 1:
The secondary CCPCHs carrying a PCH shall be listed first.

NOTE 2:
TFS for PCH shall be the first "FACH/PCH information" in the list if a PCH exists for the respective secondary CCPCH.
NOTE 3: The value “TRUE” shall be used only once.
11.3.6
Physical channel information elements

PhysicalChannel-IEs DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCPCHsets,


maxDPCH-DLchan,


maxDPCHcodesPerTS,


maxDPDCH-UL,


maxFACH,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPUSCH,


maxRL,


maxRL-1,


maxSCCPCH,


maxSig,


maxSubCh,


maxTF-CPCH,


maxTFCI-2-Combs,


maxTGPS,


maxTrCH,


maxTS,


maxTS-1

FROM Constant-definitions


ActivationTime

FROM UserEquipment-IEs


AllowedTFI-List,


CPCH-SetID,



TFCS,


TFCS-Identity,


TFCS-IdentityPlain,


TransportChannelIdentity,


TransportFormatSet

FROM TransportChannel-IEs


SIB-ReferenceListFACH

FROM Other-IEs;

AC-To-ASC-Mapping ::=



INTEGER (0..7)

AC-To-ASC-MappingTable ::=


SEQUENCE (SIZE (maxASCmap)) OF











AC-To-ASC-Mapping

AccessServiceClass ::=



SEQUENCE {


availableSignatureStartIndex

INTEGER (0..15),


availableSignatureEndIndex


INTEGER (0..15),


availableSubChannelStartIndex

INTEGER (0..11),


availableSubChannelEndIndex


INTEGER (0..11)

}

AccessServiceClassIndex ::=


INTEGER (1..8)

AICH-Info ::=





SEQUENCE {


secondaryScramblingCode



SecondaryScramblingCode



OPTIONAL,


channelisationCode256



ChannelisationCode256,


sttd-Indicator





BOOLEAN,


aich-TransmissionTiming



AICH-TransmissionTiming

}

AICH-PowerOffset ::=



INTEGER (-22..5)

AICH-TransmissionTiming ::=


ENUMERATED {











e0, e1 }

AllocationPeriodInfo ::=


SEQUENCE {


allocationActivationTime


INTEGER (1..256),


allocationDuration




INTEGER (1..256)

}

AP-AICH-ChannelisationCode ::=

INTEGER (0..255)

AP-PreambleScramblingCode ::=

INTEGER (0..79)

AP-Signature ::=




INTEGER (0..15)

AP-Signature-VCAM ::=



SEQUENCE {


ap-Signature





AP-Signature,


availableAP-SubchannelList


AvailableAP-SubchannelList OPTIONAL

}

AP-Subchannel ::=




INTEGER (0..11)

ASC ::=







SEQUENCE {


accessServiceClass




AccessServiceClassIndex,


repetitionPeriodAndOffset


ASC-RepetitionPeriodAndOffset

OPTIONAL


-- TABULAR: The offset is nested in the repetition period

}

ASC-RepetitionPeriodAndOffset ::=
CHOICE {


rp1








NULL,


rp2








INTEGER (0..1),


rp4








INTEGER (0..3),


rp8








INTEGER (0..7)

}

ASCSetting ::=





SEQUENCE {


-- TABULAR: This is MD in tabular description


-- Default value is previous ASC


-- If this is the first ASC, the default value is all available signature and sub-channels


accessServiceClass





AccessServiceClass

OPTIONAL

}

AvailableAP-Signature-VCAMList ::=
SEQUENCE (SIZE (1..maxPCPCH-APsig)) OF











AP-Signature-VCAM

AvailableAP-SignatureList ::=

SEQUENCE (SIZE (1..maxPCPCH-APsig)) OF











AP-Signature

AvailableAP-SubchannelList ::=

SEQUENCE (SIZE (1..maxPCPCH-APsubCh)) OF











AP-Subchannel

AvailableMinimumSF-ListVCAM ::=

SEQUENCE (SIZE (1..maxPCPCH-SF)) OF











AvailableMinimumSF-VCAM

AvailableMinimumSF-VCAM ::=


SEQUENCE {


minimumSpreadingFactor



MinimumSpreadingFactor,


nf-Max







NF-Max,


maxAvailablePCPCH-Number


MaxAvailablePCPCH-Number,


availableAP-Signature-VCAMList

AvailableAP-Signature-VCAMList

}

AvailableSignatures ::=


BIT STRING(SIZE(16))
AvailableSubChannelNumbers ::=

BIT STRING(SIZE(12))
BurstType ::=





ENUMERATED {











short1, long2 }

BurstType1 ::=





ENUMERATED { ms4, ms8, ms16 }

BurstType2 ::=





ENUMERATED { ms3, ms6 }

CCTrCH-PowerControlInfo ::=


SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo

}

CD-AccessSlotSubchannel ::=


INTEGER (0..11)

CD-AccessSlotSubchannelList ::=

SEQUENCE (SIZE (1..maxPCPCH-CDsubCh)) OF











CD-AccessSlotSubchannel

CD-CA-ICH-ChannelisationCode ::=
INTEGER (0..255)

CD-PreambleScramblingCode ::=

INTEGER (0..79)

CD-SignatureCode ::=



INTEGER (0..15)

CD-SignatureCodeList ::=


SEQUENCE (SIZE (1..maxPCPCH-CDsig)) OF











CD-SignatureCode

CellParametersID ::=



INTEGER (0..127)

Cfntargetsfnframeoffset ::=



INTEGER(0..255)
ChannelAssignmentActive ::=


CHOICE {


notActive






NULL,


isActive






AvailableMinimumSF-ListVCAM

}

ChannelisationCode256 ::=


INTEGER (0..255)

ChannelReqParamsForUCSM ::=


SEQUENCE {


availableAP-SignatureList


AvailableAP-SignatureList,


availableAP-SubchannelList


AvailableAP-SubchannelList


OPTIONAL

}

ClosedLoopTimingAdjMode ::=


ENUMERATED {











slot1, slot2 }

CodeNumberDSCH ::=




INTEGER (0..255)

CodeRange ::=





SEQUENCE {


pdsch-CodeMapList




PDSCH-CodeMapList,


codeNumberStart





CodeNumberDSCH,


codeNumberStop





CodeNumberDSCH

}

CodeWordSet ::=





ENUMERATED {











longCWS,











mediumCWS,











shortCWS,











ssdtOff }

CommonTimeslotInfo ::=



SEQUENCE {


-- TABULAR: The IE below is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodAndLength


RepetitionPeriodAndLength


OPTIONAL

}

CommonTimeslotInfoSCCPCH ::=

SEQUENCE {


-- TABULAR: The IE below is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodLengthAndOffset

RepetitionPeriodLengthAndOffset

OPTIONAL

}

-- Values from -35 to 10 are used in Release 99

ConstantValue ::=




INTEGER (-41..10)

CPCH-PersistenceLevels ::=


SEQUENCE {


cpch-SetID






CPCH-SetID,


dynamicPersistenceLevelTF-List

DynamicPersistenceLevelTF-List


}

CPCH-PersistenceLevelsList ::=

SEQUENCE (SIZE (1..maxCPCHsets)) OF











CPCH-PersistenceLevels

CPCH-SetInfo ::=




SEQUENCE {


cpch-SetID






CPCH-SetID,


transportFormatSet




TransportFormatSet,


tfcs







TFCS,


ap-PreambleScramblingCode


AP-PreambleScramblingCode,


ap-AICH-ScramblingCode



SecondaryScramblingCode



OPTIONAL,


ap-AICH-ChannelisationCode


AP-AICH-ChannelisationCode,


cd-PreambleScramblingCode


CD-PreambleScramblingCode,


cd-CA-ICH-ScramblingCode


SecondaryScramblingCode



OPTIONAL,


cd-CA-ICH-ChannelisationCode

CD-CA-ICH-ChannelisationCode,


cd-AccessSlotSubchannelList


CD-AccessSlotSubchannelList


OPTIONAL,


cd-SignatureCodeList



CD-SignatureCodeList



OPTIONAL,


deltaPp-m






DeltaPp-m,


ul-DPCCH-SlotFormat




UL-DPCCH-SlotFormat,


n-StartMessage





N-StartMessage,


n-EOT







N-EOT,


channelAssignmentActive



ChannelAssignmentActive,


-- TABULAR: VCAM info has been nested inside ChannelAssignmentActive,


-- which in turn is mandatory since it's only a binary choice.


cpch-StatusIndicationMode


CPCH-StatusIndicationMode,


pcpch-ChannelInfoList



PCPCH-ChannelInfoList

}

CPCH-SetInfoList ::=



SEQUENCE (SIZE (1..maxCPCHsets)) OF











CPCH-SetInfo

CPCH-StatusIndicationMode ::=

ENUMERATED {











pcpch-Availability,











pcpch-AvailabilityAndMinAvailableSF }

CSICH-PowerOffset ::=



INTEGER (-10..5)

-- Actual value = IE value * 512, only values from 0 to 599 used in Release 99. 

DefaultDPCH-OffsetValueFDD ::=

INTEGER (0..1023)

DefaultDPCH-OffsetValueTDD ::=

INTEGER (0..7)

DeltaPp-m ::=





INTEGER (-10..10)
-- Actual value = IE value * 0.1

DeltaSIR ::=





INTEGER (0..30)

DL-CCTrCh ::=





SEQUENCE {


tfcs-Identity





TFCS-IdentityPlain




OPTIONAL,


timeInfo






TimeInfo,


dl-CCTrCH-TimeslotsCodes


DownlinkTimeslotsCodes



OPTIONAL,


ul-CCTrChTPCList




UL-CCTrChTPCList




OPTIONAL


}

DL-CCTrChList ::=




SEQUENCE (SIZE (1..maxCCTrCH)) OF











DL-CCTrCh

DL-ChannelisationCode ::=


SEQUENCE {


secondaryScramblingCode



SecondaryScramblingCode



OPTIONAL,


sf-AndCodeNumber




SF512-AndCodeNumber,


scramblingCodeChange



ScramblingCodeChange



OPTIONAL

}

DL-ChannelisationCodeList ::=

SEQUENCE (SIZE (1..maxDPCH-DLchan)) OF











DL-ChannelisationCode

DL-CommonInformation ::=


SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommon


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueFDD
OPTIONAL,




dpch-CompressedModeInfo



DPCH-CompressedModeInfo

OPTIONAL,




tx-DiversityMode




TX-DiversityMode


OPTIONAL,




ssdt-Information




SSDT-Information


OPTIONAL



},



tdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueTDD
OPTIONAL



}


}

}

DL-CommonInformationPost ::=

SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommonPost



OPTIONAL

}

DL-CommonInformationPredef ::=

SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommonPredef
OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueFDD
DEFAULT 0



},



tdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueTDD
DEFAULT 0



}


}

}

DL-CompressedModeMethod ::=


ENUMERATED {











puncturing, sf-2,











higherLayerScheduling }

DL-DPCH-InfoCommon ::=



SEQUENCE {


timingIndication




TimingIndication,


cfntargetsfnframeoffset



Cfntargetsfnframeoffset



OPTIONAL,

modeSpecificInfo




CHOICE {



fdd 







SEQUENCE {




dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL,




dl-rate-matching-restriction

Dl-rate-matching-restriction

OPTIONAL,




spreadingFactorAndPilot



SF512-AndPilot,


-- TABULAR: The number of pilot bits is nested inside the spreading factor.




positionFixedOrFlexible



PositionFixedOrFlexible,




tfci-Existence





BOOLEAN



},



tdd








SEQUENCE {




commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL



}


}

}

DL-DPCH-InfoCommonPost ::=


SEQUENCE {


timingIndication




TimingIndication,


cfntargetsfnframeoffset



Cfntargetsfnframeoffset




OPTIONAL,


dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo



OPTIONAL

}

DL-DPCH-InfoCommonPredef ::=

SEQUENCE {


timingIndication




TimingIndication,


cfntargetsfnframeoffset



Cfntargetsfnframeoffset



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




spreadingFactorAndPilot



SF512-AndPilot,


-- TABULAR: The number of pilot bits is nested inside the spreading factor.




positionFixedOrFlexible



PositionFixedOrFlexible,




tfci-Existence





BOOLEAN



},



tdd








SEQUENCE {




commonTimeslotInfo




CommonTimeslotInfo



}


}

}

DL-DPCH-InfoPerRL ::=



CHOICE {


fdd








SEQUENCE {



pCPICH-UsageForChannelEst


PCPICH-UsageForChannelEst,



dcph-FrameOffset




DPCH-FrameOffset



OPTIONAL,



secondaryCPICH-Info




SecondaryCPICH-Info



OPTIONAL,



dl-ChannelisationCodeList


DL-ChannelisationCodeList,



tpc-CombinationIndex



TPC-CombinationIndex,



ssdt-CellIdentity




SSDT-CellIdentity



OPTIONAL,



closedLoopTimingAdjMode



ClosedLoopTimingAdjMode


OPTIONAL


},


tdd








DL-CCTrChList

}

DL-DPCH-InfoPerRL-PostFDD ::=







SEQUENCE {



pCPICH-UsageForChannelEst



PCPICH-UsageForChannelEst

OPTIONAL,



dl-ChannelisationCode




DL-ChannelisationCode,



tpc-CombinationIndex




TPC-CombinationIndex

}

DL-DPCH-InfoPerRL-PostTDD ::=



SEQUENCE {


dl-CCTrCH-TimeslotsCodes




DownlinkTimeslotsCodes

}

DL-DPCH-PowerControlInfo ::=


SEQUENCE {


modeSpecificInfo





CHOICE {



fdd









SEQUENCE {




dpc-Mode







DPC-Mode



},



tdd









SEQUENCE {




tpc-StepSizeTDD






TPC-StepSizeTDD


OPTIONAL



}


}

}

DL-FrameType ::=




ENUMERATED {











dl-FrameTypeA, dl-FrameTypeB }

DL-InformationPerRL ::=



SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




pdsch-SHO-DCH-Info




PDSCH-SHO-DCH-Info


OPTIONAL,




pdsch-CodeMapping




PDSCH-CodeMapping


OPTIONAL



},



tdd








PrimaryCCPCH-Info


},


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL




OPTIONAL,


secondaryCCPCH-Info




SecondaryCCPCH-Info




OPTIONAL,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


sib-ReferenceList




SIB-ReferenceListFACH



OPTIONAL

}

DL-InformationPerRL-List ::=

SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL

DL-InformationPerRL-ListPostFDD ::=
SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL-PostFDD

DL-InformationPerRL-PostFDD ::=

SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-PostFDD

}

DL-InformationPerRL-PostTDD ::=

SEQUENCE {


primaryCCPCH-Info




PrimaryCCPCH-InfoPost,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-PostTDD

}

DL-OuterLoopControl ::=



ENUMERATED {











increaseAllowed, increaseNotAllowed }

DL-PDSCH-Information ::=


SEQUENCE {


pdsch-SHO-DCH-Info




PDSCH-SHO-DCH-Info




OPTIONAL,


pdsch-CodeMapping




PDSCH-CodeMapping




OPTIONAL

}

Dl-rate-matching-restriction ::=
SEQUENCE {


restrictedTrCH-InfoList



RestrictedTrCH-InfoList



OPTIONAL

}

DL-TS-ChannelisationCode ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

DL-TS-ChannelisationCodesShort ::=
SEQUENCE {


codesRepresentation




CHOICE {



consecutive






SEQUENCE {




firstChannelisationCode



DL-TS-ChannelisationCode,




lastChannelisationCode



DL-TS-ChannelisationCode



},



bitmap







BIT STRING (SIZE (16))


}

}

DownlinkAdditionalTimeslots ::=

SEQUENCE {


parameters






CHOICE {



sameAsLast






SEQUENCE {




timeslotNumber





TimeslotNumber



},



newParameters





SEQUENCE {




individualTimeslotInfo



IndividualTimeslotInfo,




dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort



}


}

}

DownlinkTimeslotsCodes ::=

SEQUENCE {


firstIndividualTimeslotInfo


IndividualTimeslotInfo,


dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






INTEGER (1..maxTS-1),




timeslotList





SEQUENCE (SIZE (1..maxTS-1)) OF














DownlinkAdditionalTimeslots



}


}

}

DPC-Mode ::=





ENUMERATED {











singleTPC,











tpcTripletInSoft }


-- The actual value of DPCCH power offset is the value of this IE * 2.

DPCCH-PowerOffset ::=



INTEGER (-82..-3)

DPCH-CompressedModeInfo ::=


SEQUENCE {


tgp-SequenceList




TGP-SequenceList

}

DPCH-CompressedModeStatusInfo ::=
SEQUENCE (SIZE (1..maxTGPS)) OF











TGP-SequenceShort

-- TABULAR: Actual value = IE value * 256

DPCH-FrameOffset::=




INTEGER (0..149)

DSCH-Mapping ::=




SEQUENCE {


maxTFCI-Field2Value




MaxTFCI-Field2Value,


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

DSCH-MappingList ::=



SEQUENCE (SIZE (1..maxPDSCH-TFCIgroups)) OF











DSCH-Mapping

DSCH-RadioLinkIdentifier ::=

INTEGER (0..511)

DurationTimeInfo ::=



INTEGER (1..4096)

-- TABULAR : value [Duration = infinite] is the value by default, 

-- and is encoded by absence of the full sequence. If the sequence is present, 

-- thefield is absent, the default is respectivelyinfinite. Presence of the 

-- field absent should not be used, but shall be understood as if the

-- sequence was absent.

DynamicPersistenceLevel ::=


INTEGER (1..8)

DynamicPersistenceLevelList ::=

SEQUENCE (SIZE (1..maxPRACH)) OF











DynamicPersistenceLevel

DynamicPersistenceLevelTF-List ::= SEQUENCE (SIZE (1..maxTF-CPCH)) OF











DynamicPersistenceLevel

FACH-PCH-Information ::=


SEQUENCE {


transportFormatSet




TransportFormatSet,


transportChannelIdentity


TransportChannelIdentity,


ccch-Indicator





BOOLEAN


ctch-Indicator





BOOLEAN

}

FACH-PCH-InformationList ::=

SEQUENCE (SIZE (1..maxFACH)) OF











FACH-PCH-Information

FrequencyInfo ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








FrequencyInfoFDD,



tdd








FrequencyInfoTDD
}

}

FrequencyInfoFDD ::=



SEQUENCE {


uarfcn-UL






UARFCN,


uarfcn-DL






UARFCN







OPTIONAL

}

FrequencyInfoTDD ::=



SEQUENCE {


uarfcn-Nt






UARFCN

}


















































































































































































