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Reason for 
change:

It is currently not specified in which cases segmentation shall be used on PCCH.

When the transport format of PCCH indicates more than one transport block, it would be wastefull not to use segmentation; and when the transport format indicates only one transport block, segmentation is not applicable.

It is therefore clarified that segmentation shall always be used when transport format of PCCH indicates more than one transport block.
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10.3.6.71
Secondary CCPCH system information

Information element
Need
Multi
Type and reference
Semantics description

Secondary CCPCH system information
MP
1 to <maxSCCPCH>



>Secondary CCPCH info
MP

Secondary CCPCH info 10.3.6.70
Note 1

>TFCS
MD

Transport format set 10.3.5.23
For FACHs and PCH

Default value is the value of "TFCS" for the previous SCCPCH in the list (note : the first occurrence is then MP)

>FACH/PCH information
MD
1 to <maxFACHPCH>

Default value is the value of "FACH/PCH" for the previous SCCPCH in the list (note : the first occurrence is then MP)

>>Transport channel identity
MP

Transport channel identity 10.3.5.18


>>TFS
MP

Transport format set 10.3.5.23
For each FACH and PCH

Note 2

>>CTCH indicator
MP

Boolean
The value "TRUE" indicates that a CTCH is mapped on the FACH, and "FALSE" that no CTCH is mapped.

>PICH info
OP

PICH info 10.3.6.48
PICH info is present only when PCH is multiplexed on Secondary CCPCH

NOTE 1:
The secondary CCPCHs carrying a PCH shall be listed first.

NOTE 2:
TFS for PCH shall be the first "FACH/PCH information" in the list if a PCH exists for the respective secondary CCPCH. Segmentation shall be used on the PCCH for transport formats indicating more than one transport block.



