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8.1.1.1.5
Scheduling of system information

Scheduling of system information blocks is performed by the RRC layer in UTRAN. If segmentation is used, it should be possible to schedule each segment separately. 

To allow the mixing of system information blocks with short repetition period and system information blocks with segmentation over many frames, UTRAN may multiplex segments from different system information blocks. Multiplexing and de-multiplexing is performed by the RRC layer.

The scheduling of each system information block broadcast on a BCH transport channel is defined by the following parameters:

-
the number of segments (SEG_COUNT);

-
the repetition period (SIB_REP). The same value applies to all segments;

-
the position (phase) of the first segment within one cycle of the Cell System Frame Number (SIB_POS(0)). Since system information blocks are repeated with period SIB_REP, the value of SIB_POS(i), i=0, 1, 2, … SEG_COUNT-1 must be less than SIB_REP for all segments;

-
the offset of the subsequent segments in ascending index order (SIB_OFF(i), i=1, 2, … SEG_COUNT-1)

The position of the subsequent segments is calculated using the following: SIB_POS(i) = SIB_POS(i-1) + SIB_OFF(i).

The scheduling is based on the Cell System Frame Number (SFN). The SFN of a frame at which a particular segment, i, with  i=0, 1, 2, … SEG_COUNT-1 of a system information block occurs  fulfils the following relation:


SFN mod SIB_REP = SIB_POS(i)

