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8.2.5.2
Initiation

The UTRAN shall transmit the TRANSPORT FORMAT COMBINATION CONTROL message on the downlink DCCH using AM or UM RLC. When not stated otherwise elsewhere, the UE may initiate the transport format combination control procedure also when another procedure is ongoing, and in that case the state of the latter procedure shall not be affected. 

UTRAN should not initiate a transport format combination control procedure, while awaiting the completion of the following procedures:

-
Radio bearer establishment (subclause 8.2.1);

-
Radio bearer release (subclause 8.2.3);

-
Radio bearer reconfiguration (subclause 8.2.2);

-
Transport channel reconfiguration (subclause 8.2.4);

-
Physical channel reconfiguration (subclause 8.2.6).

To change the sub-set of allowed transport format combinations, the UTRAN shall:

-
set the allowed TFCs in the IE "TFC subset". The network can optionally specify the duration for which a new TFC sub-set applies by using the IE "TFC Control duration".

To remove completely the previous restrictions of allowed transport format combinations, the UTRAN shall:

· set the "full transport format combination" in the IE "TFC subset".
10.2
Radio Resource Control messages

In connected mode, RB 0, 1, 2, 3 and optionally 4 are available for usage by RRC messages using RLC-TM, RLC-UM and RLC-AM on the DCCH and CCCH. The UE and UTRAN shall select radio bearer for RRC messages using RLC-TM, RLC-UM or RLC-AM on the DCCH and CCCH, according to the following:

-
RB 0 shall be used for all messages sent on the CCCH.

-
RB 1 shall be used for all messages sent on the DCCH, when using RLC unacknowledged mode (RLC-UM).

-
RB 2 shall be used for all messages sent on the DCCH, when using RLC acknowledged mode (RLC-AM), except for the INITIAL DIRECT TRANSFER, DOWNLINK DIRECT TRANSFER and UPLINK DIRECT TRANSFER messages.

-
RB 3 or 4 shall be used by the INITIAL DIRECT TRANSFER (RB 3), DOWNLINK DIRECT TRANSFER and UPLINK DIRECT TRANSFER messages sent on the DCCH in RLC acknowledged mode (RLC-AM), as specified in subclause 8.1.8., 8.1.9 and 8.1.10.

-
 

-
RRC messages on the SHCCH are mapped either on RACH or on the USCH with the lowest assigned Transport Channel Id in the uplink and either on FACH or on the DSCH with the lowest assigned Transport Channel Id using RLC-TM.
These messages are only specified for TDD mode.

When an RRC message is transmitted in DL on CCCH or SHCCH using RLC UM, RRC should indicate to RLC that a special RLC length indicator should be used [16]. The UE shall assume that this indication has been given. The special length indicator indicates that an RLC SDU begins in the beginning of an RLC PDU.
10.2.54
TRANSPORT FORMAT COMBINATION CONTROL

This message is sent by UTRAN to control the uplink transport format combination within the allowed transport format combination set.


RLC-SAP: AM or UM 


Logical channel: DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	
MP
	
	Message Type
	

	UE information elements
	
	
	
	

	Integrity check info
	
MP
	
	Integrity check info 10.3.3.14
	

	TrCH information elements
	
	
	
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	(no data)

	>TDD
	
	
	
	

	>>TFCS Id
	OP
	
	Transport Format Combination Set Identity 10.3.5.21
	

	DPCH/PUSCH TFCS in uplink 
	MP
	
	Transport Format Combination subset 10.3.5.22
	

	TFC Control duration
	
OP
	
	TFC Control duration 10.3.6.78
	


	
	

	
	

	
	


11.2
PDU definitions
-- ***************************************************

--

-- TRANSPORT FORMAT COMBINATION CONTROL

--

-- ***************************************************

TransportFormatCombinationControl ::= SEQUENCE {




modeSpecificInfo




CHOICE {



fdd








NULL,



tdd








SEQUENCE {




tfcs-ID







TFCS-Identity
OPTIONAL




}



},


dpch-TFCS-InUplink




TFC-Subset,


tfc-ControlDuration




TFC-ControlDuration




OPTIONAL,


-- The information element is not included when transmitting the message


-- on the transparent mode signalling DCCH and is optional otherwise


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}

}
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