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10.3.3.20
Measurement capability

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Need for downlink compressed mode
	
	
	
	

	FDD measurements DL
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on FDD

	TDD measurements DL
	CV

tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on TDD

	
	

	
	
	

	GSM 900 DL
	CV

Gsm900_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM 900

	DCS 1800 DL
	CV

Gsm1800_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on DCS 1800

	GSM 1900 DL
	CV

Gsm1900_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM 1900

	Multi-carrier measurement DL
	CV

mc_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on multi-carrier

	Need for uplink compressed mode
	
	
	
	

	FDD measurements UL
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on FDD

	TDD measurements UL
	CV

tdd_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on TDD

	
	

	
	
	

	GSM 900 UL
	CV

Gsm900_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM 900

	DCS 1800 UL
	CV

Gsm1800_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on DCS 1800

	GSM 1900 UL
	CV

Gsm1900_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM 1900

	Multi-carrier measurement UL
	CV

mc_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on multi-carrier


	Condition
	Explanation

	tdd_sup
	Presence is mandatory if IE Multi-mode capability = TDD. Otherwise this field is not needed in the message.

	Gsm900_sup
	Presence is mandatory if IE Multi-RAT capability = GSM900. Otherwise this field is not needed in the message.

	Gsm1800_sup
	Presence is mandatory if IE Multi-RAT capability = GSM1800. Otherwise this field is not needed in the message.

	Gsm1900_sup
	Presence is mandatory if IE Multi-RAT capability = GSM1900. Otherwise this field is not needed in the message.

	mc_sup
	Presence is mandatory if IE Multi-RAT capability = multi-carrier. Otherwise this field is not needed in the message.
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