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4.2.1.1
Transparent mode entities
Figure 4.2 below shows the model of two transparent mode peer entities.
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Figure 4.2: Model of two transparent mode peer entities

The transmitting Tr-entity receives SDUs from the higher layers through the Tr-SAP. RLC might segment the SDUs into appropriate RLC PDUs without adding any overhead. How to perform the segmentation is decided upon when the service is established. RLC delivers the RLC PDUs to MAC through either a BCCH, DCCH, PCCH, SHCCH or a DTCH. The CCCH and SHCCH also uses transparent mode, but only for the uplink. Which type of logical channel depends on if the higher layer is located in the control plane (BCCH, DCCH, PCCH, CCCH, SHCCH) or user plane (DTCH).

The Tr-entity receives PDUs through one of the logical channels from the MAC sublayer. RLC reassembles (if segmentation has been performed) the PDUs into RLC SDUs. How to perform the reassembling is decided upon when the service is established. RLC delivers the RLC SDUs to the higher layer through the Tr-SAP.
11.1
Transparent mode data transfer procedure

11.1.1
Purpose

The transparent mode data transfer procedure is used for transferring of data between two RLC peer entities, which are operating in transparent mode. Figure 11.1 below illustrates the elementary procedure for transparent mode data transfer. The sender can be either the UE or the network and the receiver is either the network or the UE.
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Figure 11.1: Transparent mode data transfer procedure

11.1.2
Initiation

The sender initiates this procedure upon a request of transparent mode data transfer from higher layer. When the sender is in data transfer ready state it shall put the data received from the higher layer into TrD PDUs. If required RLC shall perform segmentation.

Channels that can be used are DTCH, CCCH (uplink only), SHCCH (uplink only), BCCH and PCCH. The type of logical channel depends on if the RLC entity is located in the user plane (DTCH) or in the control plane (CCCH/BCCH/SHCCH/PCCH). One or several PDUs may be transmitted in each transmission time interval (TTI). For each TTI, MAC decides which PDU size shall be used and how many PDUs shall be transmitted.
11.1.2.1
TrD PDU contents to set

The TrD PDU includes a complete SDU or a segment of an SDU. How to perform the segmentation is decided upon when the service is established. No overhead or header is added, instead segmentation is done based on which of the transport formats of the transport channel that will be used. A particular transport format informs the receiver how the segmentation was performed.

11.1.3
Reception of TrD PDU

Upon reception of a TrD PDU, the receiving entity reassembles (if segmentation was performed) the PDUs into RLC SDUs. RLC delivers the RLC SDUs to the higher layer through the Tr-SAP.

11.1.4
Abnormal cases

11.1.4.1
Undefined SDU size at receiver

If the TrD PDUs are reassembled to a SDU which have a size that is not allowed the SDU shall be discarded.

11.1.4.2
SDU discard without explicit signalling

Upon expiry of the Timer_Discard on the sender side the sender shall discard the associated SDU.
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