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1. Introduction

If dedicated physical channel has two or more DCH transport channels, UTRAN sends UE ‘RB mapping info’ IEs to inform this. 

But in case of FACH, there is no way to inform this in the current TS 25.331 spec. Because ‘DL Transport channel identity’ IE can only be used in case of DCH / DSCH.
However, we can easily find in [1], [2] that dedicated physical channel has two or more FACH transport channels. Next page is the example in [1]. 

In this example, one FACH transport channel is used for Signalling Radio Bearers and the other is used for Radio Access Bearer.

2. Proposal

Refer the attached CR.

3. Reference

[1] 3GPP, TS 34.108: “Common Test Environments for User Equipment (UE) Conformance Testing”, 2000-12
[2] GSMA ISG, Typical Radio Interface Parameter Sets v.1.3, 2000-08

4. Contact Points

Mr. Jihyuk Choi

: choijh@etri.re.kr
Mr. Kwangryul Jung
: krjung@etri.re.kr
* Example (from [1])

6.10.2.4.3.2
Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH

6.10.2.4.3.2.1
Transport channel parameters
6.10.2.4.3.2.1.1
Transport channel parameters for Interactive/Background 32 kbps PS RAB

	Higher layer
	RAB/signalling RB
	RAB

	
	User of Radio Bearer
	Interactive/ Background RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320

	
	Max data rate, bps
	32000

	
	RLC header, bit
	16

	MAC
	MAC header, bit
	24

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	FACH

	
	TB sizes, bit
	360

	
	TFS
	TF0, bits
	0x360

	
	
	TF1, bits
	1x360

	
	TTI, ms
	10

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI before rate matching
	1140

	
	RM attribute
	110-150


6.10.2.4.3.2.1.2
Transport channel parameters of SRBs for CCCH, SRB for DCCH, and SRB for BCCH

	Higher layer
	RAB/signalling RB
	SRB#1
	SRB#2
	SRB#3
	SRB#4
	SRB#5
	SRB#6

	
	User of Radio Bearer
	RRC
	RRC
	RRC
	NAS_DT
High prio
	NAS_DT
Low prio
	RRC

	RLC
	Logical channel type
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH
	BCCH

	
	RLC mode
	UM
	UM
	AM
	AM
	AM
	TM

	
	Payload sizes, bit
	152
	136 or 120*
	128
	128
	128
	166

	
	Max data rate, bps
	30400 (alt. 45600)
	27200 or 2400 (alt. 40800 or 36000)
	25600 (alt. 38400)
	25600 (alt. 38400)
	25600 (alt. 38400)
	33200 (alt. 49800)

	
	RLC header, bit
	8
	8
	16
	16
	16
	0

	MAC
	MAC header, bit
	8
	24 or 40
	24
	24
	24
	2

	
	MAC multiplexing
	6 logical channel multiplexing

	Layer 1
	TrCH type
	FACH

	
	TB sizes, bit
	168

	
	TFS
	TF0, bits
	0x168

	
	
	TF1, bits
	1x168

	
	
	TF2, bits
	2x168

	
	
	TF3, bits
	N/A (alt. 3x168)

	
	TTI, ms
	10

	
	Coding type
	CC 1/2

	
	CRC, bit
	16

	
	Max number of bits/TTI before rate matching
	752 (alt. 1136)

	
	RM attribute
	200-240


* MAC header size and PLC payload size depend on use of U-RNTI or C-RNTI.
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10.3.4.21
RB mapping info

A multiplexing option for each possible transport channel this RB can be multiplexed on.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Information for each multiplexing option
	MP
	1 to <maxRBMuxOptions>
	
	Note1

	>RLC logical channel mapping indicator
	CV-UL-RLCLogicalChannels
	
	Boolean
	TRUE indicates that the first logical channel shall be used for data PDUs and the second logical channel shall be used for control PDUs.

FALSE indicates that control and data PDUs can be sent on either of the two logical channels.

	>Number of uplink RLC logical channels
	CV-UL-RLC info
	1 to MaxLoCHperRLC
	
	1 or 2 logical channels per RLC entity or radio bearer

RLC [TS 25.322]

	>>Uplink transport channel type
	MP
	
	Enumerated(DCH,RACH,CPCH,USCH)
	CPCH is FDD only

USCH is TDD only

	>>ULTransport channel identity
	CV-UL-DCH/USCH
	
	Transport channel identity 10.3.5.18
	This is the ID of a DCH or USCH (TDD only) that this RB could be mapped onto.

	>>Logical channel identity
	OP
	
	Integer(1..15)
	This parameter is used to distinguish logical channels multiplexed by MAC on a transport channel.

	>>CHOICE RLC size list
	MP
	
	
	The RLC sizes that are allowed for this logical channel

	>>>All
	
	
	Null
	All RLC sizes listed in the Transport Format Set. 10.3.5.23

	>>>Configured
	
	
	Null
	The RLC sizes configured for this logical channel in the Transport Format Set. 10.3.5.23 if present in this message or in the previously stored configuration otherwise

	>>>Explicit List
	
	1 to <maxTF>
	
	Lists the RLC sizes that are valid for the logical channel.

	>>>>RLC size index
	MP
	
	Integer(1..maxTF)
	The integer number is a reference to the RLC size which arrived at that position in the Transport Format Set 10.3.5.23

	>>MAC logical channel priority
	MP
	
	Integer(1..8)
	This is priority between a user's different RBs (or logical channels). [25.321]

	>Downlink RLC logical channel info
	CV-DL-RLC info
	
	
	

	>>Number of downlink RLC logical channels
	MD
	1 to MaxLoCHperRLC
	
	1 or 2 logical channels per RLC entity or radio bearer

RLC [TS 25.322] 

Default value is that parameter values for DL are exactly the same as for corresponding UL logical channel. In case two multiplexing options are specified for the UL, the first options shall be used as default for the DL. As regards to the IE "Channel type", rule is specified in 8.6.4.8.

	>>>Downlink transport channel type
	MP
	
	Enumerated(DCH,FACH,DSCH)
	

	>>>DL Transport channel identity
	 MP
	
	Transport channel identity 10.3.5.18
	

	>>>Logical channel identity
	OP
	
	Integer(1..15)
	16 is reserved


	Condition
	Explanation

	UL-RLC info
	If "CHOICE Uplink RLC mode" in IE "RLC info" is present this IE is MP. Otherwise the IE is not needed.

	DL-RLC info
	If "CHOICE Downlink RLC mode" in IE "RLC info" is present this IE is MP. Otherwise the IE is not needed.

	UL-RLCLogicalChannels
	If "Number of uplink RLC logical channels" in IE "RB mapping info" is 2, then this is present. Otherwise this IE is not needed.

	UL-DCH/USCH
	If IE "Uplink transport channel type" is equal to "DCH" or "USCH" (TDD only) this IE is MP. Otherwise the IE is not needed.

	
	


NOTE 1:
In DCH state a logical channel may be mapped onto DCH and DSCH simultaneously, therefore maximum 4 different multiplexing options are possible in that case. In all other states maximum one RB multiplexing option is possible.

11.3
Information element definitions
DL-TransportChannelType ::=


CHOICE {


dch








TransportChannelIdentity,


fach







 TransportChannelIdentity,

dsch







TransportChannelIdentity

}
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