오류! 지정한 유형은 사용되지 않습니다.
1
오류! 지정한 유형은 사용되지 않습니다.

3GPP TSG-RAN WG2 Meeting #19 
R2-010365
Sophia Antipolis, France, 19~23 Feburary 2001

CR-Form-v3

CHANGE REQUEST



(

25.331
CR
654
(

rev
-
(

Current version:
3.5.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM

ME/UE

Radio Access Network
x
Core Network




Title:
(

CR to 25.331 on Tx Diversity




Source:
(

Samsung Electronics




Work item code:
(

LCRTDD-L23

Date: (

14 Feb. 2001







Category:
(

B

Release: (

REL-4


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(
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10.3.6.21
Downlink DPCH info for each RL

Information Element/Group name
Need
Multi
Type and reference
Semantics description
Version

CHOICE mode
MP





>FDD






>>Primary CPICH usage for channel estimation
MP

Primary CPICH usage for channel estimation 10.3.6.62



>>DPCH frame offset
MP

Integer(0..38144 by step of 256)
Offset (in number of chips) between the beginning of the P-CCPCH frame and the beginning of the DPCH frame

This is called (DPCH,n in TS 25.211


>>Secondary CPICH info
OP

Secondary CPICH info 10.3.6.73



>>DL channelisation code
MP
1 to <maxDPCH-DLchan>

SF of the channelisation code of the data part for each DPCH


>>>Secondary scrambling code
MD

Secondary scrambling code 10.3.6.74
Default is the same scrambling code as for the Primary CPICH 


>>> CHOICE Spreading factor
MP

Integer(4, 8, 16, 32, 64, 128, 256, 512)
Defined in CHOICE SF512-AndCodenumber with "code number" in ASN.1.


>>>Code number
MP

Integer(0..Spreading factor - 1)



>>> Scrambling code change 
CH SF/2

Enumerated (code change, no code change)
Indicates whether the alternative scrambling code is used for compressed mode method 'SF/2'. 


>>TPC combination index
MP

TPC combination index 10.3.6.85



>>SSDT Cell Identity
OP

SSDT Cell Identity 10.3.6.76



>>Closed loop timing adjustment mode
CH TxDiversity Mode

Integer(1, 2)
It is present if current TX Diversity Mode in UE is "closed loop mode 1" or "closed loop mode 2".

Value in slots


>TDD






>>TSTD indicator
MD

Boolean
Default value is “TRUE”,

Valid for 1.28Mcps TDD
REL-4

>>DL CCTrCh List
MP
1..<maxCCTrCH>




>>>TFCS ID
MD

Integer(1..8)
Identity of this CCTrCh.

Default value is 1 


>>>Time info
MP

Time Info 10.3.6.83



>>>Downlink DPCH timeslots and codes
MD

Downlink Timeslots and Codes 10.3.6.32
Default is to use the old timeslots and codes.


>>>UL CCTrCH TPC List
MD
1..<maxCCTrCH>

UL CCTrCH identities for TPC commands associated with this DL CCTrCH. Default is previous list or all defined UL CCTrCHs 


>>>>UL TPC TFCS Identity
MP

Transport Format Combination Set Identity 10.3.5.21



Condition
Explanation

SF/2
The information element is mandatory if the UE has an active compressed mode pattern sequence, which is using compressed mode method "SF/2". Otherwise the IE is not needed.

TxDiversity Mode
This IE is present if current TX Diversity Mode in UE is "closed loop mode 1" or "closed loop mode 2". Otherwise the IE is not needed.

10.3.6.22
Downlink DPCH info for each RL Post

Information Element/Group name
Need
Multi
Type and reference
Semantics description

CHOICE mode
MP




>FDD





>>Primary CPICH usage for channel estimation
MP

Primary CPICH usage for channel estimation 10.3.6.62


>>Secondary scrambling code
MD

Secondary scrambling code 10.3.6.74
Default is the same scrambling code as for the Primary CPICH 

>>Code number
MP

Integer(0..maxCodeNum)


>>TPC combination index
MP

TPC combination index 10.3.6.85


>TDD





>>Downlink DPCH timeslots and codes
MP

Downlink Timeslots and Codes 10.3.6.32


10.3.6.23
Downlink DPCH power control information

Information Element/Group name
Need
Multi
Type and reference
Semantics description

CHOICE mode
MP




>FDD





>>DPC Mode
MP

Enumerated (Single TPC, TPC triplet in soft)
"Single TPC" is DPC_Mode=0 and "TPC triplet in soft" is DPC_mode=1 in -3GPP TS 25.214.

> TDD





>>TPC Step Size
OP

Integer

(1, 2, 3)
In dB
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