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Reason for change:
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When an Inter-RAT Handover and an Inter-RAT Cell Change Order From UTRAN does not succeed, these two procedures needs clarification on how to behave when the UE returns to UTRA
Minor corrections in the Inter-RAT Handover and an Inter-RAT Cell Change Order to UTRAN procedures.

In GSM the 850 band has been introduced primarily for countries that also may use the 1900 band. However some countries want to use the 850 and 1800 band with the possibility to make handover between the bands, but the MS is then not able to distinguish between the 1800 and 1900 band in the handover command. Therefor a bit has been introduced in 05.05 (GP-010441) and 04.18 (GP-010404) to indicate if the MS shall interpret the ARFCN numbers as DCS 1800 or PCS 1900.

Because of this the same interpretation should be intoduced in 25.331 for inter-system handover and on UE interpretation of ARFCN.
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(

· A clarification is done about the initial power to use upon handover to UTRA in the Inter-RAT handover to UTRAN procedure.

· Align the UE behaviour when the UE fails to complete the requested Inter-RAT Handover from UTRAN and Inter-RAT Cell Change order from UTRAN with the UE behaviour at Radio Link Failure. 

· In the Inter-RAT Handover from UTRAN procedure, if the UE does not succeed to establish a connection to the target RAT, and the UE does not succeed to revert back to the UTRA physical channels, a cell update procedure with cause “Radio link failure” is initiated.

· A section regarding unsupported configuration at Inter-RAT Handover From UTRAN is added.

· The Inter-RAT Handover from UTRAN procedure is restricted to be used in CELL_DCH state, since the Inter-RAT cell change order procedure covers the  CELL_FACH state. 

· When in state CELL_DCH in the Inter-RAT Cell Change order from UTRAN procedure, the UE does not succeed to establish a connection to the target RAT, and the UE does not succeed to revert back to the UTRA physical channels, a cell update procedure with cause “Radio link failure” is initiated.

· When in state CELL_FACH in the Inter-RAT Cell Change order from UTRAN procedure, the UE does not succeed to establish a connection to the target RAT, and the UE does not succeed to revert back to the old UTRA cell, a cell update procedure with cause “cell re-selection” is initiated.

· A section regarding invalid Cell Change Order From UTRAN is added.

· A section regarding unsupported configuration at Cell Change Order From UTRAN is added.

· The RRC transaction identifier is added to the Cell Change Order From UTRAN, and the Cell Change Failure From UTRAN messages.

· The message CELL CHANGE FAILURE FROM UTRAN has been renamed to CELL CHANGE ORDER FROM UTRAN FAILURE to make it inline with the other message names.
· A part regarding Cell Selection mode is removed in the Inter-RAT cell change order to UTRAN procedure.
· The chap. 8.3.7.1 and 8.3.7.3 has been clarified.
· For cases when BCCH ARFCN is signalled in HO, cell change order or neighbour lists a band indicator is added. UE behaviour clarified for inter-RAT handover to GSM.
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8.3.6
Inter-RAT handover to UTRAN
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Figure 52: Inter-RAT handover to UTRAN, successful case

8.3.6.1
General

The purpose of the inter-RAT handover procedure is to, under the control of the network, transfer a connection between the UE and another radio access technology (e.g. GSM) to UTRAN.

8.3.6.2
Initiation 

The procedure is initiated when a radio access technology other than UTRAN, e.g. GSM, using system specific procedures, orders the UE to make a handover to UTRAN.

A Handover to UTRAN command message is sent to the UE via the radio access technology from which inter- system handover is performed.

In case UTRAN decides to uses a predefined radio configuration that is stored in the UE, it should include the following information in the Handover to UTRAN command message.

-
the IE "U-RNTI" to be assigned;

-
the IE "Predefined radio configuration identity", to indicate which pre-defined configuration of RB, traffic channel and physical channel parameters shall be used;

-
PhyCH information elements.

NOTE:
When using a predefined configuration during handover to UTRAN, UTRAN can only assign values of IEs "U-RNTI" and "scrambling code" that are within the special subranges defined exclusively for this procedure. UTRAN may re- assign other values after completion of the handover procedure.

In case UTRAN does not use a predefined radio configuration that is stored in the UE, it should include the following information in the Handover to UTRAN command message.

-
the IE "U-RNTI" to be assigned;

-
the complete set of RB, TrCH and PhyCH information elements to be used.

8.3.6.3
Reception of Handover to UTRAN command message by the UE

The UE shall be able to receive a HANDOVER TO UTRAN COMMAND message and perform an inter-RAT handover, even if no prior UE measurements have been performed on the target UTRAN cell and/or frequency.

The UE shall act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following. The UE shall:

-
store a U-RNTI value (32 bits), which is derived by the IEs "SRNC identity" (12 bits) and "S-RNTI 2" (10 bits) included in IE "U-RNTI-short". In order to produce a full size U-RNTI value, a full size "S-RNTI" (20 bits) shall be derived by padding the IE "S-RNTI 2" with 10 zero bits in the most significant positions; and

-
if IE "Specification mode" is set to "Preconfiguration":

-
initiate the signalling link, the RB(s) and traffic channel(s) in accordance with the predefined parameters identified by the IE "Predefined radio configuration identity";

-
initiate the physical channels in accordance with the predefined parameters identified by the IE "Predefined radio configuration identity" and the received physical channel information elements;

-
if IE "Specification mode" is set to "Complete specification":

-
initiate the RB(s) and traffic channels in accordance with the received radio bearer, transport channel and physical channel information elements;

-
perform an open loop estimation to determine the UL transmission power according to 8.5.3,
-
apply the same ciphering (ciphered/unciphered, algorithm) as prior to inter--RAT handover, unless a change of algorithm is requested by means of the "Ciphering algorithm".
If the UE succeeds in establishing the connection to UTRAN, it shall:

-
transmit a HANDOVER TO UTRAN COMPLETE message on the uplink DCCH;

-
when of the HANDOVER TO UTRAN COMPLETE message has been submitted to lower layers for transmission, the procedure ends.

8.3.6.4
Invalid Handover to UTRAN command message

If the UE receives a Handover to UTRAN command message, which contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 9, the UE shall perform procedure specific error handling according to the source radio access technology


-
If allowed by the source RAT, transmit an RRC STATUS message to the source radio access technology, and include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION;

-
Other details may be provided in the specifications related to the source radio access technology.

8.3.6.5
UE fails to perform handover

If the UE does not succeed in establishing the connection to UTRAN, it shall terminate the procedure including release of the associated resources, resume the connection used before the handover and indicate the failure to the other radio access technology.

Upon receiving an indication about the failure from the other radio access technology, UTRAN should release the associated resources and the context information concerning this UE.

8.3.6.6
Reception of message HANDOVER TO UTRAN COMPLETE by the UTRAN

Upon receiving a HANDOVER TO UTRAN COMPLETE message, UTRAN should consider the inter-RAT handover procedure as having been completed successfully and indicate this to the Core Network.

8.3.7
Inter-RAT handover from UTRAN
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Figure 53: Inter-RAT handover from UTRAN, successful case
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Figure 54: Inter-RAT handover from UTRAN, failure case

8.3.7.1
General

The purpose of the inter-RAT handover procedure is to, under the control of the network, transfer a connection between the UE and UTRAN to another radio access technology (e.g. GSM). This procedure may be used in CELL_DCH  state.

NOTE:
This procedure is applicable for  CS domain service.
.
8.3.7.2
Initiation 

The procedure is initiated when UTRAN orders a UE in CELL_DCH  state, to make a handover to a radio access technology other than UTRAN, e.g. GSM.

To initiate the procedure, UTRAN sends a HANDOVER FROM UTRAN COMMAND message.

8.3.7.3
Reception of a HANDOVER FROM UTRAN COMMAND message by the UE

The UE shall take the following actions:

-
establish the connection to the target radio access technology, by using the contents of the IE "Inter-RAT message". This IE contains a message specified in another standard, as indicated by the IE "System type", and carries information about the candidate/ target cell identifier(s) and radio parameters relevant for the target radio access technology. The correspondence between the value of the IE "System type", the standard to apply and the message contained within IE "Inter RAT message" is the following:

Value of the IE "System type"
Standard to apply
Inter RAT Message

GSM (DCS 1800 band used)
GSM TS 04.18, version 8.5.0 or later
HANDOVER COMMAND

GSM (PCS 1900 band used)
GSM TS 04.18, version 8.5.0 or later
HANDOVER COMMAND

Cdma2000
TIA/EIA/IS-2000 or later, TIA/EIA/IS-833 or later, TIA/EIQ/IS-834 or later



if the IE "System type" has the value "GSM (DCS 1800 band used)", set the BAND_INDICATOR [25] to "ARFCN indicates 1800 band".

-
if the IE "System type" has the value " GSM (PCS 1900 band used)", set the BAND_INDICATOR [25] to "ARFCN indicates 1900 band".

-
apply the "Inter RAT Message" according to the "standard to apply" in the table above.


-
In case one or more IEs "RAB info" is included in the HANDOVER FROM UTRAN COMMAND message, connect upper layer entities corresponding to indicated RABs to the radio resources indicated in the inter-RAT message. 
-
.

NOTE:
Requirements concerning the establishment of the radio connection towards the other radio access technology and the signalling procedure are outside the scope of this specification.

8.3.7.4
Successful completion of the inter-RAT handover

Upon successfully completing the handover, UTRAN should release the radio connection and remove all context information for the concerned UE. 

NOTE:
The release of the UMTS radio resources is initiated from the target RAT.

8.3.7.5
UE fails to complete requested handover

If the UE does not  succeed in establishing the connection to the target radio access technology, it shall 







-
revert back to the UTRA configuration;
-
establish the UTRA physical channel(s) used at the time for reception of HANDOVER FROM UTRAN COMMAND;

-
if the UE does not succeed to establish the UTRA physical channel(s):
-
select a suitable UTRA cell according to [4];
-
perform a cell update procedure according to subclause 8.3.1 with cause “Radio link failure”;

-
when the cell update procedure has completed successfully, proceed as below;

-
transmit the HANDOVER FROM UTRAN FAILURE message setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the HANDOVER FROM UTRAN COMMAND message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "Inter-RAT change failure" to "physical channel failure";

-
when the HANDOVER FROM UTRAN FAILURE message has been submitted to lower layer for transmission,  the procedure ends.
8.3.7.x
Unsupported configuration in HANDOVER FROM UTRAN COMMAND message
If the UTRAN instructs the UE to perform a not supported handover scenario e.g. multiple RAB or to use a not supported configuration, the UE shall proceed as follows:

- transmit a HANDOVER FROM UTRAN FAILURE message, setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the HANDOVER FROM UTRAN COMMAND message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "Inter-RAT change failure" to "configuration unacceptable";

-
when the HANDOVER FROM UTRAN FAILURE message has been submitted to lower layers for transmission:

· resume normal operation as if the invalid HANDOVER FROM UTRAN COMMAND message has not been received; and  

· the procedure ends.

8.3.7.6
Invalid HANDOVER FROM UTRAN COMMAND message

If the IE "Inter-RAT message" received within the HANDOVER FROM UTRAN COMMAND message does not include a valid inter RAT handover message in accordance with the protocol specifications for the target RAT, the UE shall perform procedure specific error handling as follows:

-
set the IE "failure cause" to the cause value "Inter-RAT protocol error";

-
include the IE "Inter-RAT message" in case the target RAT provides further details about the inter RAT protocol error;

-
transmit a HANDOVER FROM UTRAN FAILURE message on the uplink DCCH using AM RLC
-
When the transmission of the HANDOVER FROM UTRAN FAILURE message has been confirmed by RLC, the UE shall resume normal operation as if the invalid HANDOVER FROM UTRAN COMMAND message has not been received and the procedure ends.

If the HANDOVER FROM UTRAN COMMAND message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 9, the UE shall perform procedure specific error handling as follows:

-
set the IE "RRC transaction identifier" in the HANDOVER FROM UTRAN FAILURE message to the value of "RRC transaction identifier" in the entry for the HANDOVER FROM UTRAN COMMAND message in the table "Rejected transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "failure cause" to the cause value "protocol error";

-
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION;

-
transmit a HANDOVER FROM UTRAN FAILURE message on the uplink DCCH using AM RLC;
-
when the HANDOVER FROM UTRAN FAILURE message has been submitted to lower layers for transmission:

-
resume normal operation as if the invalid HANDOVER FROM UTRAN COMMAND message has not been received 

-
and the procedure ends.

8.3.7.7
Reception of an HANDOVER FROM UTRAN FAILURE message by UTRAN

Upon receiving an HANDOVER FROM UTRAN FAILURE message, UTRAN may initiate the release the resources in the target radio access technology.

8.3.10
Inter-RAT cell change order to UTRAN

8.3.10.1
General

The purpose of the inter-RAT cell change order to UTRAN procedure is to transfer, under the control of the source radio access technology, a connection between the UE and another radio access technology (e.g. GSM/GPRS) to UTRAN.

8.3.10.2
Initiation

The procedure is initiated when a radio access technology other than UTRAN, e.g. GSM/GPRS, using procedures specific for that RAT, orders the UE to change to a UTRAN cell.

NOTE 1:
Within the message used to order the UE to change to a UTRAN cell, the source RAT should specify the identity of the target UTRAN cell as specified in the specifications for that RAT.

The UE shall initiate an RRC connection establishment procedure as specified in subclause 8.1.3 except that the IE "establishment cause" in the RRC CONNECTION REQUEST message shall be set to "Inter-RAT cell change order". 

8.3.10.3
UE fails to complete an inter-RAT cell change order

If the inter-RAT cell reselection fails the UE shall return to the other radio access technology and proceed as specified in the appropriate specifications for that RAT. 

NOTE 3:
The cell change was network ordered. Therefore, failure to change to the target cell should not cause the UE to move to UE- controlled cell selection

8.3.11
Inter-RAT cell change order from UTRAN


[image: image4.wmf]UE

UTRAN

CELL CHANGE ORDER FROM UTRAN


Figure 55: Inter–RAT cell change order from UTRAN
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Figure xx: Inter-RAT cell change order from UTRAN, failure case

8.3.11.1
General

The purpose of the inter-RAT cell change order procedure is to transfer, under the control of the network, a connection between the UE and UTRAN to another radio access technology (e.g. GSM). This procedure may be used in CELL_DCH and CELL_FACH state.

NOTE :
This procedure is applicable for services  in the PS domain.


8.3.11.2
Initiation 

The procedure is initiated when UTRAN orders a UE in CELL_DCH or CELL_FACH state, to make a cell change to a radio access technology other than UTRAN, e.g. GSM.

To initiate the procedure, UTRAN sends a CELL CHANGE ORDER FROM UTRAN message.

8.3.11.3
Reception of an CELL CHANGE ORDER FROM UTRAN message by the UE

The UE shall take the following actions:

-
establish the connection to the other radio access technology, as specified within IE "Target cell info". This IE specifies the target cell identity, in accordance with the specifications for that other RAT. In case the target cell is a GSM/ GPRS cell, IE "Target cell info" may also include IE "NC mode", which specifies the cell selection mode to be applied in the target cell; and

-
if IE "NC mode" is not included in the CELL CHANGE ORDER FROM UTRAN:

-
retrieve it from the target cell as specified in 3GPP TS 04.18;

-
act upon IE "NC mode" as specified in 3GPP TS 04.18.



-
if one or more IEs "RAB info" are included in the CELL CHANGE ORDER FROM UTRAN message, connect the upper layer entities corresponding to indicated RABs to the radio resources offered by the target RAT.
-

-

NOTE :
Requirements concerning the establishment of the radio connection towards the other radio access technology and the signalling procedure are outside the scope of this specification. In case of GSM/GPRS proceed according to the procedure Network control cell reselection procedure as specified in [24]. 
8.3.11.4
Successful completion of the cell change order

Upon successfully completing the cell change order, UTRAN should release the radio connection and remove all context information for the concerned UE. 

NOTE :
The release of the UMTS radio resources is initiated from another RAT.

8.3.11.5
UE fails to complete requested cell change order








If the UE does not succeed to establish a connection to the target RAT, proceed as follows:

-
If the UE received the CELL CHANGE ORDER FROM UTRAN message in state CELL_DCH, the UE shall:

-
revert back to the UTRA configuration;

-
establish the UTRA physical channel(s) used at the time for reception of CELL CHANGE ORDER FROM UTRAN;

-
if the UE does not succeed to establish the UTRA physical channel(s):

-
select a suitable UTRA cell according to [4];
-
perform a cell update procedure according to subclause 8.3.1 with cause “Radio link failure”;

-
when the cell update procedure has completed successfully, proceed as below;
-
transmit the CELL CHANGE ORDER FROM UTRAN FAILURE message setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "Inter-RAT change failure" to "physical channel failure";

-
when the CELL CHANGE ORDER FROM UTRAN FAILURE message has been submitted to lower layer for transmission, the procedure ends.

-
If the UE recieves the CELL CHANGE ORDER FROM UTRAN message in CELL_FACH state, the UE shall:

-
revert to the cell it was camped on at the reception of the CELL CHANGE ORDER FROM UTRAN message;
-
if the UE is unable to return to this cell:

-
select a suitable UTRA cell according to [4];
-
initiate the cell update procedure according to subclause 8.3.1 using the cause “cell re-selection”;

-
when the cell update procedure completed successfully, proceed as below;

-
transmit the CELL CHANGE ORDER FROM UTRAN FAILURE message setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the CELL CHANGE ORDER FROM UTRAN message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "Inter-RAT change failure" to "physical channel failure";

-
when the CELL CHANGE ORDER FROM UTRAN FAILURE message has been submitted to lower layer for transmission, the procedure ends.

8.3.11.x
Unsupported configuration in CELL CHANGE ORDER FROM UTRAN message 

If the UTRAN instructs the UE to perform a not supported cell change order scenario e.g. multiple RAB or to use a not supported configuration, the UE shall proceed as follows:

-
transmit a CELL CHANGE ORDER FROM UTRAN FAILURE message, setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "Inter-RAT change failure" to "configuration unacceptable";

-
when the CELL CHANGE ORDER FROM UTRAN FAILURE message has been submitted to lower layers for transmission:

-
resume normal operation as if the CELL CHANGE ORDER FROM UTRAN message has not been received; and  

-
the procedure ends.

8.3.11.y
Invalid CELL CHANGE ORDER FROM UTRAN message 

If the CELL CHANGE ORDER FROM UTRAN message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 9, the UE shall perform procedure specific error handling as follows:

-
set the IE "RRC transaction identifier" in the CELL CHANGE ORDER FROM UTRAN FAILURE message to the value of "RRC transaction identifier" in the entry for the CELL CHANGE ORDER FROM UTRAN message in the table "Rejected transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "failure cause" to the cause value "protocol error";

-
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION;

-
transmit a CELL CHANGE ORDER FROM UTRAN FAILURE message on the uplink DCCH using AM RLC;
-
when the CELL CHANGE ORDER FROM UTRAN FAILURE message has been submitted to lower layers for transmission:

-
resume normal operation as if the invalid CELL CHANGE ORDER FROM UTRAN message has not been received; and 

-
the procedure ends.

10.2.5
CELL CHANGE ORDER FROM UTRAN

This message is used to order a cell change from UMTS to another system e.g. GSM.

RLC-SAP: AM 

Logical channel: DCCH


Direction: UTRAN(UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE information elements





RRC transaction identifier
MP

RRC transaction identifier 10.3.3.36


Integrity check info
CH

Integrity check info 10.3.3.16


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

RB Information elements





RAB information list
OP
1 to <maxRABsetup>

For each RAB to be handed over

>RAB info
MP

RAB info 10.3.4.8


Other information elements





Target cell description
MP




>CHOICE Radio Access Technology
MP


At least one spare choice, Criticality: Reject, is needed.

>>GSM





>>> BSIC
MP

BSIC 10.3.8.2


>>> Band Indicator
MP

Enumerated (DCS 1800 band used, PCS 1900 band used)
Indicates how to interpret the BCCH ARFCN

>>>BCCH ARFCN
MP

Integer (0..1023)
GSM TS 04.18

>>>NC mode
OP

Bitstring(3)
GSM TS 04.18

>>IS-2000





10.2.6
CELL CHANGE  ORDER FROM UTRAN FAILURE
This message is sent on the RRC connection used before the Cell change order from UTRAN was executed. The message indicates that the UE has failed to seize the new channel in the other system.

RLC-SAP: AM

Logical channel: DCCH


Direction: UE(UTRAN

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE information elements





RRC transaction identifier
MP

RRC transaction identifier 10.3.3.36


Integrity check info
CH

Integrity check info 10.3.3.16


Other information elements





Inter-RAT change failure
MD

Inter-RAT change failure 10.3.8.5 



***   Next modified section   ***

10.3.7.23
Inter-RAT cell info list

Contains the measurement object information for an inter-RAT measurement.
Information Element/Group name
Need
Multi
Type and reference
Semantics description

CHOICE Inter-RAT cell removal
MP




>Remove all inter-RAT cells



No data

>Remove some inter-RAT cells





>>Removed inter-RAT cells
MP
1 to <maxCellMeas>



>>>Inter-RAT cell id
MP

Integer(0 .. <maxCellMeas> - 1)


>Remove no inter-RAT cells





New inter-RAT cells 
OP
1 to <maxCellMeas>



>Inter-RAT cell id
MD

Integer(0 .. <maxCellMeas> - 1)
The first inter-RAT cell in the list corresponds to inter-RAT cell id 0, the second corresponds to inter-RAT cell id 1 etc.

>CHOICE Radio Access Technology
MP




>>GSM





>>>Cell selection and re-selection info
CV-BCHopt

Cell selection and re-selection info for SIB11/12
10.3.2.4
Only when sent in system information. If HCS is not used and all the parameters in cell selection and re-selection info are default values, this IE is absent. 

>>>BSIC
MP

BSIC 10.3.8.2


>>>Band indicator
MP

Enumerated (DCS 1800 band used, PCS 1900 band used)
Indicates how to interpret the BCCH ARFCN

>>>BCCH ARFCN
MP

Integer (0..1023)
GSM TS 04.18

>>>Output power
OP




>>IS-2000





>>>System specific measurement info


enumerated (frequency, timeslot, colour code, output power, PN offset)
For IS-2000, use fields from TIA/EIA/IS-2000.5,

Section 3. 7.3.3.2.27, Candidate Frequency Neighbour List Message


***   Next modified section   ***

10.3.8.8
Inter-RAT message
This Information Element contains one or several messages that are structured and coded according to the specification used for the system type indicated by the first parameter.
Information Element/Group name
Need
Multi
Type and reference
Semantics description

System type
MP

Enumerated (GSM (DCS 1800 band used),  GSM (PCS 1900 band used), cdma2000)
This IE indicates in particular which specification to apply to decode the transported messages

CHOICE system
MP




>GSM





>>Message(s)
MP
1.to.<maxInterSysMessages>
Bitstring (1..512)
Formatted and coded according to GSM specifications

>cdma2000





>>cdma2000Message
MP
1.to.<maxInterSysMessages>



>>>MSG_TYPE(s)
MP

Bitstring (8)
Formatted and coded according to cdma2000 specifications

>>>cdma2000Messagepayload(s)
MP

Bitstring (1..512)
Formatted and coded according to cdma2000 specifications

Condition
Explanation

System
The 'GSM' choice shall be applied when the IE 'System type' is 'GSM except PCS 1900' or 'PCS 1900', and the 'cdma2000' choice shall be applied when the IE 'system type' is 'cdma2000'.

11.1
General message structure

Class-definitions DEFINITIONS AUTOMATIC TAGS ::=
BEGIN

IMPORTS


ActiveSetUpdate-r3,


ActiveSetUpdateComplete,


ActiveSetUpdateFailure,



AssistanceDataDelivery-r3,


CellChangeOrderFromUTRAN-r3,


CellChangeOrderFromUTRANFailure,


CellUpdate,


CellUpdateConfirm-CCCH-r3,


CellUpdateConfirm-r3,


CounterCheck-r3,


CounterCheckResponse,


DownlinkDirectTransfer-r3,


HandoverToUTRANComplete,


InitialDirectTransfer,


HandoverFromUTRANCommand-GSM-r3,


HandoverFromUTRANCommand-CDMA2000-r3,


HandoverFromUTRANFailure,


MeasurementControl-r3,


MeasurementControlFailure,


MeasurementReport,


PagingType1,


PagingType2,


PhysicalChannelReconfiguration-r3,


PhysicalChannelReconfigurationComplete,


PhysicalChannelReconfigurationFailure,


PhysicalSharedChannelAllocation-r3,


PUSCHCapacityRequest,


RadioBearerReconfiguration-r3,


RadioBearerReconfigurationComplete,


RadioBearerReconfigurationFailure,


RadioBearerRelease-r3,


RadioBearerReleaseComplete,


RadioBearerReleaseFailure,


RadioBearerSetup-r3,


RadioBearerSetupComplete,


RadioBearerSetupFailure,


RRCConnectionReject-r3,


RRCConnectionRelease-r3,


RRCConnectionRelease-CCCH-r3,


RRCConnectionReleaseComplete,


RRCConnectionRequest,


RRCConnectionSetup-r3,


RRCConnectionSetupComplete,


RRCStatus,


SecurityModeCommand-r3,


SecurityModeComplete,


SecurityModeFailure,


SignallingConnectionRelease-r3,


SignallingConnectionReleaseRequest,


SystemInformation-BCH,


SystemInformation-FACH,


SystemInformationChangeIndication,


TransportChannelReconfiguration-r3,


TransportChannelReconfigurationComplete,


TransportChannelReconfigurationFailure,


TransportFormatCombinationControl,


TransportFormatCombinationControlFailure,


UECapabilityEnquiry-r3,


UECapabilityInformation,


UECapabilityInformationConfirm-r3,


UplinkDirectTransfer,


UplinkPhysicalChannelControl-r3,


URAUpdate,


URAUpdateConfirm-r3,


URAUpdateConfirm-CCCH-r3,


UTRANMobilityInformation,


UTRANMobilityInformationConfirm,


UTRANMobilityInformationFailure

FROM PDU-definitions

-- User Equipment IEs :


IntegrityCheckInfo

FROM InformationElements;

--**************************************************************

--

-- Downlink DCCH messages

--

--**************************************************************

DL-DCCH-Message ::= SEQUENCE {


integrityCheckInfo

IntegrityCheckInfo

OPTIONAL,


message




DL-DCCH-MessageType

}

DL-DCCH-MessageType ::= CHOICE {


activeSetUpdate





ActiveSetUpdate-r3,


assistanceDataDelivery



AssistanceDataDelivery-r3,


cellChangeOrderFromUTRAN 


CellChangeOrderFromUTRAN-r3,


cellUpdateConfirm




CellUpdateConfirm-r3,


counterCheck





CounterCheck-r3,


downlinkDirectTransfer



DownlinkDirectTransfer-r3,


handoverFromUTRANCommand-GSM

HandoverFromUTRANCommand-GSM-r3,


handoverFromUTRANCommand-CDMA2000
HandoverFromUTRANCommand-CDMA2000-r3,


measurementControl




MeasurementControl-r3,


pagingType2






PagingType2,


physicalChannelReconfiguration

PhysicalChannelReconfiguration-r3,


physicalSharedChannelAllocation

PhysicalSharedChannelAllocation-r3,


radioBearerReconfiguration


RadioBearerReconfiguration-r3,


radioBearerRelease




RadioBearerRelease-r3,


radioBearerSetup




RadioBearerSetup-r3,


rrcConnectionRelease



RRCConnectionRelease-r3,


securityModeCommand




SecurityModeCommand-r3,


signallingConnectionRelease


SignallingConnectionRelease-r3,


transportChannelReconfiguration

TransportChannelReconfiguration-r3,


transportFormatCombinationControl
TransportFormatCombinationControl,


ueCapabilityEnquiry




UECapabilityEnquiry-r3,


ueCapabilityInformationConfirm

UECapabilityInformationConfirm-r3,


uplinkPhysicalChannelControl

UplinkPhysicalChannelControl-r3,


uraUpdateConfirm




URAUpdateConfirm-r3,


utranMobilityInformation


UTRANMobilityInformation,


extension






NULL

}

--**************************************************************

--

-- Uplink DCCH messages

--

--**************************************************************

UL-DCCH-Message ::= SEQUENCE {


integrityCheckInfo

IntegrityCheckInfo

OPTIONAL,


message




UL-DCCH-MessageType

}

UL-DCCH-MessageType ::= CHOICE {


activeSetUpdateComplete



ActiveSetUpdateComplete,


activeSetUpdateFailure



ActiveSetUpdateFailure,


cellChangeOrderFromUTRANFailure 


CellChangeOrderFromUTRANFailure,


counterCheckResponse



CounterCheckResponse,


handoverToUTRANComplete



HandoverToUTRANComplete,


initialDirectTransfer



InitialDirectTransfer,


handoverFromUTRANFailure


HandoverFromUTRANFailure,


measurementControlFailure


MeasurementControlFailure,


measurementReport




MeasurementReport,


physicalChannelReconfigurationComplete











PhysicalChannelReconfigurationComplete,


physicalChannelReconfigurationFailure











PhysicalChannelReconfigurationFailure,


radioBearerReconfigurationComplete
RadioBearerReconfigurationComplete,


radioBearerReconfigurationFailure
RadioBearerReconfigurationFailure,


radioBearerReleaseComplete


RadioBearerReleaseComplete,


radioBearerReleaseFailure


RadioBearerReleaseFailure,


radioBearerSetupComplete


RadioBearerSetupComplete,


radioBearerSetupFailure



RadioBearerSetupFailure,


rrcConnectionReleaseComplete

RRCConnectionReleaseComplete,


rrcConnectionSetupComplete


RRCConnectionSetupComplete,


rrcStatus






RRCStatus,


securityModeComplete



SecurityModeComplete,


securityModeFailure




SecurityModeFailure,


signallingConnectionReleaseRequest
SignallingConnectionReleaseRequest,


transportChannelReconfigurationComplete











TransportChannelReconfigurationComplete,


transportChannelReconfigurationFailure











TransportChannelReconfigurationFailure,


transportFormatCombinationControlFailure











TransportFormatCombinationControlFailure,


ueCapabilityInformation



UECapabilityInformation,


uplinkDirectTransfer



UplinkDirectTransfer,


utranMobilityInformationConfirm

UTRANMobilityInformationConfirm,


utranMobilityInformationFailure

UTRANMobilityInformationFailure,


extension






NULL

}

11.2
PDU definitions

-- ***************************************************

--

-- CELL CHANGE ORDER FROM UTRAN

--

-- ***************************************************

CellChangeOrderFromUTRAN-r3 ::= CHOICE {


r3







SEQUENCE {



cellChangeOrderFromUTRAN-IEs

CellChangeOrderFromUTRAN-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

CellChangeOrderFromUTRAN-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



rab-InformationList



RAB-InformationList




OPTIONAL,



interRAT-TargetCellDescription
InterRAT-TargetCellDescription

}

-- ***************************************************

--

-- CELL CHANGE  ORDER FROM UTRAN FAILURE
--

-- ***************************************************

CellChangeOrderFromUTRANFailure ::= CHOICE {


r3







SEQUENCE {



r3-IEs






CellChangeOrderFromUTRANFailure-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

CellChangeOrderFromUTRANFailure-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



interRAT-ChangeFailureCause

InterRAT-ChangeFailureCause

}

-- ***************************************************

--

-- HANDOVER FROM UTRAN COMMAND

--

-- ***************************************************

HandoverFromUTRANCommand-GSM-r3 ::= CHOICE {


r3







SEQUENCE {



handoverFromUTRANCommand-GSM-r3











HandoverFromUTRANCommand-GSM-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

HandoverFromUTRANCommand-GSM-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



activationTime




ActivationTime





OPTIONAL,


-- Radio bearer IEs



remainingRAB-Info



RAB-Info






OPTIONAL,


-- Measurement IEs



band-Indicator





Band-Indicator,

-- Other IEs



message-and-extension


CHOICE {




gsm-Message





SEQUENCE {},




-- In this case, what follows the basic production is a variable length bit string




-- with no length field, containing the GSM message including GSM padding up to end




-- of container, to be analysed according to GSM specifications




with-extension




SEQUENCE {





messages





GSM-MessageList




}



}

}

HandoverFromUTRANCommand-CDMA2000-r3 ::= CHOICE {


r3







SEQUENCE {



handoverFromUTRANCommand-CDMA2000-r3











HandoverFromUTRANCommand-CDMA2000-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

HandoverFromUTRANCommand-CDMA2000-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



activationTime




ActivationTime





OPTIONAL,


-- Radio bearer IEs



remainingRAB-Info



RAB-Info






OPTIONAL,


-- Other IEs



cdma2000-MessageList


CDMA2000-MessageList

}

11.3
Information element definitions

-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************

AcquisitionSatInfo ::=



SEQUENCE {


satID







SatID,


doppler0thOrder





INTEGER (-2048..2047),


extraDopplerInfo




ExtraDopplerInfo




OPTIONAL,


codePhase






INTEGER (0..1022),


integerCodePhase




INTEGER (0..19),


gps-BitNumber





INTEGER (0..3),


codePhaseSearchWindow



CodePhaseSearchWindow,


azimuthAndElevation




AzimuthAndElevation




OPTIONAL

}


AcquisitionSatInfoList ::=


SEQUENCE (SIZE (1..maxSat)) OF











AcquisitionSatInfo

AdditionalAssistanceData ::=

OCTET STRING (SIZE (1..38))

AdditionalMeasurementID-List ::=
SEQUENCE (SIZE (1..maxAdditionalMeas)) OF











MeasurementIdentity

AlmanacSatInfo ::=




SEQUENCE {


satID







SatID,


e








BIT STRING (SIZE (16)),


t-oa







BIT STRING (SIZE (8)),


deltaI







BIT STRING (SIZE (16)),


omegaDot






BIT STRING (SIZE (16)),


satHealth






BIT STRING (SIZE (8)),


a-Sqrt







BIT STRING (SIZE (24)),


omega0







BIT STRING (SIZE (24)),


m0








BIT STRING (SIZE (24)),


omega







BIT STRING (SIZE (24)),


af0








BIT STRING (SIZE (11)),


af1








BIT STRING (SIZE (11))

}

AlmanacSatInfoList ::=



SEQUENCE (SIZE (1..maxSat)) OF











AlmanacSatInfo

AverageRLC-BufferPayload ::=

ENUMERATED {











pla0, pla4, pla8, pla16, pla32,











pla64, pla128, pla256, pla512,











pla1024, pla2k, pla4k, pla8k, pla16k,











pla32k, pla64k, pla128k, pla256k,











pla512k, pla1024k }

AzimuthAndElevation ::=



SEQUENCE {


azimuth







INTEGER (0..31),


elevation






INTEGER (0..7)

}

BadSatList ::=





SEQUENCE (SIZE (1..maxSat)) OF











INTEGER (0..63)

Band-Indicator ::=




ENUMERATED (DCS1800BandUsed, PCS1900BandUsed)
BCCH-ARFCN ::=





INTEGER (0..1023)

BLER-MeasurementResults ::=


SEQUENCE {


transportChannelIdentity


TransportChannelIdentity,


dl-TransportChannelBLER



DL-TransportChannelBLER



OPTIONAL

}

BLER-MeasurementResultsList ::=

SEQUENCE (SIZE (1..maxTrCH)) OF











BLER-MeasurementResults

BLER-TransChIdList ::=



SEQUENCE (SIZE (1..maxTrCH)) OF











TransportChannelIdentity

BSIC-VerificationRequired ::=

ENUMERATED {











required, notRequired }

BSICReported ::=




CHOICE {


verifiedBSIC





INTEGER (0..maxCellMeas),


nonVerifiedBSIC





BCCH-ARFCN

}

BurstModeParameters ::=



SEQUENCE {


burstStart






INTEGER (0..15),


burstLength






INTEGER (10..25),


burstFreq






INTEGER (1..16)

}

CellDCH-ReportCriteria ::=


CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria

}

-- Actual value = IE value * 0.5

CellIndividualOffset ::=


INTEGER (-20..20)

CellInfo ::=





SEQUENCE {


cellIndividualOffset



CellIndividualOffset


 
DEFAULT 0,


referenceTimeDifferenceToCell

ReferenceTimeDifferenceToCell

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info


OPTIONAL,




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




readSFN-Indicator




BOOLEAN,




tx-DiversityIndicator



BOOLEAN





},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power

OPTIONAL,




timeslotInfoList




TimeslotInfoList


OPTIONAL



}


}

}

CellInfoSI-RSCP ::=




SEQUENCE {


cellIndividualOffset



CellIndividualOffset

 

DEFAULT 0,


referenceTimeDifferenceToCell

ReferenceTimeDifferenceToCell

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info


OPTIONAL,




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




readSFN-Indicator




BOOLEAN,




tx-DiversityIndicator



BOOLEAN





},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power

OPTIONAL,




timeslotInfoList




TimeslotInfoList


OPTIONAL



}


},


cellSelectionReselectionInfo

CellSelectReselectInfoSIB-11-12-RSCP

OPTIONAL

}

CellInfoSI-ECN0 ::=




SEQUENCE {


cellIndividualOffset



CellIndividualOffset

 

DEFAULT 0,


referenceTimeDifferenceToCell

ReferenceTimeDifferenceToCell

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info


OPTIONAL,




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




readSFN-Indicator




BOOLEAN,




tx-DiversityIndicator



BOOLEAN





},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power

OPTIONAL,




timeslotInfoList




TimeslotInfoList


OPTIONAL



}


},


cellSelectionReselectionInfo

CellSelectReselectInfoSIB-11-12-ECN0
OPTIONAL

}

CellInfoSI-HCS-RSCP ::=



SEQUENCE {


cellIndividualOffset



CellIndividualOffset

 

DEFAULT 0,


referenceTimeDifferenceToCell

ReferenceTimeDifferenceToCell

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info


OPTIONAL,




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




readSFN-Indicator




BOOLEAN,




tx-DiversityIndicator



BOOLEAN





},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power

OPTIONAL,




timeslotInfoList




TimeslotInfoList


OPTIONAL



}


},


cellSelectionReselectionInfo

CellSelectReselectInfoSIB-11-12-HCS-RSCP
OPTIONAL

}

CellInfoSI-HCS-ECN0 ::=



SEQUENCE {


cellIndividualOffset



CellIndividualOffset

 

DEFAULT 0,


referenceTimeDifferenceToCell

ReferenceTimeDifferenceToCell

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info


OPTIONAL,




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




readSFN-Indicator




BOOLEAN,




tx-DiversityIndicator



BOOLEAN





},



tdd








SEQUENCE {




primaryCCPCH-Info




PrimaryCCPCH-Info,




primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power

OPTIONAL,




timeslotInfoList




TimeslotInfoList


OPTIONAL



}


},


cellSelectionReselectionInfo

CellSelectReselectInfoSIB-11-12-HCS-ECN0
OPTIONAL

}

CellMeasuredResults ::=



SEQUENCE {


cellIdentity





CellIdentity





OPTIONAL,


sfn-SFN-ObsTimeDifference


SFN-SFN-ObsTimeDifference


OPTIONAL,


cellSynchronisationInfo


CellSynchronisationInfo


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




cpich-Ec-N0






CPICH-Ec-N0




OPTIONAL,




cpich-RSCP






CPICH-RSCP




OPTIONAL,




pathloss






Pathloss




OPTIONAL



},



tdd








SEQUENCE {




cellParametersID




CellParametersID,




proposedTGSN





TGSN





OPTIONAL,




primaryCCPCH-RSCP




PrimaryCCPCH-RSCP


OPTIONAL,




timeslotISCP-List




TimeslotISCP-List


OPTIONAL



}


}

}

CellMeasurementEventResults ::=

CHOICE {


fdd








SEQUENCE (SIZE (1..maxCellMeas)) OF












PrimaryCPICH-Info,


tdd








SEQUENCE (SIZE (1..maxCellMeas)) OF












PrimaryCCPCH-Info

}

CellPosition ::=




SEQUENCE {


relativeNorth





INTEGER (-32767..32767),


relativeEast





INTEGER (-32767..32767),


relativeAltitude




INTEGER (-4095..4095)

}

CellReportingQuantities ::=


SEQUENCE {


sfn-SFN-OTD-Type




SFN-SFN-OTD-Type,


cellIdentity-reportingIndicator





BOOLEAN,


cellSynchronisationInfoReportingIndicator


BOOLEAN,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




cpich-Ec-N0-reportingIndicator






BOOLEAN,




cpich-RSCP-reportingIndicator






BOOLEAN,




pathloss-reportingIndicator






BOOLEAN



},



tdd








SEQUENCE {




timeslotISCP-reportingIndicator





BOOLEAN,




proposedTGSN-ReportingRequired





BOOLEAN,



primaryCCPCH-RSCP-reportingIndicator




BOOLEAN,




pathloss-reportingIndicator






BOOLEAN



}


}

}

CellSelectReselectInfoSIB-11-12 ::=
SEQUENCE {


q-Offset1S-N





Q-OffsetS-N






DEFAULT 0,


q-Offset2S-N





Q-OffsetS-N






OPTIONAL,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,


hcs-NeighbouringCellInformation-RSCP

HCS-NeighbouringCellInformation-RSCP

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




q-QualMin






Q-QualMin




OPTIONAL,




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



tdd








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



gsm








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



}


}

}

CellSelectReselectInfoSIB-11-12-RSCP ::=
SEQUENCE {


q-OffsetS-N





Q-OffsetS-N





DEFAULT 0,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




q-QualMin






Q-QualMin




OPTIONAL,




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



tdd








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



gsm








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



}


}

}

CellSelectReselectInfoSIB-11-12-ECN0 ::=
SEQUENCE {


q-Offset1S-N





Q-OffsetS-N





DEFAULT 0,


q-Offset2S-N





Q-OffsetS-N





DEFAULT 0,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




q-QualMin






Q-QualMin




OPTIONAL,




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



tdd








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



gsm








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



}


}

}

CellSelectReselectInfoSIB-11-12-HCS-RSCP ::=
SEQUENCE {


q-OffsetS-N





Q-OffsetS-N





DEFAULT 0,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,


hcs-NeighbouringCellInformation-RSCP

HCS-NeighbouringCellInformation-RSCP

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




q-QualMin






Q-QualMin




OPTIONAL,




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



tdd








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



gsm








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



}


}

}

CellSelectReselectInfoSIB-11-12-HCS-ECN0 ::=
SEQUENCE {


q-Offset1S-N





Q-OffsetS-N





DEFAULT 0,


q-Offset2S-N





Q-OffsetS-N





DEFAULT 0,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,


hcs-NeighbouringCellInformation-ECN0

HCS-NeighbouringCellInformation-ECN0

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




q-QualMin






Q-QualMin




OPTIONAL,




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



tdd








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



},



gsm








SEQUENCE {




q-RxlevMin






Q-RxlevMin




OPTIONAL



}


}

}

CellSynchronisationInfo ::=


SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




countC-SFN-Frame-difference


CountC-SFN-Frame-difference

OPTIONAL,




tm








INTEGER(0..38399)




},



tdd








SEQUENCE {




countC-SFN-Frame-difference


CountC-SFN-Frame-difference



}


}








}

CellToMeasure ::=




SEQUENCE {


sfn-sfn-Drift





INTEGER (0..30)





OPTIONAL,


primaryCPICH-Info




PrimaryCPICH-Info,


frequencyInfo





FrequencyInfo





OPTIONAL,


sfn-SFN-ObservedTimeDifference

SFN-SFN-ObsTimeDifference1,


fineSFN-SFN






FineSFN-SFN,


cellPosition





CellPosition





OPTIONAL

}

CellToMeasureInfoList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











CellToMeasure

CellToReport ::=




SEQUENCE {


bsicReported





BSICReported

}

CellToReportList ::=



SEQUENCE (SIZE (1..maxCellMeas)) OF











CellToReport

CodePhaseSearchWindow ::=


ENUMERATED {











w1023, w1, w2, w3, w4, w6, w8,











w12, w16, w24, w32, w48, w64,











w96, w128, w192 }

CountC-SFN-Frame-difference ::= SEQUENCE {


countC-SFN-High




INTEGER(0..15), 

-- Actual value = IE value * 256


off







INTEGER(0..255)

}

CPICH-Ec-N0 ::=





INTEGER (-20..0)

-- IE value 0 = <-24 dB, 1 = between -24 and -23 and so on

CPICH-Ec-N0-OTDOA ::=



INTEGER (0..26)

CPICH-RSCP ::=





INTEGER (-115..-40)

DeltaPRC ::=





INTEGER (-127..127)

DeltaRRC ::=





INTEGER (-7..7)

DGPS-CorrectionSatInfo ::=


SEQUENCE {


satID







SatID,


iode







BIT STRING (SIZE (8)),


udre







UDRE,


prc








PRC,


rrc








RRC,


deltaPRC2






DeltaPRC,


deltaRRC2






DeltaRRC,


deltaPRC3






DeltaPRC,


deltaRRC3






DeltaRRC

}

DGPS-CorrectionSatInfoList ::=

SEQUENCE (SIZE (1..maxSat)) OF











DGPS-CorrectionSatInfo

DGPS-Information ::=



SEQUENCE {


satID







SatID,


iode







IODE,


udre







UDRE,


prc








PRC,


rrc








RRC,


deltaPRC2






DeltaPRC,


deltaRRC2






DeltaRRC

}

DGPS-InformationList ::=


SEQUENCE (SIZE (1..maxSat)) OF











DGPS-Information

DiffCorrectionStatus ::=


ENUMERATED {











udre-1-0, udre-0-75, udre-0-5, udre-0-3,











udre-0-2, udre-0-1, noData, invalidData }

-- Actual value = IE value * 0.02

DL-PhysicalChannelBER ::=


INTEGER (0..255)

DL-TransportChannelBLER ::=


INTEGER (0..63)

DopplerUncertainty ::=



ENUMERATED {











hz12-5, hz25, hz50, hz100, hz200 }

EllipsoidPoint ::=




OCTET STRING (SIZE (7))

EllipsoidPointAltitude ::=


OCTET STRING (SIZE (9))

EllipsoidPointAltitudeEllipse ::=
OCTET STRING (SIZE (14))

EllipsoidPointUncertCircle ::=

OCTET STRING (SIZE (8))

EllipsoidPointUncertEllipse ::=

OCTET STRING (SIZE (11))

EnvironmentCharacterisation ::=

ENUMERATED {











possibleHeavyMultipathNLOS,











lightMultipathLOS,











notDefined }

Event1a ::=






SEQUENCE {


triggeringCondition




TriggeringCondition2,


reportingRange





ReportingRange,


forbiddenAffectCellList



ForbiddenAffectCellList



OPTIONAL,


w








W,


reportDeactivationThreshold


ReportDeactivationThreshold,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval

}

Event1b ::=






SEQUENCE {


triggeringCondition




TriggeringCondition1,


reportingRange





ReportingRange,


forbiddenAffectCellList



ForbiddenAffectCellList



OPTIONAL,


w








W

}

Event1c ::=






SEQUENCE {


replacementActivationThreshold

ReplacementActivationThreshold,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval

}

Event1e ::=





SEQUENCE {


triggeringCondition




TriggeringCondition2,


thresholdUsedFrequency



ThresholdUsedFrequency

}

Event1f ::=





SEQUENCE {


triggeringCondition




TriggeringCondition1,


thresholdUsedFrequency



ThresholdUsedFrequency

}

Event2a ::=






SEQUENCE {


usedFreqThreshold




Threshold,


usedFreqW






W,


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingCellStatus




ReportingCellStatus




OPTIONAL,


nonUsedFreqParameterList


NonUsedFreqParameterList


OPTIONAL

}

Event2b ::=






SEQUENCE {


usedFreqThreshold




Threshold,


usedFreqW






W,


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingCellStatus




ReportingCellStatus




OPTIONAL,


nonUsedFreqParameterList


NonUsedFreqParameterList


OPTIONAL

}

Event2c ::=






SEQUENCE {


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingCellStatus




ReportingCellStatus




OPTIONAL,


nonUsedFreqParameterList


NonUsedFreqParameterList


OPTIONAL

}

Event2d ::=






SEQUENCE {


usedFreqThreshold




Threshold,


usedFreqW






W,


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingCellStatus




ReportingCellStatus




OPTIONAL
}

Event2e ::=






SEQUENCE {


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingCellStatus




ReportingCellStatus




OPTIONAL,


nonUsedFreqParameterList


NonUsedFreqParameterList


OPTIONAL

}

Event2f ::=






SEQUENCE {


usedFreqThreshold




Threshold,


usedFreqW






W,


hysteresis






HysteresisInterFreq,


timeToTrigger





TimeToTrigger,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


Event3a ::=






SEQUENCE {


thresholdOwnSystem




Threshold,


w








W,


thresholdOtherSystem



Threshold,


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


Event3b ::=






SEQUENCE {


thresholdOtherSystem



Threshold,


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


Event3c ::=






SEQUENCE {


thresholdOtherSystem



Threshold,


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


Event3d ::=






SEQUENCE {


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}


EventIDInterFreq ::=



ENUMERATED {











e2a, e2b, e2c, e2d, e2e, e2f }

EventIDInterRAT ::=




ENUMERATED {











e3a, e3b, e3c, e3d }

EventIDIntraFreq ::=



ENUMERATED {











e1a, e1b, e1c, e1d, e1e,











e1f, e1g, e1h, e1i }

EventResults ::=




CHOICE {


intraFreqEventResults



IntraFreqEventResults,


interFreqEventResults



InterFreqEventResults,


interRATEventResults



InterRATEventResults,


trafficVolumeEventResults


TrafficVolumeEventResults,


qualityEventResults




QualityEventResults,


ue-InternalEventResults



UE-InternalEventResults,


up-MeasurementEventResults


UP-MeasurementEventResults

}

ExtraDopplerInfo ::=



SEQUENCE {


doppler1stOrder





INTEGER (-42..21),


dopplerUncertainty




DopplerUncertainty

}

FACH-MeasurementOccasionInfo ::=
SEQUENCE {


fACH-meas-occasion-coeff


INTEGER (1..12)





OPTIONAL,


inter-freq-FDD-meas-ind



BOOLEAN,


inter-freq-TDD-meas-ind



BOOLEAN,


inter-RAT-meas-ind




SEQUENCE (SIZE (1..maxOtherRAT)) OF












RAT-Type





OPTIONAL

}

FilterCoefficient ::=



ENUMERATED {











fc0, fc1, fc2, fc3, fc4, fc5, 











fc6, fc7, fc8, fc9, fc11, fc13, 











fc15, fc17, fc19, spare1 }

FineSFN-SFN ::=





ENUMERATED {











fs0, fs0-25, fs0-5, fs0-75 }

ForbiddenAffectCell ::=



CHOICE {


fdd








PrimaryCPICH-Info,


tdd








PrimaryCCPCH-Info

}

ForbiddenAffectCellList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











ForbiddenAffectCell

FreqQualityEstimateQuantity-FDD ::= ENUMERATED {











cpich-Ec-N0,











cpich-RSCP }

FreqQualityEstimateQuantity-TDD ::= ENUMERATED {











primaryCCPCH-RSCP }

GPS-MeasurementParam ::=


SEQUENCE {


satelliteID






INTEGER (0..63),


c-N0







INTEGER (0..63),


doppler







INTEGER (-32768..32768),


wholeGPS-Chips





INTEGER (0..1023),


fractionalGPS-Chips




INTEGER (0..1023),


multipathIndicator




MultipathIndicator,


pseudorangeRMS-Error



INTEGER (0..63)

}

GPS-MeasurementParamList ::=

SEQUENCE (SIZE (1..maxSat)) OF











GPS-MeasurementParam

GSM-CarrierRSSI ::=




BIT STRING (SIZE (6))

GSM-MeasuredResults ::= 


SEQUENCE {


gsm-CarrierRSSI





GSM-CarrierRSSI





OPTIONAL,


pathloss






Pathloss






OPTIONAL,


bsicReported





BSICReported,


observedTimeDifferenceToGSM


ObservedTimeDifferenceToGSM


OPTIONAL

}

GSM-MeasuredResultsList ::=


SEQUENCE (SIZE (1..maxReportedGSMCells)) OF











GSM-MeasuredResults


-- **TODO**, not defined yet

GSM-OutputPower ::=




SEQUENCE {

}

GPS-TOW-1msec ::=




INTEGER (0..604799999)

GPS-TOW-1usec ::=




SEQUENCE {


tow-1msec






GPS-TOW-1msec,


tow-rem-usec





GPS-TOW-rem-usec

}

GPS-TOW-Assist ::=




SEQUENCE {


satID







SatID,


tlm-Message






BIT STRING (SIZE (14)),


antiSpoof






BOOLEAN,


alert







BOOLEAN,


tlm-Reserved





BIT STRING (SIZE (2))

}

GPS-TOW-AssistList ::=



SEQUENCE (SIZE (1..maxSat)) OF











GPS-TOW-Assist

GPS-TOW-rem-usec ::=



INTEGER (0..999)

HCS-CellReselectInformation-RSCP ::=

SEQUENCE {


penaltyTime








PenaltyTime-RSCP


-- TABULAR: The default value is "notUsed", temporary offset is nested inside PenaltyTime

}

HCS-CellReselectInformation-ECN0 ::=

SEQUENCE {


penaltyTime






PenaltyTime-ECN0


-- TABULAR: The default value is "notUsed", temporary offset is nested inside PenaltyTime

}

HCS-NeighbouringCellInformation-RSCP ::= SEQUENCE {


hcs-PRIO






HCS-PRIO






DEFAULT 0,


q-HCS







Q-HCS







DEFAULT 0,


hcs-CellReselectInformation


HCS-CellReselectInformation-RSCP

}

HCS-NeighbouringCellInformation-ECN0 ::= SEQUENCE {


hcs-PRIO






HCS-PRIO






DEFAULT 0,


q-HCS







Q-HCS







DEFAULT 0,


hcs-CellReselectInformation


HCS-CellReselectInformation-ECN0

}

HCS-PRIO ::=





INTEGER (0..7)

HCS-ServingCellInformation ::=

SEQUENCE {


hcs-PRIO






HCS-PRIO






DEFAULT 0,


q-HCS







Q-HCS







DEFAULT 0,


t-CR-Max






T-CRMax







OPTIONAL

}

-- Actual value = IE value * 0.5

Hysteresis ::=





INTEGER (0..15)

-- Actual value = IE value * 0.5

HysteresisInterFreq ::=



INTEGER (0..29)

InterFreqCell ::=




SEQUENCE {


frequencyInfo





FrequencyInfo,


nonFreqRelatedEventResults


CellMeasurementEventResults

}

InterFreqCellID ::=




INTEGER (0..maxCellMeas-1)

InterFreqCellInfoList ::=


SEQUENCE {


removedInterFreqCellList


RemovedInterFreqCellList


OPTIONAL,


newInterFreqCellList



NewInterFreqCellList



OPTIONAL

}

InterFreqCellInfoSI-List-RSCP ::=

SEQUENCE {


removedInterFreqCellList


RemovedInterFreqCellList


OPTIONAL,


newInterFreqCellList



NewInterFreqCellSI-List-RSCP

OPTIONAL

}

InterFreqCellInfoSI-List-ECN0 ::=

SEQUENCE {


removedInterFreqCellList


RemovedInterFreqCellList


OPTIONAL,


newInterFreqCellList



NewInterFreqCellSI-List-ECN0

OPTIONAL

}

InterFreqCellInfoSI-List-HCS-RSCP ::=

SEQUENCE {


removedInterFreqCellList


RemovedInterFreqCellList


OPTIONAL,


newInterFreqCellList



NewInterFreqCellSI-List-HCS-RSCP
OPTIONAL

}

InterFreqCellInfoSI-List-HCS-ECN0 ::=

SEQUENCE {


removedInterFreqCellList


RemovedInterFreqCellList


OPTIONAL,


newInterFreqCellList



NewInterFreqCellSI-List-HCS-ECN0
OPTIONAL

}

InterFreqCellList ::=



SEQUENCE (SIZE (1..maxFreq)) OF











InterFreqCell

InterFreqCellMeasuredResultsList ::= SEQUENCE (SIZE (1..maxCellMeas)) OF











CellMeasuredResults

InterFreqEvent ::=




CHOICE {


event2a







Event2a,


event2b







Event2b,


event2c







Event2c,


event2d







Event2d,


event2e







Event2e,


event2f







Event2f

}

InterFreqEventList ::=



SEQUENCE (SIZE (1..maxMeasEvent)) OF











InterFreqEvent

InterFreqEventResults ::=


SEQUENCE {


eventID







EventIDInterFreq,


interFreqCellList




InterFreqCellList




OPTIONAL

}

InterFreqMeasQuantity ::=


SEQUENCE {


reportingCriteria




CHOICE {



intraFreqReportingCriteria


SEQUENCE {




intraFreqMeasQuantity



IntraFreqMeasQuantity



},



interFreqReportingCriteria


SEQUENCE {




filterCoefficient




FilterCoefficient


DEFAULT fc0,




modeSpecificInfo




CHOICE {





fdd








SEQUENCE {






freqQualityEstimateQuantity-FDD

FreqQualityEstimateQuantity-FDD





},





tdd








SEQUENCE {






freqQualityEstimateQuantity-TDD

FreqQualityEstimateQuantity-TDD





}




}



}


}

}

InterFreqMeasuredResults ::=

SEQUENCE {


frequencyInfo





FrequencyInfo





OPTIONAL,


utra-CarrierRSSI




UTRA-CarrierRSSI




OPTIONAL,


interFreqCellMeasuredResultsList
InterFreqCellMeasuredResultsList
OPTIONAL

}

InterFreqMeasuredResultsList ::=
SEQUENCE (SIZE (1..maxFreq)) OF











InterFreqMeasuredResults

InterFreqMeasurementSysInfo-RSCP ::=
SEQUENCE {


interFreqCellInfoSI-List



InterFreqCellInfoSI-List-RSCP

OPTIONAL

}

InterFreqMeasurementSysInfo-ECN0 ::=

SEQUENCE {


interFreqCellInfoSI-List


InterFreqCellInfoSI-List-ECN0

OPTIONAL

}

InterFreqMeasurementSysInfo-HCS-RSCP ::=

SEQUENCE {


interFreqCellInfoSI-List


InterFreqCellInfoSI-List-HCS-RSCP
OPTIONAL

}

InterFreqMeasurementSysInfo-HCS-ECN0 ::=

SEQUENCE {


interFreqCellInfoSI-List


InterFreqCellInfoSI-List-HCS-ECN0
OPTIONAL

}

InterFreqReportCriteria ::=


CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria,


interFreqReportingCriteria


InterFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

InterFreqReportingCriteria ::=

SEQUENCE {


interFreqEventList




InterFreqEventList




OPTIONAL

}

InterFreqReportingQuantity ::=

SEQUENCE {


utra-Carrier-RSSI




BOOLEAN,


frequencyQualityEstimate


BOOLEAN,


nonFreqRelatedQuantities


CellReportingQuantities

}

InterFrequencyMeasurement ::=

SEQUENCE {


interFreqCellInfoList



InterFreqCellInfoList,


interFreqMeasQuantity



InterFreqMeasQuantity



OPTIONAL,


interFreqReportingQuantity


InterFreqReportingQuantity


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


interFreqSetUpdate




UE-AutonomousUpdateMode



OPTIONAL,


reportCriteria





InterFreqReportCriteria

}

InterRAT-TargetCellDescription::=
SEQUENCE {


technologySpecificInfo



CHOICE {



gsm








SEQUENCE {




bsic







BSIC, 




band-Indicator





Band-Indicator,



bcch-ARFCN






BCCH-ARFCN,




ncMode







NC-Mode



OPTIONAL



},



is-2000







NULL,



spare







NULL


}

}

InterRATCellID ::=



INTEGER (0..maxCellMeas-1)

InterRATCellInfoList ::=


SEQUENCE {


removedInterRATCellList


RemovedInterRATCellList,


newInterRATCellList



NewInterRATCellList

}

InterRATCellInfoList-HCS ::=


SEQUENCE {


removedInterRATCellList


RemovedInterRATCellList,


newInterRATCellList



NewInterRATCellList-HCS

}

InterRATEvent ::=



CHOICE {


event3a







Event3a,


event3b







Event3b,


event3c







Event3c,


event3d







Event3d

}

InterRATEventList ::=


SEQUENCE (SIZE (1..maxMeasEvent)) OF











InterRATEvent

InterRATEventResults ::=


SEQUENCE {


eventID







EventIDInterRAT,


cellToReportList




CellToReportList

}

InterRATInfo ::=




ENUMERATED {











gsm }

InterRATMeasQuantity ::=



SEQUENCE {


measQuantityUTRAN-QualityEstimate

IntraFreqMeasQuantity


OPTIONAL,


ratSpecificInfo





CHOICE {



gsm









SEQUENCE {




measurementQuantity





MeasurementQuantityGSM,




filterCoefficient





FilterCoefficient

DEFAULT fc1,




bsic-VerificationRequired



BSIC-VerificationRequired



},



is-2000








SEQUENCE {




tadd-EcIo







INTEGER (0..63),




tcomp-EcIo







INTEGER (0..15),




softSlope







INTEGER (0..63)


OPTIONAL,




addIntercept






INTEGER (0..63)


OPTIONAL



}


}


}

InterRATMeasuredResults ::=

CHOICE {


gsm








GSM-MeasuredResultsList,


spare







NULL

}

InterRATMeasuredResultsList ::= SEQUENCE (SIZE (1..maxOtherRAT)) OF











InterRATMeasuredResults

InterRATMeasurement ::=


SEQUENCE {


interRATCellInfoList



InterRATCellInfoList



OPTIONAL,


interRATMeasQuantity



InterRATMeasQuantity



OPTIONAL,


interRATReportingQuantity


InterRATReportingQuantity

OPTIONAL,


reportCriteria





InterRATReportCriteria

}

InterRATMeasurementSysInfo ::=
SEQUENCE {


interRATCellInfoList



InterRATCellInfoList



OPTIONAL

}

InterRATMeasurementSysInfo-HCS ::=
SEQUENCE {


interRATCellInfoList



InterRATCellInfoList-HCS


OPTIONAL

}

InterRATReportCriteria ::=

CHOICE {


interRATReportingCriteria


InterRATReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}




InterRATReportingCriteria ::= 
SEQUENCE {


interRATEventList



InterRATEventList



OPTIONAL

}

InterRATReportingQuantity ::=
SEQUENCE {


utran-EstimatedQuality



BOOLEAN,


ratSpecificInfo




CHOICE {



gsm








SEQUENCE {




pathloss






BOOLEAN,




observedTimeDifferenceGSM


BOOLEAN,




gsm-Carrier-RSSI




BOOLEAN



}


}

}

IntraFreqCellID ::=




INTEGER (0..maxCellMeas-1)

IntraFreqCellInfoList ::=


SEQUENCE {


removedIntraFreqCellList


RemovedIntraFreqCellList


OPTIONAL,


newIntraFreqCellList



NewIntraFreqCellList



OPTIONAL

}

IntraFreqCellInfoSI-List-RSCP ::=
SEQUENCE {


removedIntraFreqCellList


RemovedIntraFreqCellList


OPTIONAL,


newIntraFreqCellList



NewIntraFreqCellSI-List-RSCP

}

IntraFreqCellInfoSI-List-ECN0 ::=

SEQUENCE {


removedIntraFreqCellList


RemovedIntraFreqCellList


OPTIONAL,


newIntraFreqCellList



NewIntraFreqCellSI-List-ECN0

}

IntraFreqCellInfoSI-List-HCS-RSCP ::=

SEQUENCE {


removedIntraFreqCellList


RemovedIntraFreqCellList


OPTIONAL,


newIntraFreqCellList



NewIntraFreqCellSI-List-HCS-RSCP

}

IntraFreqCellInfoSI-List-HCS-ECN0 ::=

SEQUENCE {


removedIntraFreqCellList


RemovedIntraFreqCellList


OPTIONAL,


newIntraFreqCellList



NewIntraFreqCellSI-List-HCS-ECN0

}

IntraFreqEvent ::=




CHOICE {


e1a








Event1a,


e1b








Event1b,


e1c








Event1c,


e1d








NULL,


e1e








Event1e,


e1f








Event1f,


e1g








NULL,


e1h








ThresholdUsedFrequency,


e1i








ThresholdUsedFrequency

}

IntraFreqEventCriteria ::=


SEQUENCE {


event







IntraFreqEvent,


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}

IntraFreqEventCriteriaList ::=

SEQUENCE (SIZE (1..maxMeasEvent)) OF











IntraFreqEventCriteria

IntraFreqEventResults ::=


SEQUENCE {


eventID







EventIDIntraFreq,


cellMeasurementEventResults


CellMeasurementEventResults

}

IntraFreqMeasQuantity ::=


SEQUENCE {


filterCoefficient




FilterCoefficient




DEFAULT fc1,


modeSpecificInfo 




CHOICE {



fdd







SEQUENCE {




intraFreqMeasQuantity-FDD

IntraFreqMeasQuantity-FDD



},



tdd







SEQUENCE {




intraFreqMeasQuantity-TDDList
IntraFreqMeasQuantity-TDDList



}


}

}

IntraFreqMeasQuantity-FDD ::=

ENUMERATED {











cpich-Ec-NO,











cpich-RSCP,











pathloss,











utra-CarrierRSSI }

IntraFreqMeasQuantity-TDD ::=

ENUMERATED {











primaryCCPCH-RSCP,











pathloss,











timeslotISCP,











utra-CarrierRSSI }

IntraFreqMeasQuantity-TDDList ::=
SEQUENCE (SIZE (1..4)) OF











IntraFreqMeasQuantity-TDD

IntraFreqMeasuredResultsList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF











CellMeasuredResults

IntraFreqMeasurementSysInfo-RSCP ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-RSCP

OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH



OPTIONAL

}

IntraFreqMeasurementSysInfo-ECN0 ::=

SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-ECN0

OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH



OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-RSCP ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-RSCP
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH



OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-ECN0 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-ECN0
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH



OPTIONAL

}

IntraFreqReportCriteria ::=


CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

IntraFreqReportingCriteria ::=

SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList

OPTIONAL

}

IntraFreqReportingQuantity ::=

SEQUENCE {


activeSetReportingQuantities

CellReportingQuantities,


monitoredSetReportingQuantities

CellReportingQuantities,


detectedSetReportingQuantities

CellReportingQuantities



OPTIONAL

}

IntraFreqReportingQuantityForRACH ::= SEQUENCE {


sfn-SFN-OTD-Type




SFN-SFN-OTD-Type,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




intraFreqRepQuantityRACH-FDD

IntraFreqRepQuantityRACH-FDD



},



tdd








SEQUENCE {




intraFreqRepQuantityRACH-TDDList
IntraFreqRepQuantityRACH-TDDList



}


}

}

IntraFreqRepQuantityRACH-FDD ::=
ENUMERATED {











cpich-EcN0, cpich-RSCP, 











pathloss, noReport }

IntraFreqRepQuantityRACH-TDD ::=
ENUMERATED {











timeslotISCP,











primaryCCPCH-RSCP,











noReport }

IntraFreqRepQuantityRACH-TDDList ::= SEQUENCE (SIZE (1..2)) OF











IntraFreqRepQuantityRACH-TDD

IntraFrequencyMeasurement ::=

SEQUENCE {


intraFreqCellInfoList



IntraFreqCellInfoList



OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantity


IntraFreqReportingQuantity


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


reportCriteria





IntraFreqReportCriteria



OPTIONAL

}

IODE ::=






INTEGER (0..255)

IP-Length ::=





ENUMERATED {











ipl5, ipl10 }

IP-Spacing ::=





ENUMERATED {











e5, e7, e10, e15, e20,











e30, e40, e50 }

IS-2000SpecificMeasInfo ::=


ENUMERATED {











frequency, timeslot, colourcode,











outputpower, pn-Offset }

MaxNumberOfReportingCellsType1 ::=
ENUMERATED {











e1, e2, e3, e4, e5, e6}

MaxNumberOfReportingCellsType2 ::=
ENUMERATED {











e1, e2, e3, e4, e5, e6, e7, e8, e9, e10, e11, e12}

MaxNumberOfReportingCellsType3 ::=
ENUMERATED {











viactCellsPlus1,











viactCellsPlus2,











viactCellsPlus3,











viactCellsPlus4,











viactCellsPlus5,











viactCellsPlus6 }

MaxReportedCellsOnRACH ::=


ENUMERATED {











noReport,











currentCell,











currentAnd-1-BestNeighbour,











currentAnd-2-BestNeighbour,











currentAnd-3-BestNeighbour,











currentAnd-4-BestNeighbour,











currentAnd-5-BestNeighbour,











currentAnd-6-BestNeighbour }

MeasuredResults ::=




CHOICE {


intraFreqMeasuredResultsList

IntraFreqMeasuredResultsList,


interFreqMeasuredResultsList

InterFreqMeasuredResultsList,


interRATMeasuredResultsList

InterRATMeasuredResultsList,


trafficVolumeMeasuredResultsList
TrafficVolumeMeasuredResultsList,


qualityMeasuredResults



QualityMeasuredResults,


ue-InternalMeasuredResults


UE-InternalMeasuredResults,


up-MeasuredResults




UP-MeasuredResults

}

MeasuredResultsList ::=



SEQUENCE (SIZE (1..maxAdditionalMeas)) OF











MeasuredResults

MeasuredResultsOnRACH ::=


SEQUENCE {


currentCell 





SEQUENCE {



modeSpecificInfo




CHOICE {




fdd








SEQUENCE {





measurementQuantity




CHOICE {






cpich-Ec-N0






CPICH-Ec-N0,






cpich-RSCP






CPICH-RSCP,






pathloss






Pathloss 





}




},




tdd








SEQUENCE {





timeslotISCP





TimeslotISCP-List

OPTIONAL,





primaryCCPCH-RSCP




PrimaryCCPCH-RSCP

OPTIONAL




}



}


},


monitoredCells





MonitoredCellRACH-List



OPTIONAL

}

MeasurementCommand ::=



CHOICE {


setup







MeasurementType,


modify







SEQUENCE {



measurementType





MeasurementType




OPTIONAL


},


release







NULL

}

MeasurementControlSysInfo ::=

SEQUENCE {


use-of-HCS






CHOICE
{



hcs-not-used 




SEQUENCE
{




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-RSCP
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-RSCP
OPTIONAL





},





cpich-Ec-No



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-ECN0

OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-ECN0
OPTIONAL





}




},




interRATMeasurementSysInfo

InterRATMeasurementSysInfo-HCS

OPTIONAL



},



hcs-used





SEQUENCE
{




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-RSCP


OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-RSCP


OPTIONAL





},





cpich-Ec-No



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-ECN0


OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-ECN0


OPTIONAL



}




},




interRATMeasurementSysInfo

InterRATMeasurementSysInfo

OPTIONAL



}


},


trafficVolumeMeasSysInfo


TrafficVolumeMeasSysInfo


OPTIONAL,


ue-InternalMeasurementSysInfo

UE-InternalMeasurementSysInfo

OPTIONAL

}

MeasurementIdentity ::=

INTEGER (1..16)

MeasurementQuantityGSM ::=


ENUMERATED {











gsm-CarrierRSSI,











pathloss }

MeasurementReportingMode ::=

SEQUENCE {


measurementReportTransferMode

TransferMode,


periodicalOrEventTrigger


PeriodicalOrEventTrigger

}


MeasurementType ::=




CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement,


interFrequencyMeasurement


InterFrequencyMeasurement,


interRATMeasurement



InterRATMeasurement,


up-Measurement





UP-Measurement,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement

}

MeasurementValidity ::=



SEQUENCE {


ue-State






ENUMERATED {












cell-DCH, all-But-Cell-DCH, all-States }

}

MonitoredCellRACH-List ::=


SEQUENCE (SIZE (1..7)) OF











MonitoredCellRACH-Result

MonitoredCellRACH-Result ::=

SEQUENCE {


sfn-SFN-ObsTimeDifference


SFN-SFN-ObsTimeDifference


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




measurementQuantity




CHOICE {





cpich-Ec-N0






CPICH-Ec-N0,





cpich-RSCP






CPICH-RSCP,





pathloss






Pathloss




}















OPTIONAL



},



tdd








SEQUENCE {




cellParametersID




CellParametersID,




primaryCCPCH-RSCP




PrimaryCCPCH-RSCP



}


}

}

MultipathIndicator ::=



ENUMERATED {











nm,











low,











medium,











high }

N-CR-T-CRMaxHyst ::=



SEQUENCE {


n-CR







INTEGER (1..16)





DEFAULT 8,


t-CRMaxHyst






T-CRMaxHyst

}

NavigationModelSatInfo ::=


SEQUENCE {


satID







SatID,


satelliteStatus





SatelliteStatus,


navModel






NavModel

}

NavigationModelSatInfoList ::=

SEQUENCE (SIZE (1..maxSat)) OF











NavigationModelSatInfo

NavModel ::=





SEQUENCE {


codeOnL2






BIT STRING (SIZE (2)),


uraIndex






BIT STRING (SIZE (4)),


satHealth






BIT STRING (SIZE (6)),


iodc







BIT STRING (SIZE (10)),


l2Pflag







BIT STRING (SIZE (1)),


sf1Revd







SubFrame1Reserved,


t-GD







BIT STRING (SIZE (8)),


t-oc







BIT STRING (SIZE (16)),


af2








BIT STRING (SIZE (8)),


af1








BIT STRING (SIZE (16)),


af0








BIT STRING (SIZE (22)),


c-rs







BIT STRING (SIZE (16)),


delta-n







BIT STRING (SIZE (16)),


m0








BIT STRING (SIZE (32)),


c-uc







BIT STRING (SIZE (16)),


e








BIT STRING (SIZE (32)),


c-us







BIT STRING (SIZE (16)),


a-Sqrt







BIT STRING (SIZE (32)),


t-oe







BIT STRING (SIZE (16)),


fitInterval






BIT STRING (SIZE (1)),


aodo







BIT STRING (SIZE (5)),


c-ic







BIT STRING (SIZE (16)),


omega0







BIT STRING (SIZE (32)),


c-is







BIT STRING (SIZE (16)),


i0








BIT STRING (SIZE (32)),


c-rc







BIT STRING (SIZE (16)),


omega







BIT STRING (SIZE (32)),


omegaDot






BIT STRING (SIZE (24)),


iDot







BIT STRING (SIZE (14))

}

NC-Mode::=






BIT STRING (SIZE (3))

Neighbour ::=





SEQUENCE {


neighbourIdentity




PrimaryCPICH-Info




OPTIONAL,


neignbourQuantity




NeighbourQuantity,


sfn-SFN-ObsTimeDifference2


SFN-SFN-ObsTimeDifference2

}

NeighbourList ::=




SEQUENCE (SIZE (1..maxCellMeas)) OF











Neighbour

-- **TODO**, to be defined fully

NeighbourQuantity ::=



SEQUENCE {

}

NewInterFreqCell ::=



SEQUENCE {


interFreqCellID





InterFreqCellID





OPTIONAL,


frequencyInfo





FrequencyInfo





OPTIONAL,


cellInfo






CellInfo

}

NewInterFreqCellList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











NewInterFreqCell

NewInterFreqCellSI-RSCP ::=



SEQUENCE {


interFreqCellID





InterFreqCellID





OPTIONAL,


frequencyInfo





FrequencyInfo





OPTIONAL,


cellInfo






CellInfoSI-RSCP

}

NewInterFreqCellSI-ECN0 ::=



SEQUENCE {


interFreqCellID





InterFreqCellID





OPTIONAL,


frequencyInfo





FrequencyInfo





OPTIONAL,


cellInfo






CellInfoSI-ECN0

}

NewInterFreqCellSI-HCS-RSCP ::=



SEQUENCE {


interFreqCellID





InterFreqCellID





OPTIONAL,


frequencyInfo





FrequencyInfo





OPTIONAL,


cellInfo






CellInfoSI-HCS-RSCP

}

NewInterFreqCellSI-HCS-ECN0 ::=



SEQUENCE {


interFreqCellID





InterFreqCellID





OPTIONAL,


frequencyInfo





FrequencyInfo





OPTIONAL,


cellInfo






CellInfoSI-HCS-ECN0

}

NewInterFreqCellSI-List-ECN0 ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











NewInterFreqCellSI-ECN0

NewInterFreqCellSI-List-HCS-RSCP ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











NewInterFreqCellSI-HCS-RSCP

NewInterFreqCellSI-List-HCS-ECN0 ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











NewInterFreqCellSI-HCS-ECN0

NewInterFreqCellSI-List-RSCP ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF











NewInterFreqCellSI-RSCP

NewInterRATCell ::=



SEQUENCE {


interRATCellID





InterRATCellID


OPTIONAL,


technologySpecificInfo



CHOICE {



gsm








SEQUENCE {




cellSelectionReselectionInfo

CellSelectReselectInfoSIB-11-12

OPTIONAL,




bsic







BSIC, 




band-Indicator





Band-Indicator,



bcch-ARFCN






BCCH-ARFCN,




gsm-OutputPower





GSM-OutputPower



OPTIONAL



},



is-2000







SEQUENCE {




is-2000SpecificMeasInfo



IS-2000SpecificMeasInfo



},



spare1







NULL,



spare2







NULL


}

}

NewInterRATCell-HCS ::=



SEQUENCE {


interRATCellID





InterRATCellID



OPTIONAL,


technologySpecificInfo



CHOICE {



gsm








SEQUENCE {




cellSelectionReselectionInfo

CellSelectReselectInfoSIB-11-12

OPTIONAL,




bsic







BSIC, 




band-Indicator





Band-Indicator,



bcch-ARFCN






BCCH-ARFCN,




gsm-OutputPower





GSM-OutputPower



OPTIONAL



},



is-2000







SEQUENCE {




is-2000SpecificMeasInfo



IS-2000SpecificMeasInfo



},



spare1







NULL,



spare2







NULL


}

}

-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************

ReceivedMessageType ::=



ENUMERATED {











activeSetUpdate,











cellUpdateConfirm,











cellchangeorderfromUTRAN,










counterCheck,











downlinkDirectTransfer,











interRATHandoverCommand,











measurementControl,











pagingType2,











physicalChannelReconfiguration,











physicalSharedChannelAllocation,











radioBearerReconfiguration,











radioBearerRelease,











radioBearerSetup,











rrcConnectionRelease,











rrcConnectionReject,











rrcConnectionSetup,











securityModeCommand,











signallingConnectionRelease,











transportChannelReconfiguration,











transportFormatCombinationControl,











ueCapabilityEnquiry,











ueCapabilityInformationConfirm,











uplinkPhysicalChannelControl,











uraUpdateConfirm,











utranMobilityInformation,











spare1, spare2, spare3, spare4,











spare5, spare6, 
}
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