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10.3.4.20
RB information to setup

Information Element/Group name
Need
Multi
Type and reference
Semantics description

RB identity
MP

RB identity 10.3.4.16


PDCP info
OP

PDCP info 10.3.4.2


CHOICE RLC info type
MP




>RLC info


RLC info 10.3.4.23


>Same as RB


RB identity 10.3.4.16
Identity of RB with exactly the same RLC info IE values

RB mapping info
MP

RB mapping info 10.3.4.21


Multi Bound
Explanation

MaxSetupRBcount
The maximum number of RBs to setup.

NOTE

This information element is included within IE "Predefined RB configuration"
10.3.4.24
Signalling RB information to setup

Information Element/Group name
Need
Multi
Type and reference
Semantics description

RB identity

MD

RB identity 10.3.4.16
Default value is specified in subclause 8.6.4.4

CHOICE RLC info type
MP




>RLC info
OP

RLC info 10.3.4.23


>Same as RB


RB identity 10.3.4.16
Identity of RB with exactly the same RLC info IE values

RB mapping info
MP

RB mapping info 10.3.4.21


NOTE

This information element is included within IE "Predefined RB configuration"
11.3
Information element definitions

<Cut from following section>

-- ***************************************************

--

--     RADIO BEARER INFORMATION ELEMENTS (10.3.4)

--

-- ***************************************************

RB-InformationSetup ::=



SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice,


rb-MappingInfo





RB-MappingInfo

}

RLC-InfoChoice ::=




CHOICE {


rlc-Info






RLC-Info,


same-as-RB






RB-Identity

}

RLC-Info ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode






DL-RLC-Mode






OPTIONAL

}

SRB-InformationSetup ::=


SEQUENCE {


rb-Identity






RB-Identity






OPTIONAL,


-- The default value for the IE above is the smallest value not used yet.


rlc-InfoChoice





RLC-InfoChoice,


rb-MappingInfo





RB-MappingInfo

}
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