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Proposed change affects:
(

(U)SIM

ME/UE
X
Radio Access Network
X
Core Network




Title:
(

Extension of IE "SSDT Information" to indicate if SSDT is used in the UL only.




Source:
(

Nokia




Work item code:
(

RinImp-DSCHsho

Date: (

February 12, 2001 







Category:
(

C

Release: (

REL-4


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

The change to 25.331 was approved during RAN#10 and should be implemented according to the approved TR 25.841 V2.0.0 (outcome of study for Rel-4 from WG1 on "DSCH power control improvement in soft handover"). 




Summary of change:
(

Based on the approved TR,an extension to an existing IE has been made which indicates whether SSDT signalling is used in UL only or UL+DL. 

NOTE: The ASN.1 form presented in this CR assumes the use of ECN to free the specifier from the issues of encoding. The alternative form using explicit extension fields at the and of the message is directly equivalent and can be provided if required. This issue of specification of extensions needs to be resolved within the RAN WG2.




Consequences if 
(

not approved:
The implementation of the approved WI for Rel-4 on " DSCH power control improvement in soft handover "will be incomplete.




Clauses affected:
(

-10.3.6.78 

-11.3




Other specs
(


 Other core specifications
(



Affected:

 Test specifications




 O&M Specifications





Other comments:
(
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10.3.6.75
SFN Time info

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Activation time SFN
MP

Integer (0..4095)
System frame number start of the physical channel existence.

Duration
MP

Integer(1..4096)
Total number of frames the physical channel will exist. 

10.3.6.76
SSDT cell identity

NOTE:
Only for FDD.

This IE is used to associate a cell identity with a given radio link.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

SSDT cell id
MP

Enumerated (a, b, c, d, e, f, g, h)


10.3.6.77
SSDT information 

NOTE:
Only for FDD.

This information element indicates the status (e.g. initiated/terminated) of the Site Selection.

Diversity Transmit power control (SSDT). It is used to change the SSDT status. The parameter 'code word set' indicates how cell identities are coded (using many bits or few, values are long, medium, or short). 

Information Element/Group name
Need
Multi
Type and reference
Semantics description

S field
MP

Integer (1, 2)
In bits

Code Word Set
MP

Enumerated (long, medium, shortSSDT off)


NOTE:
These parameters shall be set optionally associated with DL DPCH info but not for each RL.
10.3.6.7x
SSDT Information

NOTE:
Only for FDD.

This information element indicates the status (e.g. initiated/terminated) of the Site Selection.

Diversity Transmit power control (SSDT). It is used to change the SSDT status. The parameter 'code word set' indicates how cell identities are coded (using many bits or few, values are long, medium, or short). The parameter 'SSDT UL' indicates if SSDT signalling is used in the UL only or UL and DL.
Information Element/Group name
Need
Multi
Type and reference
Semantics description

S field
MP

Integer (1, 2)
In bits

Code Word Set
MP

Enumerated (long, medium, shortSSDT off)


SSDT UL
OP

Enumerated

(UL, ULand DL)


SpreadingFactor::=




ENUMERATED {











sf4, sf8, sf16, sf32,











sf64, sf128, sf256 }

SSDT-CellIdentity ::=



ENUMERATED {











ssdt-id-a, ssdt-id-b, ssdt-id-c,











ssdt-id-d, ssdt-id-e, ssdt-id-f,











ssdt-id-g, ssdt-id-h }

SSDT-Information ::=



SEQUENCE {


s-Field







S-Field,


codeWordSet






CodeWordSet

}

SSDT-Information ::=



SEQUENCE {


s-Field







S-Field,


codeWordSet






CodeWordSet

SSDT-ul







SSDT-ul
}
TDD-PICH-CCode ::=




ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }
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