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Correct the PLMN reselection in CELL_PCH, URA_PCH and CELL_FACH with the agreement from the RAN adhoc on Idle Mode (Helsinki, February 2001)
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 Change to ensure that the periodic search for a higher priority PLMN should take place when in CELL_PCH, URA_PCH, and CELL_FACH




Consequences if 
(

not approved:
The specification shall not be in line with the agreement from the Idle/Connect mode adhoc, and therefore the appropriate action when higher priority PLMNs are available will not be made.
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7.2
Processes in UE modes/states

NOTE:
This subclause specifies what processes shall be active in the UE in the different RRC modes/states. The related procedures and the conditions on which they are triggered are specified either in section 8 or elsewhere in the relevant process definition.

7.2.1
UE Idle mode

UE processes that are active in UE Idle mode are specified in 3GPP TS 25.304.
The UE shall perform a periodic search for higher priority PLMNs as specified in 3GPP TS 23.122

7.2.2
UTRA RRC Connected mode

In this specification unless otherwise mentioned "connected mode" shall refer to "UTRA RRC connected mode".

7.2.2.1
URA _PCH or CELL_PCH state

In the URA_PCH or CELL_PCH state the UE shall perform the following actions:

-
if the UE is "in service area":

-
maintain up-to-date system information as broadcast by the serving cell as specified in the sub-clause 8.1.1;

-
perform cell reselection process as specified in 3GPP TS 25.304;
-
perform a periodic search for higher priority PLMNs as specified in 3GPP TS 23.122;
-
monitor the paging occasions according to the DRX cycle and receive paging information on the PCH;

-
perform measurements process according to measurement control information as specified in subclause 8.4 and in subclause 14.4;

-
maintain up-to-date BMC data if it supports Cell Broadcast Service (CBS) as specified in 3GPP TS 25.324;

-
run timer T305 for periodical URA update if the UE is in URA_PCH or for periodical cell update if the UE is in CELL_PCH;

-
if the UE is "out of service area":

-
perform cell reselection process as specified in 3GPP TS 25.304;

-
run timer T316
;

-
run timer T305 

7.2.2.2
CELL_FACH state

In the CELL_FACH state the UE shall perform the following actions:

-
if the UE is "in service area":

-
DCCH and DTCH are available;

-
perform cell reselection process as specified in 3GPP TS 25.304;

-
perform measurements process according to measurement control information as specified in subclause 8.4 and in subclause 14.4;

-
run timer T305 (periodical cell update);

-
listen to all FACH transport channels mapped on S-CCPCH assigned to this UE;

-
if the UE is "out of service area":

-
perform cell reselection process as specified in 3GPP TS 25.304;

-
run timers T305 (periodical cell update), and T317
 (cell update when re-entering "in service") or T307 (transition to Idle mode) 

7.2.2.3
CELL_DCH state

In the CELL_DCH state the UE shall perform the following actions:

-
if DCCH and DTCH are available:

-
read system information broadcast on FACH as specified in subclause 8.1.1.3 (applicable only to UEs with certain capabilities and camping on FDD cells);

-
read the system information as specified in subclause 8.1.1 (for UEs camping on TDD cells);

-
perform measurements process according to measurement control information as specified in subclause 8.4 and in clause 14;
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